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ABSTRACT 

The primary objective of this project was to investigate the 

feasibility of using a CaF,(Eu) scintillator for detecting low-energy 

beta particles from tritium. A proof-of-principle detector was designed 

for flowing tritium-spiked nitrogen gas across the surface of a thin 

scintillator, which was optically coupled between two low-noise 

photomultiplier tubes. Electronics fo r  operating the two 

photomultiplier tubes in coincidence eliminated most of the tube noise 

pulses and allowed detection of the small pulses from the low-energy 

tritium beta particles. 
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1. INTRCDUCTION 

The primary objective of this project was to investigate the 

feasibility of using a previously suggested CaF,(Eu) scintillator for 

detecting tritium ('HI'. In order tc evaluate the usefulness of 

CaF,(Eu) for this application, it was necessary to first determine its 

counting sensitivity for low-energy beta radiation from tritium. The 

maximum energy beta particles from tritium is 18 keV, and the average 

energy is about 6 keV, making it very difficult to discern small 
electronic pulses from these low-energy particles in the presence of the 

noise pulses generated in the photomultiplier tubes. This situation is 

improved by using a coincidence circuit to generate a gate pulse only 

when a pulse from both tubes occurs simultaneously, hence rejecting most 

of the tube noise pulses. After determining the counting sensitivity, a 

detector of adequate size to detect Ci/mL in air (which is the 

goal set by the Navy's HADIAC progran) can be designed. 

In order to simplify the initial proof-of-principle detector and 

test equipment setup, a beta source has prepared by depositing a small 

amount of "Ni on a flat aluminum plate. After the source was dried, a 

thin (0.00015 in.) mylar film was placed over the plate and glued around 

the edges to contain the radioactive material. This was a much more 

convenient source to handle during preliminary tests than tritium, which 

is in a gaseous state at room temperature. The preliminary data from 

the "Ni source (maximum beta energy of 66 keV and average energy of 
17 keV) indicated that the lower-energy beta particles from tritium can 

be detected using this technique. 

2. DESCRIPTION OF THE SCINTILLATOR 

The optimum thickness of CaF,(Eu) to absorb the maximum energy beta 

particles from tritium and yet not absorb enough energy from background 

gamma photons to generate a detectable pulse is approximately 920 ug/cm2 

(ref. 2). A scintillator was prepared by evaporating CaF,(Eu) onto both 
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f l a t  s u r f a c e s  o f  a 2-mm-thick 

s c i n t i l l a t o r  d e p o s i t e d  on the  

p y r e x  g lass  p l a t e .  The l a y e r  of 

glass p l a t e  had a n  area d e n s i t y  of  

900 ug/cm2 on one s i d e  and 1000 pg/cm’ on the  o t h e r  s i d e ,  which i s  near  

t he  desired optimum t h i c k n e s s .  

One concep tua l  des ign ’  f o r  a t r i t i u m  monitor c o n s i s t s  o f  s e v e r a l  

g l a s s  p l a t e s  ( l i g h t  g u i d e s )  coa ted  w i t h  CaF,(Eu) a r ranged  i n  p a r a l l e l  

wi th  approximate ly  0.25-in.  spac ing  w i t h  two low-noise and high-gain 

p h o t o m u l t i p l i e r  (PM) t u b e s  o p t i c a l l y  coupled ‘Co o p p o s i t e  edges  o f  the 

g l a s s  p l a t e s  as shown i n  F i g .  1 .  I n  o r d e r  t o  i n v e s t i g a t e  t h i s  concep t ,  

a g l a s s  p l a t e  was coa ted  on one s ide w i t h  CaF,(Eu). 

t o  determine t h e  f r a c t i o n  of l i g h t  l o s t  when the  t u b e s  are coupled t o  

t he  edges of  t h e  l i g h t  gu ides  compared t o  t h e  l i g h t  when coupled t o  t h e  

f l a t  s ide.  Pulse  ampl i tude  measurements were made both  while  t,he glass  

p l a t e  was o p t i c a l l y  coupled d i r e c t l y  on t h e  f l a t  face of one PM tube  and 

while one edge o f  the p la te  was coupled t o  t h e  PM t ube .  The r a t i o  o f  

t he  ave rage  pu l se  ampl i tudes  w i t h  t he  s c i n t i l l a t o r  f l a t  on t h e  f a c e  of 

t h e  t u b e  and exposed t o  t h e  “ N i  s o u r c e  compared w i t h  the  average  p u l s e  

ampl i tude  w i t h  t he  edge o f  t h e  s c i n t i l l a t o r  and g l a s s  p l a t e  coupled t o  

the t u b e  was 2.6.  Pu l se  ampl i tude  spectra f o r  both arrangements  are  

shown i n  F i g ,  2 .  T h i s  measurement i n d i c a t e s  t h a t  a s i g n i f i c a n t  p o r t i o n  

o f  l i g h t  is l o s t  when t u b e s  are  coupled t o  the edge of  the l i g h t  g u i d e ;  

but by us ing  h igh-ga in ,  low-noise PM t u b e s  and co inc idence  e l e c t r o n i c s  

(which  w i l l  be  exp la ined  l a t e r ) ,  s u f f i c i e n t  s i g n a l  is s t i l l  a v a i l a b l e  t o  

d e t e c t  the  low-energy beta par t ic les  when t u b e s  are coupled t o  the edges. 

T h i s  arrangement a l lows  a l a r g e  area o f  s c i n t i l l a t o r  t o  be coupled t o  

f a i r l y  small PM t u b e s ,  whereas i f  t h e  s c i n t i l l a t o r  was coupled f l a t  on 

the  t u b e ,  a very large PM t u b e  would be r e q u i r e d .  

T h i s  p l a t e  was used 
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3. DESCRIPTION OF COINCIDENCE ELECTKONICS 

The inherent dark-noise pulses from a photomultiplier tube are 

about the same amplitude as some of the smallest pulses generated in 

CaF,(Eu) by low-energy beta particles. The majority of these randomly 

occurring, undesirable noise pulses (can be eliminated by using two 

photomultiplier tubes to view the saine scintillator and operating them 

in coincidence mode, whereby only a simultaneous pulse from both tubes 

will be recorded. A block diagram 0;' the system is shown in Fig. 3. 

The fraction of total events counted in the coincidence operation 

depends on the resolving time allowed in the coincidence unit for the 

two pulses to coincide and supply a gate pulse to the multichannel 

analyzer. The resolving time of 2.0 p s  gave best efficiency in these 

measurements. 

4. TRITIUM TESTS 

A different scintillator assembly was designed to allow nitrogen 

gas spiked with tritium (tritiated methane) to flow through the 

scintillator cell as beta particles interact with the CaF,(Eu). 

Figure 4 illustrates the design. A photograph of a pulse-height 

spectrum from tritium-spiked gas is shown in Fig. 5. The two parameters 

to be considered in estimating the sensitive volume of the flow cell 

are range of the beta particles and area of the scintillator. The area 

o f  the scintillator used is 18.6 em2, but the range varies with the 

energy of the beta particles (discussad in the following section). Beta 

activity of the 31i-spiked nitrogen gas tested was 2.6 nlCi/rnL, and with 

optimum electronic adjustments, the count rate in coincidence operation 

was about 21 counts/s. 
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5. R A T I O N A L E  FOR ESTIMATING THE BETA A C T I V I T Y  ON THE SCINTILLATOR 

I n  o rde r  t o  c a l c u l a t x  an approximate beta exposure t o  the  

s c i n t i l l a t o r  from t h e  t r i t i um-sp iked  gas ,  the  beta energy d i s t r i b u t i o n  

from t r i t i u m  and the range  o f  the beta par t ic les  were i n v e s t i g a t e d .  A 

tritium spectrum shown i n  F ig .  6 and r e p o r t e d  by Curran ,  Angus, and 

Cockro f t3  was selected as r e p r e s e n t a t i v e  of  t h e  beta energy  d i s t r i b u t i o n .  

T h i s  d i s t r i b u t i o n  was d iv ided  i n t o  th ree  energy brackets c e n t e r e d  on 

v a l u e s  of e n e r g i e s  f o r  which pub l i shed  range  data are a v a i l a b l e .  The 

three energy brackets  selected are 5 k 3 keV, 10 k 2 keV,  and 

15 -t 3 k e V ,  cover ing  an  energy span o f  betas from 2 t o  18 keV. An 

estimated 20% of  t h e  betas have energy <2 k e V  and a f t e r  l i g h t  l o s s e s  

w i l l  no t  g e n e r a t e  a s u f f i c i e n t  p u l s e  i n  each PM t u b e  t o  be counted i n  

t h e  co inc idence  mode. Therefore ,  de tec tab le  beta ac t , i v i ty  >2 keV energy 

is estimated t o  be 80% o f  t,he t o t a l .  

A popu la t ion  o r  pe rcen tage  o f  beta a c t i v i t y  i n  each energy bracket 

was estimated from t h e  spectrum curve  t o  be as follows: approximate ly  

48% of  t h e  t o t a l  beta popu la t ion  is i n  t he  energy bracket of  2 t o  8 keV,  

about, 208 is i n  the bracket o f  8 t o  1 2  keV,  and about  12% is i n  the 

remaining bracket o f  12 t o  18 kaV. These v a l u e s  a long  w i t h  the range  of  

t h e  median energy beta pat-ticles of  each bracket are l i s t e d  i n  T a b l e  1 .  

By summing the  p roduc t s  of  t h e  area o f  t h e  s c i n t i l l a t o r  (18.6 cm2), 

the depth  o f  p e n e t r a t i o n  and t h e  beta a c t i v i t y  i n  each bracke t ,  a n  

estimated number of  betas s t r i k i n g  t h e  s c i n t i l l a t o r  can be c a l c u l a t e d  

f o r  each b r a c k e t :  8, 11.5, and 1 4 ,  r e s p e c t i v e l y .  

Therefore  t o t a l  betas estimated t o  reach t h e  s c i n t i l l a t o r  

>L 8 + 11.5 f 1 4  = 33.5 betas/s.  

The i n t e g r a l  coun t s  from f lowing  the t r i t i um-sp iked  n i t r o g e n  g a s  

through the exper imenta l  d e t e c t o r  was 21000 counts/1000 s. Hence, t h e  

d e t e c t o r  counted approximate ly  62.7% o f  the betas that were estimated t o  

c o n t a c t  t h e  s c i n t i l l a t o r .  
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Table 1 .  Beta activity in energy brackets 

Energy brackets 

Median energy ( k e v )  

Median range ( csda 3 * in nitrogen ( m@'cm2 

Median projected range ( -1/2 median range)' 

Penetration depth in nitrogen (cm) 
(median projected range/density at. 2 3 O C )  

Fraction of total beta activity in Lracket 

Beta activity in bracket dis/s/ml 
(tritium concentration = 2.6 nCi/rr,L) 

Only 50% of betas will penetrate the 
thickness of sample listed above f/s/mL 
(by definition of median range) 

Geometry fraction--only 50% of betae 
migrate toward scintillator, therefore, 
specific activity in direction of 
scintillator = B/s/mL 

2-8 

5.0 

0.085' 

0.043 

0.037 

0.48 

46.0 

23.0 

11.5 

(keV) 
8-1 2 

10.0 

0.285? 

0.142 

0,124 

0.20 

19.0 

9.5 

5 .O 

12-1 8 

15.0 

0.5%52 

0.292 

0 II 254 

0.12 

11.5 

6.0 

3.0 

~ 

%,cia: Continuous slowing-down approximation. 

6. CONCLUSION 

The CaF,(Eu) scintillator in conjunction with t h e  coincidence 

technique used in this investigation is a very stable and simple method 

for detecting low-energy beta radiation. In this feasibility 

experiment, most of the beta particles contacting the scintillator were 

detected, thus it is obvious that the only parameter that can be 

increased to improve the sensitivity is the area of the scintillator. 

In osder to detect low activity of Ci / rnL  in air with 10% accwacy 

within 2 min., a very large area ( 2  m Z )  detector will be r e q u i r e d ,  
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F i g .  1. Conceptual design for several gllolsrs plates 
ooated with scintillator optioally cuupled btwmn two 
photomultiplier tubes. 

Fig. 2. Pulse amplitude 
spectra with scintillator flat 
on the face of the tube 
(upper-right curve) compared 
with the spectra with the edge 
of the scintillator coupled to 
the face of the tube (lower 
curve. 
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ORNL-DWG-86-7084 

COINCIDENCE 
Path A ~NTlIlAToR CELL 

P W  472 A TIMING 
AMP SCA 

PM 
ANALOC SIGNAL PAM 

404 
COIN- 

CIDENCE 

SUMMING 452 W A Y  - MCA 

J M  L 

AMP AMP u u u  AMP 

TUBE 

I 1 - TIMING 4 7 2 A ’  - AMP SCA COINCIDENCE 
Path B 

Fig. 3. Block diagram of the electronics for a detector assembly 
using two photomultiplier tubes. The tubes are coupled to opposite 
edges of the scintillator and operate in coincidence mode to prevent 
pulses occuring outside the scintillator from being counted. 
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ORNL-DWG-86-7085 

PM TUBE ”- 
Fig. 4. Gas flow cell for testing ’H 

sensitivity. The pyrex plate is coated 
with CaF,(Eu) on both sides and in the 
center of the cell; the edges are coupled 
to two photomultiplier tubes. 
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Fig. 5. Pul88-height 
spectrum from the tritium-spiked 
gas. 

armrr-bm 
Fig. 6. Beta energy spectrum of tritium. 

Source: S. C. Curran, J. Angus, and A. L. Cockroft, 
"Investigation of Soft Radiations-11: 
Spectrum of Tritium," Department of Natural 

The Beta 

Philosophy, University of Glasgow, Philosophical 
Magazine 40, 1949. 
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