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ABSTRACT 

This document, which i s  an updated version of US, Heat Pump Research and 
Development Projects, published in August 1982 by the U.S. Department of Energy, is a 
compilation of one-page summaries and publication and patent information for 233 
individual research and development projects on heat pumps covering the years 1976 
through 1986. The majority of the projects refer to heat pumps in space-conditioning 
applications. The document is intended to include information on all projects in the United 
States for which results are publicly available. Ten different indexes are included to aid 
the reader in locating specific projects. 
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1. INTRODUCTION 

The purpose of this document is to facilitate information exchange on heat pump 
research and development ( R & D )  projects in the United States. The document is oriented 
toward individual researchers, technical project monitors, and program administrators who 
need a greater awareness of the type of R & D  work occurring on heat pump technologies. 

The Office of Buildings and Community Systems of the U S .  Department of Energy 
(DOE) has been funding R & D  in advanced heat pumps and appliances since 1976. Much 
of that research has been managed for DOE by the Oak Ridge National Laboratory 
(ORNL). This document was prepared through the efforts of the Building Equipment 
Research Program at  ORNL. 

This document is a compilation of Summaries, publications, and patent information 
about individual heat pump R & D  projects sponsored by DOE, the Electric Power 
Research Institute (EPRI), the Gas Research Institute (GRI), and a few other 
organizations. The document is intended to include all U.S. projects for which results are 
publicly available. 

This report includes information on projects started since 1982 along with updated 
information on completed and current projects that date from 1976 and appeared in a 
previous document entitled U.S. Heat Pump Research and Development Projects, 
published in August 1982 by DOE. For the present document, a special effort was made to 
include information on publications and patents related to  the projects. 

The project summaries are arranged in technology groups. The heat pumps referred to 
in the projects in all groups are for space-conditioning applications except €or heat pumps 
in the industrial applications group. These is no duplication of project summaries; 
therefore, projects that address more than one major technical area are found in the 
section on Crosscutting Projects. Within each technology group, summaries are arranged 
by contract completion date in reverse chronological order, providing the reader easy 
access to the most recent projects. 

1 
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2. OVERVIEW OF (CONTENTS 

A total of 233 projects are summariLed in this document. The following t abk  shows 
the breakdown of prcijects by technology groups. 

106 Flecbelc vapor Cnmpressioa., Systen1 PscjecOs 

30 Ais s~urce 
34 
22 Solar assisted 

17 Energy storage 

Water soiirce a::d gFOl1tid coupled 

8 Refrigwant nii~turcs 

? Dynamic v a p  compression 
23 Chemical and absorplhi 

49 Fossil-Fael-Fired System Projects 

22 Stirling engine dr-ivcn 
7 Internal combustion engiiic driven 
6 Rankine, Brayton, a d  other engine driven 

14 Chemical and absorption 

29 Projects with Kndslslria! Applications 

24 Electric and fossil-fw! fired 
5 Heat transformers 

4 Project5 IJsing Novd Heat P n m ~  Cycles 

13 Crosscottis'mg Pr5jjects 

233 Total 
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3. ORGANIZATIONS SPONSORING HEAT PUMP 
RESEARCH AND DEVELOPMENT 

Organizations sponsoring the majority of publicly available research on heat pumps in 
the United SVates are listed below. 

U.S. Department of Energy 
1000 Independence Avenue SW 
Washington, DC 20585 
(202) 252-9130 

Electric Power Research Institute 
3412 Hillview Avenue 
P.O. Box 10412 
Palo Alto, CA 94303 
(415) 855-2398 

Gas Research Institute 
8600 West Bryn Mawr Avenue 
Chicago, IL 60631 
(312) 399-8311 

Niagara Mohawk Power Corporation 
300 Erie Bouievard West 
Syracuse, NY 13202 
(315) 474-1511 

New York State Energy Research 
and Development Authority 

Two Rockefeller Plaza 
Albany, NY 12223 
(518) 465-6251 
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4. DESCRIPTION OF SUM 

The format used in this document is a revision of a form used in an earlier docisrncrrt 
cntitled, U.S. Heat Pump Research atid Development P i  ajects, report DOE/CE,-8035 
plnblished by the US. Departnient of Encrgy in August 1982 rhe summary format 
includes project title; naines of principal investigators; organization name9 
telephoaas: fi~irnber; contract agency name, contract number, ai;-& contract period: funding 
amount and source; project objcctives and desciiptisn; citations of available publicatio~~s; 

The projcci title is short y ~ i  iaf~rmative enough to enabk tiat projx: to be ca:esori 
mation on issued patents. A brief description of ezclr itcia follow. 

by technolcgy group. 7 
cor?trnctlla! title 

Tht: p i i ~ i p s l  irrvcstiga:ar is tkr~ E;=:SSU oi PPTSOLS LGSPGIIS 

Qigani6aiion. mi: the tclepkirrr; her. :f a SO;3CGrliCPCfa r w2s 

codlactor is insc isdd.  of the prajest,, infomation oil th 

having program maniigemcrit icsponsibility over the contiact Em t k  
contract iiusntz; givcfi i.; the sribcontract number bi=twz.etr ihi: contr~ct 

and othcii project ififormation. f h e  coiltiact period stiotzirs thc ?ra?zs tI*c g m j s  

*contiiiuhg - 

T k  contract agencj can be either the ageccy am.a:-ding c/ tric ~ a n t ~ a i  

a k d  comljiCi?d I Gr Indaj’ on$c?i I t h ~  pPcj.;i;i co 

Project funding informat ion, pro\ ;deb w!ren available, inch 
and the 1r.JCl of funding Some projxt3 have xore than on 
projects? such ds  those ~porrsored by the Electric Power Re~carc?~ Institute, the aaiount of 
fuiidiilg i s  mt included. The levcl of funding i s  given 2s a pesmntage ~f tctal fu 

A brief statcmect of the purpose of the project is givcn in the piojcct objcctives sectiori. 

More detail is iacltided in the description of the project For completed projects, the 
description contains conchsicais; for ongoing projects, the descriptisc includes project 
status, attained milestones, major activities to bz pursued, and obstacles to be v+wci).n~e. 

chronological order by publication date. Citations inclirde author or corporatc author, title, 
report numbcr, publication source if different from tbe author’s affiiiation, B nd publication 
date. Most publications can bc purchascd from 

The publications cited are related only to the project described and are 1 

If thr. puhliation is not available from thc. National ieclsnical Information Service, WE 

suggest that the corntract agency for the project be contacted. 
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Patent number, inventor, title, and date of issuance are included for inventions that 
resulted from the projects. Copies of patents can be purchased from 

Patent Office 
Commissioner of Patents 
Washington, DC 20231 
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5- f -1 sg?afoaal Performance MfideliiBg of Iaectr;i;a:inlBy IcpFiYeJF 

Air-Sotmace Hen% Punrfiqw--lhEA Amex XI1 
- -  ___ - I_ --_I 

Principal h ,e . sbi~ irt~r:  Steven I(. Fixher 
<)rgmk&w:  Oak Ridge National 1 aboratoiy 

P.O. BOX Y, Bldg. 9102-2 
Oak Ridge, TN 37831 

@orat.iart Agezqr International Energy Agency 
C‘owtr~at Number; 
CmIFlf~acP Pcriod: March 1986, continuing 
Funding. $ E  0,000 

~~~~~~~~~~~ (615) 574-2017 Scarce: DQk. L e e k  16% 
ot:n,r countiks 84% 

- - _ -  ___- __ -- 
P,oje€t m j e c t i w x  

c 
10 assess the adequacy of existijig td in iquca  for modeling thb searonal performance of ais-scurce heat 

pumps, ta define the needs for additional fundamerPial irpfwarratisn aild research activities. 

r h i s  project is suppcrrted hy a national team in each of thc follo~ing pii pathp cOu2t ‘b: AU Stria, 
Belgium Federal Repmblk of Germany, Japan, Switzzrland, and the Uiiikd States. ‘I he initial meeting was 
held daring March 1986 in Kai-leruhe, bedera1 Republic of Germany. SWcial t ads  w x c  agreed on at that 
nlecting and are currently being peifoj med. 

tach country i b  u s i ~ g  its own field data to validate its ilnodels 
Switzerland is CCIPVCI~IIQ it? air-to-water heat p v ~ p  ;nude\ so that it can. be validatst2 using data for 
an air-to-air heat pump 
?he ‘Jnited States is modifying its model sa thpt  it can be validated lnsnrig data for an air-ro-water 
heat pump 

- - ~ ____ -___ 
~~~~~~~~~~~~, 

None provided. 
-_ ___- - 
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5.1.2 Advanced Design Analysis, Tools, and Techniques 
for Heat Pump and Air Conditioners 

Principal Investigators: C. Keith Rice 

Organization: Oak Ridge National Laboratory 

Contract Agener Department of Energy 
Contract Number: DE-AC05-840R21400 
Contract Period: 1976, continuing 

Steven K. Fisher 

P.O. Box Y Fundig: $2,250,000 
Oak Ridge, TN 37831 Source: DOE Level: 100% 

Telephone: (615) 574-2016 

Project Objective: 

To develop computer-based tools for heat pump analysis that are flexible enough to (1) provide 
research tools that can lead to an understanding of the steady-state and field performance characteristics of 
current and future advanced heat pump systems; (2) meet the Oak Ridge National Laboratory (ORNL) 
research needs for system optimization, modeling of capacity modulation, modeling of ground source sys- 
tems, and modeling of systems using nonazeotropic refrigerant mixtures; and (3) provide industry with gen- 
eral¶ validated and documented design tools for improving system efficiency and reliability. 

Project Description: 

The development of a "Heat Pump Design Package" is an evolutionary project. Computer simulation of 
steady-state performance was developed and documented in 1976 and 1977. This evolved into a steady-state 
computer design model documented in 1981, which was devised concurrently with system optimization tech- 
niques for single-speed air-source heat pumps. During 1982, initial simulations of variable capacity heat 
pumps were developed so that potential improvements to singlespeed heat pumps could be compared with 
benefits derived from continuous modulation. A model is currently being completed to calculate seasonal 
and annual performance factors from inputs of building characteristics, equipment steady-state performance 
specifications, and weather data. These models will be documented and validated. With supporting tools, 
such as contour and dynamic loss plotting and optimization-ready subroutines, these models will complete 
the design package. Selection of a recammended optimization code and workshops on uses of the package 
are planned in 1987/88. In a related effort, development of a program to analyze refrigerant charge inven- 
tory and better model variable speed heat pumps has been initiated. 

A hands-on workshop demonstrating the heat pump model was held in late 1982. Thirty-four individ- 
uals from industry, universities, and other organizations attended. At the present time, more than 70 copies 
of ORNL heat pump models have been requested by and provided to organizations outside of ORNL. 
About a third of these requests were heat pump manufacturers. 

Formal reports are being prepared on the Oak Ridge heat pump models: an annual performance 
factor/loads model for residential air-source heat pumps and design tools for heat pump development. 

Publications: 

61. K. Rice et al., Design Optimization and the Limits of Steady-State Heating Efficiency for Conven- 
tional Single-Speed Air-Source Heat Pumps, ORNL/CON-63, Oak Ridge National Laboratory, October 
1981. 

S. K. Fischer and C. K. Rice, The Oak Ridge Heat Pump Models: I. A Steady-State Computer 
Design Model for Air-to-Air Heat Pumps, ORNL/CON-80/Rl, Oak Ridge National Laboratory, August 
1983. 

S. K. Fisher and C. K. Rice, 'System Design Optimization and Validation for Single-Speed Heat 
Pumps," ASHRAE Trans. 91(2), June 1985. 

C. K. Rice and S. K. Fischer, "A Comparative Analysis of Single- and Continuously-Variable Capacity 
Heat Pump Concepts,n Proc. DOEIORNL Heat Pump Conference, Dec. I 1  -1 3, 1984, CONF-842 13 1, 
August 1985. 



Br@jrst ObjC&i.rCS' 

load characteristics t~ utilities, and eccnomic and comfort benefit: to consu niers. 

Project Descrip?iw: 

This project includes the development and pwtotypc testing. undcr laboratory arid field condi:iwi~ of a 
h a t  pump for application as a central unitary system in residential and light commercial buildings. The 
advanced central heat pvmp should. 

Offer 30% or bettcr impravenlent in heating seasonal performance (a heating season5 performance 
factor of 10.4 Btu/W. h or h i g h )  
Meet or exceed the cao!ing efficiency of curlent high-perfoimancc air cor,ditior?e:: (a s c a s m a ~  
e~ergy  effkIency ratio of 14.0 Btu/!'d. h Qi high 
Weducz peak demand hy 2 k W  or for heatiog and offer demand-:im;tiiig contrcl or dcinafid 
redaction for cooling 

Improve the rcliahility and efficiency of defrost systenis 
Inrorp-irate, rnntrc! improvements for comfol t, zrmiiig, 2nd thermostatic set back 

TO dwelcp and demoristrate a heat pump that offers sigrTificaotiy inipioved ~ C P ~ ~ ) L I T L I G C C ,  favorable 

* 

Reduce ovtdoor sound ievcls 

Time gods aie su1)jt;c:ct to modification as the s m k  prcgicsses to ensure a halance among product efii- 
cterktic impruvtiiients and imtalled ccst. 
n t  plan was develop& and analysis w x  tad to ideatify spec iniprovenicnt opt 

to be incorporatzd ifiio the work. Simnlation algoritbirrs necessav for development n". nd evaluation of c ~ m -  
ponsnt and integration opiians W ~ F C  prepared. Studies of such npticns and their cc~ts  werc kgr ln ,  vith par- 
ticiilar attention to water heatkg kiegratisn, comprcssor staging, and performance improvements in key 
components. 

Subsequtxt work focused on a market analysis to assess the economic feasib;'ity of the c i i d  goals. 
Compoo-,ot development and testing progress was accomplished in the are8 o€ improvcd eof i~pres~~r  perfor- 
malice. Engineering prototype development is under way. 

~~~~~~~~~~~~~ 

. _ _ _ _  _. .._._.. 

G. D. Mudelson, "Advanced Central Heat Pump D ~ V ~ O ~ D E A ~ , ~  kroc. Seminar 0.v Hear Pump 
Research a d  Applicatiom, Feb. 23, 1984, CBNF-840266, EPRI-EM-3979, November 1984. 
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5.1.4 Variable-Speed Capacity-Modulation Research 
_._______I 

Principal Investigators: C. Keith Rice 

Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: DE-AC05-84OR21400 
Contract Period: 1984-1987 

Source: DOE Level: 100% 

William A. Miller 

P.O. Box Y Funding: $1,200,000 
Oak Ridge, TN 37 8 3 1 

Telephone: (615) 574-2016 
~ ~ ~~ 

Project Objectives: 

To identify the most promising continuously modulating residential applications of heat pumps; to 
establish most probable operating requirements and configurations, including compressor type; to determine 
the performance potential for various heating/cooling load mixes; to work with industry partners for most 
efficient technology transfer and support. 

Project Description: 

The research consists of a coordinated analytical and experimental program in five currently planned 
areas: 

* 

* 

* Modulating analysis methods 
* 

Modulating compressor characterization-reciprocating, rotary scroll 
System steady-state and dynamic tests and refrigerant control analysis 
Modulating system assessments including compressor screening analysis and application and opera- 
tion strategies (including domestic hot water and/or zoning) 

Proof-of-concept development and technology transfer 

The work will deal exclusively with air-to-air heat pumps for residential application. Output from the 
work will be a set of modulating system design tools, case studies in the use of the models, and a broadly 
based assessment of the design requirements of modulating systems faor best performance. 

Publications: 

C. I(. Rice and S. K. Fisher, "A Comparative Analysis of Single- and Continuously-Variable Capacity 
Heat Pump Concepts," Proc. DOEI(IRN1, Heat Pump Canference, Dec. 11-1 3, 1984, CONF-841231, 
August 1985. 
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~~~~~~~~~ I ~ ~ ~ ~ t ~ ~ ~ ~ ~ ~ ~  Stephen E. Vcyo 
0~~~~~~~~~~~~ Westinghouse Electric Corp. 

KbD Center 
13 10 Beulah Woad 
Pittsburgh, PA Lev& 100% 

Contract Agency: Oak Ridge National Laboratory 
Contract: N 

through Sept. 30, 1986 

(412) 256-1000 

Project ~~~~~v~~~ 

To perform a field evaltlation of an advanced electric heat pump developed by Westinghouse under 
contract to Oak Ridge National Laboratory. 

The advanced lieat pump demonstrated a high level of reliability throughout the test period. Hardware 
failures were limited to an  indoor blower bearing and coupling, an off-the-shelf motor start relay, and a 
conventional motor start capacitor. Functional sofiwarc deficiencies in the microprocessor-based control sys- 
tem w e ~ z  corrected, but a problem with intermittelit anomalous system fault indications was never fuKy 
resolved 

During the first full year of operation, a heating scasonal performance factor (HSPF) of 8.13 Btu/W - h 
and a cooling season energy efficiency ratio (SEER) of 8.35 Btu/W.h were observed, This is in good agree- 
rneiit with performance predictions of 8.22 and 8.56, respectively, based on the actual weather profile, build- 
ing load characteristics, and operating strategy. The beat pump capacity proved to be significantly greater 
than optimum for the residence. 

When resistance heat was required during the first heating season, it was locked on until the thermo- 
stat was satisfied, resulting in undesirable on/off cycling of the compressor and reduced efficiency. During 
the second heating season the system was modified to permit modulation of the resistance heat, which 
resulted in a significant increase in low-temperature energy efficiency. The HSPF for the second heating 
season improved to 8.51 Btu/W.h. 

A formal report on the engineering field evaluation of the Westingbouse/DQE advanced electric heat 
pump i s  being prepared. 

~ ~ ~ ~ i ~ a ~ ~ ~ ~ ~  

S. E. Veyo and T. J. Fagan, Advanced Electric IIeinr Pump Dual-Stroke Compressor and System 

S. E. Veyo, "Dual-Stroke Heat Pump Field Performance," Proc. DOE/QRNL Heat Pump Conference, 
Development: Final Report, ORNL/Sub/79-247 12/3, December 1983. 

Dec. 11-13, 1984, CONF-841231, August 1985. 
. . ...... _..._.__.. __ ... ...... . . . . . _..__.. 
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5.1.6 Air-to-Air Heat Pump Dynamic Losses Field Tests 

Principal Investigator: Van D. Baxter 
Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: DE-AC05-840R21400 
Contract Period: November 198 1 through September 1986 
Funding: $448,000 

P.O. Box Y 
Oak Ridge, TN 37831 

Teilephone: (615) 574-2104 Source: DOE Level: 100% 

Project Objectives: 

To determine under field conditions the degradation of an air-source heat pump’s performance caused 
by cycling, frosting, and defrosting; to provide accurate field data for these phenomena to be used in vali- 
dating analytical models. 

Project Description: 

A data system interface was developed for a commercially installed air-to-air heat pump in a test house 
at the TECH site in Knoxville, Tennessee. This interface splits the energy used and the energy delivered 
into several categories. During the first 2 to 5 min of each duty cycle, data are stored in transient mode 
channels. During the remainder of the duty cycle, data are stored in steady-state mode channels. Upon ini- 
tiation of a defrost cycle, data are stored in a third set of channels. After termination of a defrost cycle, 
data are stored for another 75 to 80 s in the defrost channels to ensure that penalties in operating efficiency 
are charged to the defrost cycle, The experiments on cycling losses have been completed. uring the heating 
season, defrosting losses were responsible for 10.2% of the total energy consumption (excluding supplemen- 
tal electric resistance heating), frosting losses for 3.7%, startup transient losses for 8.5’33, arid off-cycle 
parasitics for 3.3%. For the cooling mode, it was found that startup transient losses accounted for 2.8% of 
the total energy u5e and off-cycle parastics for 4.4%. The data have been used to validate the Oak Ridge 
National Laboratory annual performance factor (APF) model dynamic loss and APF predictions. 

Concurrent with the experiment on cycling losses (on alternate months), the system was operated with 
a desuperhegter water heater. Effects of the desuperheater on the heating and cooling seasonal efficiency of 
the heat pump were investigated. The desuperheater was found to yield no significant seasonal efficiency 
improvement in heating relative to a heat pump/electric resistance water heater system. This is because the 
desupeaheatar reduces the heat pump capacity for space heating, thus causing increased use of backup elee- 
tric heat Cooling seasonal efficiency was 38% better for the desuperheater system, and overall annual per- 
formance improvement was 34%. Overall heat pump dynamic loss levels were not significantly changed by 
thc desuperheater in either heating or cooling mode. 

A commercially available two-speed heat pump was installed in the test house (TECH house 3) in 
‘4ugust 1984. It was operated in both single- and dual-speed mode (alternating on a weekly basis) to 
ascertain the benefits of the two-stage modulation. Test results indicate that heating seasonal performance 
was virtually identical for both modes. Two-speed mode cooling performance was about 7% better than that 
of the single-speed mode. 

-- 

P ~ b ~ ~ ~ a $ ~ o ~ ~  

V. D. Baxter, E. A. Abbatiello, and R. E. Minturn, “Comparisons of Field Performanee to Steady- 

V. D. Baxtes, “Comparison of Field Performance of a High Efficiency Heat Pump With and Without a 

V. D. Baxter and J. C. Moyers, Air-Source Heat Pump: Field Measurement of Cycling, Frosting, and 

V. D. Baxter and J, C. Moyers, “Field Measured Cycling, Frosting, and Defrosting Losses far a High 

V. D. Baxter, “ORNL Air-Source Heat Pump Field Experiments,” Proc. DOE/ORNL Heat Pump 

State Performance for Two Dealer-Installed Air-to-Air Heat Pumps,n ASHRAE Trans. 88(2), June 1982. 

Desuperheater Water Heater,” A S H M E  Trans. 90( I), January 1884. 

Defrosting Lcsses, 1981-1983, ORNL/CON-150, November 1984. 

Efficiency Air Source Heat Pump,” A S H M E  Trans. 91(2), June 1985. 

Canference, Dee. 11-13, 1984, CONF-841231, August 1985. 
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~~~~~~~~~~~~~ Stephen R. Petersen Csnhsart Electric Power Research Institute 
tion: National Bureau of Standards Contract RP2033-15 

Operations Research Division Contract Sept 15, 1382, through June 15, 1986 
U.S. Departmen? of Commerce Fu 
Washington, D63 28234 source: EPRI Level: 100% 

T e ~ ~ ~ ~ ~ ~ ~ ~ :  (301) 921-3701 

To quantify the economic benefits of advanced heat pumps, to assess the potentiai impact of various 
utility incentives for advanced units, to determine the economically optimal design goals for residential heat 
pumps. 

Pmject ~~~~~~~~~~~~ 

‘Ihe project seeks to develop optimal design goals for advanced heat pumps based a n  benefits both to 
consumers and utilities. The work includes utility aind mandacturer contacts as w ~ I E  as econcmetric, 
engineering, and impact analyses. 

Advanced electric heat piimps that reduce both energy iisc (in kilowatt-hours) and peak demand (in 
kilowatts) were studied to measure economic benefits to utilities to help assess potential utility incentive pro- 
grams for advanced beat pumps. Such incentives, coupled with direct consumer benefits (e.g., energy cost 
savings and improved reliability) were evaluated to determine economic applications for advanced electric 
heat pumps and whether their manufacture in production quantities was viable. Such analyses required 
attention to alternative design strategies; regional, climatic, and utility characteristics; and projected energy 
costs. 

The economic benefits of performance and demand improvements were analyzed, and a cost model was 
developed. This model included an empirical heat pump performance model that allowed parametric evalua- 
tion of alternate design impacts. A number of tentative findings, based on regional analyses using projected 
energy prices, were identified: 

Integration of year-round domestic water heating into the heat pump is economically feasible in all 
climates 
Dual compressors used to improve low-temperature heat pump capacity are unlikcly to be cast effec- 
tive in most applications 
Adjustable-speed heat pumps are likely to be cost justified when water heating is integrated into the 
heat pump 

0 

* 

Publications: 

None provided. 
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Unitary Heat Pump Field Performance Data Survey 

~ ~ ~ ~ c ~ ~ a $  ~ n ~ e s t ~ ~ ~ ~ ~ ~ ~  James C, Burke Cawtraet Agency: Oak Ridge National Laboratory 

C5ntract Period: Sept. 24, 1084, thrwgh Dec. 31, 1985 
Funding: $142,502 

~ n ~ ~ a ~ ~ a ~ ~  Arthur D. Little, Ine. Contract NUMIIMP: 8613-002 19C 
Acorn Park 
Cambridge, M A  021 40-2390 

’ ~ ~ ~ ~ ~ ~ ~ ~ e :  (617) 864-5770 Source: DOE Level: 100% 

Praject Objectives: 

needs, to determine what type of additional work is warranted. 

Project Descriptio 

heat pimps, 90% of which were residential air-to-air units, were identified. The programs can be categor- 
ized in three levels, based on the type of measurements obtained: level l--energy input only; level 2-input 
and output; and level 3 

The fifteen level 1 programs identified were characterized by simple “load research” ~nstrumentat~on, 
typically wattmeters and magnetic tape recorders. The potential accuracy of this method is good (+- I% or 
less), and the frequency of readings (typically 15 nnin) is adequate. Except for startup problems, data reli- 
ability was normally good. In the twelve level 2 programs, output was typically obtained either by the “flip- 
flop” method (error 1&15%) or from calculation of building load (error >200/0). Results were used to 
obtain approximate values of heating seasonal performance factor (HSPF). Comparison with analyses was 
very limited. Twelve level 3 programs of instrumentation involved 46 heat pumps. Heat pump output was 
normally measured by the duct enthalpy method for heating and sensible cooling (5-1096 error). Three tech- 
niques were employed or considered for estimating latent cooling loads: assumed total/sensible ratio (about 
15% error), measured condensate (about 5% error), and measured relative humidity (not used successfully 
to date). All level 3 programs present HSPF and some estimate of dynamic losses, frequently with compari- 
son to predictions based on the ARI 240-81 rating method. The emphasis (and accuracy) has normally been 
less for cooling. 

The key reasons cited for needing heat pump field test data were load management, consumer informa- 
tion, product design, and model validation. The major types of thermal performance data needs reported 
included energy consumption and savings lHSPF and seasonal energy efficiency ratio (SEER)], load pro- 
files, and information on advanced designs. 

The data base on heat pump field performance is large but uneven in terms of completeness and qual- 
ity. Energy input data are abundant and frequently celidble, but the results are seldom either statistically 
valid or easily generalized. A considerable amount of HSPF (and much less SEER) data is  also available. 
Certain comparisons of these experimental performance factors with ARI 240-8 1 predictions have indicated 

apparent agreement (within k Io%). However, questions remain both on the general applicability of 
240-81 and on the specific methods used in ~ ~ r ~ ~ ~ l i ~ i n g  the test data. Relatively little detailed data on 

dynamic hxses are available and even less on eoanparison with analysis. IJnresolved experimental problems 
include  io^ of flip-flop techniques, practical field measurement of cooling had, and means of 
detecting performance degradation. Also, very few programs presented error analyses. 

~ ~ ~ o ~ ~ e ~ d ~ t ~ o ~ s  included a 2-year program of level 3 field testing at approximately six locations sup- 
plen~ented by laboratory testing and analysis. An initial step proposed was the careful cornparison of ART- 
240-81 with existing test data Also recommended was additional level 1 testing to provide 3 statistical data 
base for development of utility demand profile models. 

To establish the status of existing data on heat pump field performance, to compare the data with user 

Over 100 individuals in over 90 organizations were contacted. Thirty-eight programs involving over I 

input, output, and dynamic losses. 

Publications: 

J. C. Burke et al., “Summary and Evaluation of Field Performance Data on Unitary Heat Pumps,” 
ORNL/Sub/85-80219/ 1, April 1986. 
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Principal Investigator: Name C. Lovvorn 
O r ~ a ~ ~ ~ ~ t ~ ~ ~ ~  Alabama Power Company 

Coatract Agency: Electric Power Research Institute 
Contract ~~~~~~~ 

c ~ ~ ~ ~ ~ c ~  Perk& t. 600 North 18th Street 
P.O. Box 2461 
Birmingham, AL 35291 Soassee: EPRI Imel: 100% 

4, through Dec. 311, 1985 

T e ~ e ~ ~ ~ n ~ :  (205) 250-4377 

To identify and prioritize areas of research related to heat pump reliability, to perform portions of said 
research where possible. 

‘Ihe Alabama Power Company’s Heat P i m p  Assured Service Program has bceo the hcat pump 
industry’s source of much as-installed heat pump reliability and maintenance information. This project 
utilizes the experiences of the assured service program personnel to help direct the Ekctric Power Restnrch 
Institute’s research and development effoi ts in the heat pump reliability area. 

The first recommended research area to arise from this project was the performance of a survey of 
actual heat pump replacement life. The Alabama Power contract was amended io perform this survey, and 
the survey has been completed. During the successful heat punip replacement life survey, almost 1700 heat 
pump owners in the Alabama Power Company’s service area w r e  contacted. The major findings include the 
following: 

e 

e 

Almost SO% of the original units installed between 1964 and 1974 are still in operation 
Between 96 and 98% of the respondents surveyed still had heat pumps 
The median age to replacement is approximately 20 ycais in Alabama 
Almost half of the units replaced were still fully operational at the time of replacement 

Much additional information regarding reasons for replacement, summaries by manufacturer, and other 
factors has been obtained and is included in the final report. 

P u b ~ ~ c ~ t ~ o n ~ ~  

N. C .  Lovvorn, “Update on Heat Pump Reliability,” Proc. Seminar O M  Neat Pump Research and 

Final Report, EM-4163, April 1985. 
Applications, February 23, 1984, CONF-840266, EM-3797, November 1384. 
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To collect, analyze, and report field operating data and measure critical aspects of heat pump perfor- 
mance including heating and cooling energy delivered, energy consumed, operating times, and other key 
parameters on daily, ~ ~ n t h ~ ~ ~  and seasonal bases; to report peak power demand characteristics; to investi- 
gate relative effects of ~ ~ u ~ p n € ~ ~ ~  sidog and local climate. 

Project ~~~~~~t~~~~ 

Field ~ ~ n ~ t ~ ~ ~ n ~  of unitary, air-source heat pumps in both the heating and cooling nodes was the focus 
of this project. Nine residential central systems and five residential and commercial room heat pumps in a 
variety of climatic conditions were studied. 

e 

e 

0 

e 

0 

e 
9 

0 

a 

e 
0 

e 

@ 

Dual-split heat pump with electric supplemental heat (Dallas, Texas) 
Dual-split add-on (bivalent) with a gas furnace (Birmingham, Alabama) 
~ ~ a ~ - s p ~ ~ ~  hybrid with a gas furnace (Liverpool, New York) 
Dual-split add-on with an oil-fired furnace (Cazenovia, New York) 
Dual-split hydronic hybrid in series with an oil-fired boiler (Central Square, New York) 
Dual-split hydronic hybrid add-on in parallel with an oii-fired boiler (Long Island, New York) 
Triple-split heat pump with a desuperheater water heater (Kingsport, Tennessee) 
Triple-split with two single-speed compressors (Minneapolis, Minnesota) 
Triple-split with one dual-speed Compressor (Batchtown, Illinois) 
Room heat pump (Liverpool, New York) 
Room heat pump (Boston, Massachusetts) 
Room heat pump (Baltimore, Maryland) 
Packaged terminal heat pump (Belleville, Illinois) 
Packaged terminal heat pump (Atlanta, Georgia) 

A large volume of useful data was obtained and has been analyzed. 
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: Oak Ridge National Laboratory 
P.0.  Box Y 
Oak Ridge, TN 37831 

Contract Perisdi October 1980 through October 1985 

onre: (615) 574-2013 Level: 100% 
. . . .. . . . . . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. . . .. . .- . . . . . . .. . . 

Project ~ ~ ~ ~ ~ t ~ v ~ $ :  

To provide detailed system and component performance data, to quantify the dynamic losses, to seck 
and evaluate methods for reducing these losses. 

Project ~ ~ c ~ i p ~ ~ ~ ~ ~  

Air-to-air split system residential heat pumps of norniaal 3-ton capacity were instrumented and tested 
in the laboratory. The coefficient of performance (COP), capacity of the system9 and component efficiencies 
were measured during cooling and heating mode steady-state and cycling conditions as well as frosting- 
defrosting conditions to gain a better understanding of the physical processes that affect the dynamic opera- 
tion of a heat pump. 

Cycling operation, including off-cycle parasitics, i s  roughly 10% of the total annual heat pump sperat- 
ing energy. This loss in efficiency occurs because of the loss of refrigerant in the condenser and evaporator 
when the unit is deencrgized. A restrictor that inhibits the migration of rcfrigerant during the off-cycle 
would reduce annual operating heat pump energy to 5%. '4 continuously variable speed heat pump could 
also reduce cycling losses by 68% of losses for a nonmodulating system because of its had-following charac- 
teristics. 

Frosting losses, caused by frosting of the outdoor coil, are less than 5% of the total annual heat pump 
energy usage, while defrosting can be 8 to 14%, depnding on the type of defrost control. Meat pumps 
operating with demand defrost controls in predominantly heating load climates have roughly a $25/year 
energy cost reduction as compared with time-temperature defrost controls. The modulating heat pump sys- 
tem would reduce both frosting and defrost losses because at part-load operation little if any frost forms on 
the outdoor coil and therefore fewer defrost cycles are required for maintaining system efficiency and reli- 
ability. 

P ~ ~ ~ ~ ~ ~ ~ i ~ ~ $ :  

W. A. Miller, Laboratory Evaluation of the Heating Capacity and Efficiency of a High-Efficiency 
Air-to-Air Heat Pump with Emphasis on Frosting/Defrosting Operation, ORNL/CON-69, December 
1982. 

W. A. Miller, "Frosting Experiments for a Heat Pump Having a One-Row Spine Fin Outdoor Coil," 
ASHRAE Trans. 90( I), January 1984. 

W. A. Miller, "The Laboratory Evaluation of the Heating Mode Part-Load Operation of an Air-to-Air 
Heat Pump," ASHRAE Trans. 91(2), June 1985. 

W. A. Miller, "Laboratory Experiments of Heat Pump Dynamic Lasses," Proc. DOE/OlWL Heat 
Pump Conference, Dec. 11-13.1984, CONF-841231, August 1985. 
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5.1.12 Heat Pump Water Heater Field Tests 

Principal investigator: Doug Hegebarth 
Organization: Science Applications International 

Contract Agency: Electric Power Research Institute 
Contract Number: KP2376-2 
Contract Period: June 1,  1985, through Aug. 1, 1985 P.O. Box 2351 

La Joila, CA 92038 Funding: 
Telephone: (619) 456-6730 Source: EPRI Level: 100% 

Subcontractor: Pacific Northwest Laboratory 

Project Objectives: 

To quantify for improved heat pump water heaters hot water delivery characteristics, energy consump- 
tion characteristics, electrical demand characteristics, magnitude of “free” air conditioning/dehumidification 
benefits, and performance relative to electric resistance water heaters. 

Project Description: 

Dedicated heat pump water heaters offer significantly reduced operating costs with respect to electric 
resistance water heaters, as verified by numerous field tests done by utilities. The ‘Tree” air conditioning 
and dehumidifying provided by such devices have usually bwn identified as beneficial by the users, but few 
attempts have been made to quantify the resultant additional economic value. 

This project will field test three improved residential dedicated heat pump water heaters to quantify 
performance of newer designs. This project b also intended to evaluate and refine an improved approach to 
organizing field tests, including improved data collection and analysis, hardware, software, and procedures. 
The improved field test data collection and analysis approach is being developed with consideration for 
eventual use by individual utilities and, if successful, will be commercialized by the Electric Power Research 
Institute for that purpose. 

Publications: 

None provided. 
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Priacipd ~ ~ ~ ~ s ~ ~ ~ ~ t ~ ~ ~  Floyd C. Hayes Contra& Agency: Electric Power Research Institute 
~~~~~~~~~~~~~ Trane Company F: RP2033-11 

3600 Pammel Creek Road Cmtmct 
La Crosse, WI 54601 

Oct. 7, 1982, through June 30, 1385 

~e~~~~~~~~ (688)  787-3404 Lzeold: 100% 

Project ~ ~ j e ~ ~ i ~ e ~ ~  

To develop an economical? dynamic control system that wil! significantly reduce cyclic and defrost 
losses in heat pumps; to define the optimum control strategies for the dynamic control system; to design, 
build, and test a breadboard system; to analyze the efficiency and economic improvements attainable with 
the concept; to estimate the market potential of the concept. 

Project ~ e ~ ~ ~ i ~ ~ ~ ~ ~ ~  

This project includes analysis, proof-of-concept testing, and evaluation of a dynamic control system to 
reduce cycling and defrost losses in heat pumps. Such losses can reduce the heating seasonal performance 
factor (HSPF) as much as 14%. In addition, cycling losses decrease the seasonal energy efficiency ratio 
(SEER) of heat pumps by as much as 1 1 %  for the cooling mode of operation. For heating, about 75% of 
the dynamic losses during startup and defrost are due to the location of the charge. 

Reduction of these cycling losses would significantly improve the seasonal performance of heat pumps 
and improve their ability to quickly respond to heating and cooling loads. Reliability would also be 
improved by reducing the potentia! for slugging the: compressor with liquid refrigerant and by decreasing 
the strenuous operatiog conditions for the compressor during startup and defrost. 

Breadboard testing and analysis were completed, resulting in identification of strategies for reduction of 
cyclic losses. These control strategies showed promise of yielding 3.6% irnprovements in SEER and 1.7% 
improvements in HSPF with a two-year payback in added costs. 
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5.1.14 Feasibility Study for Variable-Speed Drives for Heat Pumps 

Principal hvestigator: Ned Muhan 
Organization: University of Minnesota 

Contract Agency: Electric Power Research Institute 
Contract Number: RP2033-4 
Contract Period: Oct. 27, 198 1, through Department of Electrical Engineering 

123 Church Street SE 
Minneapolis, MN 55455 Funding: 

June 15, 1985 

Telephone: (612) 373-5419 Source: EPRT Level: 100% 

Project Objectives: 

To evaluate the feasibility of modulating heat pump capacity by compressor-motor speed variation. 

Project Description: 

Conventional heat pumps achieve capacity control by cycling on and off as necessary to match the load. 
At part-load conditions, cycling degrades efficiency and decreases comfort, By varying compressor speed in 
response to heating and cooling loads, the following benefits are expected: (1) improved performance and 
user comfort, (2) decreased equipment wear, (3) reduced starting currents, and (4) reduced operating costs. 

Higher first costs for coiitrols and motors may partially offset these benefits. Six advanced ac motor 
concepts were addressed for unitary reciprocating and rotary compressors for residential and iight- 
commercial applications. The six concepts include: 

a 

* 
* P,ulse-width-modulated (PWM) VSIs 
* 
* 

Square wave, voltage source inverters (VSIs) 
Square wave, current source inverters (CSIs) 

Electronically commutated s y ~ ~ ~ r o ~ o ~ s  motors (ECM) with a permanent magnetic field 
Pole-amylitude-modulaiion (PAM) in induction motors 
High-frequency, high-speed motors ( WFM) using low-loss magnetic materials 

These concepts will be compared analytically against conventional and two-speed compressor motors, 
and requirements for further research and development will be identified i f  warranted. 

Data on adjustable-speed drives were collected from available literature and other sources including 
manufacturers and utilities. Analyses of the speed modufation options focused on waveform distortion and 
conditions unique to hermetic compressors. A PWM transistorized inverter was built and tested to study 
output characteristics, including harmonics, under various sped and load conditions. This inverter was also 
tested while driven in a VSI mode. Five ECM concepts and a commercially available Japanese (Fuji) six- 
step inverter module were evaluated. Manufacturer contacts were established to obtain reliable data on 
manufacturing and cost implications on both motors and compressors. A draft report was prepared which 
concluded that: 

VSI and PWM inverter-driven induction motor drives appear to be most attractive for continuous 
sped adjustments in a six-bone range. The cost of such drives is approxi~a~eiy $220 to $300 per 
ton of compressor capacity. 
Continuously adjustable heat pumps show a reasonable payback period (four to seven years in 
coaling-dominated locations with relatively high electricity costs compared with single speed heat 

Further research is needed to reduce current harmonics into the utility system to improve the power 
factor of the VSIs and PWM inverters. 

* 

0 

pumps). 
* 

Publications: 

None provided. 
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ents For Heat B 

PdmcipapI Imvestig tor: James 11. Saunders et Agency: Electric P o ~ ~ e r  Research Institute 
: Baookhaven National Laboratory 

Department of Energy and Environnicnt 
Upton, NY 11973 

Contract Period: Oct. 18, 1982, through 
May 30, 1985 

T e ~ ~ ~ ~ ~ ~ ~ :  (516) 282-3184 
Level: 100% 

....... .... ~ . ....... - ~ ........ 
Project ~~~~~~~~~~: 

To demonstrate the capacity and coefficient of performance (COP) increases, particularly for high-lift 
(e.g., low-source temperature) conditions, that have been predicted for the scavenge cycle; to demonstrate 
the feasibility of capacity modulation using brushlass dc motors to maintain high motor efficiency. 

The project included development, equipment fabrications, testing, analysis, and evaluation of two 
vapor-compression heat pump modifications offering improved performance, reduced peak demand, and 
increased comfort control. These modifications to conventional hermetic compressors include use of 
( 1 ) scavenge heat cycle, and (2) a variable-speed brushless dc motor. 

The scavenge heat inodification flashes a portion of the condensed (liquid) refrigerant and reintroduces 
this vapor into the cylinder(s) of a reciprocating compressor. A special expansion valve and heat exchanger 
remove the vapor at a pressure and temperature above those inside the evaporator. New cylinder ports, 
unmvered as the piston completes its suction stroke (i.e., bottom dead center position), are added to the 
compressor for v a p r  reintroduction. This process decreases power consumption by reducing recompression 
of the flash vapor. 

The second modification substitutes a brushless dc motor for the conventional ac motor. Brushkss dc 
motors with electronic commutation have the advantage of high efficiency and very long life (Le., greater 
than 50,OOO h). An additional advantage of the brushless dc motor is that speed modulation can be achieved 
over a wide power range with the same electronics that effect commutation. 

Preliminary analyses of the modifications have been completed. Significant benefits are predicted, but 
further d e v e ~ o p ~ ~ n ~  and physical verification are required. A breadboard test system was developed, and 
engineering of the scavenge-cycle modification was completed. Design of the: brushless dc motor was 
initiated. 

Testing of the scavenge cycle at single-speed conditions resulted in substantial increases in heating 
capacity and COP. At -15°F ( -26OC)  evaporating and 1 10°F (43°C) condensing tetnperatures, the 
scavenge cycle had a heating capacity and heating COP improvement of 80% and 2596, respectively, when 
compared with the conventional compressor. System operation to date has been stable and reliable. 

Publications: 

tions, Feb, 23. 1984, CONF-840266, EPRI-EM-3797, November 1984. 

........ ____ ......... -____ ...... 

D. N. Shaw, ‘Compressors for Heat Pumps,” PF-QC. Seminar on Heat Pump Research and Applica- 

I ........ ._.. 
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5.1.16 Evaluation of Multizone Versus Central ~ l ~ ~ ~ r ~ ~  
Space Heating and Cooling Systems 

~~~~~~~~~ ~ ~ v ~ s t ~ ~ ~ t ~ ~ ~  Harvey Bernstein 
~ r ~ a ~ ~ ~ ~ t i ~ :  Applied Management Sciences 

982 Wayne Avenue, Suite 781 

Cmtract Agency: Electric Power Research Institute 
Contract ~~~~~~: WP2376- 1 
Contract Period. Jan. 3, 1984, through 

Telephone: (301) 485-8695 Lev& 100% 

To identify which environmental, physical, and demographic conditions favor using zoned electric heat- 
ing and cooling systems and which favor central electric heating and cooling systems; to ~ ~ ~ n t i ~ y  to the 
extent possible the magnitude of the impact of various factors on gowcr demand, energy ~ n s u m ~ ~ ~ o ~ ,  and 
overall coost-effectiveness of the various types of zone and central space conditioning systems. 

Project ~ ~ s ~ ~ ~ p ~ ~ ~ ~ ~  

The approach to achieving a greater understanding of the issues involved entails: 

e 

* 

Collecting and analyzing of existing data from utility studies, various governmental and ~ ~ § t ~ t ~ ~ ~ ~ ~ ~ ~  
studies, and the open literature, comparing zoned and central systems 
Using the data collected from the work done by others to develop models and c ~ ~ r e ~ a t ~ o n s  for 
predicting power demand, energy consumption, and economic impacts OF various ~ ~ ~ ~ ~ u r a t ~ o n s  and 
operating strategies of rnultizoned and central systems 
Planning structured experiments for model verification and additional primary data collection * 

Performance of the structured experiments is not under the current contract. 
Eighteen potentially useful utility data sets were identified. Difficulties with data tape readability or 

missing data made it possible to analyze only seven of the data sets. Preliminary examination of the findings 
indicate slightly lower energy consumption from zoned systems, but this result was not statistically signifi- 
cant because of unknowns regarding auxiliary heat use, primarily wood stoves and fireplaces. 

Pubiications: 
- .- 

None provided. 
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5.1.17 Heat Exchian ~ r ~ ~ e ~ t s  for Po table- W 
l__li.... ... ___ ...... .... 

I ~ v e ~ ~ g a t ~ r ~  Thomas J. Marciniak C : Electric Power Research Institute 
atioa: Fauske and Associates, Inc. 

16WQ70 West 83rd Street 
Burr Ridge, IL 60521 

through Feb. IS, 1985 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (312) 323-8750 Level: 100% 
........ ______ ........ .... _.___........-.......__I__ ____ ____ 
~ t t a ~ t e ~ :  National Conference of States on Building Codes and Standards, Inc. (NCSBCS) 

.......... -___ ..... ~~ .... - ........ ..........__..-.I__ _____.. 

Preject Objestives: 

double-wall heat exchangers. 
To increase the efficiency and reduce costs of heat piimps by examining requirements necessitating 

Both the efficiency and cost of electric heat p m p s  using potable water as k a t  source/sink were 
adversely affected by requirements for double-wall heat exchangers. Heat pump water heaters and reclaim 
desuperheaters were similarly affected. The double-wall requirements were imposed by various huilding 
codes and environmental regulations based on concerns over contamination of potable water by heat pump 
refrigerants, lubricants, and motor-burnout produsts, The validity of such requirements was not clear in 
view of materials and fabrication kchniques used. Such rcquirernents impeded further application of effi- 
cient heat pump technologies. The project examined the issues involved by: 

* 
* 

e 

Identifying specific requirements for double-wall heat exchangers in heat pumps 
Determining the basis for such requirements 
Assessing the performance and cost impacts of the rcquiremcnts 
Evaluating the water-protection concerns associated with water-to-refrigerant and refrigerant-to- 
water heat exchangers in heat pumps 
Analyzing the adequacy of single-wall heat exchanger or refrigeeani-dye use 
Developing recommended language for building codes and regidations for the subject heat 
exchangers 

Review of the plumbing and mechanical provisions of the m a j ~ r  building code models revealed that the 
subject equipment was not specifically addressed. Requirements governing water-cooled compressors and 
condensers for large air conditioning applications were applied. Data were obtained from manufacturers on 
double-wall heat exchangers. Initial equipment cost increases of 8 to 40% were incurred by double-wall code 
requirements. 

Neither the toxicity nor other hazards of refrigerants, lubricants, burn-out products, and combinations 
of these appeared to justify the code requirements. 

* 

Publications: 

T. J. Matciniak, “Heat Exchanger Requirements for Potable Water Protection,” Proc. Seminar on 
Heat Pump Research and Applications, Feb. 23, 1984, CONF-840266, EPRI-EM-3797, November 198.4. 
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5.1.19 Heat Pump Water Heater L boratary Tests an 
. . .. _.. ......I.____I____ ..... ___._._ . ... . 

Department of Energy 

April 1982 through October 1984 
~~~~~~~~~ Oak Ridge National Laboratory : DE-AC05-848R2 I408 

P.O. Box Y 
Oak Ridge, TN 37831 

' r ~ ~ ~ ~ ~ ~ ~ e :  (615) 576-4921 h v e k  100% 
._... I-.... __I___.___--... _____-___ 

To provide an analytical capability that can assist the industry in cvaiuabing the effect of improved 
components or new design featwcs on heat pump water system performance. 

The heat pump water heaters on the market today are made up of components from existing technolo- 
gies. In general they have not been specifically designed for the use intended. As a result, the efficiencies of 
these systems can likely be improved through system analysis and optimization. 

A commercia.lly available, separated type heat pump water heater was instrunentd and instalZed with 
a 52-gal commercially available water storage tank in an insulated encloswc The: environment i n  the enclo- 
sure was controlled with respect to both temperature and humidity. 

Steady-state tests were conducted for ambient temperatures from 50 to 100°F (10 to 37.5"C), relative 
humidity from 20 to 90'70, and entering water temperature from 115 to 130°F (46.1 to 54.4"C). Data were 
collected, and a data base was developed. The analytical steady-state design model was creatcd by modify- 
ing an existing heat pump model with newly developed subroutines. The experimental data were used to 
validate the design model. Early parametric studies illustrated the model's potential usefulness in design 
studies. 

K. H. Eimmerman, "Laboratory Test, Design Model Validations, and Parametric Study of a Heat 
Pump Water Heater,n Proc. 7th Heat Pump 'Technology Cufiference, Oklahoma State Uaivessiry, 
Oct. 15-16, 1984, 1984. 

K. H. Zimmerman, Heat Pump Water Heater Laboratory Test and Design Model ValidaPiopl. 
ORNL/CON-173, March 1986. 
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5.1.20 Monitoring of Improved &-Source Heat Pumps 

Principal Investigator: Charles E. Bullock 
Organization: Carrier Corporation 

Contract Agmcy: Electric Power Research Institute 
Contract Number: RP789-3 
Contract Period: Dac. 17, 1979, through Sept. 15, 1984 Research Division 

Syracuse, NY 13221 Source: EPRI Level: 100% 
P.O. Box 4808 Funding: 

Telephone: (3  15) 432-6204 

Project Objectives: 

To collect, analyze, and report field operating data; to measure critical aspects of heat pump perfor- 
mance including heating and cooling energy delivered, energy consumed, operating times, and other key 
parameters on daily, monthly, and seasonal bases; to report peak power demand characteristics; to investi- 
gate the relative effects of equipment sizing and local climate. 

Project Descriptions: 

Field monitoring of  unitary, residential, air-source heat pumps in both the heating and cooling modes 
was the focus of this project. Seven split-system installations representing a variety of climatic conditions 
were studied. 

* 
e 

Dual-split heat pump with an electric auxiliary heater (Dallas, Texas) 
Dual-split add-on (bivalent) with a gas furnace (Liverpool, New Yo&) 
Dual-split hydronic add-on in series with an oil-fired boiler (Central Square, New York) 
Triple-split heat pimp .with a dewperheater water heater (Kingspost, ~ ~ e ~ ~ ~ s ~ e ~ ~  
Triple-split heat pump with two single-speed cornpressors (Manlius, New York) 
Triple-split heat pump with two 4ngle-speed conqmsssrs ~ ~ ~ ~ ~ e a ~ ~ ~ ~ s ,  
Triple-split heat pump with one dual -speed comp~essos ~ ~ ~ ~ c ~ ~ ~ ~ ~ ,  Illinois) 

* 
* 
e 

This work continues the field monitoring efforts of a prior project (RP789- I )  by the same contractor in 
conjunction with the Niagra Mohawk Power Company. The earlier project focused on equipment designed 
in the mid-1960s installed in northern climates. This project extends the work into other climates and 
addresses improved equipment. Data co8lectio:a was ~~~~~~~~ in December 198 1. Performance simulations 
for typical. weather years have been mm!eled, based on the collected data, and compmed with expected pes- 
formances. A draft report concludes that: 

Measured heating seasonal performance factors ranged from 5.6 to 7.4 and cooling season energy 
efficiency ratios ranged from 7.2 to 9.6 
Power demand of these systems was 1.8 to 8.5 kW less than that of central electric furnaces, with 
the greatest reductions found with the add-on heat pumps 
Monitored performance agreed very well with performance ratings based on industry standards 

* 

* 

* 
(ART 240-81) 

I_ ._._____ _. . _l__l .. --____ 
Publications: 

W. R. Reedy and C. E. Bullock, Northerfi-(,’/irnatr Heat Pump Field Performance Evaluations Final 

C. E. Bullock and S. C .  Pederson, “Recent Heat Pump Investigations for Northern Climate Applica- 
tions,” Proc. 2nd Irternotional Energy Expo.Yition and C’onJ, Energex ‘84, Muy 14, 1984, CONF-840506, 
May 1984. 

C. C. Hiller: “EPRI Heat Pump Field Performance Testing,” Proc. Seminar on Heat Pump Research 
and Applications, Feb. 23, 1984, CONF-840266, EPRI-EM-3797, November 1984. 

Report, EPRI-EM-231.9, July 1982. 
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5.12% Heat Pa 

~~~~~~~~~ Investigator: Robert V. Steele Corntract 
~~~~~~~~t~~~~ Strategies Unlimited, Inc. Contract 

201 §an Antonio Circle 
Suite 205 
Mountain View, CA 94040 

ncy: Bledric Power Research Institute 

tract Period: May 10, 1983, through July 31, 1984 

J.,ewl: 100% 
one: (415) 941-3438 

Project mjesltives: 

To review the state of the art for residential and commercid heat pumps, to examine the impacts of 
expanded use of heat pumps on utility systems, to determine the key research and development (R&D) 
issues affecting the attractiveness of beat pumps to both utilities and their customers, to identify new RLD 
initiatives f ~ h  consideration by the Electric Power Research Institute in pursuing its objectives in residential 
and commercial end-use technologies. 

Two workshops, one each on commercial and residential heat pumps, were conducted to bring together 
experts in the field to review R&D of electric heat pumps. Participants were invited from utilities, rnamufac- 
turers, other research organizations, and architectural/engineering firms. Groups were kept small (20 to 25) 
to promote free discussion. A two-day seminar on residential heat pump R&D and findings was also 
included. 

Publications: 
I ......_. ___ 

R. V. Steele, Proc. Seminar on Heat Pump Resenrch and ~4ppficutian~, CONF-840266, EPRI-EM- 
3979, November 1984. 
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5.1.22 Advanced Electric Residential Heat Pump 

Principal Investigator: Stephen E. Veyo 
Organization: Westinghouse Electric Corporation 

Research and Development Center 
13 10 Beulah Road 
Pittsburgh, PA 15235 Source: DOE Level: 77% 

Telephone: (412) 256-1901 Westinghouse 23% 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X-247 12C 
Contract Periad: Oct. 1, 1979, through June 30, 1984 
Funding: $4,534,000 

Project Objectives: 

To develop a preproduction prototype, commercially and economically viable advanced heat pump that 
could provide satisfying performance with an annual energy efficiency at least 20% better than the most 
efficient units available in the market place in early 1979. 

Project Description: 

The heat pump concept developed by Westkghouse used the well-known vapor compression refrigera- 
tion cycle with R-22 as the working fluid. To achieve the target efficiency, Westinghouse developed an 
improved reciprocating compressor with two-step capacity modulation along with the higher efficiency air 
movers, a breadboard microprocessor-based control system, and higher effectiveness heat exchangers. The 
relative proportions of the compressor, blower, fan, and heat exchangers were specified through system 
optimization to minimkc annual ownershi? cost and were constrained to provide comfort. A market analysis 
was also conducted which projected the 19961 market to he greater than 650,000 units. The dual-stroke 
compressor used an eccentric cam between crank pin and connecting rod to change the stroke of the piston 
upon a reversal in the direction of crankshaft rotation. Tbe ratio of minimum to maximum capacity could 
be selected as a parameter of optinriiation. The incremental cost of this compressor was estimated to be 
one.tbird that of the, ccmpressor with two-speed drive motor. A n  indoor blower, 50% more efficient, and an 
outdoor fan, twice efficient, were designed, built, and tested. A breadboard system and a preprototype 
system were laboratory tested to verily analytical performance estimates and to develop the control 
sofhare. Field evaluation testing of the preprototype unit was conducted for one year by Westinghouse in  a 
rcsiderrce in the Pittsburgh area. Tbc teslirag showed a heating seasonal performance factor (HSPF) of 2.5, 
excellent performance in a northern climate, and a respectable cooling seasonal energy efficiency ratio of 
8.5 Btu/h.W. The unit was optimized for northern climate application to provide its best performance in 
the. heating mode. All hough the original performance objective was achieved and reasonable agreement was 
obtained (measured HSPF 7% that predicted), a second year of field testing with 9 debugged system is 
being considered to add to the credibility of the performance results and to correct a deficiency with the 
supplemental resistance heat controls. 

~ ~ ~ ~ i ~ ~ ~ ~ n ~ :  

ORNL/Suh/79-24712/1, April 1982. 

ORNL/Sub/79-247 12/2, September 1982. 

-___I. ._______I_.._..._ _ _ _  .._ _. 

J. C. Kastovich et al., Advanced Electric Heat Pump Market and Business Analysis-Final Report, 

S .  E. Veyo, Advunced Electric Heat Pump Component Development and Evaluation-Interim Report, 

D. Ariewhtz et al., “A High-Efficiency Indoor Air Mover,” ASHRAE Trans. 89(2B), June 1983. 
T. Wright et al., “A High-Efficiency Meat Pump Fan,” ASHRAE Trans. 89(23), June 1983. 
S. E, Veyo and T. S. Fagan, Advanced Eleclric Heat Pump Dual-Stroke Compressor and System 

R. R. Young et al,, ‘High-Efficiency Dual Stroke Compressor for Heat Pumps,” ASHRAE Trans. 
Devehpment - Find Report, OR NL/S ub / 79- 247 1 2/ 3. December 1 9 8 3. 

9O(I), January 1984. 

Patents: 

ment Therefor, Dec. 2, 1980. 
US. 4,236,874: F. J. Sisk, Dual Capacity Compressor with Reversible Motor and Controls Arrange- 
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U S .  4,449,376. R. Draper et al., Design of an Indoor Unit for an Advanced Electric Pump, May 22, 
1984. 

U.S. 4,449,3717: R. Draper, Application of Therimsyphon Evaporator to an Optimal Residential Heat 
Pump Outdoor Unit, May 22, 1984. 

U S .  4,463,302: H.  S. Kirschbaum, A Two-Capacity Compressor with a Two-Strength Motor that Uses 
Interchange of Main and Auxiliary Windings, July 3 1 ,  1984. 

U S .  4,463,303. M. S. Kirschbaurn, SIX Pole/Erght Pole, Pole Changing Single-Phase Motor, Jilly 31, 
1984. 

U.S. 4,465,952. H. S. Kirschbaum, APSC Single-Phase Motor System Capable of Balanced Operation 
at More Than One Land Point Employing Both an Autotransformer and a Capacitor Network, Aug. 14, 
1984. 

US. 4,470,271: R. Draper et al., Outdoor Unit Design for an Advanced Electric Heat Pump, SepP, 1 1 ,  
1984. 

U S .  4,473,788: M. S. Kirschbaum, Sin& Phase Pole Changing Motor for Hermetic C O ~ ~ ~ C S S O F ,  
Sept. 25, 1984. 

U.S. 4,476,422: H. S. Kirschbaum, Pole Changing Single-Phase Motor, Oct. 9, 1584. 
U.S. 4,479,419: R. W. Wolfe, Dual Capacity Reciprocating Cornpressor, Oct. 38, 1984. 
US.  4,494,447: F. J. Sisk, Self-Latching Eccentric Cam for Dual Stroke Compression, July 22, 1984. 
US. 4,516,916: W .  A. English and R. . Young, Oil-Cooled Compressors, May 14, 1985. 
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5.1.23 Performance Analysis of Air-to-Air Heat Pumps 
-_ _.._. -- 

Principal Investigator: Neinz Jaster 
Organization: General Electric Company 

Contract Agency: Electric Power Research Institute 
Contract Number: RP 1495- 1 
Contract Period: Oct. 29, 1980, through Apr. 30, 1984 Corporate Research and 

P.O. Box 43, Bldg. 37 Source: EPRl Level: 100% 
Schenectady, NY 12301 

Development Funding: 

Telephone: (518) 385-0162 

Project Objectives: 

tional heat pumps. 

Project Description: 

The purpose of this project was to develop and validate algorithms for determination of seasonal beat- 
ing efficiencies for conventional heat pumps. The work combined both experimental and analytical investi- 
gations including: 

To provide both quantitative data on and algorithms for accurate prediction of performance of conven- 

* 
* 
* 

Field monitoring of nine heat pumps in occupied hoines 
Laboratory tests of cycling transients and defrost effects 
Development o f  a detraikd simuiration mudel and a siniplified algorithm for perforrnancc prediction 

Nine single-family residences in three differing climates were equipped with 2.S-ton, single-speed, air- 
to-air heat paiimps with auxiliary electric-resistance beat. These systems were instrumented to nieasure 
capacity, performance, power (demand), and energy consumption of major components and the total sys- 
tems. Seasonal and representative performance were analyzed including accounting for cycling and defrost 
effects. The results were compared against Department of Energy (DOE) and industry testing and rating 
procedures. 

A literature survey on seasonal performance measurement and algorithms was completed. A detailed 
simulation model and an improved simplified model based on separate day and night load lines were 
developed. 

Comparison of field data with predictions indicated that cycling rates in the test homes were substan- 
tially lower than commonly supposed and that the resulting efficiency penalities were negligible. The time 
spent defrosting was found to be the single most important, and sensitive, factor governing field perfor- 
mance. This time was predicted by the new algorithms within 6% for all but one residence. The DOE stan- 
dard rating algorithm, applied to the actual weather and load, also predicted the performance factor very 
well, although this was accomplished by overestimating the cycling effects and underestimating the 
frost/defrost effects. 

Publications: 

November 1985. 

- ___ ..__._. ... __I- 

R. S. Miller and 14. Jaster, Performance of Air-Source Hear Pumps, Final Report, EPRI-EM-4226, 
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5.1.24 Heat Pump Water Heaters 
~ _____ ______ .... ~ _ _ _  ......... ~ _ _ _ _ _  ~ . _ _ _ _ _  ~- ......... ......... 

Principal Investigator: Morton €4. Matt 
Organization: Science Applications, Inc. 

Contract Agency: Electric Power Research Instituts 
Contract No 
Contract Period: Sept. 11, 1981, through Mar. 31, 1984 Energy Systems and 

Conservation Division 
1200 Prospect Street Level: 100% 
La Jolla, CA 92038 

hone: (619) 456-6490 
_ _ _ _ _ . . . _ _ _ ~ . . . . . .  ___-..__ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  ..... _____..__ .... 

Project Objectives: 

To evaluate the experience of electric utilities with heat pump water heaters; to delvelop a guide on heat 
pump water heaters for utiliiy use which will address the technology. its application and economics, and 
experimental techniques for further tests. 

Project Description: 

This work included an analysis of heat pump water heater technology, a reviisw of utility field test 
experience and experimental designs, and an assessment of utility impacts of heat pump water heater use, 
Further research requirements were identified. The technologies addressed include: 

Integral models (combined heat pump and tank in a single package) with both immersion and exter- 
nal condensers 
Remote units (separate heat pump and tank units connected by water piping) 
Heat pumps equipped with desuperheater water heaters 

Forty-six utility experiments were identified by a literature search and manufacturer survey. Twenty of 
these experiments (including 85 units) were documented in a prior study sponsored by the U.S. Department 
of Energy. Data from 11 manufacturers and utility experiments on 278 units were analyzed. A draft report 
of the analysis summarizes the following: 

* 

* 
* Research requirements 

The report concludes that: 

Commercially available. heat pump water heater characteristics 
Comparative economics of heat pump water heaters 
Findings of the 46 utility experiments 
Experimental design and instrumentation considerations 

a 

* 
* 

Heat pump water heaters are viable in many applications with peak electricity demand reductions of 
0.03-0.46 kW in winter and 0.084.29 kW in summer 
Heat pump water heaters use approximately 50% less energy than resistance water heaters 
Further research is needed to improve performance and to determine both utility and space- 
conditioning load impacts of heat pump water heaters 

--. ..... -. 

Publications: 

J. E. Dobyns and M. M. Blatt, Heat Pump Water Heaters, Final Report, EPRI-EM-3582, May 1984. 
J. M. Calm, “Heat Pump Water Heaters,” P m c  Seminar on Heat Pump Research and Applications, 

Feb. 23, 1984, CONF-840266, EPRI-EM-3797, November 1984. 
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5.1.25 Monitoring of Ai-to-Air Mnltizone Heat Pump Systems 

Principal Investigator: J. Patrick Quinn 
Organization: International Energy Systems Corp. 

1754 Technology Drive, Suite 116 
San Jose, CA 95 110 

Contract Agency: Electric Power Research Institute 
Contract Number: RP I201 -1 5 
Contract Period. Nov. 12, 1980, through Mar. 31, 1984 
Fundiig: 

Telephone: (408) 280-6002 Source: EPRI Level: 100% 

Project Objectives: 

To acquire performance data on residential multizone heat pumps, to monitor occupant use of zonal 
control, to examine the impacts of zonal demand diversity on electrical power demand, to compare energy 
use of multizone heat pumps to that of zoned resistance heating and other alternative systems. 

Kojecd Description: 

Two multizone heat pumps located in Reno, Nevada, were monitored. Each system used a single out- 
door compressor and heat exchanger unit serving five separate indmr heal exchangers. The indoor units 
were i ~ d i ~ i ~ u a ~ ~ y  controlled, thereby enabling heating and cooling 0x1 a room-by-room or zone-by-zone basis. 
Each indwr unit included a supplemental resistance heater for use during defrost of the outdoor unit and 
when additional capacity was needed. A customized dah  acquisition system was assembled by Micrologic, 
Inc., and installed in October 1981. Integrating energy meters recorded energy use during ~ n s t a ~ l a t ~ ~ ~  of the 
data acquisition system and served as a backup data system. 

Some data were lost during data system failures. A consultant, relained to reanalyze the performance 
data, concluded that only short-term performance comparisons of the baseboard heating and the rnultizone 
heat pumps were possible. The coefficients of performance of the m u l t i ~ ~ t ~ e  heat pumps, on a few selected 
days in December, were approximately 1.2 to 1.5. The project demonstrated that multizone heat pumps can 
operate successfully as zone control space conditioning systems and can lower peak power demand. 

Publications: 
.___I_ -___-_. _II l_l ..__. _I___ .__.I -..__ ll_l_lll_ 

C. C, Hiller, "EPRI Heat Pump Field Performance Testing," Froc. Seminar On Heat Pump Research 
and Applications, Feb. 23, 1984, CONF-840266, EPRI-EM-3797, November 1884. 
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__~ . .. _ _ ~  ~ 

~~~~~~~~~ ~~~~~~~~~~~~~ Richard E. Crane Cantxact Agmcy:: Electric Power Research Institzitc 
Comtrw$ ~~~~~~~ RP 1940-5 
Crsnabaet Period. Jan. 3, 1983, through Dee. 31, 1983 

~~2~~~~~ Synergic Resources Corporation 
‘Three Bala Plaza East, Suite 555 
P.O. Box 1506 
Bala Cynwyd, PA 190043406 L.eve1: 100% 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (215) 667-216Q 
__xI__ . . .___I____~ ...... ___ ___.._ ___ ...._____________...... ___ I_.. ...___..- 

Project ~ ~ ~ ~ ~ ~ ~ v ~ ~ :  

To identify and document electric utility experience in field monitoring of air-to-air heat pumps used in 
space heating and cooling systems. 

Project ~~~~~~~~~~~~: 

Telephone surveys and site visits were conducted with electric utilties to %kn~Xy and document valid 
field performance data on air-to-air heat punips used in residential space heating and cooling systems. A 
technical literature review of laboratory and field performance data on residential heat pumps was per- 
formed to supplement the sunvcy efforts. 

Results presented in the draft final report centered on describing and documenting the heatiing seasonal 
performance obtained in ten field test projects covering a ciimulative total of 13 utilities and 151 hest pump 
installations. Climate conditions represented ranged from 2799 heating degree-days in Alabama to more 
than 7500 heating degree-days in Ontario, Canada. Average heating seasonal, perfomarm (SPY) ranged 
from a high of 2.74 in Alabama to a  OW of 1.53 in Utah. Methdology used to determine SPF included 
“flip-flop” tests, calculation of heating load, comparison with similar residences using electric resistance 
heat, and historical data (sequential years). 

~ ~ ~ ~ ~ ~ ~ $ i ~ ~ § ~  
........ __ __ ....... ___.-____-----. 

Informal report available request. 
..... ..... ...... . . . I _ _ _ _ _ _ _ _ _ _ _ _ . _ _ I _ _ . ~ ~ -  ....... 
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5.1.27 Heat Pump and Air-Conditioner Test Procedures 

Principal Investigator: David A. Didion 
Organization: National Bareau of Standards 

Contract Agency: Department of Energy 
Contract Number: 7452507 
Contract Period: 1981 -1983 Building 224, Room B- 126 

Gaithersburg, MD 20899 Funding: 
Telephone: (30 1 ) 92 1-2994 Source: DOE Level: 100% 

Project Objective: 

formance of central residential heat pumps and air conditioners. 

Project Description: 

This project included laboratory experiments and analysis using the National Bureau of Standards 
(NBS) heat pump simulation model. Results of the project expanded or enhanced the current Department 
of Energy (DOE)/NBS evaluation procedure to cover a wider range of new products. A procedure was 
drafted for rating mix-matched systems (split air conditioner units that have an evaporator coif other than 
the one tested with the condenser). The existing DOE/NBS rating procedure is based on a single cyclic test 
to characterize unit performance. This test assumes that the anticipator thermostat controls the cycle rate as 
3 parabolic function of load. Newly developed control devices may be inserted in a heat pump's control cir- 
cuitry. Extensive review and analysis of laboratory and field data were conducted to determine if systems 
with these new controls were receiving the proper rating value. Development of ASHRAE Standard 116P 
was supported by committee participation and revision of the dwument. This effort included technical sup- 
port of DOE during the rule-making phase to amend the current test procedure to reflect mo 
advocated by Standard 1 14P. 

_.__._____----I- 

To provide industry an equitable testing and rating procedure for determining the seasonal energy per- 

~ ~ b ~ i ~ ~ t i o N s ~  

D. A. Didion, T h e  Effect of a Time-Delayed Stack Damper on Off-Cycle Heat Losses for Residential 

D. A. Didion, Low-Voltage. Room Thermostat Pe'erformarzce, NBS BSS 150, May 1983. 
D. A. Didion, A Laboratory Investigation of Refrigerant Migration in a Split Unit Air Conditioner, 

Heating Equipment," ASHRAE Technical Paper, May 1983. 

NBSlR 83-2756, May 1983. 
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a1 Investigator: Morton H. Blatt Coaataact Ag~racy: Deparkfnent Qf Energy 
F: AC01-73CS 10757 

P.O. Box 2351 
L,ajolla, CA 92038 

March 1979 through June 1982 

T e ~ ~ ~ ~ ~ ~ ~ ~  (714) 454-381 1 Source: DOE Level: IQO% 
I_ __--- - -- 

Project Objectives: 

pumps. 
To provide technical support in seasonal performance modeling of central air conditioners and heat 

The contractor completed an evaluation of heat pump defrost performance and seasonal performance 
and component balance modcling of central air conditioners and heat pumps, 

~~~~~~~~~~s~ 

Science Applications, Inc. User’s Manual for Heat PUIFZ,~  Seasonal Performance Model (SPM) wiik 
Selected Parametric Examples, SAI-444-82-141-LJ, June 3982. 



35 

5.1.29 Research and Development Opportunities for Large Heat Pump Systems 

Principal Investigator: David Goldenberg 
Organization: TRW 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 62B- 138 17C 
Contract Period: September 1980 through July 1981 800 Oak Ridge Turnpike 

Building B Funding: $1 10,000 
Oak Ridge, TN 37830 Source: DOE Level: 100% 

Telephone: (615) 482-9051 

Project Objectives: 

To establish existing populations of air-conditioning equipment and commercial buildings; to describe 
air-conditioning equipment market sizes; to compare the relative energy use of systems; to assess the effects 
of nontechnical factors on the development and increased use of energy efficient air-conditioning equipment 
and systems; to assess the opportunities for research, design, and development (RD&D) work leading to 
improvements or increased use of energy efficient equipment or systems; to formulate recommendations for 
RD&D activities in these areas. 

Project Description: 

A relatively successful RD&D effort by government and industry for residential heat pump equipment 
was under way. This siudy provided descriptions and assessments of air-conditioning equipment and systems 
in the commercial milieu to be used for initial planning of RDSrD activities pertaining to the commercial 
sector. 

Use of currently available equipment and systems that are energy efficient is limited by the economic 
situation of building owners. Increasing energy prices do not show inuch potential for changing this situa- 
tion. Case histories of energy efficient buildings (in available literature) highlight the potential of existing 
equipment and systems, but most of the systems (and equipment) being installed in commercial buildings do 
not measure up ?o this potential. A program of market development is needed before development of the 
next generation of air-conditioning equipment and systems will hold much promise. 

The high priority recommendations of this study dealt with development of the market for energy effi- 
cient heating, ventilating, and air-conditioning systems and equipment by reversing existing market forces 
that promote energy consumption. Second priority recommendations dealt with technical research and edu- 
cational programs covering research of systems application and operation, increasing the number of techni- 
cal people who are competent in the area of  energy system efficiency improvement, andL other areas. 

Publications: 

tractors’ Program Integration Meeting, CONF-8 10672, March 1982. 

Hear Pump Systems, ORNL/Sub/80-13817/1&2, June 1982. 

D. Goldenberg, “RD&D Opportunities for Large Heat Pump Systems,” Proc, DOE Heat Pump Con- 

M. MacDonald, D. Goldenberg, and E. Hudgins, RD&D Opportunities for  Large Air Conditioning and 
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Primsipat Investigator: Robert P. Rkvins 
Orgmimtinn: Energy litilization Systems, Inc. 

365 Plum Industrial Court 
Pittsburgh, PA 15239 Fualidirtgc $984.000 

Cnntraaf 4geocy: Oak Ridge National Laboratory 
Co~tracit Pdumlbe~: 86X-0732 1 C 
CcPsztract Period: August 1978 through June 1981 

Telephcam: (412) 325-2820 Solrwe: DOE Level: 75% 
EUS and various 25% 

electric utilities 

Project Objectives: 

To demonstrate the reliability and operating efficiency of a residential heat pump water heater by 
installing 85 units in climatically dispersed single-family homes and monitoring these instailations for a 
psricd of one year. 

Project ~ ~ ~ ~ ~ ~ ~ $ ~ ~ ~ ~ a :  

'The project was a continuation of an R&D effort carried out by Energy Utili~ation Systems ( F I B )  
under the sponsorship of the T,! S. Department of Energy. It involved the field demonstration of an air-to- 
water heat pump water heater designed for residential applications. Eighty-five units were installed in 
single-family homes located in the: service territories of 20 climatically dispersed electric: utilities. Utility 
personnel collected operating data and forwarded the data to EUS on a monthly basis. Thesa data were 
then analyzed, and a monthly coefficient of perlormance (COPj was calculated for each unit. 

The monitoring phase of the project was concluded in December 1980. Results indicated an average 
COP of 1.93, confirming that the units saved about half the energy that would have been used by 
resistance-type water heaters for many locations. 

R. L. Dunning et al., Research and Devzlopment of a Heat Pump Water Heater, Vo!. I ,  FiPaai Sum- 

R. k. Dunning et a1 , Research and Developnieiit of Q Heat Pump Water Neater, Yo!. 2, R&B Tasks 

B. D. Sloane et al., Dernonstration of a IIeat Pump Water Nearer, Vol. 3, Design Report, 

R. P. lalevins, et al., Dermnslration of a Ifeat Pump WatPr Healer, Vol. 4, Final Repar?, 

mary Report, ORNL/Sub-7321/1, August 1978. 

Reports, ORNL/Sub-7321/2, August 1978. 

ORNL/Sub-7321/3, December 1979. 

ORNL/Sub-7321/4, June 1981. 
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5.2 Water-Source and Ground-Coupled Systems 

%2.1 Water-Loop Heat Pump Field Evaluation 
--_- ....-____ _....._._,_-I__ __.. 

Principal Investigator: To be determined 
Organization: Contract Number: RP2480- 1 
Telephone: 

Contract Agency: Electric Power Research Institute 

Contract Period: Jan, 1,  1984, through Dee. 31, 1988 (est.) 
Funding: 
Source: EPRI Level: 100T0 

____..._. _I___ 

Project Objectives: 

to develop WLHP performance algorithms, to develop improved WL.HP control and operational strategies. 

Project Description: 

The project includes a field test of current generation WL,WPs in a medium-size, occupied commercial 
building for one calendar year in order to quantify performance, to identify areas needing improvement, and 
to develop algorithms characterizing WLI-IP performance. The field test data will be used to develop control 
and operational strategies that will improve the field performance of the system. These strategies will be 
incorporated into the current generation WLHP system, and the system will be field tested for a second 
calendar year to quantify performance, to provide data for identifying promising research areas, and to 
develop algorithms characterizing WLHP performance with the improved control and operational strategies. 

'To obtain and analyze field performance data for water-loop heat pumps (WLHPs), to use these data 

Publications: 

N/A. 
..........__ ... 
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~ ~ ~ ~ ~ ~ 

Priacipal Iniestigator: Vince C .  Mei 
O r g m i m t i o ~  Oak Ridge National La'noratory 

Contract A g c ~ y :  Intcrnational Energy Agency 
Contra@ Number: 
C'&rsct Perk& Febrilary 1386 February 1987 
Funding: '$750,000 
Smzce: ,411 participating 

P.0 BOX Y, Bldg. 9102-1 
Oak Ridge, TN 358Si 

Tekphoane: ( 6  15)  574-20 I 7  Level: Task shared 
countries 

- __ __ - _ _ - ~ _ - _ _ _  _ _ _  __ ~ ___ __ 
Z'r+ec: Objectives: 

nology among participating countries. 

Project Des:!. Iptiox 

To exchange iaformation ahout the development of ground soxrce heat p i m ~ p  and theiinal storage tech- 

The Internatioml Energy Agency Annex VI11 is supported lis a team in each of the following pmrtici- 
paling countries. Canada, the Federal Republic of tiermany, Switxrland, and the Unitcd States. Each :earn 
lmas the functions of performing a certdin type of w ~ r k  related to thc subject. Oak Ridge National Labora- 
tory IS to Ferform advanced ground coil modeling work for heat pump winter operation, to validate the 
mode!s, and to conduct paiatlletric studies. Switxiland is to monitor pilot facilities and current designs of 
vertical heat exchangers. Canada is to perform field experiments to generate data for model validation and 
full-sca!e experiments to determinr the best operational strategy, and to assess different types of ground 
heat exchangeis. The Federal Republic of Germany is to morniior Several existing ground source heat pump 
projects. The United States has cornpletcd all of its tasks except simplification of the models. 

None provided. 
. . . .. .... . . I _ _ - _ . ~  ~ __I ___ ........ ... 
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5.2.3 Optimized Ground-Coupled Heat Pump Mechanical Package 
and Field Experiment 

~ 

Principal investigators: Van D. Baxter (ORNL) 
Mark Catan (Brookhaven 

National Laboratory) 
R. ONeil (Niagara Mohawk 

Power Corporation) 
Organization: Oak Ridge National Eaboratary 

P. 0. Box Y 
Oak Ridge, Tennessee 3783 1 

Telephone: (6 15 ) 574-2 104 

.- -____ 
Contract Agency: Department of Energy 
Contract Numbers: DE-ACO5-840R21400 

19X-69748V 
86X-22035C 

Contract Period: October 1982 through 
January 1987 

Funding: $894,OOo 
Source: DOE Level: 84% 

Niagara Mohawk 16% 
I __ ..-. - 

Subcontractor: H. M. Hughes, Friedrich-Climate Master Division 

Project Objective: 

readily available for development and commercialization by the private sector. 

Project Description: 

This project included four phases and thirteen different tasks. The first phase involved the development 
of analytical design tools for ground-coupled systems. A model for liquid-refrigerant heat exchangers was 
developed and integrated into the ORNL heat pump optimization program. Parametric correlations for the 
ground coil under various operating conditions were developed. 

The second phase involved ground-coupled heat pump system life-cycle cost optimization. Sensitivity 
studies, cost performance tradeoffs, and model validation with laboratory data were conducted. 

Phase 111 involved the fabrication and laboratory testing of two production prototypes. Phase IV will 
require the design of two complete systems (mechanical package and ground coil) and the field testing of 
those designs. On the basis of these tests, the ground-coupled concept will be evaluated for economic 
viability. 

To develop and test an optimized proof-of-concept ground-coupled heat pump so that the technology is 

Publications: 

J. W. Andrews, P. D. Metz, and J. H. Saunders, A Refined Cornpurer Program for the Transient 

V. D. Baxter and M. A. Catan, "Optimization of a Ground-Coupled Heat Pump," Proc. 7th Heat 

M. A. Catan and V. D. Baxter, "An Optimized Ground-Coupled Heat Pump System Design €or North- 

H. M. Hughes, "A Parametricized Cost Model for Unitary, Water-Source Heat Pumps," ASHRAE 

M. A. Catan, uOptimized Ground-Coupled Heat Pump Mechanical Package," Proc. DOE/OML Heat 

M. A. Catan et al., Optimized Ground-Coupled Heat Pump Design, Phase I, Final Report, BNL 

Simulation of Ground-Coupled Heat Pump Systems, BNL-348 18, April 1984. 

Pump Technology Conference, Tulsa, Oklahoma, October 1984. 

ern Climate Application," ASHRAE Trans. 91(2), June 1985. 

Trans. 91(2B), June 1985. 

Pump Conference, Dec. 11-13, 1984, CONF-841231, August 1985. 

51957, October 1985. 
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BrojSert Objisctires: 

To collect and analy7e aaurate site specific data from three giciuiid Yvater heat pump (GWMP) sys- 
tems and one rarth-coupled lea t  puirip (EC'IIP) systex in buiidinqs of the s i -d l  coiilme;cisl seclui, to 
tPot+ii~n~fit the cxpcriencc in a form U ~ U !  to building owiiers and dcstgfiii/buiidcis. 

YTGjlgCt D.esiTipti-,fl: 

The projec; ;nrlsides monitoring and evaluation of three G W W  dexaastration sit?% and ORE FC'HP 
site. The four sites, thrce buildings usad for light iiianufacittrlng and a school boilding, and their systeiilb 
follow. 

Moira, New York. National Safety Wear six &zone GWHPs 
Poiighkeepsie, New York, Fcrgo Maiiufacturing Company- tvs 2-70ne ECHPs 
Syracuse, Ne8  York, Frank McCaithy School- 5vr 3-zone GWHPs 
Watcrfoid, NCW York, Alltek Energy System-three ?-zone GWHPs * 

All sites shall be monitored for one complete heating season and one cooling season 
________. ___--I___ ~ _ _ _ _  __I_ ~- - 

~~~~~C~~~~~~~ 

None provided. 
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5.2.5 Detroit Edison Commercial Earth-Coupled Heat Pump Demonstration Project 
~~ ~ 

Principal Investigator: Brad Hesse 
Organization: W. S. Fleming & Associates, Inc. 

Contract Agency: Detroit Edison 
Contract Number: 
Contract Period. June 1985 through September 1986 5802 Court Street Road 

Syracuse, NY 13206 Funding: 
Telephone: (315) 437-1780 Source: Detroit Edison Level: 100% 

Pra ject Objectives: 

performance of the earth-coupled heat pump systems and to characterize pertinent building electrical uses. 

Project Description: 

The site consists of two water source heat pumps using an earth loop for heating and cooling a com- 
mercial office building. The contributions of two electric space heaters and two tankless demand hot water 
heaters were also monitored. 

Publications: 

To provide Detroit Edison with required monitoring and analytical systems to characterize the seasonal 

___.I 

None provided. 
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5.2.5 Horizoat 1 Ground Coil Heat Pu 

Priancipal Investigator: W. S. Johnson Coaatraat A.gency: Oak Ridge National Laboratory 
C ~ ~ ~ i t ~ a s t  Numkr:  92X-7685C 
Contract Peried: Sept. 15, 1981, through 

Fn 

(Previous investigator: Robert I,. Reid) 
tiom: Energy, Environment, arid Resources 

Center June 38, 1986 
Mechanical and Aerospace Eng. Dept. 

327 South Stadium Hall Univ. of Tennessee 13% 
Knoxvilie, T’N 37996 

University of Tennessee Level: 87% 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (6  15) 974-5307 

Project Objectives: 

To design and perform a set of field experiments that will (1) verify the horizontal coil design method- 
ology developed by RattePle under a previous subcontract, ( 2 )  dcterniirne the effectiveness of the horizontal 
coil during cooling operation, and ( 3 )  determine annual a i d  seasonal performance factors Em horizontal coil 
ground-coupled system. 

A horizontal serpentine ground coil was installed at the Tennessee Energy Conservation in Housing 
(TECH) test site in Knoxville, which i s  operated jointly by the University of Tennessee (UT), Tennessee 
Valley Authority, and Oak Ridge National Laboratory (QRNL). The coil was designed for the: heating 
mode, using an existing design procedure, developed by another ORWL subcontractor (Battelle-Columbus 
Laboratories). The coil provided a heat sourcefsink for an existing water-to-water heat pump previously 
operated by UT as a solar-augmented system. Data collection began in November 1982. The ground coil 
had adequate heat transfer capacity to supply the heatkg needs of TECH house 1 during the 1982-83 
winter season. Heating loads were met without auxiliary electrical resistance heat, and the seasonal perfor- 
mance factor (SPF) for heating was 2.6. 

The ground coil did not have adequate heat transfer capacity to supply the total cooling load during the 
1983 summer. Although the sensible cooling load was met as long as ambient tempciature remained below 
98°F (36.7”C),  the latent load was met only during the first two to three weeks of siamrmr, prior to soil 
drying. The SPF for cooling was 1 . 1 .  This mediocre performance was traced to large air gaps between the 
ground coil and the soil. The ground coil was reinstalled with sand backfill arourrd the pipe. Cooliilg pecfer 
mance during 1984 was only marginally improved, however. Heating performance during thc 1983-865 
winker was nearly identical to that during 1982 83. 

In November 1984, a ground-coupled heat pump system designed by an industry group (GhOSysterns 
and Charles Machine Works of Oklahoma) was installed in TECH house 5. This system consists of a 
water-to-air heat pump and a 1200-ft ground coil. The performance of this system will be determined dur- 
ing the I984 85 test year. 

W. S. Johnson et al TECH Houre I Horizontal-Coil Grourrd-Couplcd IIeat Punip: Heating Season 

W. S .  Johnson et al., TECH House I Herizontal-Coil Ground-Coupled Xeat Pump. I983 Cooliag 

W. 5. Johnson et a i ,  TACH House I Horizontal-Coil Ground-Coupled Hen? Pump. 1983 84 Annard 

W. S. Johnson et al., “Ground-Coupled Heat Pump Research at the University cf Tennessee,” Proc. 

Ye~fonnanw, ORNL/Sub/81-7685/1&92, September 1983. 

Season Performonce, ORNL/Sub/8 1 -1685/2&92, May 1984. 

Per for~namc, 0 R N L/Suh/ 8 1 -7 6 8 S f 3 &9 2, August 1 9 8 5. 

DOE/OR&L H i ~ t  Pump Con$, CONF-84 123 1, August 1985. 
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5.2.7 Residential Earth-Coupled Heat Pump Technology Transfer 

Principal Investigator: Patrick J. Hughes 
Organization: W. S. Fleming & Associates, Inc. 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: 
Contract Period: March 1985 through June 1986 5802 Court Street Road 

Syracuse, NY 13206 Funding: 
Telephone: ( 3  1 5 )  437- 1780 Source: Niagara Mohawk Level: 100% 

Project Objectives: 

To transfer heat pump technologies evaluated and/or developed by Niagara Mohawk Power Corpora- 
tion (NMPC) Research and Development (R&D) to other appropriate NMPC departments and to the 
rate-paying public, to validate previously developed bin analysis algorithms for earth-coupled heat pump sys- 
tem design and performance prediction. 

Project Description: 

A total of nine earth-coupled heat pump systems will be installed during the project. Five of the sites 
will be equipped with manual performance monitoring devices. Weekly performance data will be collected 
from the sites for a one year time period. 

Publications: 

None provided. 
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Ground Coil Mo 
- - ___ _ _ ~  ___ 

Priasipal Investigator: Vince c Mci Contract Agency: Department of Energy 
Conhraet Number: DC-AC85-84OR2 1408 

F~~~~~~~ $2  38,000 

: Oak Ridge National Laboratory 
P.O. sox Y Co~tbrach Period: I98 1 1986 
Oak Ridge, T N  37831 

~~e~~~~~~~~ (61 5) 576-4945 SO~JCCC: DOE Level: 100% 

Project Objectires: 
_I__ __ - _- 

To derive ground coil design models that are better than present methods, which are either mathcmati- 
cally unsound or over simplified and do not provide proper ground coil designs. 

Project ~e~~~~~~~~~~ 

The modeling effort was divided into four phases. 

6 Phase I ,  ground coil operation involving heat transfer only. suck as decp well veitical tube in tube 
arrangements 
Phase 2 ,  ground coil operation involving soil phase change and soil seasonal temperature variation at 
depth, such as hoi izontal ground coil water operation 
Phase 3, ground coil operation involving both heat transfer and mass transfer, such as horizontal 
ground coil summer operation 
Phase 4, ground coil operation involving thermal interference from adjacent coil legs 

Phase 1 has been completed The inode1 derived was validated by laboratory experimental data. Phase 2 has 
been completed for single coil opaiation. Efforts are under way to model nnulticoil arrangement. Phase 3 is 
temporarily on hold. A model inchding moisture migration will be more complicated than other ground cod 
models, but it can be readily formed without any major difficulties However, it is generally recognized that 
the ground coil heat pump (GCHP) is more efficient for winter operation where moisture migration toward 
the coil i s  a plus. Summer soil dry out is a big concern for GCIIP. Unless thcre are test data to prove the 
competitiveness of GCHP with high-efficiency air-source heat pumps, modeling the GCHP with moistusc 
migration becomes pointless. 

Phase 4 is coinpietcd. The matheinatical model was developed and then validated with field experinam- 
tal data collected by 'The University of Tennessee at the 'Iennessee Energy Conservation in Housing site. It 
was found that the effect of thermal interference did exist and could be seen from the soil temperature prc- 
file around the coils A 28-day simulation of the field data indicated that the two-coil trench arrangement 
could absorb 50 to 60% more heat from the ground than a single-coil trench. 

V. C. Mei and S .  K. Fischer, "Vertical Concentric Tube Ground-Coupled EIeat Fxchangm," ASHRAE 

V. C. Mci and S. K. Fischer, A 7'Aeoreticul and Fxpesirrmenfal Analysis of Vertical, Concentric Tube 

V. C .  Mei and C .  J. Emerson, "New Approach for Analysis of Ground Coil Design for Applied Ileat 

V. C .  Mei, '"'Theoretical Heat Pump Ground Coil Analysis with Variable Ground 1 arficld Boundary 

Trans. 89(2B), June 1983. 

Ground-Coupled Hent Exchangers, QRNL/CON- 153, October 1984. 

Pump Systems," ASHRAE Trans. 31(2), June 8985. 

Conditions," ,4lChE Heat Transfer Symposium Series 245, 82, August 1985. 



45 

5.2.9 Hydronic Heat Pumps 

Principal Investigator: Robert Fischer 
Organization: Battelle Columbus 

Contract Agency: Electric Power Research Institute 
Contract Number: RP2033-6 
Contract Period May 31, 1982, through Dec. 31, 1985 Laboratories 

505 King Road Funding: 
Columbus, OH 43201 Source: EPRI Level: 100% 

Telephone: (614) 424-6424 

Subcontractors: Battelle, Frankfurt 
Honeywell, Inc. 

Project Objectives: 

market identification survey, to determine future research requirements in this technology. 

Project Description: 

To investigate the technical and economic potential Qf hydronic heat pumps, tQ perform a preliminary 

Potential benefits of hydronic heat pumps include: 

* 

Reduced heating costs to users of hydronic systems 
A utility load-leveling option when coupled with thermal storage 
Conservation of oil and reduction in foreign oil dependence 

This project is a feasibility analysis of heat pumps for retrofit, add-on, and new construction with 
hydronic heating systems in residential and light commercial applications. The study includes: 

A survey of the relevant literature and available equipment 
Development and analysis of concepts 
Simulation of hydronic heat pump system performance 
Evaluation of economics and market potential 
Preparation of a plan for further research and development 

Approximately 17% of existing homes are heated with hydronic heating systems, and many of these 
systems are oil fired. Almost none of these systems use heat pumps, although a market has been developing 
for heat-only hydronic heat pumps in Europe. Over 50,000 such systems were installed in Europe, mostly in 
West Germany, by the end of 1980, typically as add-on (bivalent) systems with oil-fired boilers. A literature 
search identified data on both domestic and European hydronic heat pumps and heating systems. System 
modeling of candidate systems provided performance data that permits both technical and economic evalua- 
tions of hydronic heat pump concepts. 

Economic evaluations of various hydronic heat pump configurations should be completed by the fourth 
quarter 1985, with the final report completed in early 1986. 

Publications: 
__ 

None provided. 
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Principal I ~ ~ e s t ~ ~ ~ t ~ r ~  James F. Martin 
O r ~ ~ ~ ~ ~ ~ t ~ ~ ~ ~  Oak Ridge National Laboratory Co Na~nber: RP2633-14 

Contract Agency: Electric Power Kesearch Institute 

Contract Period: Oct. 31, 1979, through Dec. 31, 1985 P. 0. Box Y 
Oak Ridge, TN 37831 

T e ~ ~ p ~ ~ ~ e :  (615) 576-3917 Source: EPRI Level: 50% 
DOE 50% 

~ 

Project Objectives: 

To determine through experimental and analytical studies the extent to which the performance of an 
air-to-air heat pump could be improved by making use of the thermal energy that i s  stored naturally in the 
earth of the crawl space of a house to preheat (or precool) the source air of the heat pump. 

Project ~ ~ s c r ~ p t ~ ~ ~ ~  

Oak Ridge National Laboratory has been investigating a novel form of ground-coupled heat pump as 
part of the Thermal Energy Storage Program for the Energy Storage Division of the Qepartment of Energy 
(DOE). ‘The concept was that of preheating the heat pump inlet air by drawing it through the crawl space. 
Tests have confirmed that the heat obtained is drawn primarily from the ground beneath the crawl space. 
The testing was continued to obtaio a statistically significant amount of performance data and to ensure a 
wide range in outside weather conditions. 

The technrical approach included comparison of heat pump performance between one conventional and 
two modified crawl space earth-coupled heat pump installations, measurement of the various factors contri- 
buting to differences in heat pump/house energy use among the three test houses, and comparison of 
measured house loads and energy usage with calculations obtained through use of the DOE-2 computer 
simulation. 

Iinvolvemcnt by the Eiectric Power Research Institute in this project is new. Prior progress under EOE 
funding iidilded tests involving two occupied houses during the 1979 winter and tests swing ai: thrsiagh a 
tunnel insulated from the crawl space but open to the earth. :‘hex tests confirmed that heat is d r a w  from 
the giound Tests on the three unoccupicd test houses during the 1981/82 and 1982/83 heating seasons 
were not co~npkte nor totally conclusive because of experimental difficulties, which have since been 
resolved 

Testing was completed in April 1984 zs planned. Analysis of test results revealed that the crawl space 
earth-couplcd houses had approximately the same seasonal energy consumption as the control house. This 
was partly diic to loose insulation on ducting located in the crawl space. Howcver, peak 15-min average 
demand was reduced by 0.9 kW (8%) for thc open loop crawl space earth-coupled house and by 2.6 kW 
(23%) for the closed loop crawl space earth-coupled house, compared with the control house. Number and 
duration of defrost cycles were also significantly reduced for the crawl space earth-coupled houses compared 
with the control house. Computer analysis showed that crawl space earth-coupled heat pump seasonal 
energy consumption should be slightly better (6-1 1%) than the control house if insulation integrity is rnaifi- 
tained. Further computer analysis is planned to identify optimum operating strategies. 

~~~~~~~~~Q~~~ 

M. Ternes, “Earth Thermal Storage for Enhanced Performance of Air-to-Air Heat Pumps,” presented 

J. J. Carbajo et al., “Energy Savings Resulting from a Ground-Coupled Air-to-Air Heat Pump.” Proc. 
at 1 7 t h  IECEC Conference, August 1982. 

IECEC, A u g  19, 1984, CONY-84QS04, August 1984. 



5.2.1 1 Residential Market Support Software for Waterfurnace International, Inc. 

Principal Investigator: Patrick Hughes 
Organization: W. S. Fleming and Associates, Inc. 

5802 Court Street Road 
Syracuse, NY 13206 Funding: N/A 

Contract Agency: Waterfurnace International, Inc. 
Contract Numbet: N/A 
Contract Period: June 1985 through December 1985 

Telephsne: (3  1 5) 437- I780 Source: Waterfurnace Levd: 100% 
~- _I 

Project Objectives: 

To develop bin method analysis routines to predict earth-coupled heat pump system performance, to 
develop algorithms to optimally size heat pumps and earth heat exchanger loops, to develop algorithms to 

ict competing systems performance, to develop cost models for both earth-coupled heat pumps and com- 
peting systems, to develop economic analysis routines for system comparison, to integrate the above routines 
into a market support software package linking remote sites to central computer. 

Project Description: 

This project provides a manufacturer of earth-coupled heat pumps with market support software. 
Dealers and distributors can access routines residing on a central computer via modem; these routines pro- 
vide sizing guidelines, performance prediction, and cost estimates for site-specific input. Performance and 
economic analysis is also provided for a variety of competing systems. This software package is intended to 
be used as both a design tool and a marketing tool. The algorithms included on this package result from 
previous monitoring and modeling projects. 

Publications: 

None provided. 
___--- 

, . . . . . . . . 
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tor: Joseph E. Wizzuto Co tract Agency: New York State Energy Research 
~ ~ ~ ~ ~ ~ a ~ ~ ~ :  NYS and Development Authority 

ller Plaza : 748-CON-BCS-85 
Albany, NY 12223 October 1984 through December 1985 

LON: (518) 465-6251 ~~~~i~~~ $228,400 
Source: NYSERDA Level: 41% 

Niagara Mohawk 416 
Rochester Gas and Electric 18% 

§ ~ ~ ~ ~ n t ~ a c t ~ r ~ ~  Niagara Mohawk Power Corporation 
W. S. Fleming and Associates 

-. . ^ _ _ _ _  .I__ _____I___.. - 
Project Objectives: 

To provide a mechanism for sizing and optimizing earth-coil configurations through ( 1) development of 
a simplified earth-coupled heat piimp model, (2) verification and/or correlation of the model utilizing field 
data from past demonstration programs, and (3) development and publication of earth-coupled heat pump 
information. 

Project ~e~~~~~~~~~ 

This program will develop a mechanism for sizing and optimizing earth-coil configurations and predict- 
ing the performance of earth-coupled heat pump systems. As part of this effort, one additional year of data 
will be collected 03 two existing sites that employ multiple soils and d ~ p t ~ ~  atid have extensive field Sem- 
perature sensors. The model development inchdes three steps: (1) utilization of field data collected in the 
Niagara Mohask/New York State Energy Research and Devdopment Anthority/Rocheater Gas and Elec- 
tric program to examine and verify the suitability of cxistirrg complex earth heat transfer models; (2) utili- 
zation of the verified, detailed model as a standard comparison with ics: parainetris range,$ of validity of 
cxisthg simplor modcls; and (3) use of the verified, simple model to generate the market support and com- 
mercialization materials for the key user groups. A manual of accceptabk practices for earth-coupled heat 
pump systems will also be developed. 

‘fhe primary product from this program is the predictive methodology for perfoimance and optimiza- 
tion of earth-coupled heat pump systems. This methodology will be provided to potential users and shall 
consist of  modell documentation, predictive procedures, and acceptable; practices. The products of this 
project will provide a mechanism for the design and optimization of earth-coupled beat pump systems and 
will enhance their entry and acceptance into the marketplace. 

Additional performance data have been collected on the iwo ~ell-instr~meated cacth-coupled heat 
pump (ECHP) systems; the ECPIP model has been developed and is now being validated. 
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5.2.13 Performance Monitoring and Evaluation of Open and Closed h p  Water Source 
Heat Pump System at Stewart’s Ice Cream Headquarters- 

Saratoga, New York 

Principal Investigator: Judson Brown 
Organization: W. S. Fleming and Associates, Inc. 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: 
Contract Period: June 1934 through December 1935 

Telephone: (315) 437-1780 Souace: Niagara Mohawk Power Level: 100% 

5302 Court Street Road 
Syracuse, NY 13206 Funding: 

Corporation 

Project Objective: 

To analyze the energy and economic performance of a water-source heat pump and plate heat 
exchanger used as the central heating and cooling plant for an office space conditioning system (composed 
of circulating water loop and zone heat pumps). 

Project Description: 

The central water source heat pump and plate heat exchanger are being monitored and evaluated. The 
performance bf analogous system components in a more conventional system (such as a boiler and cooling 
tower) are being modeled. Energy and economic performance of the central components will be compared 
with conventional components. 

Pu~~jc~tions:  

None provided. 
- .. . ......... . .. . 
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--Long-Term Mcsnit 
~. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .- ____ 

~~~~~~~~a~~~~ Patrick Hughes 
tion: W. S. Fleming & Associates, Hnc. 

5802 Conri. Street Road 
Syracuse, IVY 13206 

Cootmet Ageaicy: Niagara Mohawk Power Corporation 
Contract Ne~nrnberr 

erisd, October 1984 through October 1985 

T ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  ( 3 1 5) 43 7- 1 780 iagara Mohawk Level: 100% 
~ 

Project Objectives: 

'I'o establish a procedure for evaluating the long-term performance of the residential earth-coupled heat 
pump (ECHP) field trial sites; to establish a procedure for tracking the maintenance record of the ECHP 
systems at each site; io evaluate performance and document maintenance requirenients for eight sites for the 
period Oct. I ,  1984, to Oct. 1, 1985; to utilize the existing backup performance monitoring equipment ta the 
greatest extent possible. 

Project ~ e ~ ~ r i ~ ~ ~ ~ ~ ~  

An eight-site field test of state-of-the-art residential ECHP systems in New York is under way to 
determine if performance of such systems can be expected to continue at the high first year level throughout 
the system life. No long-term data are currently available on ECHP systems operating under New York cli- 
mate and soil conditions. Previous experiences in Sweden indicate that under certairi circumstances, perfor- 
mance degradation can occur. Long-term monitoring is desirable to establish whether performance degrada- 
tion occurs at the field test sites. 
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5.2.15 Testing of Earth-Coupled Heat Exchangers Under Extreme Load Conditions 
I I - 

Principal Investigator: Patrick Hughes 
Organization: W. S. Fleming & Associates, Inc. 

5802 Court Street Road 
Syracuse, NY 13206 Funding: 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: 
Contract Period: January 1985 through September 1985 

Telephone: (315) 437-1780 Source: Niagara Mohawk Levet: 100% 

Project Objectives: 

To operate earth-coupled heat exchanger (ECHX) systems under extreme load conditions and gather 
performance data; to provide for a reduced pipe length ECHX system to increase flow rates and fluid tem- 
perature differentials; to perform testing over the peak heating months; to perform analysis of ECHX per- 
formance test data to characterize heating transfer rate, heating capacity limits, and further detail ECHX 
profiles such as degradation patterns, etc.; to provide for normalization of performance data to establish 
comparative cost-e€fectiveness evaluations; to provide further data toward the support of ECHX sizing 
methods. 

Project Description: 

In an earlier project entitled “Commercial Earth-Coupled Heat Pump Demonstrations,” an annual per- 
formance and economic analysis of eight different ECHX designs showed significant variunces across these 
designs. Throughout this year-long monitoring effort, all ECHXs were operated simultaneously in parallel. 
Consequently, the minimum fluid temperatures experienced by the ECHXs were in the range of 40°F. In 
other words, the ECHXs were unable to reach peak or maximum conditions of heat transfer, yet indications 
of ECHX design performance differences were found. 

During the current project, the ECHX systems were operated under more extreme load conditions. This 
was accomplished by shutting off portions of the ECHX system alternately over the peak heating months. 
This provided both increased flow and reduced fluid temperature to specific ECHX designs. Effectively, this 
created higher heat exchange rates than those experienced with the total ECHX system operations. 

The above operations strategy is anticipated to provide more detailed, accurate, and extreme perfor- 
mance data such that heating capacity, heat exchange rates, and corresponding cost-effectiveness evalua- 
tions can be characterized for each ECHX design type. It is intended, then, that the analysis of the obtained 
test data will thus allow for a well-supported and detailed definition of the optimum ECHX designs for 
small commercial buildings. 

Publications: 

-. - -I__ I - - - - ~  _____ 

None provided. 
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Colntract Agcasy: New Ysrk State Energy Research 
~~~~~~~a~~~~ Mew York State Energy Research and Development Authority 

d: Septembc; 1982 through January 1985 
and Development Authority 8: 510-CON-RSC-83 

TWQ Rockefeller Plam 
Albany, NY 12223 ~~~~~~~~~ $820,000 

(518) 465-6251 Sorarce: NYSERDA Lev& 44% 

Rochester Cas and Electric 12% 
Niagara Mohawk 44% 

To assess the technical and econ~rnic feasibility of ground-coupled heat pumps SO as to cncourag:: t l ~  
use of space heating systems that provide both reduced energy consumption and Favorabla utility load 
characteristics, to evaluate horizontal frceze-based and non-freezebased systems, to determine the peerfor- 
mance and cost effectiveness of vertical heat exchangers, to evaluate the use of the eaith-couplcd heat pump 
for the production of domestic hot water. 

Under this program, nine ground-coupled hcat pump systems will be installed in residential applications 
in upstate New York. Heat pumps from three different manufactnrers will be used, Also, ground coil confi- 
gurations will include freeze-based and non-freeze-based horizontal systems as well as vertical heat 
exchangers. The systems will be evaluated with and without the production of domestic hot water. The utili- 
zation of multiple pipes within a single trench and the performance of shorter, more heavily loaded ground 
mils will be evaluated. 

Seven ground-coupled heat pumps were installed in the Syracuse, Rochester, and Albany areas in Sep- 
tember 1982 with system monitoring commencing in December 1982. Modifications to the seven systems for 
the production of domestic hot water and the installation of two additional systems to evaluate multiple pipe 
configurations and the use of smaller collectors were initiated in October 1983. 

Publications: 
._ __ 

W. S .  Fleming and Associates, Residenlial Earth-Coupled Heat Pump Dernomslrafion 
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5.2.17 Ground-Source Heat Pump Technology Transfer 
- l__l 

Principal Investigator: Gary D. Allhusen 
Organization: New York State Energy Research 

Contract Agency: New York State Energy Research and 
Development Authority 

and Development Authority Contract Number: 
Two Rockefeller Plaza 
Albany, NY 12223 Funding: $40,000 

Contract Period: 1984-1985 

Telephone: (518) 465-6251 Source: NY SERDA Level: 50% 
Empire State Electric 50% 

Energy Research 
Cooperation 

._ -..... 
Subcontractors: W. S .  Fleming and Associates, Inc. 

Westinghouse Electric Corporation 

Project Objectives: 

that industry and consumers are aware of ground source heat pump benefits. 

Project Description: 

The project is  aimed at the New York State heating, ventilating, and air conditioning industry, well 
drillers, excavators, design engineers, architects, and the general public. 

Ground source heat pump information will be presented in a technical booklet of approximately 20 
pages, at a seminar held in different locations throughout the state, and in a leaflet providing 8 general 
description. The contractors of the ground water and earth-coupled heat pump projects will prepare a pack- 
age of information describing characteristics, installation, and maintenance of ground source heat pumps. 
The package will be sent to a marketing firm to be rewritten and published as an interesting, attractive 
technical booklet. The package will also be used in a utility-sponsored seminar to introduce the technology, 
demonstrate installation and maintenance procedures, make comparisons with conventional means of heating 
and cooling, and discuss economic benefits of ground source heat pumps. The marketing firm will publish 
along with the technical booklet a leaflet describing the characteristics of ground source heat pumps. The 
leaflet will be less technical than the booklet and more appropriate for the general public. 

Ground source heat pumps require less energy and have lower demand requirements particularly during 
the coldest days than electric resistance heating and air-to-air heat pumps. As a result of increased use, atis- 
ing from our technology transfer efforts, peak demand load requirements of the electric utilities will be 
reduced. Energy consumed in the production of electricity for heating and cooling will be reduced. 

To disseminate information gained from recent ground water and earth-coupled heat pump projects so 

Publications: 

A Technical Guide ro Ground-Source Heat Pumps, New York State Energy Research and Develop- 
ment Authority. 
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9.2.18 Multiple Shallow Vertical-Coil He 

rrl ~ ~ ~ e ~ t ~ ~ ~ t o ~ ~ ~  Van 1). Baxter 

Q ~ g ~ ~ ~ ~ ~ t ~ o n :  Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Vince C. Mei 

P.O. Box Y 

Telephone: (61 5)  576-4945 
Oak Ridge, TN 37831 Source: DOE Ievd: 100% 

Project Objectives: 

viability by comparing the performance with other types of ground coil heat pump systems. 

Project ~~~~i~~~~~~ 

Six shallow wells with depths ranging from 60 to 100 ft (18.3 to 30.5 rn) were drilled at the Tennessee 
Energy Conservation in Housing site. Polyethylene W-tubes of 1.5 in. OD (3.81 cm QD)., schedule 40 were 
installed in the well. Five wells were back filled with cement and one with sand. The six wells could be 
operated in any combination. However, in the tests performed so far, the wells operated in series connection 
only. Total depth of the wells was 460 R (140.2 m). ‘]The fluid used in the system was a 2090 
methanol--water mixture. The ground coil was connected to a 2.5-ton water-to-water heat pump. For the: 
past heating and cooling seasons, a heating coefficient of performance (COP) of 2.9 and a cooling COP of 
1.8 were obtained. 

To study the performance of shallow well systems, to analyze from the field test data the economic 

~ ~ ~ ~ i ~ ~ t ~ o ~ $ ~  

V. C. Mei and V. D. Baxter, “Performance of a Ground-Coupled Heat Pump with Multiple Dissimilar 
U-Tube Cails in Series,” A S H M E  Trans. 93, July 1986, 
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5.2.19 Anatytical and Experimental Investigation of Soil Freezing 

Principal Investigator: Vince C .  Mei 
Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: DE-AC05-840R21400 
Contract Period: 1981-1985 
Funding: $156,000 

P.O. Box Y 
Oak Ridge, TN 37831 

Telephone: (615) 576-4945 Source: DOE Level: lOQ% 

Subeontractor: In cooperation with Canadian National Research Council at Ottawa 
-c_-- __ 

Project Objectives: 

to temperature gradient around the coil. 

Project Description: 

A mathematical model for ground coil operations coupled with soil freezing has been developed and 
solved numerically. The field experimental data by Brookhaven National Laboratory were used for valida- 
tion. The calculated daily energy absorption from the ground matched excellently with the test results. It 
was also found from parametric study that unless the ground coil inlet fluid temperature is much lower than 
the soil moisture freezing point, the amount of heat released by soil freezing will likely be very small. 

To analyze the effect on ground coil heat pump system performance of soil freezing around the coil due 

Publications: 

;4SHRAE Trans. 91(2), 1985. 

Conference, Dec. 11-13, 1984, CONF-841231, August 1985. 

V. C .  Mei, “New Approach for Analysis of Ground-Coil Design for Applied Heat Pump Systems,” 

V. C. Mei, “ORNL Ground Coil Analytical and Experimental Studies,” Proc. DOE/OWL Heat Pump 
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esidentid Eart 

P r ~ ~ ~ ~ ~ ~ ~  X n ~ e ~ ~ ~ ~ ~ ~ o r :  Patrick J. Hughes 
~ ~ ~ ~ ~ ~ ~ ~ t i o ~ ~  W. S. Fleming and Associates, Inc. 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: 

5802 Court Street Road : July 1982 through October 1984 
Syracuse, NY 13206 ~~~~~~~~ 

Telephone: (315)  437-1780 Source: Niagara Mohawk Power Corp. Level: 42% 
NYSERDA 42% 
Rochester Gas and Electric 16% 

Project Objectives: 

To evaluate the cost and performance that the earth-coupled heat pump industry can currently offer in 
the residential market in New York to evaluate from the utility and homeowneF viewpoints; to monitor and 
report heating/cooling performance over one year for seven sites; to monitor and report heating/cooling per- 
formance over one year for nine sites; to monitor and report the relative values of one, two, and four pipes 
in horizontal trenches. 

Project ~ e ~ ~ ~ i ~ ~ ~ ~ ~ :  

A nine-site field test of state-of-the-art residential earth-coupled heat pump systems in New York is 
under way. Three heat pump manufacturers participated in 1982/83 and four in 1983/84. Vertical and hor- 
izontal earth-coupled heat exchangers were tested. One-, two-, and four-pipe-per-trench horizontal loops 
were monitored under identical inlet temperature, flow, and cyclic conditions. The systems addressed three 
end uses: heating, cooling, and water heating. This project represents the first major evaluation of this tech- 
nology under the harsh climate and soil conditions of Central New York. 

P ~ ~ ~ i c ~ t i o ~ ~ :  
__ ~ _ _ _ _  _______ - 

P. J. Hughes and R. J. Hackner, The New York State (USA) Denzonstrabion of Residential Earth- 
Coupled Heat Pumps. Synopsis of Monitored Performance, presented at the Second International Energy 
Agency Commission of the European Communities Workshop on Solar-Assisted Heat Pump Systems, 
Vienna, Austria, May 8- 10, 1985. 

P. 9. Hughes et, al., Results of the Residential Earth-Coupied Heat Pump Deomnnstratian in Upstate 
New York, presented at the 1985 ASHRAE Summer Mceting in Hawaii, June 1985. 
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5.2.21 Demonstration of Earth-Coupled Heat Pump Systems 
for Commercial Buildings 

--._I__ - .-...-_ ...-.____I___ I__ -.._L__ 

Principal Investigator: Thomas M. Griffin 
Organization: W. S. Fleming and Associates, Inc. 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: Project SS149 
Contract Period January 1983 through September 1984 

Source: Niagara Mohawk 

5802 Court Street Road 
Syracuse, NY 13206 Funding: 

Level: 100% Telephone: (315) 437-1780 

To demonstrate earth-coupled heat pump technology in a “typical” small commercial building; to 
install, monitor, and evaluate several types of vertical earth heat exchangers; to develop cost-effectiveness 
criteria for heat exchangers; to develop vertical heat exchanger heat pump design and sizing information. 

Project I)escription: 

A seven-zone small commercial office building i s  being monitored and its energy performance 
evaluated. The system includes eight vertical earth coil heat exchanger types. A monitoring period of 
12 months was to be completed in the summer of 1984. Results of vertical heat exchanger and heat pump 
performances and system economics were expected in the fall of 1984. The earth-coupled heat pump system 
has successfully satisfied all building load coriditions to date. 

None provided. 
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........ ̂ ____ __.- __--___-- __.._____..___..___._.____.__I.- 

~ r ~ ~ ~ i ~ ~ l  Iuvestigator: Joseph E. Rizzuto 
Organization: New York State Energy Research 

Contract Agency: New York State Energy Research 
and Development A~thority 

and Development Authority 
Two Rockfeller Plaza 
Albany, NY 12223 through September 1984 

T e ~ ~ ~ ~ ~ ~ ~ ~  ( 5  18) 465-625 1 ~~~~~~~~: $944,235 
Sooace: NYSERDA 1,evei: 3 1 % 

ESEERCO 639'0 
New York Power Authority 6% 

...... ____._ .....I__.__ ..... ___.._______..II_ .... ...... 

~ u ~ c ~ ~ ~ r ~ ~ ~ ~ ~ s :  Empire State Electric Energy Westinghouse Eiectric Corporation 
77 Penn Center Boulevard 
Pittsburgh, PA 15235 

Research Cooperation 
127 1 Avenue of Americas 
New Yosk, NY 10020 

...... .... ___.._ .............................. ...... . _ _ _ _ ~  ....... 

To measure accurately the actual heating efficiency (or seasonal performance factor) of commercially 
available ground water heat pumps installed ia New York State single-family residences. 

Project Description: 

This project evaluated the field service performance of ground water source heat pumps. Preliminary 
indications were that these devices could be applied in as much as half of New York State. Because they 
used thermal energy stored in the ground, ground water heat pumps appeared to be the most 
energy-efficient electrical hea,ting option in the state (using as little as one-third the electricity of an electric 
furnace). 

The contractor instrumented suitable ground water source heat pumps, acting in coordination with the 
local electric utility. Data were transmitted to a central computer, which was used to analyze the results. 
Information about heat pimp malfunctions, well water service requirements, water quality, and ~OIIEQWII- 

ers' attitudes were recorded. The energy efficiency of 15 installations in several different locations in the 
state were calculated and reported. All seven state electric utilities plus the New York Power Authority 
were involved in the project through the Empire State Electric Energy Research Cocaperation. 

P ~ b ~ ~ c ~ ~ ~ s :  

Empire State Electric Energy Research Cooperation, Final Report, EP81-5, April 1985. 
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5.2.23 Vertical Earth Heat Pump System-IEA Annex II 

Principal Investigator: Bernt Baeckstroem 
Organization: Chalmers University of Technology 

S-41296 Gothenburg 
Sweden Funding: 900,000 SK ($177,000) 

Contract Agency: International Energy Agency 
Contract Number: 
Contract Period: January 1981 through July 1984 

Source: DOE Level: 36% 
Telephone: 46-3 1-810-100 Other four countries 64% 

Project Objectives: 

To investigate state-of-the-art techniques in the participating countries; to assess climate and geologkal 
conditions, energy, and power denland of normal residential buildings in the participating countries as an 
input for sizing calculations. 

Project hscription: 

This project is supported by a national team in each participating country (Austria, Canada, Denmark, 
Sweden, and the United States). The work was all analytical in  nature. Using existing design methods, 37 
different example systems were analyzed. Variables included four different building loads, seven soil types, 
two brine temperature levels, three climate zones, three coil configurations, and two methods of summee soil 
recharging. Components such as ground heat exchanger elements (pipes), drilling methods, solar collectors, 
and ambient air heat exchangers were described, and actual market prices were collected. 

The technicd potential of the vertical earth heat pump (VEHP) technique i s  assumed to be rather 
good, and no serious barriers have been noticed. The economic considerations show that the VEHP systems 
are not competitive today due to the relatively high investment costs for installation of the heat exchanger in 
the ground. 

The technical behavior as well as the economy of the VEHPs depend on the size of the plant and on 
the mean temperature level of the storage. Calculations show that ground temperatures below the freezing 
point are desirable but not useful in all soil types because of geotechnical problems. 

Publications: 

Heat Pump Systems, Final Report, Swedish Council for Building Research, 1983. 

--I__-- 

Bernt Baeckstroem, International Energy Agency Advanced Heat Pumps Annex II-Vertical Earth 
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5.2.24 La sy Test of a Res4 erature Water Source Heat Pu 

tar: Vince C. Mei 
Ridge National Laboratory r: W-7405-eng-26 

P.O. Box Y 
Oak Ridge, TN 37831 

owe: (415) 574-4945 Iavei: 100% 

To characterize the water source heat pump performance at different inlet water temperatures an 
rates. 

A low-temperature water source heat pump, designed for g ro~nd  water application, was tested in the 
laboratory at wader inlet temperatures ranging from 45 to 70*F (7.2 to 21.1"C) and water flow rates of 5 to 
13 gpm (1.14 to 2.95 m3/h). It was found that the steady-state heating coefficient of performance (COP) 
ranged from 3.0 at 45°F to 3.45 at 70°F at a 9-gpm water flow mtc. Cooling COP was from 3.75 at 45°F 
to 2.85 at 70°F at 9 gpm. The heat piinip capacity \vas linear with the inlet water temperature. The cycling 
loss was also a linear function of water inlet temperature, but not a function of water flow rate. W h o  water 
pumping paver was not included, the higher the water flow rate, the higher the COPS. However, when a 
150-ft (46-pap) head was assumed on water pumping power calculations, it was found that the higher the 
flow rate, the lower the COPS. It was concluded that for ground water heat pump systems, pumping power 
is an important factor in determining the system COP. 

-- -__ _~ ._ 

V. C .  Mei, "Laboratory Test of a Residential Low-Temperature Water Source Heat Pump," ASHXAE 

V. C. Mei, Laboratory Test of a Residential Low-Temperature Water Source Heat B~rp?p, 
Trans. 89(2B), 782-794 (June 1983). 

ORNL/CON-IOO, April 1984. 
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5.2.25 Monitoring of Residential Water-Source Heat Pumps 
- 

Principal investigator: Gilbert M. Freedman 
Organization: Allegheny Electric Cooperative 

212 Locust Street 
P.O. Box 1266 Funding: 
Harrisburg, PA 17 188 Source: EPRI Level: 100% 

Contract Agency: Electric Power Research Institute 
Contract Number: RP1201- 14 
Contract Period: Sept. 22, 1980, through Nov. 31, 1983 

Telephone: (717) 233-5704 

Project Objectives: 

To measure the technical performance of residential water-source heat pumps in retrofit applications 
for rural residences; to compare the performance and cost data obtained with other types of heating systems 
(air-to-air heat pumps; oil, gas, and electric furnaces; and active solar systems). 

Project Description: 

I.I_____ -----___ 

This project examined groundwater heat pumps including: 

0 

0 Comparison of costs 
0 Evaluation of utility impacts 

Field monitoring of two water-to-air heat pumps 
Performance comparison with alternative systems 

The two heat pumps were installed as retrofits to oil- and coal-fired furnaces in rural Pennsylvania 
locations. One site used water reinjection into a second well and the other used surface disposal. The 
University of Pennsylvania analyzed the data and modeled both the heat pumps and alternative systems 
under a separate contract with Oak Ridge National Laboratory (ORNL). 

Energy consumption of these heat pumps for part of the 1980/81 heating season was monitored with 
kilowatt-hour meters. The primary microprocessor-based data acquisition systems were installed in July 
1981, and monitoring began in October 1981. Performance data for the 1981/82 season (an extremely cold 
winter for the sites) indicated monthly coefficients of performance ranging from 2.2 to 3.0. 

Pu blicr tions: 

G. M. Freedman and D. L. Mohre, “Monitoring of Residential Groundwater Heat Pumps,” Proc. Sem- 
inar on Heat Pump Research and Applications, Feh. 23, 1984, CONF-840266, EPRI-EM-3797, November 
1984. 

@. M. Freedman et al., “Maintaining Residential Groundwater Source Heat Pumps in the Northeast” 
(to be published). 



62 

I ~ v e ~ t ~ ~ ~ ~ ~ r :  Robert D. Fischer Cant WCEIEZI 

Contract Period: Sept. 2, 1980, through Sept. 38, 1983 

: Oak Ridge National Laboratory 
tion: Battelle Columbus Laboratories Contract : 7800-XO6 

505 King Avenue 
Columbus, Ohio 43201 F ~ ~ ~ ~ ~ ~ :  $289,000 

T ~ ~ ~ ~ ~ ~ ~ e :  (6 14) 424-5424 Source: DOE Level: 100% 

Project Objectives: 

To determine the potential energy use benefits and economic viability of earth heat source/heat sink 
equipment, to establish preferred design configurations for various sod/weather conditions across the United 
States. 

Projwt ~ ~ ~ c ~ i ~ ~ ~ ~ ~ ~  

IJnder this project, information on the design and performance of past and present ground-coarpled heat 
pump systenis in the United States, Canada, and Europe was reviewed. Models for computing simultaneous 
heat and moisture transfer in SOI?S were evaluated. 

This project uncovcred a substantial volume of historic and current research OR ground-coil heat pump 
technology. Approximately 27 iiidividual ground-coil heat pump design and simulation methodologies have 
been studied. In addition, numerous visits and phone contacts were made throughout Europe and North 
America to obtain information on the status of various ground-coil activities. A news release describing this 
study, issued in December 1980, resulted in a significant number of individuals and local installers respond- 
ing with information 911 their experience and activities in ground-coil heat p~irnp systems. 

The technical and economic feasibility of three types of ground-coupled systems, single deep well, mul- 
tiple shallow well, and horizontal coil, was assessed for nine U S .  cities. Also included was a parametric 
assessment of coil installation costs, a sensitivity analysis of the effect of soil moisture migration on horizon- 
tal coil systems, and the evaluation of heating-only ground-coupled systems, with cooling in northern areas 
supplied directly from the ground coils without heat pump assistance. 

Life-cycle costs with a 2% discount rate were lower for all ground-coupled systems in five cities than 
for a standard air-source heat pump (ASHP). Simple paybacks ranged from a low of 3 years to over 38 
years relative to the ASHP. Ground-coupled systems were found to be most economically competitive in 
cities with high heating and low cooling loads. Simple deep-well and horizontal systems appeared to be 
about equally attractive in terms of simple payback relative to the ASHP. Direct cooling with the deepwell 
systems was found to be inadequate to handle the cooling load even in northern cities. 

P ~ ~ ~ i ~ a t ~ ~ ~ ~ ~  

R. D. Fischer, Models of Simultaneous Heat and Moisture Transfer in Soils, 
ORNL/Sub/80-7800/1&04, October 1983. 

D. A. Ball et al., State-of-the-Art Survey of Existing Knowledge for the Design of Ground-Source 
Heat Pumps, ORNL/Sub/80-7S00/2&04, November 1983. 

R. D. Fischer, and G. H. Stickford, Technical and Economic Feasibilily of Horizoritd, Multiple 
Shallow- Well, and Deep- Well Grourid Coupling for Residential Heat Pump .4pplications, 
ORNL/Sub/80-7800/3&04, November 1983. 

R. 1). Fischer et a!., “An Assessment of Ground-Coil Heat Pump Technology,” Proc. 7th Oklahoma 
State Head Pump Technology Conference, October 1984. 
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5.2.27 Well-Water-Source Heat Pump Field Performance Study 
-___-. I -.l_l- 

Principal Investigator: Richard S. Dougall 
Organization: University of Pittsburgh 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: Sub-798s 
Contract Period: October 1980 through September 1983 
Funding: $ 1  1 1,000 

Mechanical Engineering Dept. 
648 Benedum Hall 
Pittsburgh, PA 15261 Source: DOE Level: 100% 

Telephone: (412) 624-5335 

Project Objectives: 

To analyze data pertaining to the field performance characteristics of two well-water-source heat 
pumps (WWSHP) so that seasonal performance factors and energy consumption characteristics of the 
WWSHP could be evaluated; to develop a mathematical model that simulated the actual performance satis- 
factorily and then to use this model to compare WWSHP with other heating and cooling systems. 

Project Description: 

This project was the data analysis and modeling phase related to a companion project involving data 
gathering that was performed by Allegheny Electric Cooperative, Inc., Harrisburg, Pennsylvania, and 
funded by Electric Power Research Institute. 

The WWSI-IP has an important advantage over air-to-air heat pumps in that the heat source (i.e., 
well-water or other groundwater) remains at a relatively uniform temperature throughout the year. Because 
of this, the coefficient of performance (COP) remains reasonably high, even when outdoor air temperature 
becomes very low. WWS'f-ips have the potential of being economical for heating rural residences in northern 
climates when these residences have an easily available supply of groundwater. 

Two existing, single-family residences, one at Bedford, Pennsylvania, and the other at East Freedom, 
Pennsylvania, were selected by Allegheny Electric and retrofitted with commercially available water-source 
heat pumps. One heat pump was reversible and supplied heating and cooling; the other was a nonreversible, 
heating-only unit. The heat pumps were instrumented so that perfomance data could be obtained. An 
automated data acquisition system was installed at both sites. Valid data acquisition from the sites was 
started in October 1981 for the Bedford site and in February 1982 for the East Freedom site. Data were 
stored on cassette tape and transferred on a weekly schedule to the University of Pittsburg for reduction and 
analysis. 

Over the 2-year test period, the nonreversible unit operated at a heating seasonal performance factor 
(HSPF) of nearly 3.0, including an allowance for water-pumping energy; the HSPF for the reversible unit 
was only 1.8. The low heating performance of the reversible unit suggests that it was optimized for a cool- 
ing application, with the heating mode an added feature. 

Neither system required significant supplemental resistance heat, which indicates that groundwater- 
source heat pumps are more likely to have a positive influence on winter peak demand and utility load pro- 
file than are air-source heat pumps. The nonreversible unit had a payback period of about 4 years, a savings 
of approximately $680/year over oil systems at 1984 prices. Payback for the reversible unit was over 40 
years relative to oil systems because of its low SPF. Well-drilling or water-disposition costs would affect 
overall feasibility of such systems. 

-.-___-I____ 

- 

Publications: 

ORNL/Sub/80-7985/1, March 1986. 
R. S. Dougall et al., Monitoring of Residential Groundwater Source Heat Pumps in the Northeast, 
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~~~~~j~~~ Inrestigabsr: And} Blackshaw Contract Agency: Oak Ridge National Laboratory 
~~~~~~~~~~~~~ E-Tech, Inc. c 86X-61612C 

3570 American Drive 
Atlanta, GA 30341 6 

September 1980 through August 1982 

Telephone: (404) 458-6643 Level: 100% 
_I__.. - l__l_ _________I_-_________- 

Project Objectives: 

in an earth heat exchanger as a means for utilizing the ground as a he3t source/sink for heat pumps. 

Project ~ ~ s c ~ ~ ~ ~ ~ ~ ~ ~  

The project was divided into two tasks. First a small-scale, well-instrumented, variable-capacity, 
ground-coupled heat pump systeFTi was developed and built. Pressures and temperatures were measurable at 
various locations around the heat pump circait Refrigerant flow iatc was measurable to determine system 
heating and cooling capacity. Three typcs of earth heat exchangers were tested under heating conditions 
(ground cooling) with this experimental apparatus. The system was reversible, and the sams earth heat 
exchangeis were tested under cooling conditions (ground heating). Various refrigerant flow control and 
cornpressor protection devices were tested for app!icability to the direct expansion system. 

The best earth heat exchanger configuialion determined in task 1 was u3ed as a model for devclopiment 
of a full-scale system in task 2. A 2 5-ton prototype system was dzsigned and constiucted. The refrigerant 
flow control and compressor protection devices determined to be most applicable in task 1 were wed in the 
full-scale systems developed in task 2. 

A n  open-type compressor was used initially on the subscale system of task 1. However, there was a 
problem with minor amounts of liquid floodback causing bearing damage. even with the use of a suction 
accumulator A hermetic compressor was installed in its place because it is more compatible witb such 
operation. 

Problems with cooling-mode operation prevented successful development of this concept. During cooling 
operation, all of the charge stayed in the condenser (ground coil), thus starving thc evaporator and causing 
the low-pressure switch to shut off the cornpressor. 

To perform an experimental investigation and feasibility assessment of .direct expansion of refrigerant 

None provided. 
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5.2.29 Ground-Coupled Heat Pump Demonstration 
__...___- --....I__ ______I_ ...__._ I__ ___....._. 

Principal Investigator: Joseph E. Kizzuto 
Organization: New York State Energy Research 

Contract Agency: New York State Energy Research 

Contract Number: 422-EU-RCU-82 
Contract Period: July 1981 through April 1982 

and Development Authority 
and Development Authority 

Two Rockfeller Plaza 
Albany, NY 12223 Source: NYSERDA Level: 11% 

Telephone: (518) 465-6251 Opemhimer 89% 

Subcontractor: Spencertown Geo-Solar Associates 
P.O. Box 38 
Spencer, NY 12165 

-.... l__ll ._l_l-_._... ___ _-- l_.l_ 

Project Objectives: 

To study several field configurations relative to their heat transfer characteristics with both dry and 
moist ground conditions present, to develop a methodology for specification of ground-loop design in relation 
to heat pump performance: to develop a methodology for specification of system economics of ground- 
coupled heat pumps in relation to air-to-air and well water heat pumps. 

Project Description: 

Ground-cmpled heat pumps offer the potential for achieving significantly higher coefficients of perfor- 
mance than air-to-air heat pumps. Although the coefficients of performance may be less than well water 
kceat pumps, the cost of installation would be lower in rnarey instances and the risk sf contamination of 
either the heat pump or the ground water would be avoided. 

A field experiment was mnducted in Spencertown, New York, during which various ground-loop 
designs and operating strategies were evaluated. The ground-coupled system consisted of  -2 
polyethylene pipe subdivided into eight ground-coupled loops. A means was provided for introducing water 
in the vicinity of thc buried pipe. The fields were instrumented with temperature and moisture sensors. Dxta 
were collected to assess field and heat pump performance. 

A substantial amount of heat can be drawn from the ground while ground temperatures are maintained 
substantially above the freezing point. 

Publications: 

Spencertown Geo-Solar Associates, Ground-Coupled Heat Pump Demonstralion, Report 83-20. 
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Priacipa! K n ~ c § ~ ~ ~ ~ ~ ~ ~ ~  Philip K9. Metz Contract A4gseacy: Department of Energy 
tioil: Brookhaven National Laboratory Cswabaact Nu bee: DE-AC02-76CHQ0016 

Building 701 
Upton, NY 11973 

act Period: October 1980 through September 198 1 

e: ( 5  16) 282-3596 Level: 100% 
~ _ I ~ _ _ _ _ _ _ _  ___ ______ 

I_ __ -~ I__ I_  

Project Objectives: 

To determine the feasibility of ground coupling for various heat pump systems; if feasibility is con- 
firmed, to create comprehensive and reliable design guidelines for optimal ground-coupled heat pump 
systems. 

Project ~ ~ ~ c r ~ ~ t ~ ~ ~ ~  

The possibility of using the ground as an energy source or storage element has been studied often 
because it represents an available and inexpensive resource applicable to many systems. This project studied 
its application and potential impact on heat pump systems. Analysis and field results indicated that the 
ground is a satisfactory mderate  temperature heat source/sink. A s  a result, ground-coupled heat pump sys- 
tems have great potential for economy and energy efficiency. Resistive heating is never used, which reduces 
energy consumption and utility generating capacity requirements while increasing load factors. At the same 
time, the defrost cycle -and its related stress to the heat pump-is eliminated. 

This project started from a literature search and assembled ground energy coupling computational 
methods. From these methods energy transfer and recovery characteristics were estimated and checked by 
field experiment. These characteristics were fed into heat pump system analysis routines already existing at 
Brookhaven National Laboratory (BNL). System impact was evaluated. The control field experiments con- 
sisted of tanks and pipes installed in the ground using configurations developed early in the project. 'l'hese 
field tests were conducted as a scientific experiment, with some of the installed equipment operated as a 
control. 

A digital computer program called GRCBCS was written to model tb;ee-dimensional underground heat 
flow in order to simulate the behavior of ground-coupling devices accurately. Both soil thermal property 
experiments and 12 ground-coupling-device experiments were conducted at BNL, including 4 buried tanks, 
7 earth coils in various configurations and lengths, and a group of 6 sealed vertical wells. One earth coil was 
used to heat a house on the BNL site with no use of resistance heating. Computer model predictions were 
compared with experimental design procedures. 

P ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  

Energy Eng. 184: 366--372 (November 1982). 

Realistic Boundary Condition," J.  Solar Energy E n g  105: 4 2 4 9  (February 1983). 

Energy Eng. 106: 438446 (November 1984). 

P. D. Metz, "The Use of Ground-Coupled Tanks in Solar-Assisted Heat-Pump SystemsSn J. Solar 

P. D. Met2, "A Simple Computer Program to Model Three-Dimensional Underground Heat Flow with 

P. D. Metz, "The Use of Serpentine Earth Coils in Ground-Coupled Heat Pump Systems," J. Solar 

Patents: 

U.S. 4,361,135: P. Metz, Cooperative Heat 'Transfer and Ground-Coupled Storage System, Nov. 30, 
1982, 

...... .___.... ....____ __ ___..______ ......... 
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5.2.31 Groundwater Heat Pumps: An Examination of Hydrogeologic, 
Environmental, Legal, and Economic Factors Affecting Their Use 

_l___l_- 

Principal Investigators: D. J. Bacon 

Organization: National Water Well Association 

Contract Agency: Department of Energy 
Contract Number: ACO 1-78CS20060 
Contract Period: Sept. 28, 1978, through Mar. 28, 1980 
Funding: $124,293 

T. E. Gass 

500 West Wilson Bridge Road 
Worthington, OH 43085 Source: DOE Level: 100% 

Telephone: (614) 846-9355 

Project Objectives: 
_I_ I__ 

To assess the feasibility of expanded use of groundwater as a heat source for heat pumps. 

Project Description: 

This project coniprised three principal tasks, as follows: 
Task I .  Collection of Hydrologic and Cliniatologic Data. This task involved assessing the availability 

and characteristics of groundwater supplies throughout the lJnited States for use with groundwater heat 
pumps. This assessment was made on a state-by-state basis and included evaluation maps for each state. 
Water quality was considered because it affects the performance and life expectancy of the water-to- 
refrigerant heat exchanger and, in  extreme cases, the technical viability of the groundwater heat pump 
option. 

Task 2. Ecorismic and Energy Analysis of Groundwater Hent Pumps. Using information and data col- 
lected in task 1, together with naanufxturers’ performance data on water-source heat pump performance, a 
comparative analysis of the energy cornsumption and owning and operating cost of ~ r ~ ~ ~ ~ d w a t e ~  heat pumps 
was undertaken. The analysis was based on an hour-by-hour computer simulation of the performance of the 
gronmdwaler heat pump and more conventional heating/cooling systems in a typical single-family residence 
in nine cities representative of the various geographic and climatic regions. 

Task 3. ~ n ~ ~ ~ o ~ ~ ~ ~ ~ ~ ~ f f ~  and Legal Consequences of Using Groundwater as an Energy Source. This task 
involved (1) evaluating the environmental problems that can potentially result from expanded use of ground- 
water heat pumps and (2) conducting a survey of federal, state, and local regulations that might affect the 
potential use of groundwater heat pumps. It was concluded that groundwater heat pumps can effect signifi- 
cant energy savings, compared with air-source heat pumps. The economics are very favorable so long as the 
cost of the well is not chargeable to the heat pump system. If one or more wells must he charged to the sys- 
tem, the economics may or may not be favorable. 

Publications: 
- __-._I -- .- _..-___I_ 

D. M .  Armitage, Groundwater Heat Pumps: An Examination of Hydrogeologic, Environmental, Legal, 
and Economic Factors Affecting Their Use, Vol. I, Executive Summary, DOE/CS/20060-5 120, November 
1980. 
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P-ICES Concept covering Heat from w 

Principal 1~~~~~~~~~~~~ D. W. Wade Cloantsact Agency: Argonne National La’oo~atcargr 
tion: Georgia Institute of ‘Technology Contract N F: 31-109-38-455! 

Georgia. Tech Research Inst. 
Atlanta, GA 30332 

June 20, 1918, through Bec. 31, 1979 

ORE (404) 894-2000 L,evel: 100% 

Project ~~j~~~~~~ 

To develop the concept of a heat-pump-centered ~ ~ t e ~ r a t e ~  community energy system (HP-ICES) that 
reclaims low-grade thermal energy from a community’s waste-water effluent, to evaluate its ptcnfiab per- 
formance and economics, to examine its potential application. 

Cascaded electrically driven heat pumps were used with the extracted heat delivered by a modeaate- 
temperature water piping system. Heat was removed from the piped water by each subscriber for space 
heating. 

A thermodynamic performance analysis projected an overall cwfficient of perforanlance from 2.18 1 to 
1.164 for waste-water temperatures from 50 to 80°F (from 10 to 27OC) for this particular WP-ICES. Site- 
specific designs for this HP-ICES were present& for application in Conyers and Cornelia, Georgia. 
Economic analysis on the basis of a life-cycle cost comparison showed that application in Conyers would be 
more costly than conventional systems because of the current low energy costs for natural gas heating. On 
the other hand, similar analysis for application in Cornelia shwwed that this particular HP-ICES as 
designed specifically for this site was cost competitive in the immediate market with conventional residcntial 
and light commercial heating, ventilating. and air-conditioning systems. The primary environmental concern 
of this HP-ICES is its impact om sewage treatment: high rates of heat recovery from wastewater effluent 
may reduce biodigestion rates, and high rates of heat rejection to the effluent may bc so severe that bacteria 
essential for biodigestisn would be killed. 

~ ~ ~ ~ ~ ~ ~ ~ ~ r n ~ ~  

D. W. Wade et al., Heat-Pump-Centered Integrated Conzmirnity Energjj Systems-InrePim Report, 

D. W. Wade et al., Heat-Pumpcentered Integrated Commsrnity Energy Systems-Final 
ANLJICES-TM-28, February 1973. 

ANI,/CNSV-Th4-23, December 1979. 
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5.2.33 System Development Study of HP-ICES Based OD Ice-Making Heat Pump 
Using Surface Water as a Souce and Sink and a Distributed System 

Principal Investigators: Paul A. Anderson 

Organization: Honeywell, Inc. 

Contract Agency: Argonne National Laboratory 
Contract Number: 31-109-38-4845 
Contract Period Sept. 28, 1978, through Nov. 30, 1979 

Donald M. Carlson 

Energy Resources Center Funding: $55,166 
2600 Ridgeway Parkway Source: DOE Level: 100% 
Minneapolis, MN 55413 

Telephone: (6 1 2) 378-4 1 4 1 

Project Objectiues: 

TO evaluate the feasibility of developing a heat-pump-centered integrated community energy system 
(HP-ICES) based on the use of privately owned ice-making heat pumps within each building for domestic 
hot water, space heating, and cooling. 

Project Description: 

A closed-loop water distribution system within the community was the heat source and sink. In the 
heating mode, users drew off water and returned an ice slurry; in the cooling mode, the procedure was just 
the opposite. The energy interchange or balance among the various users was essential to this HP-ICES. A 
surplus of ice during the heating season was accumulated for summer cooling (this was later shown to be 
economically unfeasible). If either the ice surplus was not used during the summer or the ambient ternpera- 
ture rose above 35°F (1,7"C), the closed loop slurry system was inactivated and the heat pumps operated in 
the conventional air-source mode. 

The concept of this particular HP-ICES was applied to a planned unit development around a shopping 
mall in Bloomingdale, Illinois. This concept suffered from the need for further technological development, 
impact on land use, and low initial revenues that were inadequate to defray the up-front costs O f  the corn- 
munity portion of the system on a current basis. Finance charges to support early use of this HP-ICES in a 
growing community and additional costs of the on-site heat pump system present economic barriers that can 
be overcome by escalation of energy and power rates. 

Publications: 

Honeywell, Inc., Neat-Pumpcentered Integrated Community Energy Sysrcms-Interim Report, 

Honeywell, Inc., Heat-Pump-Centered Integrated Community Energy Systems-Final Report, 
ANL/ICES-TM-31, March 1979. 

ANL/CNSV-TM- 18, November 1979. 



70 

5.234 System Devel 

........ __ ____.. . .._. ...______ .....-. ____-_____ .... - ____--  
Principal  st^^^^^^^: Walter J. Schaetzle C ~ ~ ~ r ~ ~ t  ~~e~~ y: Argonne National Laboratory 

Contract Number: 31-109-38-4550 C.  Everette Brett 
Marvin S. Seppanen act Period: June 20, 1978, through Nov. 30, 1979 

~ r ~ ~ ~ ~ ~ a ~ ~ ~ ~  Bureau of Engineering Research 
and Natural Resources Center Source: DOE Level: 100% 

University of Alabama 
Tuscaloasa, AL 35486 

Telephone: (205) 348-6010 

Project Objectives: 

To analyze the feasibility of applying a heat-pump-centered integrated community energy system (HP- 
ICES) using water from aquifers as the source, sink, and distribution medium to provide space heating and 
cooling. 

Project ~ e ~ r ~ ~ ~ ~ ~ ~ :  

'The aquifer (accessed by at  least two wells) was also used for annual storage of thermal energy without 
consumptive use and requiring only low-temperature lift. 'This particular HP-ICES system was analyzed for 
demonstration projects for a portion of downtown Louisville, Kentucky (major buildings), and a section of 
Fort Rucker, Alabama (dispersed subdivision of homes). 

Economically, this particular I-IP-ICES system demonstrated improvement in both energy usage and 
capital costs. The system saved over 60% of the energy required for resistance heating, saved over 3Q% of 
the energy required for most air-source heat pumps, and saved over 60% percent of the energy required for 
gas, coal, or oil heating when compared with energy input required at the power plant for heat pump con- 
sumption. Capital costs for this particular HP-ICES were lower than a standard air-source heat pump sys- 
tern or gas, oil, or coal heating system plus air conditioner. In general, for a small residence or small com- 
mercial system, capital cost for an air-source heat pump i s  approximately 188% more than an equivalent 
water-sonrce heat pump with the same Air Conditioning and Refrigeration Institute listed capacity; how- 
ever, this can be of€scset by the cost of wells and the water distrihution system. 

In the demonstration projects, the Louisville HP-ICES showd a payback of 3 years while the Fort 
Rucker system showed 3Q years. The primary difference war, that at the latter, the cost of nev heat pumps 
was charged to the system, while at the former either new construction requiring heating and cooling 
systems or existing chillers were used with no cost charged to the system. 

W. J. Schaetzle and C. E. Bictt, Heat-Pump-Centered Integrated Coramunify Energy 

W. J. Schetzle et al., Near- Punip-CentPred Piiregrated Commmity Energy Systenis-Fimd Report, 
Systems-Interim &port, ANL/ICES-TM-30, March 1979. 

ANL/CNSV-'TM-25, December 1979. 
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5.3 Solar-Assisted Systems 

5.3.1 Ground-Coupled Solar-Assisted Heat Pump Project 
- - 

Principal Investigator: Jerald D. Parker, 

Organization: Oklahoma Cas and Electric 

Contract Agency: Electric Power Research Institute 
Contract Number: RP1191-6 
Contract Period: Sept. 18, 1979, through Dec. 39, 1982 

Oklahoma State Univ. 

321 Harvey Funding: 
P.0. BQx 321 Source: EPRI Level: 
Oklahoma City, OK 73101 OGBE 

Telephone: (405) 624-5900 

Subcontractors: Oklahoma State University, Stillwater, OK 74078 
. __ -_ _-__ - .- 

Project Objectives: 

To compare the performance of a solar- and ground-assisted heat pump system, a ground-assisted heat 
pump system, and a conventional air-to-air heat pump system; to measure performance in terms of 
(1) overall life cycle costs, (2) peak demand on the electrical system, (3) reliability and maintenance fac- 
tors, acd (43 kilowatt-hour consumption to consumer. 

Project Description: 

Three identical houses located on adjacent lots in Perkins, Oklahoma, were equipped with different 
heating and cooling systems: air-to-air heat pump, ground-assisted heat pump, and solar-ground-assisted 
heat pump. The three houses were occupied by owner-families. Each house was instrumented, and a weather 
station was located in the yard of one house. All instrumentation was connected to a data collection system 
located in a building attached to the center house. 

Data acquisition began in June 1980. Data for OG&E’s peak demand days showed peak demand from 
the two ground-coupled heat pumps to be half that of the air-to-air system. Data for the winter season 
(198&198 1) indicated a significant difference in energy consumption between the air-to-air and ground- 
coupled systems. On the peak demand day for December, the air-to-air system required a maximum of 
3.8 kW while the ground-coupled system required only 1.5 kW. 

The solar-ground-assisted system did not perform as well as the other ground-assisted system. A major 
leak was found in the ground heat exchanger of the solar-ground-assisted system which resulted in its poorer 
performance. Data collection was terminated in March 1983. 

Publications: 
- _. 

J. D. Parker and B. Frierson, Performance Maintaining of Ground-Coupled Solar-Assisted Heat 

J, D. Parker et al., Perforniance Comparison of Air- and Ground-Coupled Heat Pump Systems, Final 

J. W. White and J. D. Parker, “Ground-Coupled Heat Pump Tests,” Proc. Seminar on Heat Pump 

Pump Systems, EPRI-EM-1697, February 1981. 

Report, EPRI-EM-3408, January 1984. 

Research and Applications, Feb. 23, 1984, CONF-840266, November 1984. 
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stigator: John W. Andrews Department of Energy 

October 1980 through September 1982 
Brookhaven National Laboratory DE-AC02-76CH00016 
Building 701 
Upton, New York 11973 

T ~ ~ ~ ~ ~ o ~ ~ :  (516) 282-7726 Level: 100% 

Project ~ ~ j ~ ~ v ~ s :  
To provide technical and program planning assistance to the Active Solar Heating and Cooling Division 

of the IJS. Department of Energy in connection with the development .of energy-conserving and cost- 
effective solar-assisted heat pump systems. 

... _...._ .- ...... ... 

To provide a. system that met the technical and economic constraints, this project required the following 
elements: ( 1) high-efficiency heat pump hardware with performance characteristics tuned to the solar appli- 
cation, (2) low-cost storage and an available alternate beat source/sink to supplement the solar energy 
source, and (3) low-cost means for collecting the solar energy in a form best suited to the system configura- 
tion. A reservoir of tcchnical expertise was required to define and attain program goals in each of these 
areas. These activities fell into three categories, which progressed to increasingly active roles In the overall 
program. These categories were contract monitoring, technical support, and program planning, 

In addition, selected systems analysis tasks were carried out, the outcomes of which significantly 
affected the direction of the program. Promising system configurations were identified in each of two gen- 
eral categories--those using the ground as beat source/sink but not as storage for actively collected solar 
energy, and those using the ground as an active storage element. 

P~~~~~~~~~~~~ 

J. W. Andrews, “Ground-Coupled Solar Heat Funaps: Analysis of Four Options,” PPOC. 3rd Ar~laual 
Systems Simulation, Econnmbc Andysis/Solar Healing m d  c o a h g  Opercmtiopzal Resndts conj,  Apr. 27, 

J. W. Andrews, “Technical Support: Solar-Assisted Heat Pump Systems,” Proc, DOE Ifent Pwzp COG- 

J. W. Andrew, “Solar Energy and Heat Pumps: Can This Marriage Be Saved,” h o c .  IECEC Cot$, 

J. W. Andrews, “DOE Solar-Assisted Heat Pump Program: Its Evaluation and Its Potential,” Proc. 
Active Contractors Review Meeting, September 1981, CONF-8 109 12- 10, BN E-29677, 198 1.  

J.  W. Andrews and P. D. Metz, “Worldwide Applications of Ground-Coupled Heat Pimps, Conven- 
tional and Solar Assisted,” Proc. 3rd AAPG Circum-Pacific Enwgy and Materials’ Corlg, Aug 22, 1982, 

J. W. Andrews, M. A. Catan, and P. LeDoux, Solar Energy and Heat Pumps: Evaluation of Com- 
bined Systems for Heating and Cooling of Buildings, 

J. W. Andrew, “Selection ef Optimal Groiind-Co~pled Solar Heat Pump System,” Pmc. Wori.,shop 
on Solar-Assi.~~ed .Heat Pumps with Ground-Coupled Storage, Sept. 14, 1982, CONF-8209205, September 
1982. 

J. W. Andrew and ha. A. Catan, “Comparative Evaluation of Ground-Coupled Heat Pumps that Use 
Solar Energy,” Proc. 2nd Workshop on Solar Assisted [feat Pumps with Ground-Coupled Storage, May 8, 
1985, CONF-8505 13201, BNk-36 19 1, March 1985. 

1981, CONF-810485, BNE-29007, 1981. 

tractors ,%gram IrtPegraFion Meeting, June 2, 1981, CONl-810672-23, BNL-29681, 1981. 

A u ~ .  9, 1981, CONF-810812-26, BNL-29627, 1981. 

CONF-820834-6, BNL-32828, 1982. 

W L  51603, September 1982. 

Patents: 

U.S. 4,390,008: J. W. Ardrews, Hot Water Tank for Use with a Combination of Solar Energy and 
Heat Pump Desuperheating, dune 28, 1983. 
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5.3.3 Multiple Slide Screw Compressor 
--. -- ._I_______-...-._I_ 

Principal Investigator: Joseph A. L. N. Gagnon 
Organization: Dunham-Bush, Inc. 

179 South Street 
West Hartford, CT 061 10 

Contract Agency: Brookhaven National Laboratory 
Contract Number: DE-AC03-79CS30035 
Contract Period: September 1979 through February 1982 
Funding: $627,15 1 

Teiephone: (203) 249-867 1 Source: DOE Level: 100% 

Project Objectives: 
.. --I__ ._____I__. --. ______. 

To develop the best possible compressor for use in series solar heat pump systems. 

Project Description: 

The compressor had to be able to operate at extremely high efficiency levels from a compression ratio 
as low as 1.5 up to a compression as high as 6.5. It also had to have the capability to adjust to the widely 
varying inlet flow requirements efficiently as dictated by the operating conditions of the series solar heat 
pump system. 

The project included three distinct phases. Phase 1 consisted of the continued development testing of a 
research machine to optimize the mechanical design of the overall concepts involved. This also involved the 
development of estimated performance maps for the final machine. The design of the final machine was 
based on what was learned in phase 1. 

Phase 2 involved the design of a 25-ton (heating) helical screw type compressor that accomplished the 
requirements for operation stated above. The compressor had variable inlet flow capability, variable 
compression ratio capability, and intermediate level vapor injection capability. 

Phase 3 would have encompassed the building, testing, and performance mapping of the 25-ton 
cornpressor that was designed during phase 2. Howeqer, the project was terminated before phase 3 because 
a market study indicated very  OW production potential for a 25-ton solar-assisted heat pump, 

Publica tisns: 

D. N. Shaw, "Multiple Slide Screw Compressor," Proc. Annual DOE Active Solar Heating and Cool- 
ing Contractors' Meeting, March 26, 1980, CONF-800340, 1980. 

D. N. Shaw, "Multiple Slide Screw Compressor," Proc. DOE Hear Pump Contractors Program 
Integration Meeting. June 2, 1981, CONF-810672, March 1982. 

D. N. Shaw, Multiple Slide Screw Compressor for Use in Solar-Assisted Heat Pumps, Final Report, 
DOE/CS30035-T2, 1982. 
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To demotistrate the feasibility of constructing lieat pumps capable of achieving high coefficients of per- 
formance (COPS) at high evaporating tempcratures, to explore the practical means to realize and enhance 
this performancc potential; to test prototype solar heat pumps produced by contractors under the solar- 
assisted heat p m ~ p  (SAMP) program; to identify solar heat pump systems that best exploit the realizable 
potential. 

A heat pump hardware simulator capable of testing water-to-water heat pumps operating in steady 
state and unsteady state modes was constructed. A water-to-water heat pump was built using “off the shelf” 
components and tested at high and low source temperatures. Results of these tests demonstrated the feasi- 
bility of achieving continuously rising COPS; these results were used to establish goals for the SAHP pro- 
gram. 

The simulator was used to test, under steady state and unsteady state conditions, the first of two proto- 
type SAHPs developed under DOE contract. Results of these tests demonstrated that the nominal goal of a 
COP of 6 at a water source temperature of 90°F (32.2”C) was achieved. 

The simulator was modified to accommodate the second prototype SAHP. A heat pump component test 
facility, to be used for component optimization studies, was constructed. A cooperative experimental effort 
was formed between several heat exchanger manufacturers and Brookhaven National Laboratory to identify 
optimal refrigerant heat exchangers for marketable SAMPs. 

~ U ~ l ~ C ~ ~ ~ Q ~ $ ~  

M. A. Catan, “Solar-Heat-Pump Simulator,” Proc. DOE Heat Pump Contractors’ Program Integration 

M. A. Catan and E. A. Kush, “Test esults of Prototype Solar-Assisted Heat Pumps,” Pmc. ZECEC 

M. A. Catan, “Solar Heat Pump Simulator,” Proc. Active Contractors’ Review Meeting, BNL-29678, 

M. A. Catan, Dynamic Performance of n Rrotofype Solar-Assisted Heat Pump, BNL-5 1503, 

M. A. Catan, Steady-State Testing of an AdvmcPd Solar-Assisted Heat Pump, BNL-5 1564, June 

M. A. Catan, The Brooklyn Solar Heat Pump Simulator: Technical Description and Experimental 

Meeting, CONF-810672, BNL-29679, June 1981. 

Meeting, BNL-29626, CONF-8 108 12, August 198 1 .  

CONF-810912, September 1981. 

December 198 1 .  

1982. 

Restclts, BNL-51627, July 1982. 
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5.3.5 A Second-Generation Solar-Assisted Heat Pump System 
I -_ 

Principal Investigator: 6. W. “Dusty” Rhodes 
Organization: Fafco, Inc. 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-80CS30224 
Contract P e r i d  July 1980 through September 1981 
Funding: $1 3 1,000 

235 Constitution Avenue 
Menlo Park, CA 94025 

Telephone: (415) 321-3650 Source: DOE Level: 100% 

Project Objectives: 

To determine the performance analysis, definition, and design criteria of plastic collectors for use with 
heat pumps; to collect data and performance analysis of ground-coupled heat exchanger configurations; to 
conduct commericalization and marketing analysis. 

. . . . . . .  ................ 

Project Description: 

Work on this project included 

* 

* 

* 
* 
* 

Analysis using computer models of thermal performance of the proposed solar collector configuration 
options 
Development of design criteria for the solar collector and system components, based an operating 
requirements and conditions determined by the system performance analysis 
Collection of graund temperature data and heat flow data (pertinent data from other researchers 
were utilized) 
Reduction and analysis of ground-coupling data 
Development of useful equipment and system sizing criteria 
Development of criteria and a plan for widespread commercial system acceptance 

.......... .......... _I ___ ..-_lll ....... 

Publications: 

G. W. Rhodes et al., Second-Generation Ground-Coupled Solar-Assisted Heat Pump Systems, 
DOE/CS/30224, January 1981. 
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ator: Jerry Alcone 
enee Applications. Bnc. 

200 Lomas NW, Suite 600 
Albuquerque, NM 87 102 

Coartbaet Age~cy: Department of Energy 
Contract Namher: DE-AC03-80CSP02 19 

Juae 1988 tlnrough June 1981 

ne: (505)  247-0381 Lwei: 100% 

To evaluate existing ground coupling models and analyses, to identify and evaluate existing collector 
systems that are compatible with solar heat pump system. 

A survey was conducted of existing models and analyses of the storage and/or extraction of thermal 
ertergy (hcat oi cool) from the ground to identify and evaluate for each model or arinlysis the assumptions 
usedcE, their validation status, their range of applicability, and new research efforts. The survey rssaalts identi- 
fid and ranked by system type and geographic region the most promising existirig collcctsrs for use in solar 
beat pump systems. Data from these collectors were analyzed to determine the cost performance eharac- 
teristics of heat pump compatible solar collectors. 

~ ~ ~ ~ i c a ~ ~ ~ n ~ ~  
...... ____ __. -. . .  

None provided. 
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5.3.7 The Phoenix House, City of Colorado Springs 
Solar-Assisted Heat Pumps 

Principal Investigator: Douglas M. Jardine 
Organization: Kaman Sciences Corporation 

P. 0. Box 7463 
Colorado Springs, CO 80933 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-79CS30207 
Contract Period: June 1979 through June 198 li 
Funding: $466,000 

Telephone: (303) 599-1555 Source: DOE Level: 100% 

Project Objectives: 

To stimulate the development of a preferred ground-coupled solar-assisted heat pump system; to 
improve the system’s performance and design data base; to conduct engineering field tests for the system on 
different types of building applications in different climatic regions of the United States-Colorado 
(residential), Ohio (industrial), and New Mexico (commercial). 

Project Description: 

This project was characterized as engineering field testing of preferred solar-assisted heat pump 
(SAHP) systems in different climates. The performance of technological improvements in the form of new 
products designed specifically to operate optiinally within SAHP fluid heat sink and heat source require 
ments were evaluated under controlled conditions. Technical and economic information on the performance 
of SANP systems operating with ground-coupled storage subsystems (GCSS) in various climates were 
evaluated. Data were gathered, and the thermal performance of GCSS was evaluated based on empirical 
data on soil temperatures, densities, thermal conductivity, and moisture contents. The result of this work 
was the selection of the best marketable components and products for the SAHP and the knowledge 
of --and experience with-- the operation of the preferred SAHP for space heating and cooling. 

Publications: 

D. M. Jardine and D. W. Jones, Phoenix: City of Colorado Springs Solar-Assisted Heat Pump Pro- 
ject, Technical Report, COO-4951-6, June 1978. 

D. M. Jardine, “Phase 11: Phoenix/City of Colorado Springs Solar-Assisted Heat Pump Project,” Proc. 
3rd Annual Solar Heating and Cooling Research and Development Branch Contractors’ Meeting, March 
1979. 

D. M. Jardine, “Phoenix/City of Colorado Springs Solar-Assisted Heat Pump Project: Phase 111,” 
Prsc. Annual DOE Active Solar Healing and Cooling Contractors’ Review Meeting, March 1980. 
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Priaacipal ~~~~~~~~~~0~~ Roger Hundt Caao&sacb Agency: Department of Energy 
: Lennox Industries, Inc. Contract Nu bes: DE-AC03-78CS3 1720 

Contract Perk& February 1978 through May 1981 1600 Metro Drive 
P.B. Box 877 
Carrollton, TX 75006 %ource: DOE Level: 100% 

T&@NwE: (214) 245-2525 

Project OlDjjecCives: 

To analyze, design, fabricate, and test heat pumps that effectively utilize solar input in the 48 to 110°F 
range to be used in optimized residential-sized solar-assisted heat pump (SAMP) systems. 

Project ~ e ~ ~ ~ ~ p t ~ ~ ~ :  

This project was divided into three phases. 

0 Phase 1 - Conceptual. Design and Commercialization and Marketing Pian 
Phase 2 - Detailed Design and Performance Prediction 
Phase 3 Choice of System, Testing, and Prototypc Delivery 

During Phase 1, a study was conducted to identify a conceptual design and solar heat pump arrangement 
that would be marketable in quantity. This was accomplished by simulating various arrangements in various 
areas of the country. An in-line approach, adding solar energy directly to the evaporator of the heat pump, 
was identified for further study during phase 2 because of its near-term potential for reaching the market- 
place. Phase 2 included the detailed design of two system configurations of the in-line approach (with a rev- 
ersing value and without a reversing value), accompanied by additional simulations and performance map- 
pings. The most cost-effective in-line systems were chosen for fabrication, testing and prototype delivery to 
the Department of Energy during phase 3. 

~ ~ ~ ~ i c ~ ~ ~ ~ ~ ~ ~  

R. Hun& "Development of Marketable Solar-Assisted Meat Pumps," I'roc. Annsial DOE Active Solar 
Hearing and Cooling Contractors' Review Meeting, CONF-800340, March 1980. 

General Electric Company, Open-Cycle Heat Pumps fop. Industrial Waste Heat Utilization. Project 
TecltPtical Report: Phase I-Feasibi1i:y Study for the Period May 12, 1980 through Oct. 10, 1980, 
OtPNL/Sub/80-247 17/7, NYSERDA/8 1-28, October 198 1 .  

R. Hundt and S. Heard, Development of Marketable Solar-Assisted Heat Pumps, Phase 
11-Summary Report. Technical Results, DOE/CS/3 1720, February 198 1.  

. . . . . . .-. ..... ...... ~ ...___._ - .... 
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5.3.9 Design and Field Testing of Solar-Assisted Earth Coils 

Principal Investigator: James E. Bose 
Qrganizatian: Oklahoma State University 

101 Industrial Building 
Stillwater, OK 74074 Funding: $16O,OOO 

Contract Agency: Department of Energy 
Contract Number: DE-AS03-79CS302 10 
Contract Period: August 1978 through January 1981 

Telephone: (405) 624-5638 Source: DOE Level: 100% 

Project Objectives: 

To design and operate a set of instrumented field experiments to obtain engineering information and 
data needed for optimum design of ground energy coupling devices for use in solar-assisted heat pump 
systems. 

Project Description: 

A field demonstration laboratory using unprepared earth as a heat sink/source device wds developed at 
Oklahoma State University. The demonstration laboratory consists of a 1000-ft (30rd.8-m) horizontal earth 
coil and two vertical heat exchangers. The horizontal heat exchanger is a 4-in. ( 10.2-cm) polyvinylchloride 
(PVC) pipe buried in a serpentine pattern at a depth of 4 ft (1.22 m). Undisturbed temperatures of this 
depth are cyclic and depend on latitude, moisture content, and soil type. 

Two types of earth coils were designed, constructed, and are operational on the Oklahoma State 
University campus. The 1000-ft (304.8-m), 4-in. (10.2-cm) PVC coil was the heat source/sink for two com- 
mercial. heat pump systems. 

Integral to the earth coil is a 100O-gal (4546-L) uninsulated storage tank in which solar energy from 
200 ft2 (18.6 m2) of solar collectors can be added directly to the heat pump or circulated through the 
1000-ft (304.8-m) earth coil system. 

Publications: 

J. E. Bose, ”Design and Field Testing of Solar-Assisted Earth Coils,” Proc. 3rd Annual Solar Heating 
and Cooling Research and Development Branch Contractors’ Meeting, Sept. 24, 1978, CONF-780983, 
March 1979. 

J. E. Bose et al., “Earth Coils and Geo-Thermal Wells Used as a Solar Energy Storage Device,” Roc. 
Solar Energy Storage Options Workshop, Mar. 18, 1979, CONF-790328-P1, March 1979. 

J. E. Bose et al., “Experimental Results of a Low-Cost Solar-Assisted Heat Pump System Using Earth 
Coil and Geo-Thermal Well Storage,” Proc. 4th Annual Heat Pump Technology Conference, Apr. 9, 1979, 
CONF-790446, April 1979. 

J. E. Bose et al., “Earth Coils and Geo-Thermal Wells Used as Solar Energy Storage Devices,” Proc. 
International Solar Energy Sociely Meeting, May 28, 1979, CONF-790541 (Vol. I), May 1979. 

J. E. Bose, ‘Design and Field Testing of Solar-Assisted Earth Coils,” Proc. Annual DOE Active Solar 
Healing and Cooling Contractors’ Review Meeting, Mar. 26, 1980, CONF-800340, March 1980. 

J. E. Bose et ai., “Earth-Coupled and Solar-Assisted Heat Pump Systems,” Proc. 5th Annual Heat 
Pump Technology Conference, Apr. 14, 1980, CONF-800451, April 1980. 

J. E. Bose, Design and Field Testing of Solar-Assisted Earth Coils. Final Report, Aug. 1,  1978- 
Jan. 31, 1981, DOE/CS/30210-T1, 1981. 

-- 
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atsr: David K. Hays C ~ ~ ~ ~ ~ ~ t  61genCy: Departxncnt of Energy 
~~~~~~~~~~~~~ Solar Environmental Engineering Co. Cantract Nu b ~ :  DE-AC03-79CS.38115 

2524 East Vine Drive 
Ft. Collins, CO 80524 

act Perisd: June: 1975 through December 1980 

~ e $ e ~ ~ ~ ~ ~ ~  (303) 221-5165 lmek 100% 
~ ~ 

To monitor and evaluate the performance of the two solar-augmented hea.t pump systems of the Twin 
Crown Realty buildings in Denver, Colorado. 

Project ~ ~ ~ ~ j ~ ~ ~ ~ ~ :  

Two 3500-ft2 (325-m*) commercial office buildings were enviroinmentally conditioned by a system of 
seven solar-augmented heat pumps that were identical. in mechanic81 design. with the exception of the solar 
collection loop. In one budding the collection loop was an air system; in the other the collection loop was a 
hydronic. system. Thus, a direct comparison could be made betweea an air collection system arid a hydronic 
collection system. 

The two systems were instrumented to provide all necessary data for complete system and subsystem 
performance analyses. The performance of the two systems was determined 5 y  performing standard energy 
balances on the gathered data. Comparisons of the two systems were made on the basis of collector effi- 
ciency, energy stored, energy utilized, and other performance factors associated with the two systems. 

The specific tasks were 

* To locate, select, purchase and install all sensors required for monitoring and analyzing the perfor- 
mance of the twin Crown Realty buildings 
To filter, reduce, and analyze the gathered data to determine monthly load fractions 
To analyze system performance by siinulating real-time data reduction and analysis on the gathered 
data 

~ ~~~ 

D. K. Hays, “Instrumentation and Monitoring of the Twin Crown Realty Buildings in Denver, 
Calorado,” Proc. A i i ~ d  DOE Active Solar Heating and Cooling Contractors’ Review Meeting, CONF- 
800340, March 1980. 

______ ____ ........ ..._____ ....... ~ ......... ___- 
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5.3.1 1 Solar Hybrid Energy Project 

Principal Investigator: E. C. Kern 
Organization: Massachusetts Institute 

Contract Agency: Department of Energy 
Contract Number: EG-77-S-02-4577 
Contract Period: September 1977 through December 1980 of Technology 

Lincoln Laboratory Funding: $1,037,000 
P.O. Box 73 Source: DOE Level: 100% 
Lexington, MA 02173 

Telephone: (617) 862-5500 

Project Objectives: 

a heat pump and either photovoltaic/thermal (PV/T) or exclusively photovoltaic (PV) collectors. 

Project Description: 

PV/T collectors are solar collectors in which PV cells and flat-plate thermal collectors share a common 
aperture. PV power was provided by a utility-interactive PV power system. In this power system a PV or 
PV/T array and an inverter operate in parallel with, and supply power to, a utility line. The inverter con- 
verted dc power obtained from the PV array to ac power which could be supplied either to the residence or 
the utility. Based on life-cycle cost considerations, recommendations were made concerning the most favor- 
able heat pump and PV/T or BY coilector system configurations for northern and southern climates. Bas 
on these recommendations, residential and laboratory experiments were carried out ( 1 ) to identify factors 
affecting system operation which were not included in the design phase analyses and to reevaluate the 
results of these analyses, (2) to evaluate the effects of modifying commercially available heat pumps, (3) to 
evaluate the compatibility of n two-speed air-source heat pump and utility-interactive PV power system, and 
(4) to establish the reliability of a prototype system. 

During the design phase of the project, a preferred residential heat pump and collector configuration 
were identified for both northern and southern climate locations. The preferred collectors (PV or PV/T) 
were identified for each location. Experimental data were used to quantify a temperature “defect” that may 
exist in previous simulations involving air-source heat pumps. Laboratory data were obtained which show 
that the steady-state operations of an air-source heat pump and a utility-interactive PV power system are 
compatible. Substantial data from a residential prototype system were obtained. These data established the 
reliability and effectiveness of the combined heat pump and PV power system. It was demonstrated that the 
secondary heat pump functions of “boosting” and domestic hot water heating are difficult to perform effec- 
tively at low compressor speed. 

Publications: 

To design, install, and experimentally evaluate residential solar heating and cooling systems that utilize 

_I__- 

E. C. Kern and M. C. Russell, Hybrid Photovoltaic/Thermal Energy System, COO-4577- 1, March 

E. C. Kern, “Photovoltaic/Thermal Collectors and Heat Pumps,” Proc. American Section of the Inrer- 

E. C. Kern, Phase-One Experiment Test Plan Solar PhotovoltaiclThermal Residential Experimeni, 

M. C .  Russell and E. C. Kern, “Optimization of Photovoltaic/Thermal Collector Heat Pump Systems,” 

S. D. Hendrie, “Evaluation of Combined Photovoltaic/Thermal Coliectors,” Proc. International Solar 

M. C .  Russell, Solar PhotovoltaiclTherrnal Residential Systems, COO-4577-9, December 1979. 
M. C. Russell, “Solar Hybrid Energy Product,” Proc. DOE Active Solar Heating and Cooling Conrrac- 

1978. 

national Solar Energy Society, Aug. 28, 1978, CONF-780808, COO-4577-2, 1978. 

COO-4577-6, March 1979. 

Proc. International Solar Energy Society Meeting, May 28, 1979, CONF-7954 1-20, (200-4577-7, 1979. 

Energy Society Meefing, May 28, 1979, CONF-790541-54, COO-4577-8, 1979. 

tors’ Review Meeting. Nur. 26, 1980, CONF-800340-5, COO-4577-10, 1980. 
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~~ ~ ~~~ ~ ~ ~~~~ ~~~~ ~ 

~~~~~~~~1 I ~ v ~ $ ~ ~ ~ ~ ~ ~ ~ :  Jerry Alcone Contract Agency: Department of Energy 

C 
Q r ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  Science Applications, Inc. Co~at~sct ~~~~~: SERi-XP-0-9208- 1 

200 Lomas North West, Suite $00 
Albuquerque, NM 87102 

April 1988 through October 1988 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (S05) 247-038 1 source: DOE Lev& 108% 
................... __ ......... ._ .......... .- .... .................... ........ ........ 

Brajest ~ ~ ~ ~ ~ ~ ~ ~ ~ s :  

TO evaluate heat pump experiment and demonstration sites to assess thermal, economic, and reliability 
behavior of the systems; to analyze existing solar-assisted heat pump ( S A W )  systems to generate experi- 
mental data that could be used to substantiate systems analyses performed in 'FY 1979 and FY 1980; to 
identify areas for future developmcnt emphasis in the heat pump prograni. 

Project ~~s~~~~~~~~~ 

Potential sites were identified for data collection and analysis. After site analysis criteria were defined, 
several operating systems were selected and their performance data reviewed. Existing analyses were 
reviewed, and standards were defined for comparing systems. The selected systems were analyzed accordirag 
to these standards, and a position paper was developcd for the U S .  Department of Energy summarizing the 
status of SAIW systems and recommending future effcrts. 
____ ................. .......... .......... ...... ......... .............. 

~ M ~ ~ ~ ~ ~ t ~ ~ ~ ~ ~  

None provided. 
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5.3.13 Ground-Coupled Solar-Assisted Heat Pump Field Performance 
~ _ I _  - 

Principal Investigator: Sam V. Shelton 
Organization: E-Tech, Pnc. 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-79SF10549 
Contract Period: July 1979 through September 1980 3570 American Drive 

Atlanta, GA 30341 Funding: $178,000 
Telephone: (404) 458-6653 Source: DOE Level: 100% 

Project Objectives: 

To evaluate six ground-coupled solar-assisted heat pump systems in four geographical areas--two in 
Atlanta, Georgia; two in Baltimore, Maryland; and one each in Charleston, South Carolina, and Tallahas- 
see, Florida. 

Project Description: 

The six systems studied utilized a water source heat pump, low-temperature collector array, and a 
ground coil buried 4 ft (1.22 m) beneath the surface. This ground coil consisted of approximately 1000 ft 
(304.8 m> of 1.5-in. (3.81-cm) polyethylene plastic pipe. Two system control concepts were used. In the first 
concept, the solar heat was put into the ground and the heat pump always used the ground as its heat 
source. In the second concept, the solar heat was added to a storage tank, and the heat pump alternately 
used either the storage tank or the ground as its heat source. All systems were comprehensively instru- 
m~nted to gather operational. performance data. These data were collected and analyzed to determine each 
system's performance. All systems were in service fro~ti February 1989 to Sepeternber 1980. The systems 
showed g o d  performance, with heating coefficients of performance in excess of 2.0. The coils; in Florida 
failed during summer operation, however, due to ground coil temperatures in excess of 120°F. In comparing 
the two system types, d a b  scatter was too large to reach a conclusion. 

Pubgcations: 

E-Tech, Inc., Solar-Assisted Heat Pump Field Perfornaance Evaluations, Technical Status Report, 

E-Tech, Inc., Solar-Assisted Heat Pump Field Performance Evaluation, Final Report, DOE/ 

S .  V. Shelton, "Ground-Coupled Solar-Assisted Heat Pump Performance," Proc. Annual DOE Active 

I April 1979-31 JUIY 1979, DOE/SF/ 10549-T6, August 1979. 

SF/10549-T1, November 1980. 

Solar Heating and Cooling Contractor's Review Meeting, CONF-800340, March 1980. 
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Department of Energy 
th: California State University Co DE-AS02-78CS34597 

Fullerton, CA 92634 C~~~~~~~~ PerioiB: February 1978 through September 1980 
(714) 870-3876 

Level: 100% 

Project ~ ~ ~ e ~ t ~ v ~ s :  

when used in the series-parallel configuration. 
To define the performance advantages and disadvantages of a thermal. storageiheat pump subsystem 

This project evaluated the feasibility and cost effectiveness of an arrangement of an air-type solar- 
collector rock-bed and an electrically driven refrigeration machine for building heating and cooling. In this 
study, the condenser and evaporator were located at opposite ends of the rock bed of an otherwise norma! 
air-type solar heating system. The bed served as a time delay for heating and cooling effects of the con- 
denser and evaporator and thus stored heat, augmenting the heat pump at night and serving as cold-side 
storage during the cooling season. Optimum utilization of load management modes required prediction of 
the next day's demand and solar availability. Efforts were made eo develop a complete strategy for mode 
selection and the implementation of this strategy as a TRNSYS subroutine. 

Tasks completed included: 

Development of TRNSYS-compatible computer simulation subroutines to mock1 the rock bed and 

Performance of a sensitivity analysis of the anticipated operating conditions to determine the rela- 
tionship between the various parameters 
Performance of life-cycle cost analysis 
Preparation of conceptual designs to predict performance and costs for the system 

heat pump 
* 

0 

E. F. Sowell and P. W. Othmer, Series-Parallel Solar-Augmented Rock-Bed Heat Pump. Technical 
Progress Reporf, 2/1-7/31, 1978, DOE/CS/34697-T2, COO-4637-1, July 1978. 

E. F. So\.lrell, "Series-Parallel Solar-Augmented Rock-Bed Heat Pump," Proc. 3rd Annuad So!ar Heat- 
ing and Cooling Rerearck and Development P~QFKR Contractors' Meetirfg, Sept. 24, 1978, CONF-78098 3, 
March 1979. 

E, IF. Sowell, "Control for Residential Land Management Using Rock-Bed Heat Pump and Solar Col- 
lectors," Proc. Solar Energy Storage Options Workshop, Map: 18, 1979, COWIF-790328, March 1979. 

E. F. Sowell et al.. Series-Parallel Solar-Augmented Rock-Bed Heot Pump. Convolution Model of 
Rock Bed, DQE/CS/34097-T1, COO-4697-3, December 1979. 

E. F. Sowell and P. W. Othmer, Series-Parallel Solar-Augmenrsd Rock-B~d Heat Pump. &Yad 
Report, DOE/CS/34697-T3, COO-4697-2, December 1979. 
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5.3.15 Solar Energy Earth Storage System Mini-Prototype Testing Program 
- - 

Principal Investigator: S. W. Yuan 
Organization: Rise, I ~ G .  

6701 Montour Drive 
Falls Church, VA 22043 

Contract Agency: Department of Energy 
Contract Number: DE-AP03-80SF1 1121 
Contract Period: February 1980 through August 1980 
Funding: $10,000 

Telephone: (703) 534-6177 Source:DOE Level: 100% 
._._. _-.._II.-____ - 

Project Objectives: 

To complete the investigation of a one-tenth-scale experiment of a solar energy earth storage system. 

Project Description: 

The system under investigation consists of a volume of earth isolated from its surroundings by an 
impermeable membrane. Predicted moisture migration away from the membrane will generate a zone of low 
moisture content, and thus low thermal conductivity, impeding heat loss from the storage volume, 

The performance of the one-tenth-scale model of an earth-coupled heat transfer system was evaluated. 
Hourly temperature data were recorded, and monthly and annual heat losses from storage were determined. 

Theoretical calculations of the expected changes in earth temperature during the winter were made 
based on heat loss and heat use. 

S. W. Yuan, Solar-Energy Earth -Storage System (SEES'S) Mini-Prototype Testing Program. Final 

S. W. Yuan and M. M. Majdi, "Mini-Prototype Solar Energy Earth Storage System," Energy 6(7), 
Report, Feb. 15-Aug. 15, 1980, DOE/SF/ll121-T1, 1980. 

July 1981. 
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~~~ ~ ~ ~ ~ ~ 

~r~~~~~~~ ~ ~ v e s ~ ~ ~ ~ ~ ~ :  Elric W. Saaski Contract Agency: Department of Energy 

Cortraet Period: June 1979 through August 1980 
~ $ ~ ~ ~ z ~ ~ ~ ~ ~ :  Sigma Research, Inc. b ~ :  DE-AC03-79SF10542 

2950 George Washington Way 
Richland, WA 99356 

T e ~ ~ ~ ~ ~ ~ ~ :  (503) 735-0663 r.avdr ioo”r0 
...._... ~ ~ . .  ..... _______--. .......I_ ___l____l_l_.___ 

Project Objective: 

To investigate the design and economics of a direct-expansion solar collector and heat pump system. 

In this new design, solar energy absorbed by exposed panels directly vaporized a refrigerant fluid. TRe 
resulting low-temperature vapor was pumped to a high temperature and pressure and then condensed to 
release the heat absorbed in the vaporization process. The solar panels at most times operated at  or below 
ambient temperature, resulting in a significant reduction in heat loss and eliminating the need for glass cov- 
ers and insulation. 

The new collector was found to be particularly suited for heating in locales that experience large 
amounts of cloud cover and rainy weather because the panel continues to absorb energy by convection and 
radiation in the absence of solar input. In addition, condensation provides significant thermal input to the 
collector under the proper meteorological conditions. 

The use of a microprocessor to control the hcat pump improved the average coefficient of performance 
(COP). The microprocessor examined temperature throughout the system and controlled the compressor 
speed and the expansion valve to ensure optimum performance. 

The solar-assisted heat pump provided efficient utilization of available solar energy with a collector of 
minimal cost. In addition, the system provided significant heat output on cloudy days and during the night. 
These features, coupled with the system’s high COP, make it very attractive for use in marginal solar heat- 
ing areas, 

_I__ ...- .___..____.___.. ._____._____ ..._ 

E. W. Saaski, “Low-CQS~ Heating and Cooling Using a Direct-Expansion Solar Collector and Heat 
Pump,” Proc. Annual DOE Active Solar Heating and Cooling Contractors’ Meeting, CONF-800340, 
March 1980. 
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5.3.17 Evaluation of Solar Collectors for Heat Pump Applieatioas 

Principal Investigator: C. Gary Skartvedt 
Organization: American Heliothermal Corporation 

2625 South Sante Fe 
Denver, CO 80223 Funding: $98,000 

Contract Agency: Department of Energy 
Contract Number: DE-AC04-78CS3535 1 
Contract Period: September 1978 through June 1980 

Telephone: (303) 778-0650 Source: DOE Level: 100% 

Project Objectives: 

To evaluate the potential utility of low-cost, flat-plate solar collectors as the heat source/sink for solar- 
assisted heat pump systems for space heating and cooling; to conduct an experimental determination of 
effective night sky temperatures and convective heat transfer coefficients for surfaces with dimensions 
representative of flat-plate solar collectors. 

Project Description: 

Hour-by-hour heating and cooling loads were calculated for typical single-family residences in eight 
U.S. cities. A detailed computer simulation model was developed for a solar-assisted liquid source heat 
pump system. The model included provisions for ground-coupled thermal storage. Manufacturer's data and 
performance figures of merit were compiled for 20 commercially available collector configurations. System 
performance simulations were completed in four of the eight selected cities using a baseline unglazed plastic 
collector configuration and typical glazed insulated collector. 

Design calculations were completed for the night sky temperature/convection coefficient hardware. All 
materials and instrumentation equipment were purchased. Two identical test instruments were fabricated. 

Publications: 

C. G. Skartvedt, "Evaluation of Solar Collectors for Heat Pump Applications," Proc. Annual DOE 
Active Solar Heating and Cooling Contractors' Review Meeting, CONF-800340, March 1980. 
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L, Ecker Corntract Ageoey: Department of Energy 
~~~~~~~~ r: DE-AC03-78CS31718 

382 Nichols Drive CCWltract February 1978 through April 1980 
Hutchins, TX 75 141 Fun 

hawe: (214) 225-7351 %MrCtX DOE Level: 100% 

Project Objectives: 

To carry out the conceptual and detailed design, analysis, fabrication, and testing of heat pumps khat 
efficiently utilize solar input in the 40 to 100°F (4.4 to 37.8”C) range for heating and also provide effective 
cooling for residential applications ( 1 to 5 tons); to conduct studies of system configuration including com- 
mercialization potential. 

Project ~~~~~~~~~~~~ 

The goal of this project was to develop the hardware for solar-assisted heat pump (SlaHP) systems that 
offer increased perfornaance with minimum monetary trade-off. In addition io the engineering development 
work associated with the analysis, design, fabrication, and testing of advanced high-performance heat pumps 
and related system hardware, a marketing analysis and plan were developzd for producing and marketing 
these systems. 

‘Ihe scope of the design effort included the formulation of §AIW system desigils for residential systems 
sized from 1 through 4 tons. The hardware development of optimized high-efficiency vapor compression 
cycle heat pumps for usc in conjunction with SAHP systems was the primary focus of the dcdopment  
work. Compressor capacity control and optimized heat exchangers were emphasimi. 

A. k. Ecker, “Development of a Solar-Assisted Heat Rump for the Heating and Cooling of Buildings,” 
Proc. 3rd Annual Solar Heating and Cooling R h D  Branch Contractors’ Meeting, Sept. 24, 1978, CONF- 
780983, March 1979. 

A. L. Ecker, “Development of a Solar-Assisted Heat Pump for the Heating and Cooling of Buildings,” 
PPOC. Annual DOE Active Solar Heating and Cooling Contrcaetoss’ Review Meeting, Mar. 26, 1980, 
CONF-800340, March 1980. 
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5.3.19 Solar-Assisted Heat Pump-2: Analytical Selection 
of Marketable SAHP Systems 

Principal Investigator: William Kahan 
Organization: Singer Company 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-77CS3 1467 
Contract Period: September 1977 through April 1980 286 Eldridge Road 

Fairfield, NJ 07006 Funding: $336,000 
Telephone: (201) 256-4000 Source: DOE Levet: 100% 

Project Objectives: 

that have the best market potential for the various climatic regions of the United States. 

Project Description: 

To achieve the program objective, an efficient analytical model was used to compare the thermal and 
economic performance of the following competing systems: (1) an ail-electric resistance heating system; 
(2) a stand-alone heat pump system; ( 3 )  a stand-alone solar energy system; (4) a series SAHP system; and 
( 5 )  ;a parallel SAHP system. T us, optimized systems were compared and ranked according to their market- 
ability. This comparison was rformed in a number of U.S. climates to assess the depndence of system 
rank on climate. 

?'he life-cycle costs of the competing systems were calculated for five 1J.S. locations. For each location, 
calculations and comparisons were made for a large range of fuel costs at the time the system was installed. 
Furthermore, for each value of CF (the cost of energy at the time of ~ n s ~ ~ ~ ~ ~ ~ i o ~ ~ ~  the coll~ctor area and the 
storage volume (where approprintc) were sized to yield a minimum life-cycle cost system. Thus, optimized 
vying systems were compared with each other. 

The reported comparisons show that, where climate and fuel costs clearly justify an active solar energy 
system, the one with the lowest life-cycle cost i s  the series SAHP system. 

~ ~ ~ ~ ~ C ~ ~ ~ ~ ~ ~ :  

To identify the configurations of solar-assisted heat pump (SAHP) systems and associated components 

ll_l -_ ____ x__ ____........__.. I_ 

R. C .  Estes and W. Kahan, "Analytical Selection of Marketable SAHP Systems,n Prm. Solh~r Energy 

R. C .  Estes and W. Kahan, "Optimization and Comparison Strategies for Solar Energy Systems," Pro(:. 

W. Kahan, "SAHP-2: Analytical Selection of Marketable SAHP Systems," Proc. 3rd Annuai S ~ Q P  

and Conservation Symnposium Workshop, Dec. 1 I ,  1978, CONF-78 1235, December 1978. 

,War Energy and Conservation Symposium Workshop, Dee. I I, 1978, CONF-781235, December 1978. 

Heating and Cooling Research Developnzent Brunch Contractors' Meeting, Sept. 24, 1978, COW-7809 
March 1979. 

197Y, DOE/@S/3 1467-R2, SAN-1467-1, January 1980. 

Solar Healing and Cooling Contractors' Review Meeting, Mar. 26, 1980, CONF-800340, March 1980. 

W. Kahan, Analytical Selection of Marketable SAHP Systems. Final Reporr, Sept. SO, 1977-Dee. 31. 

W. Kahan, %AI-IP-2: Analytical Selection of Marketable SAHP Systems,n Proc. Annual DOE Aclive 
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ysis of Solar-Assi 

To evaluate the performance and economic advantages to solar-assisted heat pumps (SAHP) of 
ground-coupled storage and dual-source strategies. 

Prcajecct ~g~~~~~~~~~~ 

‘This study extended the Solar-Assisted Heat Pump Comparative Analysis done by Science Applications 
in FY 1979 by using the same baseliae residential system and adding ground-colapled storage Thermal. and 
economic pcrformance of thc systems with g r ~ s n d  coupling w a ~  compared with that of systems without 
ground coupling. h short study to bracket the pel formance/economics improvement that could be obtained 
using a dual-source strategy was included. The previouf, studies of series and parallel SAMP systerrns were 
extended by performing sensitivity analysis on engineering and economic parameters to determinc what 
could be dam to make these systems more cost effective. 

P~~~~~~~~~~~~ 

M. K. Choi and J. H. Morehouse, “TAermal and Econoniic Assessment Storage for Residential Solar 

N. M. White and J. H. Morehouse, Parametric Searsitivity Stzady for  Solar-Assisted Hear-Pump Sys- 

M. K. C h i  et al., Comparison of Ground-Coupled Solar IIeal Pump Systems to Converatiormad Sys- 

Heat Pilmp Systems,” ASME, 80-WA/SOL. November 1988. 

tems, Final Report, SERL/TR-98288- 1, July 198 1. 

tems for Residential Healing, Cooling and Wafer Heating, Final Report, SEKI/TR-98288-2, July 198 I .  
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5.3.21 Investigation of Heat Pump Impact on Solar Collector Design and Cost 

Principal Investigators: John W. Andrews 

Organization: Brookhaven National Laboratory 

Contract Agency: Department of Energy 
Contract Number: EY-76-C-02-0016 
Contract Period: June 1978 through September 1979 

William 6. Wilhelm 

Solar Technology Group Fuuding $210,000 
Building 701 Source: DOE Level: 1QO% 
Upton, NY 11973 

Telephone: (516) 282-4708 

Project Objectives: 

To assess the impact of advanced electric-powered heat pumps on the solar collector component of 
solar-assisted heat pump systems; to investigate, by means of computer simulation, collector performance 
and cost specifications; to identify low-cost collector concepts consistent with cost/performance goals deter- 
mined as above. 

Project Description: 

Advanced electric-powered heat pumps, designed to match the requirements of solar-assisted heat pump 
systems, have been developed by the U.S. Department of Energy. These new heat pumps have had 
far-reaching impacts on the performance requirements ~f other components of the system. This project 
assessed this impact ora the solar collector component. Colliector perfortnance SpfxifiCatiQEs set by rystena 
requirements were determined. Using existing design procedures, callector concepts were generated and 
evaluated. Cast reduction was the principal criterion for the evaluation. Test panels af selected designs were 
fabricated to provide point calibrations. 

I b i s  project activity was divided into the following tasks: task 1 --system analysis to ~ ~ t e r ~ ~ ~ ~  collector 
performance requirements; task 2-search for collector concepts meeting the requiterncnts identified in  task 
1; task 3 cost vs yield analysis; and task &identification of cost factors and an analysis of the means for 
cost reduction. 

In ib follow-on project, thin-film collectors were developed for direct heating and cooling as well as for 
heat pump applications. 

~~~~~~~~j~~~ 

J. W. Andrews, "Heat Pump Impact upon Solar Collector Design and Cost," Froc. 1979 ISES 
Congress, Atlanta, Georgia, May 1979. 

J. W. Andrews, "Solar-Assisted Heat Pump Program Overview and Summary of Work at Brookhaven 
National Laboratory," Proc. Annual DOE Active Solar Heating and Cooling Contractors' Review Meeting, 
Mar. CS, 1980, CQNF- 0, BNL-27662, 1980. 

-Assisted Heat Pump Research and Development Program in the United States,* 
Proc. lSES Workshop on Performance of Heat Bump Sysrems, May 8, 1980, CONF-8005150-l, 
27722, 1980. 

51 259, September 1980. 

51693, September 1983. 

J. W. Andrews, 

J. W. Andream, Solar Performance Goals for Salar and Ground-Coupled Hear Pump Systems, BNL- 

J. W. Andrews et al., Development of Low-Cost Polymer Solar Collectors, Annual Reporr, BNL- 
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epartrnent of Encsgy 
~~~~~~ Zia x4ssocia?es, h c .  E-AC02-78CSP4704 

5590 Arapahoe Road 
P.O. Box 1466 
Boulder, CO 80306 Level: 100% 

t Period: April 1978 through June 1979 

OPC (303) 4499170 

To establish the technical feasibility, for most retrofit applications, of mating a heat pump to a rock- 
bed storage unit for optimal performance at the lowest cost. 

Pmject ~~~~~~~~~~~~~ 

This study andyzed thc physical restraints involved in coupiing a heat pump to a conventional rock- 
bcd-storage type air system with flat-plate collectors. Only conlpmants currently available WXP, used SO that 
accurate pricing and perhmaacc data could be incorporated into the study.  The main result of the feasibil- 
ity sttidy was a control strategy that optimized the perf0rmance of cost-effective heat p”cnmp/solar systems. 
These, systems were modeled and subsequently arialyr,ed using the ‘L‘WNSYS computer program and a life- 
cycle cost analysis (LCCA) program. A detded  load model of a baselipe house was formulated as a part of 
the TRNSYS araalysis. 

‘The analysis also resulted in the development of a technique to canfinc the range of heat 
pump/rock-bed storage systems to those systems that arc feasible for a specific Iccztioa and set af ecowofliic 
conditions. 

Several. mcdificatisns and additions were made to the TRNSYS and LCCA COEi19UttX piograms during 
the course of the study. 

H. E Remmcrs, “Rock-Bed Storage with Heat Pump,” Proc. 3rd Annual Solar Heating arrd Cooling 

G. L. Mills and H. E, Remmers, “Heat Pump/ ck-Bed Storage Systems,” Proc. Solar Eaei-gy 

N. E. Remniers and G. L. Mills, Rock-Bed Storage with Heut Pump, COO-4704-3, Zia Associates, 

&?search and &3dOpment &ancb., (=oF$raCtQrS’ MWlittg ONF-78093, March 1979. 

Storage Options, CONF-790328, March 1979. 

IRC., May 1979. 
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5.4 Systems Using Refrigerant Mixtures 

5.4.1 Refrigerant Mixture Measurements in Two-Phase Flow 

Principal Investigator: David A. Didion 
Organization: National Bureau of Standards 

Contract Agency: National Bureau of Standards 
Contract Numbers: 745-1 11 1, 745-1278 
Contract Period: October 198 1, continuing 
Funding: $150,000 (FY-1982) 

Room B128, Building 226 
Washington, DC 20234 

Telephone: (301) 921-2994 Source: NBS Level: 108% 

Project Objectives: 

To design and construct a facility with which the heat transfer coefficient in two-phase flow of fluid 
mixtures may be measured, to provide a data base and develop a method for predicting forced-convection 
evaporative and condensing heat transfer coefficients of mixtures based on the transport and thermodynamic 
properties of their components. 

Projeet Description: 

The convective heat transfer coefficient is the single most important property for the design of heat 
exchangers. For those heat exchangers that have internal boiling or condensation coupled with forced con- 
vection (e.g., refrigerant systems, steam power systems, etc.), the complexity of flow conditions are such 
that the coefficient values are normally completely empirically based. Because this study focuses on binary 
mixtures that are nonazeotropic (different boiling and condensation points), the problem is complicated even 
further. In single-component fluids, it is typical to establish an empirically based functional relationship 
between the convective heat transfer coefficient and the other transport properties (e.g., conductivity, viscos- 
ity, etc.) for a given range of flow patterns and thermodynamic conditions. Once these relationships are 
established for categories of fluids, it is possible to predict the heat transfer coefficient based on the meas- 
ures of other transport properties that are significantly easier to make. I n  the area of nonazeotropic mix- 
tures, virtually no such relationships among the transport properties exist. 

The specific group of fluids being studied is that of fluorocarbons that are used or intended to be used 
as refrigerants. The apparent advantages of using non-azeotropic mixtures in refrigerant systems are 
( 1) improvement in efficiency, (2) less environmental (ozone) impact, (3) multilevel evaporators, and 
(4) self-lubricating working fluids. The evaluation of any of these possible advantages entails an overall per- 
formance evaluation of the refrigerant system, which in turn requires knowledge of the transport properties 
of the refrigerant. 

PublicatioPls: 

None provided. 
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_______...........I__ I__ ....... ...................................... 

~~~~~~~~~ 1~~~~~~~~~~~~ David A. Didion 
~~~~~~~~~~5~~ National Bureau of Standards Coatract Na k~ :  DE-AI05-OR21589 

Corntract Agency: Oak Ridge National Labarstory 

Center for Building Techno!ogy 
Division 745 

act Perimk May 1985 through September 1988 

Gaithersburg, MD 20899 Lev& 100% 
et (301) 921-2994 

___I__ __ ........ - ... -.........____.I__ 

Project ~ ~ ~ ~ ~ t ~ v ~ ~ ~  

To evaluate the thermodynamic and operational behavior of conventional a id  modified vapor- 
compression heat pump cycles and systems hardware using nonazmtropic refrigerant mixtures CNAMMs). 

In FY-1985 and FY-1986, a laboratory breadboard test loop featuring a variable-speed compressor and 
counterflow water-to-refrigerant heat exchangers was designed and fabricated. The operation of the loop 
was charasterized with one NARM refrigerant mixture. 

In FY-1987 and FY-1988, four tasks will bc conducted: 

Task l-eondduct experiments with the existing breadboard loop to deliionstrate achievement e€ the 
operational advantages of the use of NARMs as compared with conventional single-component 
refrigerants 
Task 2-Qetersnninc analytically and experimentally the heat-exchanger characteristics that are most 
favorable for use \,with. NAXMs 
Task 3-Condact analytical studies to investigate the potential pe:formamce of novel refrigeration 
cycles for use with NAKMS 
Task 4-Conduct experiments to investigate the performance of one or mare novel NAKM cycles 

* 

0 

None provided. 
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I Investigator: Reinhard Raderrnacher 

Center for Buijding Technology 
Division 745 

Contract A cy: Oak Ridge National Laboratory 

Period: October 1886 through September 1987 
~ r ~ ~ ~ ~ ~ ~ t ~ ~ ~ ~  National Bureau of Standards Co Numla~: DE-AI05-OR21589 

Gaithersburg, MD 20899 Sorarcs: DOE Lev& 100% 
one: (301) 921-3549 

~~~~~~~~ University of Maryland 

Prulject ~~~~~~~v~~~ 

To obtaiii specific heat data for selected nonazeotropic refrigerant mixtures (NARMs) over a wide 
temperature range [calculation of specific heat from an equation of state (EOS) is susceptible to substantial 
error because it involves the second derivative of the EOS; these measurements will botb provide useful 
specific heat data and permit adjustment of the EQS parameters]. 

Project ~~~r~~~~~~~ 

The specific heat of four rcfrigerant mixtures will be measured with a heat-conduction calorimeter over 
the entire temperature range: from room temperature to the critical teniperature of the mixture (but not 
exceeding 2 0 0 O F )  for five compositions and pure components in the liquid and vapor phases, The measure- 
ments in the vapor phase will be performed on supcrheated vapor under constant volunie conditions. The 
specific heat will be obtained by a straightforward calculation based on thermodynamic relations. All data 
will be used to fit the parameters of the EOS so that it reproduces the vapor pressure data and also provides 
accurate values for the specific heat. 

.. . ... . __. . .. . ..._ .. .. .. . ...... ._- 

None provided. 
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5.4.4 Evaluation of Advanced Vapor-Gompressim Using Nonazeotropic 
Refrigerant Mixtures 

1- -- 
Principal Investigator: Richard L. Merriam 
Orgm-zation: Arthur D. Little, Inc. 

32 Acorn Park 
Cambridge, MA 02140 

Contract Agency: Oak Ridge National Laboratory 
Contract Nmnber: 86X-22000C 
Contract Perid Jan. 1, 1985, through Apr. 1, 1987 
Funding: $220,13 1 

Telephoner (617) 864-5770 Source: DOE Level: 100% 
I-- ---. 

Subcontractor: W. Cooper (Consultant) 

To identify candidate nonazeotropic mixtures and advanced heat-pump-cycle concepts with emphasis on 
their potential for single-speed capacity modulation with active mixture composition control, to evaluate the 
cycles analytically and recommend the most promising cycles: and mixtures for further development. 

Project Description: 

This work covers the conceptual study of advanced cycles that will take advantage of nonazeotmopic 
refrigerant mixture characteristics. Nonazeotropic refrigerant mixtures have the potential to attain, with 
single-speed compressor operation, capacity-modulation benefits as well as enhanced low-ambient-outside- 
temperature heating-mode capacity when compared with R-22, the refrigerant most commonly used in air- 
to-air heat pumps, 

The results of the study to date show that modest gains ( -5%)  in coefficient of performance and 
capacity may be made, by using mixtures in a heat pump. An approximate 10% increase in performance is 
possible in a cmling-irnly machine. The final report is being prepared. 

PubEcatiws: 
- ___ --.1_1-11 II_ I_..-. I -.I_--._I_ ll.l ~ 
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5.4.5 Energy and Heat-Transfer Characteristics of Refrigerant Mixture Systems 

Principal Investigator: Wilbert F. Stoecker 
Organization: University of Illinois 

144 Mechanical Engineering 

1206 West Green Street Source: DOE Level: 100% 
Urbana, IL 61801 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 7762-X01 
Contract Perid. September 1979 through December 1986 

Building Funding: $28 1,000 

Telephone: (217) 333-0916 

Project Objectives: 

To assess the performarrce benefits that could result from the use of nonazeotropic refrigerant mixtures 
as the working fluid in domestic refrigerator-freezers; recently, to conduct basic heat transfer studies as well 
as computer modeling of refrigeration systems using mixtures as working fluids. 

Project Description: 

An analytical and experimental investigation was conducted of an R-12/R-114 mixture ar; a working 
fluid. In phase I, cycle calculations were made based on assumed state points. A dual-evaporator, dual- 
condenser laboratory test apparatus was constructed. In phase 11, a computer model using ideal mixing d e s  
was developed and used to conduct optimization studies of a two-evaporator refrigerator-freezer. The 
laboratory apparatus was operated to confirm the general predicted system behavior and to measure heat 
transfer coe%cients. In the current phase, the computer model is being upgraded to incorporate nonideal 
mixing behavior and improved caniponent models. A new test apparatus has been constru~ted to study con- 
densing heat transfer. This apparatus includes provision for eat exchanger t k w  ~ i ~ ~ a ~ i z ~ t ~ 5 ~  as we14 as 
~ ~ ~ s ~ i ~ ~ ~ ~ n ~  of heat transfer coeFficients. 

~~~~~~~~~~~: 

”wi. F. Stoecker and P. F. Launay: “An Evaluation of Using a Rcfrigerant Mixture in a Meat Pump for 
Water Heating,” Proc. Conference on Was& Heat Recovery for Energy Consenation, CONF-880966, Sep- 

P. F. Launay, I ~ ~ ~ o ~ ~ ? ~ ~  t?ie E’fickwcy of Refrigerators and Heat Pumps Using n Nonazeoeropir Mix- 

W. F. Stoecker, Energy Characteristics of a Two-Evnporator Refrigerator IJsing a Refrigerant Mix- 

W. F. Stoecker and C .  I. McCarthy, The Simulation and Perfiwmance of a System Using an R-l?/ 

W. F. Stoecker, “Internal Performance of a Refrigerant Mixture in a Two-Evaporator Refrigerator,” 

W. F. Stoecker, “Condensing Coefficients When Using Refrigerant Mixtures,” Proc. DOE/ORNL fieat 

ture of RefFigeruntu, ORNL/Sub-81/7762/1, October 1981. 

ture, ORNL/Sub/8 1-7762/2&01, March 1982. 

-114 Refrigeraat Mixture, ORNL/Sub/81-7762/3&Ol, May 1984. 

ASHRAE Trom 91(IB), 1985. 

Pump Conference, Dec. 1 1  -I  3, 1984, CONF-84 123 1, August 1985. 
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Investigator: David A. Didion 
tion: National Bureau of Standards 

Conbaet Agency: Electric Power Research Institute 
Contract Nu 
Cointract Period: Jan. I ,  1982, through Sept. 30, 1986 1J.S. Department of Commerce 

Gaithersburg, MD ~~~~~~~: 
one: (301) 921-2994 Source: FPRI Level: 100% 

~ 

Project Bbjrcrtires: 

To develop a simulation model of a vapor coapression cycle opcmting with binary nonazeotropic refrig- 
erant mixtures, to perform a parametric evaluation of performance advantages of nonazeotropic mixtures. 

Three tasks to develop the methods and perform an examination of nonazeotropic mixture refrigerants 
for heat pumps are included: 

a 

0 

Therniodynamic modeling of refrigerant mixtures 
Heat transfer modeling of mixtures in heat pump cycles 
Examination of hes t pumps using nonazeotropic mixtures 

The modeling efferts will take advantage of coordinated experimental programs sponscrred by the 
National Burem of Standards (NRS) involving physical measuremeats of mixtures. Algorithms developed 
will be incorporated into the existing NBS physical heat pump model. Candidate; binary mixtures will be 
evaluated on seasonal performance and demand bases. 

Conventional vapor-compression heat pumps employ single-cmnponcrt refrigerants or azeotropic mix- 
tures of refrigerants 2s their working fluids. Azcottropic mixtures function essentially as single-component 
refrigerants because their vapor- and liquid-phase compositions are the same at a given pressure, In 
nonazeotropic mixtures, the concentrations of individual components vary by state of the fluid in the work- 
ing range. At condenser and evaporator conditions. the vapor is richer than the liquid in the more volatile 
component. The resultant effect is that nonaseotrspic mixtures provide a performance advantage over 
single-component refrigerants or azeotropes. Data on mixtures are very limited, and none of the recognized 
public-domain, physical-principle models of heat pumps presently accommodate wonazeotropic mixtures. 

A literature search and conitacts with manufacturers were initiated; the manufaciurers contacted indi- 
cated considerable interest. Property measurements were completed on the W1381/ 152a mixture, The 
improvements centered on an accumulator algorithm and suction-gas state; determination. The thermo- 
dynamic modeling effort progressed with development of algorithms for dew and bubble surfaces that 
predict liquid densities to 1- 0.1%. 

An equation-of-state model was formulated and verified against data on both single-component and 
mixture refrigerants. The evaporator algorithms of the heat pump model were refined, and data on R22 
were collected using an evaporative heat transfer coefficient apparatus developed for this effort. Laboratory 
tests of various R 13B 1 /R 152a mixtures were made in a heat pump. The equation-of-state model was incor- 
porated into a physical-principles heat pump model for further concept analysis. Screening of refrigerant 
mixtures was initiated. 

Publications: 

None provided. 
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5.4.7 Performance of Nonazeotropic Binary Refrigerant Mixture 
in a Residential Heat Pump 

Principal Investigator: David A. Didion 
Organization: National Bureau of Standards 

Contract Agency: Oak Ridge National Laboratory 
Contract Number. DE-AI-830R2 1335 
Contract Period: March 1983 through May 1986 Bldg. 226, Room B128 

Gaithersburg, MD 20899 Funding: $lOO,OQQ 
Telepbone: (301) 921-2994 Source: DOE Level: 100% 

Project Objectives: 

refrigerant mixture as a working fluid. 

Project Description: 

This project involved laboratory performance measurements of a relatively unmodified, commercially 
available air-to-air heat pump designed for R22 when charged with a nonazeotropic binary mixture of 
refrigerants R13B1 and R152a. Tests were conducted with both the stock capillary tube and modified 
short-orifice expansion devices. For the mixture tests, refrigerant charge for optimum performance was 
determined. 

‘The effect of gliding temperature within the two-phase region of the condenser and evaporator was 
foilnd to be small. The experiments confirmed that some capacity improvement at  low air-source tempera- 
ture was obtained by storage of the law-capacity refrigerant component in the suction-line accumulator. The 
measured performance was approximately t 1 % lower in both efficiency and capacity compared with 
the cooling mode. The high-temperatxe heating capacity was 8% lower and efficiency was 3% lower than 
R22. The low-temperature heating capacity was 14% higher and efficiency was 2% higher than R22. These 
results show an improvement in  heating performance at  the expense of reduced cooling-mode ~ ~ ~ ~ r ~ ~ f l ~ .  

To quantify the performance of the typical residential heat pump operating with a nonazeotropic binary 

P ~ ~ ~ ~ ~ ~ t ~ O ~ $ :  

D. A. Didion and W. J. Mulroy, “The Performance of a Residential Heat Pump Operating with a 
Non-Azeotropic Binary Refrigerant Mixture-A n Interim Report,” Proc. DcSE/ORNL Heat Pump Confer- 
ence, Dee. 11--13, 1984, CONF-$41231, August 1985. 
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5. 

Contrast Agency: International Errcrgy Agency 

C~nfract PeeSsd: June 1982 through January 1985 
er Technical University Contract NamtbCh: 

1-1. Schnitzea, G r a ~  Technical University 
1%'. IF. Stoecker, University of Illinois 

~e~~~~~~~~ Level: 20% 
Other participating 80% 

IEA countries 

To gather theoretical and experimental infcrmation for heat p m p  systems operating with new working 
fluids or mixtures with cniphasis on nonazcotropic mixtures, to evzluate their potential in comparison with 
other heat pump systems. 

F?r+c@$ ~~~~~~~~~~~~ 

This project is supported by a natlonial team in each of thc following participating countries: Austria, 
Deamark, Finlarand, West Germany, Sweden, and the United States. 

The project shows that heat pump performance can be improved in several ways by the :is8 of nonazea- 
tropic mixtures, The coefficient of performance as well as the hedting capacity can he improved consider- 
ably if the temperature gradients of the hcat sink and heat source are sufficieatlly high, at least above 5OC. 
.41so, other parametm, such as condensing pressure and temperature, the compressor dischai.ge iempera- 
tnre, asd variation of thc heating capacity with the load, can be influenced in a positive way. These possible 
imprs-vemcnts apply equally to space heating and industrial applications. 

To gsbn the various advantages with mixtures, ore m ~ ~ t  design the system and thi: components pap- 
erly. It was shown that the design of all components in a heat pump are ioflueGced w h m  a rnixiimre is used. 
The choice of a mixture and its composition is essential to performance. This choice is dependent on the 
temperature level and the temperature gradient of both the heat sink and the heat source. In the search for 
the appropriate types of mixtures, knowledge of the state and transport properties i s  important. There are 
several methods for estimating mixturc properties when the corresponding data for the pure conaponents are; 
known. To use the methods for mixturee of refrigerants, one must carry out a great number of 
measurements of state and transport properties with both pllre compoiar?ds and with mixtures. 

T. Beantsson et ai., High Temperature Working Eiuids and Nonazeotropie Mixtures i?m Conpressor 
Driven Heat Pump5 ----State-of-the-Art Report, January 1984. 
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5.5 Energy Storage Systems 

5.5.1 Steady-State Performance Characteristics of Latent Heat 
TES/Heat Pump Systems 

~~ ~ 

Principal Investigators: R. A. Whisnant 

Organization: Research Triangle Institute 

Contract Agency: Office of Advanced Conservation 

Contract Number: DE-AC01-79ET26707 

Fudmg: $325,000 

T. W. Sigmon Technologies, Department of Energy 

P.O. Box 12194 
Research Triangle, NC 27709 

: July 1979 through July 1981 

Telephone: (919) 5411-5878 Source: DOE Level: 100% 

Project Objectives: 

To determine the relative viability of various coupled latent heat thermal energy storage (TES) heat 
pump systems for residential space heating and cooling applications; to describe the sensitivity of their rela- 
tive viability to selected geographic, economic, and system performance parameters. 

Project Descriptions: 

Two current projects were completed that wholly or in part addressed various technical issues involved 
in the implementation of heat pump systems combined with TES. 

The first of these involved the determination of steady-state performance characteristics for six generic 
TES/heat pump configurations and the comparison of the operational performance. of these systems with 
other space heating and cooling technologies. Of these latter systems, four were commercial or near cam- 
mercial air conditioner or heat-pump-coupled TES systems. Steady state performance was established for all 
systems. Operational performance and system life cycle costs were determined for the six generic designs for 
a limited set of application conditions. Operational performance was established through use of a computer 
simulation that utilized a control algorithm to identify appropriate modes of operation under a time-of-day 
electric utility rate structure. This software package was used to compute operational performance for the 
other systems considered. 

The second project established a reliable method of estimating seasonal energy use by TES/heat pump 
systems and used this methodology to evaluate a large number of possible system designs and to identify a 
smaller number of systems that merit more detailed analysis. The approach to evaluate performance was a 
modification of the bin analysis approach. This was completed and applied to a number of system designs. 

Pubiications: 

Economic Issues Related to Energy-Storage Systems, RTI-1855-01-01F, May 1982. 
Research Triangle Institute, Dispersed Energy-Storage Analysis, VoI. I ,  Investigation of Technical and 
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~~~~~~~~ I ~ ~ ~ ~ ~ ~ ~ ~ t ~ ~ ~  D. I”. cooper 
~ ~ ~ ~ ~ ~ z ~ ~ i ~ ~ ~  Battelle Colunibus Laboratories 

505 King Avenue 
Columbus, OH 43201 

Agency: Oak Ridge National Laboratory 
Number: 7800-X07 

Sept, 12, 1980, through May 31, 1981 

T ~ ~ e ~ ~ ~ ~ ~ ~  ( 6  14) 424-74 1 1 Source: DOE Level: 100% 

Project ~ ~ j e c ~ ~ ~ ~ s ~  

rniniriiuni cost while still meeting the functional requirements of Annual Cycle Energy Systems. 

Froject ~~~~~~~~~~~~ 

Rattelle evaluated a large number of ice storage tank/heat exchanger coil configurations and designs 
and detailed the design of three of the most promising of these. Because of the requiremefits for high insula- 
tion and mechanical integrity for long periods (20 years or more), none of the designs led to substantial 
reductions in cost. 

~M~~~~~~~~~~~ 

To devise and evaluate diverse storage concepts, to develop detailed designs for those that promise 

_.__________._...~..__-.......-________I __ ......._ ~ ......- ____ .___ 

G. M. Alexander et al., Develop,pment of Concepts for Low-Cost Energy Storage Assemblies for Annual 
Cycle Energy System Applications, ORNI,/Sub-7800/ 1, October 198 1. 
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5.5.3 Development of the Concept of a Split Ice-Maker, Ai-Evaporator 
Heat Pump for Use in an Annual Cycle Energy System 

Principal Investigator: Mason H. Sommerville 
Organization: University of North Dakota 

Engineering Experiment Station 
Box 8 164, University Station 
Grand Forks, ND 58202 Source: DOE Level: 100% 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: Sub-7434 
Contract Period: Dee. I ,  1977, through Jan. 31, 1981 
Funding: $232,043 

Telephone: (701) 777-3132 

Project Objectives: 

instrument and monitor two ACES demonstration houses in the Grand Forks, North Dakota, area. 

Project Description: 

Three types of multiple-source heat pumps were designed and tested: (1) the parallel evaporator, 
(2) the series evaporator, and (3) the parallel evaporator with active subcooling, The series evaporator and 
the parallel evaporator were tested in a house in Iaimore, North Dakota. The parallel evaporator with 
active subcooling was, by far, the most promising and in addition to its applicability to ACES, offers a 
potentiid solution to the problem of defrosting of air evaporators. A system with the parallel evaporator with 
active subcoaling was tested in a home in Crookston, Minnesota. 

To develop a split air-water evaporator for residential Annual Cycle Energy Systems (ACES); to 

Publications: 

C. P. Kipp, Annual Cyde Energy System (ACES) Impact upon a Utility's Load Duration Curve, 

D. V. Mathsen, A Summary ofMonitoring Efforts and Results from the ACES-Equipped Larimore, 

M. H. Sornmerville and S. G. Penoncello, The Design and Development of a Split Evaporator Heat 

80-EES-12-01, December 1980. 

North Dakota, and Crookston, Minnesota, Houses, 80-EES-I 2-03, December 1980. 

Pump System, ORNL/Sub-7434/ 1, December 198 1. 
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~ ~~ ~ 

P r ~ ~ c ~ ~ ~ ~  I ~ ~ ~ s t ~ ~ ~ t ~ ~ s ~  Robert Minturn, 

~ ~ ~ ~ ~ ~ z a ~ Q ~ ~  Oak Ridge National Laboratory Contra 1976 through 1981 

: Department of Energy 
Van D, Baxter, et al. 

P.O. Box Y 
Oak Ridge, TN 37831 

one: (615) 574-5213 
Level: 100% 

To incorporate in a practical system the outstanding energy conservation ptential that exists when a 
unidirectional heat pump and the interseasonal storage of energy are combined to provide heating, coohg,  
and domestic hot water to buildings; to develop and test this system; to determine its applicability to 
different geographic arcas; to make available to the private sector the methodology for designing such sys- 
tems. 

Project ~ e s c ~ ~ p ~ ~ ~ ~ ~  

Field testing of the Annual Cycle Energy System (ACES) and other heat pump systems was carried 
out at the University of Tennessee TECH site near Knoxville, Tennessee. Two identical houses at  the site 
provided the location for carefully controlled, well-instrumented experiments on residential heating, ventilat- 
ing, and air-conditioning (HVAC) systems. For four years, performance data were gathered and analyzed 
on the ACES, an all-electric systernn, and two commercially available heat pump systems. A weather station 
on site allowed performance data to be correlated with actual weather conditions. In the laboratory, ice- 
maker heat pumps were developed for ACES applications, and low-temperature solar panels were evaluated 
as alternate energy sources for the ACES. Computer programs were developed to accurately simulate the 
performance of a number of ACES configurations mdes field conditions. These programs were used to 
compare the performance and economics of a number of WVAC systems throughout the United States. This 
project proved that the ACES is reliable and durable and is among the most energy efficient systems avail- 
able. Savings of 50% of the energy used by state-of-the-art high-efficiency heat puinps were achieved. How- 
ever, because of the relatively high cost of the system (two to four times the cost of conventional residential 
HVAC systems), ACES was not a viable consumer product. 

Publications: 

H. C. Fischer et al., Summary of Annual Cycle Energy System Workshop I Held October 29-30, 

J. C .  Moyers et al., Design Report for fhe ACES Demonstration House, ORNL/CON-1, October 

E. A. Nephew et al., The Annual Cycle Energy System: Initial Znvesligations, ORNL/TM-5525, 

E. C .  Hise, Performance for the ACES Demonstration House, August 1976 through August 1977, 

A. S. Holman and V. R. Brantley, ACES Demonstration Con.Wwtion, Startup, and Performance 

A. S .  Holman et al., Annual Cycle Energy System (ACES) Performance Report, November 1977 

E. A. Nephew et al., Theory and Design of an Annual Cycle Energy System (ACES) for Residences, 

R. E. Minturn and L. A. Abbatiello, ACES 1979 Capabilities and Potential, ORNL/CON-48, June 

M. L. Ballou et al., MAD: A Computer Program for ACES Design Using Monthly Thermal Loads, 

1975, ai Oak Ridge, Tennessee, ORNL/TM-5243, July 1976. 

1976. 

October 1976. 

ORNL/CON-19, March 1978. 

Report, ORNL/CON-26, October 1978. 

through September 1978, ORNL/CON-42, Nay 1980. 

ORNL/CON-43, May 1980. 

1980. 

ORNL/CON-51, March 1981. 
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L. A. Abbatiello et al., Performance and Economics of the ACES and Alternative Residential Heating 

V. D. Baxter, ACES: Final Performance Report Dee. 1, 1978, Through Sept. 15, 1980, 

J .  L. Bledsoe et al., Data Collection and Pmcessingfor the ACES, ORNL/CON-59, August 1981. 
E. A. Nephew and L. A. Abbatiello, Performance and Economics of Eight AlEernative Syrstems for 

Residmtiad Heating, Cooling, and Water Heating in 115 U.S. Cities, ORNL/CON-89, November 1982. 
V. D. Baxter, ACES Tests at the TECIf  Site: 1981, ORNL/CON-96, August 1983. 
M. A. Kuliasha and W. P. Poore, Assessment of the Load Management Potential of the Annual Cycle 

and Air Conditioning Sysienis in 115 U.S. Cities, ORNL/CON-52, March 1981. 

ORNL/CON-64, April 198 1. 

Energy Sysrem, ORNL/CON-140, March 1984. 

Patents: 

U. S. 4,051,074: H. C. Fischer, Bidirectional Piston Valve, Nov. 8, 1977. 



106 

5.5.5 ACES Cootro11 Package 

Priocipal Invcstigrtor: A. G. SaitL 
~~~~~~~~~~~~: Robertshaw Controls Company 

Ce~atsast Agemy: Oak Ridge National Laberatory 
Coa~txact NamLer- B9X- B4290V 
Corntract Perid: h u g .  IO, 197'7, thmrgh Feb, 21, 1980 1701 Byrd Aveaue 

Richmond, VA 23261 
hone: (804) 282-9561 Leveii: 100% 

To design and build an Annual Cycle Eaergy System (ACES) control package for a single-family 
residence to serve a$ a prototype unit for po5sibk commercial production. 

The subsontractor designed, constructed, and delivered a prototype unit for the year-round control of a 
minimum ACES in a single-family residence. The packagc consisted of control closu:e input sensors, a ccn- 
tral clock and logic box, and contact closure electromechanical rclilys for ~perst ioa af output devices. Also 
delivered was a manual contio! box for checking the logic box and ACFS opciaiim. 

A manual describing the system, specifications, installatien, opcrztion, checkout, sensor !iteratiire, 
instructions, drawings, and a parts list was supplied. 

Pablications: 

Robertshaw Controls Company, ACES Corrrrol System, March 1980. 
.. . . .... . . ... . . .. - .......... ~ .......... ~ . . . . . . . . . . ~ . ...~.. 
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5.5.6 Plate-Type Ice Maker Heat Pump Development and Testing 

Principal Investigator: Van D. Baxter 
Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: W-7405-eng-26 
Contract Period: 1977-1980 P.O. Box Y 

Oak Ridge, TN 37831 Funding: 
Telephone: ( 6  15)  574-2 104 Sonrce: DOE Level: lQO% 

Subcontractors: University of North Dakota 

Project Objectives: 

(ACES) program. 

Project Description: 

The plate-type IMHP was investigated as an alternative to the brine-chiller-type mechanical package 
for ACES. For the IMHP, ice was produced on evaporator plates above the storage tank and periodically 
harvested. The brine-chiller concept produced ice on a secondary heat exchanger submerged in the storage 
tank. 

Three harvesting schcmes were tested: hot gas; stored refrigerant; and dual fluid, off cycle. The hot-gas 
scheme tended to penalize excessively the heating output of the system. Stored-refrigerant schemes elim- 
inated that problem but caused compressor failures from floodback and oil dilution. The dual-fluid schemes 
exhibited no such problems and demonstrated an ability to harvest during compressor off cycles. Therefore, 
it was concluded that dual-fluid, off-cycle schemes are the best for use with IMHPs. 

Performance test results indicated that the IMHP had only slightly better performance than the brine- 
chiller systems. Further, the storage ice packing density for the IMHP was about half that of the 
brine-chiller. This would mean that the IMHP would need about twice the storage volume for the same 
energy storage. BMIIPs were concluded to be an uneconomical alternative for the ACES systems. They 
may, however, be the better choice for short-term (diurnal) storage air-conditioning systems. 

To develop and evaluate plate-type ice maker heat pumps (IMHP) for the annual cycle energy system 

Publications: 

ORNL/CON-21, April 1978. 

ORNL/CON-23, October 1978. 

H. C. Fischer, Development und Testing of a Single-Plate and a Two-Plate Ice-Maker Heat Pump, 

V. D. Baxter, Intermediate Report on the Performance of Plate-Type Ice-Maker Heat Pumps, 

V. D. Baxter, Ice-Maker Heat Pump Development: Final Report, ORNL/CON-50, September 1980. 
M. H. Somerville and S. G. Penoncello, The Design and Development of a Spiit Evaporator Heat 

Pump System, ORNL/Sub-7434/ 1, December 198 1. 
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Contract Agency: Argonne National Laboratory 

el: June 20, 1978, through Nov. 30, 1979 

Soaurame: DOE Level: 100% 

Project Objectives: 

To assess the feasibility of a hcat-pumpcentered integrated conxmunity energy system (HP-ICES) 
based on a community scale, annual-cycle energy storage approach using both latent and sensible thermal 
eiiergy storage with water as the medium. 

'This centralized system used an ice-making heat pu?r?p driven by an electric motor or an engine. Space 
heating and coo!ing as well as service-water heating w r e  provided. Detailed case studies of applying this 
HP-ICES concept were made on the market square project in Washington, D.C.. and Park Plaza in Boston, 
Massachusetts. 

The ice-generating HP-ICES used the heat of fusion of water as a heat source, converting water into 
ice. The annual overall coefficiefit of performance was expected to reach a value of 4.85 and related to 
source energy, a value sf 4.85 X 0.31 = 1.5. This was greater than 0.713, the value for which the 
HP-ICES would perform equally well with a conventional systcm having the same cooling and healing 
output. 

In the Washington. D.C., case study, the annual source energy input was found to be about 60% and 
the libcycle annual average cost was 40% of the corresponding quantities for a conventional ccntral system 
with equal heating and coo!ing capacity. The annual average operating and administration cost for this 
HP-ICES was less than 70% of the corresponding costs for the conventional system, w h h  the initial cost of 
the WP-ICES was 70% larger than that of a conventional system. 

In the Boston case study, the annual source energy input for this HP-ICES was found to be 35% and 
energy cost was about 30% of the correspondkg quantities for the conventional system. The annual average 
operating and administration cost for this I-IP-ICES was 4170 of the conventional system cost, while the ini- 
tial cost for this HP-ICES was 4.5 times as great as that for the conventional system. 

~~~~~~~~~~~S~ 

F. S. Dubin et al., MeaF-Pump-Centered Inntegrated Commzcnity Eiiei-gy Systems---Interim Report, 

F. S. Dubin et al., Heat-Pump-Centered Imfegrated Community Energy Sysrerns-Fimb Report. 
ANL/ ICES-TM-29, February 19 79. 

ANL/CMSY-TM-8, August 1979. 



109 

5.5.8 Economic Evaluation of the Annual Cycle Energy System 

Principal Investigator: J. W. MacArthur 
Organization: Honeywell, Inc. 

Energy Resources Center 
2400 Ridgeway Parkway 
Minneapolis, MN 55413 Source: DOE Level: 100% 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: Sub7470 
Contract Period: May 22, 1978, through Qct. 31, 1979 
Funding: $2 12,299 

Telephone: (6 12) 378 -467 3 

Project Objectives: 

To assess the economic viability of the Annual Cycle Energy System (ACES), to determine its 
economic competitiveness with other more conventional heating and cooling systems, to compare the sea- 
sonal coefficients of performance of ACES with conventional systems. 

Project Description: 

Computer codes were developed to simulate ACES and conventional system performance and to calcu- 
late economics of operation; these codes were applied to single-family and multifamily residential and small 
commercial buildings in Atlanta, Philadelphia, and Minneapolis. 

In brief, the full ACES was found to be the most energy efficient system evaluated for single-family 
and multifamily dwellings, but at a cost unacceptable for systems installed at  1978’s prototype prices. How- 
ever, under a reduced equipment price scenario (projected 1982), the economic picture was more favorable. 

In commercial applications, the AGES was again found to deliver significant energy savings and was 
economically superior to oil, gas, and electric systems at 1978 equipment and fuel prices in all locations. 

Publications: 

J. W. MacArthur, Economic Analysis of Annual Cycle Energy Systems, ORNL/Sub-7470/ 141-3 ,  
May 1980. 
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5.5.9 Aid in the Deveia 

..... __..-__ ..... - .... _____ 
Principal ~ ~ v ~ ~ t ~ ~ a t ~ ~ ~  Robert G. Werden Oak Ridge National Laboratory 

~~~~~~~~~~ Robert G. Werden & h s . ,  Inc. Contract N : Sub-7225 
Jenkintown, PA 19046 Nov. 15, 1976, through Oct. 31, 1979 

T~~~~~~~~~ (2 15) 885-2500 ~~~~g~~~~~~ $23 7,464 
%nsse: DOE Level: 100% 

____ ......... ...... ~ .-.- ___ ......... __________ ......... ___._____ ........ ____- 
Project Objectives: 

To assist Oak Ridge National Laboratory in the development of an Annual Cycle Energy System 
(ACES) design handbook for large buildings, to provide consultation to DOE and the ACES program on 
heating, ventilating, and air-conditioniag (HV4C) systenxs in large buildings. 

Projcet ~ e ~ c ~ ~ ~ ~ ~ ~ ~ :  

The project was terminated in October 1979 following a DOE decision not to pursue ACES applica- 
tions in larger buildings at that time. At the time of termination, considerable information on hardware had 
been gathered and designed methodologies were being developed. This information is currently being 
retained should interest in this concept be revived. In addition to handbook development, the subcontractor 
acted as technical liaison with the Southern States Energy Board and the State of Maryland in a project, 
later dropped, to put an ACES in a state office building. This involved, among other things, an analysis of 
the performance and economics of  three ACES configurations in three candidate office biiildings. The sub- 
contractor also provided consultation on numerous occasions to ORWL and to DOE headquarters on ques- 
tions pertaining to HVAC systems in larger buildings. 
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5.5.10 ACES Feasibility and Commercialization 

Principal Investigator: D. W. Talbott 
Organization: The National Association of Homebuilders 

Contract Agency: Department of Energy 
Contract Number: EC-77-C-05-2130 
Contract Period: Sept. 1, 1976, through Research Foundation 

P.O. Box 1627 
Rockville, MD 20850 Funding: $88,157 

Feb. 28, 1979 

Telephone: (202) 762-4200 Source: DOE Level: I0W 

Project Objectives: 

energy costs for ACES and conventional systems. 

Project Description: 

The National Association of Homebuilders Research Foundation concluded that significant energy sav- 
ings using ACES can be shown for all house types in all of the 16 climatic zones. They calculated that 
ACES energy savings at 1978 rates would justify first costs of ACES installations ranging from $5800 to 
$7500 and that if first costs could be brought within this range, the market potential for ACES might 
approach 0.5 million units per year. 

Five potential barriers to implementation were recognized: ( 1) financing the higher capital cost; 
(2) lack of product reliability experience; (3) experienced suppliers and installers; (4) nonavailability of 
turnkey systems; and (5) local acceptance of innovation. 

Publications: 

Feasibility and Commercialization Potential of ACES, Final Report, OR0/2130/ 1, February 1979. 

To evaluate Annual Cycle Energy System {ACES) applicability by climate and house type, to compare 

.- 

National Association of Homebuilders Research Foundation, Inc., Research Program on the Economic 
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5.5.1 I Investigatio ater Storage CIP 
To Be Utilized in ~~~~~~~~~0~ with the ACES 

cipal ~~~~~~~~~~~: Irwin G. Cantor 
~ i ~ ~ ~ j ~ ~ :  The Office of Irwin G. Cantor 

ational Laboratory 

919 Third Avenue 
New York, NY 10022 

through Jan. 1, 1978 

~IOR~: (212) 486-9450 Saorce: DOE Levek 100% 

Project ~ ~ ~ ~ ~ t ~ v ~ ~ ~  

(ACES) installation. 

Project Descriptio 

Thz subcontractor conducted research on the cast and availability of water storage tanks suitable for 
ACES installations and found that most commonly used tanks such as wood-stave welded steel are the least 
economical construction materials for such use. Field-erected construction procedures, lising locally available 
niaterials and field experience, were found to be the most economical answer to tank requirements. The sub- 
contractor cancluded that integration of the ACES tank with the to?al house design was essential for 
economical development of ACES and that the use of the tank as a portion of the foundation walls indi- 
cated as much as 50% could be saved in total tank cost. 

To determine the cost and availability of water storage tanks suitable for Annual Cycle Energy System 

I. G. Cantor Company, Investigation of Alternate Types of Water-Storage Compments to be Utilized 
in Conjunction with the ACES, ORNL/Sub-78/14233/1, December 1977. 
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5.5.12 Performance Evaluation: Energy Efficiency at Volney Town Ha 

Prirneipal Investigator: Judson Brown 
~ F ~ a ~ ~ ~ ~ ~ ~ ~ ~ ~  w. s. Fleming and Associates, h c .  

5802 Court Street 
Syracuse, N Y  13206 

T~~~~~~~~~ (315) 437-1780 

Contract Agency: Niagara Mohawk Power Corporation 
Contract Number: 
Cootrack ~~~~~$ 
F~~~~~~~ 
Source: Niagara Mohawk LRvelr 100% 

Project ~~~~~~~~e~~ 

To inonitor and evaluate the performance and cast effectiveness of the Vol~~ey Town Mall's unique 
building systems such as (1 )  heat pump coupled to building storage mass, (2) solar domestic hot water sys- 
tem, ( 3 )  super insulated envelope, and (4) solar air collectors. 

Project ~ ~ ~ ~ r ~ ~ t ~ ~ ~ ~  

A heat pump soupled to sand mass beat storage i s  one of the elements in this uni ue public building 
design. This system, together with other building systems designed to provide low energy use, has been mon- 
itored for one year. The overall energy perfrarraattnct: of the Town Mall is excellent in comparison with other 
assembly buildings; however, the mass-coupled hest pump system has not anade a major contrlbutron to the 
overall energy performance because it does not function as an auxiliary heat source to the building, but 
merely as a means of moving heat in and out of storage within the building. 
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an Advanced Prototype Sol 
ressor Heat Pump 

I __ _ _ _ _ _ _  _ _ _ _ _ _ _ _  ___ __ ~ - __- -__  
~~~~~~~t~~~~ Frank R. Biancardi Ca;ntrart Agsacy: Department of Energy 

James W. Sitler CQEBttXt r: DE-AC03-77CS34510 
G. Melikia ClXXtiXt September 1977 through 

~ ~ ~ ~ ~ t ~ ~ ~ :  United Technologies October 1983 
Silver Lane 
East Hartford, CT 06 108 Saurce: DOE L e d :  100% 

T~~~~~~~~~~ ( 203) 4 27-7 234 
__I_- ______.___ _ ~ _ _ _ _ _ _ _  __ __ 
Project Bhjectivc-s: 

To design, fabricate and asiemble a MOD-) heat pvnnp which incorporated design improvements and 
features identified in the laboratory and field testing of the M O D I  unit Design objectives: to achieve 
higher system pcrformance, reliability, and lower manufacturing cost. 

Project ~~~~~~~~~~~~ 

This project was a continuation of a research and developmen: effort stalled in 1974 under the 
National Science Foundation/Energy Research Development Association; Inter Depaitrncn: of Energy 
(DOL) sponsorship (Sdar Active Buildings System Office) expaadcd in 1977 to include the design, 
development, and test of Rankine-cycle heat psmps powered hy solar energq for use in multifardy residen- 
tial and light commercial buildings. 

Under a rccently completzd program phase, i lie MOD- I prototype solar-powercd turbocompressor bent 
pimp was successfully subjecicd to 250 h of extensive laboratory testing to demonstrat? its component and 
overall performance, reliability, and endtirance characteiistics, As part of the solar cooling engineering field 
test effort, the M O D I  was modified and used in a cornplete Uliiicd 1-echnologks Rcscarch Center (UTRC) 
solar cooling system in a Hamilton Test Systems, Inc., officc 'suiklinp located in Phoenix kiizona. 

Thc UTRC hcat pump (Iii9) system incorporated a Raiakirs~ cycle power loop iil which a cen:rifugal 
tdrbins: was used to drive a centrAtga.1 compressor in a vapor compression refrigeration loop. The thermal 
energy to the power loop was provided at temgeratrrres up to 300°F (149°C) by a medium-cowentratiatl 
solar collector array. Auxiliary energy for cooling was provided hy a fossil-fuel-fired furnace Heating was 
provided by direct solar, direct furnace, or furnace-driven heat pumping of low-tenperatwe solar energy in 
combination with power loop heat recovery. The HP vds rated at 18 tons for cooling and -500,000 Z u / h  
( 147 kW) for beating. It utilizes lowmaintenance air-cookd condensers for heat rejection, and conventiod 
heating, ventilating, and air conditioning design hect exchangers and controls. Refrigerant 1 1 was used as 
the working fluid in both the power and cooling loops 

The measuied coefficiect of performance (COP) in the heat pwnp mode ranged from 1.4 to 2.5 at out- 
put capabilitie3 from 200,000 to 550,000 Btu/h (59 to 161 kW). A cooling COP of 0.5 to 0.75 at up to 
20 tons of output was demonstrated in laboratoiy and field tests During laboratory testing, MOD-2 system 
hardware and control modifications demonstrated improved operational characteristics relative to the 
M O D I  unit and a cooling COP of 0.75 to 0.90 at more than 20 tons of output, The M O D 2  unit was then 
shipped to Phoenix, Arizona, field test site. The MOD-2 unit was in operation at the field test site through 
the 1985 season and demonstrated heating as well as cooling system capacity. 
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~ u ~ ~ ~ ~ a ~ ~ ~ s ~  

1:. R. Biancardi and P. Young, “Design, Development and Testing of a Prototype Multi-Family 
Residential Sized Solar-Powered Turbocornpressor Heat Pump System,” $roc. 3rd Annual Sotar H’eaFing 
arad Cooling R&D Branch Contractors’ Meeting, Sept. 24, 1978, CCBNF-780983, March 1979. 

G. Melikian, B. W. Rhodes, and T. N. B‘hee, “Results of Systems Sitnulation and E C Q ~ Q K ~ ~ C  Analysis 
of a Solar-Powered r ~ ~ ~ ~ ~ ~ ~ ~ ~ e ~ s o ~  IIeat Pump,” PPOC. 2nd Annu~J Syrfems Simulation ~n 
Analysis ConJ, SUH Diego, C‘alig., Jan. 25, 1980. 

F. R. Biancardi, G. Melikian, and J.  W. Sitler, “Development 0f a Solar-Powered 18-Ton Rankine 
Cycle Meat Pump,” Proc. Anntcak DOE Active Solar Heating and Cooling C o n ~ ~ # c ~ ~ ~ s ’  Review Meeting, 
Mcirsh 26, 1980, CONF-800340, Match 1984). 

G. Melikian, F. R. Biancardi, and M. 13. Meader, “Test Evaluation of a Prototype 18-Tan Solar 
Powered Heating and Coaling System,” Proc. 15th hitessociety E~3rrg.v Cimwsion ~ ~ ~ ~ ~ e ~ r ~ n ~  Con,, Sent- 

F. R. Bi;aacardi, J. W. Sitlea, and G. Melikian, ~ ~ ~ v ~ l o ~ m e ~ t  and Test of Solar Rankine Cycle Heat- 

Design, Devrlopment and Testing of (1 , ~ ~ ~ ~ ~ - ~ ~ ~ ~ ~ r ~ , ~  ~ ~ ~ ~ ~ t ~ - ~ ~ ~ ~ i ~ y  ~~~~~~~~~~a~ Prototype TUP- 

Design, Development and Testing of a &&zr-Pswewd ~ ~ ~ 1 ~ i ” ~ ~ ~ ~ I y  ~ e s ~ ~ ~ ~ ~ ~ ~ l  Prototype Tus - 

P. Melikian et al.,“Development, Test, and Evaluation of dn Improved Solar Rankine Cycle Heat 

tle, Wash., Aug 26, 1980, C8NF-$00806. 

ing atid Cwoling System,” ASHRAE Trans. $8, January 1982. 

b ~ ~ o ~ ~ ~ ~ ~ ~ ~ ~ r  Neat Pump, Extended Test Program IRterirn Report, R82-95 30569- 1. 

bocomprtxw-op. Wmt Pump, R82-953050-2, February 1984. 

Pump,” Proc 18th Entrrsociety Energy Conversioii Engineering CQ~J, Orlando, Fin., August 21 -26, 1985, 

Patents: 

U.S. 4,464,908: A. Landerman et al., Solar-Powered Turbocornpressor Heat Pump System, Aug. 14, 
1984. 
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P~~~~~~~~ X ~ y ~ ~ ~ i g ~ ~ o ~ ~  Henry M. Curran Coestrad Agemy: Department of Energy 
: Hittman Associates, Inc. Contraat No her: DE-AC03-79CS30202 

(Old Contract Number: DE-AC03-78SF10508) 
Contract Period: April 1979 through J ~ ~ M W Y  1982 

9190 Red Branch Road 
Columbia, MD 2 I845 

bone: (301) 730-7800 
Level: 1100% 

'To provide technical assistance on the development of active solar cooling technology in three areas: 
Rankine, absorption, and thermal energy storage. 

Project ~ e ~ ~ ~ ~ ~ ~ ~ o ~ :  

Thc Rankine work included a survey of the organic working fluids used in Rankine engines in the 
IJnited States and other countries, the preparation of a procedure for dynamic stability testing of organic 
working fluids, and development of a performance test plan for Rankinc cooling equipment. Additional 
activities included site visits, review of contractor reports, and an evaluation of proposnlr The absorption 
WQA included providing technical input to the solar cooling commercialization readiness assessment, provid- 
ing reviews of contractor reports, and evaluating proposals. l'he storage work indmded def'isitiola of thc 
operating characteiisth of Depaitnient of Energy-funded solar cooling equipment, dwelopment ef solar 
collectors suitable for space cooling applications and thermal storage subsystems. identification of the t\er- 
mal storage needs and basic design reqilirements, and identification of needed icsearch and development of 
solar cooling thermal energy storzgc. 

~ ~ ~ ~ i c ~ ~ ~ ~ ~ ~ ~  

11. M. Curran and S. I-leibein, "Thermal Storagc for Solar Rankine and PLbsospliow Cooling System," 

11. M. Curran, "Solar Cooling Systems Evaluation," Proc. Ammol DOE Acrn'1ie Solar Henling and 

II. M. Curram, "Solar Cooling Ihesmal Enezgy Storage Study," Proc. .?niiuof DOE Active Sdnr  Hear- 

M. M. Curran, Expesimerzid Tesritzg of Control Strategies for  Solar Cooling Systems, H-C- 

H. M. Curran, High-fernperatwe Solar Cooling Systeni~, H C-1007/01@-81-1013, Mareh 1981. 
I I. M. Curran, Evaluation of Hybrid Solar/Fossil Rankine Cooling Covrcept, H-C- 

H. M. Curran, On-Site Solar Thermal Electric Power Generatjon, Ir-C-l007/SlS-Sl-l027, May 1981. 
H. M. Curran and J. Devries, Options for Therrnol Eptergy Storage its Sird~r Cooling Systems, Final 

H. M. Curran, Ilybrid RefriSerantlSor~tion Solar Cooling S y s m m ,  H-(4-1007/010-8 1-1044, August 

I'rdc. Solar Eaergy S ~ Q F O ~ P  Options Wo;kshop, Mar" 18, 1979, CONF-798328-P1, 1979. 

Coolirig Contractors' Review Meeting, Mar. 26, 1980, CONE-800340, 1980. 

k g  and Coolifzg Coniroctors' Review Meeting, Mar. 26, 1980, CONF-800348, 1980. 

10O7/010- 8 1-999, February 198 1 .  

1007/010-80-990/K. March 1981. 

Report, DOE/CS/30202-T2, N-C-I 007/060-80-976, May 198 1. 

1981. 
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6.1.3 Solar Heating and Cooling Systems: Development Preproduction 
Design and Power Generation 

~ r ~ n ~ ~ ~ ~ ~  Investigators: R. L. Buchhdz 
G. Marshijill her; NAS8-32893 
S .  Scarbrough 

~ r ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  Honeywell, Inc. ~~~~~~~: $ 7 , 2 ~ , Q ~ ~  

Cmtract Agency: National Aeronautics and Space Administration 

Contract Period: July 6, 1976, through Sept. 30, 1981 

1700 West Highway 36 Source: DOE Level: 100% 
Roseville, MN 55t  13 

~ e l e ~ ~ ~ ~ ~ ~  (6 12) 378-41 34 

Project Objectives: 

mance, low cost, modular application, and ~ ~ ~ r ~ ~ ~ a ~ ~ ~ ~ t y ~  

Project ~ ~ ~ ~ ~ i ~ t ~ ~ ~ ~  

As the prime contractor fesponsiblc for the solar system design, Honeywell teamed with Barber Nichols 
of Denver, Colorado, and Lmnox Industries of Dallas, Texas, to prcwide the full range of system and sub- 
sqstem design, fabrication, installation, maintenance, and evaluation. Solar energy systems delivered were 
recidential heating (two), residential heating and Rankine cycle air conditioner (RCAC), cooling (four), 
multifamily light heating and RCAC cooling (two), and cornniercial RCAd: cooling (two). ~ ~ ~ ~ ~ ~ o ~ a ~ ~ ~ ,  a 
16-kVA RC: power generation module and a high-efficiency, high-temperature RCAC power generation 
module were delivered. Other major accomplishments included: full qualification of the, Lennox collector to 
the interim performance criteria, d e v ~ ~ ~ ~ ~ e n ~  o f  a low-cost collector support str inchre and headers, defini- 
tion and testing of several KCAC improvements, and analysis of RC power generation. 

The program was completed. All systems performed well, amassing more than 20 years ~f total opera- 
tional time. The preliminary evaluation results of the operational hkkory and data indicated that (1) space- 
heating systems were technically state of the art; (2) KCAC cooling systems performed as designed but 
appeared unattractive from an energy-cost standpoint; and (3) advanced development in RCAC systems 
(hardware, configuration, and controls) was essential. 

To design, develep, install, and operationally test solar hentirig and 6;wlipmg systems with high perfor- 

Publicatioomsr 

R. L. Buchholz and G .  Marschall, "Solar Heating and Cooling Systems," Proc. DOE Heat Pump Con- 
tractors Program fntegratian Meeting, CONF-810672, March 1982. 
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F r i ~ c i ~ ~ ~  ~ ~ v e ~ ~ ~ ~ ~ t ~ ~ ~  Richard A. English 
O r ~ ~ ~ i ~ ~ ~ ~ ~ ~ ~  Energy Systems Division 

Contract A ~ ~ ~ ~ y ~  Department of Energy, San Francisco 
Operations Office 

Carrier Corporation T: DE-AC03-77CS31590 
Carrier Tower, P.O. BOX 4800 
Syracuse, NY 13221 F ~ ~ ~ ~ ~ ~ :  $1,676,996 

October 1977 through September 1981 

one: (315) 424-4623 SQMrW: DOE Level: 100% 

ontractor: Mechanical Technology, Inc. Mr. Ewan Choroszylow 
20 Plains Road (518) 485-2334 
Ballston Spa, NY 12020 

- .. _____. ____I___ -__ ____I--__ 

Project Objectives: 

’To design, construct, test, and analyze a solar-powered, Rankine cycle, 25-ton air-cooled water chiller 

Project Dcscripti 

The design concept developed was a dual loop, Rankine power cycle driving a Rankine vapor comgres- 
sion cycle. A single working fluid, R- 1 13, was used. Both loops were connected to a common air-cooled COR- 

denser. The prime mover was a 24,000-rpm turbine directly driving a centrifagal compressor. 1Jnder design 
conditions of 45°F (7.2”C) leaving water, 95°F (35OC) entering condenser air, and 290°F (143°C) entering 
solar hot water, the unit was designed to produce 25 tons. The cycle employed a regenerator and a suction 
gas heat exchanger that act synergistically to increase cycle efficiency. The heat exchange components, 
working fluid, and turbocornpressor configuration were optimized to produce a high overall coefficient of 
performance, which is predicted to be above 0.70. The a u x i h y  energy source was a variable-speed indus- 
tion motor, which could drive the compressor wvhe11 solar energy was not available. The turbomachine shaft 
was supported OA hydrodynamic gas bearings to e’liminate conventional lirbricants from the cycle. 

The turbomachine was built by the subcontractor and tested successfully on air. The chiller was rebuilt 
in a water-cooled configuration to facilitate initial tiirbomachine testing. The turbomachine was installed 
and the complete test facility instrumented. Spin tests evaluated the retor dynamics and bearing perfor- 
mance in the R-113 environment, 

Fu~lic~~ions: 

R. A. English, Development of a High-Temperature Solar-Powered Water Chiller. Phase I.  Technical 
Progress Report. Sepr. 26, 1977-June I, 1978, Vols. 1 through 4, SAN-1590-1/1 through 114, June 1978. 

R. A. English, “Development of a High-Temperature Solar-Powered Water Chiller,” Proc. 3rd Annud 
Solar Hearing and Cooling R&D Branch Contractors’ Meering, Sept. 24, 1978, CONF-780983, March 
1979. 

R. A. English, Development of n High-Temperature Solar-Powered Water Chiller. Vol. I. Phase 11: 
Technical Progress Report, June I ,  1978-March 31, 1979, DOE/CS/3159073, March 1979. 

R. A. English, Developmeat of a High-Temperature Solar-Powered Water Chiller. Vol. I.  Phase [I: 
Technical Progress Report, A p .  I ,  1979-Sept. 30, 1979, DOFJCSJ3 1.590-’1’2, November 1979. 

R. A. English, ”Development of a I-Iigh-Temperature Solar-Powered Water Chiller,” Proc. Annual 
DOE Active Solar Heating and Cooling Contractors’ Review Meeting, March 26, I980, CONF-880340, 
March 1980. 

R. A. English, Developmmt o j  a High- Temperalure Solar-Powered Water Chiller. Phase III .  Techni- 
cal Progress Report, Uct. I, I979-Jtdy 31. 1981, DBE/CS/3 1590, February 1982. 

R. A. English, “Development of a High-Temperature Solar-Powered Water Chiller,” Proc. DUE Heat 
Pump Contractors Program Integration Meeting. June 2, 1981, CONF-8 10672, March 1982. 
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6.1.5 ~ ~ ~ ~ ~ s ~ ~ t ~ ~ ~  of Solar System Turbine Engine €or Heating and C001ing 

Principal I ~ v ~ ~ t ~ ~ ~ t ~ r :  J. Martin Contract Agency: Department of bnergy, 

CsntFact Numbera {phase 1) DE-AC03-77CS34543 

Contract Period: Sept. 1, 1977, through Nov. 31, 1980 
Funding: $9 1,000 
Sfmcer DOE Level: 100% 

on: Energy Technology, Inc. 
4914 East 154 Street 
Cleveland, QZI 44128 

San Francisco 

(phase 2) DE-ACCD3-8 
e: (216) 587-0555 

Project ~ ~ ~ ~ C ~ ~ V ~ S ~  

To design, fabricate, and test actual heat source solar Rankine turbine engine fccr application to corn- 
mercial air ~ o ~ ~ j ~ ~ ~ ~ ~ ~ n ~  systems: phase 1 - to perform the basic engineering design and analysis studies; 
pkasa: 2-to d~mosastsmte system performance (additiocal phase programs were planned bait canceled due to 
lack of funds). 

The solar cooling system consisted of three major ~ ~ ~ ~ ~ y ~ t ~ ~ ~ ~  heat source, ~~~~~~~e engine, and a con- 
rature 
. This 

permitted a large redriction in solar collector size, therefore reducing capital cost. The working fluid for the 
Rankine engine was steam. 

The test turbine was designed l o  produce 31 hp at a design speed of 75,000 rpm ts drive a solar cooling 
syskm to a nominal 30-ton capacity. A solar collector requirement of 55 ft2 (5.1 m2) per ton of cooling was 
projectcd, if 20% of the annual energy supplied was at 10 "F (538'Cj. The initial turbine design p i n t  
efficiency estimate was 78%. 

Tests were conducted at the: Energy Technology, Inc., Steam anrbine Test Facility. A natural-gas-fired 
stearn generator was used to simulate the solar collector thermal output, and the refrigerant compressor 
load on the turbine was simulated with a direct-driven water pump. 

The turbine was tested up to 60,000 rpm at a power output of 24 hg. An efficiency of 6 8 8  was meas- 
ured at this condition. Because of limitations in contract funding, the testing was discontinued with the 
rotating unit in good condition. Extrapolation of the measured data to the design conditions indicated that, 
at the design speed of 75,000 rpm, a power output of 35 hp and an efficiency of at least 75% would have 
been reached. 

ventional vapor coo-npression loop. The Rankine engine was designed to supplement the low 
solar input with a ~ ~ ~ h - t ~ ~ ~ ~ ~ ~ u r e  soiirce from a c o n ~ e ~ ~ r ~ t i ~ ~  collector and a csmbustim 

Publications: 

Energy Technology, Inc., Design and Demonstration Tests of a Steam Turbine For Solar Cooling. 
Final Report, Sept. 19, 1977-Nov. 31, 1980, DOE/CS/30214-T1, 1980. 



1 20 

P ~ ~ c ~ ~ ~ ~  ~ ~ ~ @ ~ ~ ~ ~ ~ t ~ ~ ~ :  N. Lior epartment of Energy, 

E-AC03-7 8 ET20 1 10 
H. Yeh San Francisco 

: Dept. of Mechanical Engineering 
University of Pennsylvania 
1 1  1 Towne, Building D3 
Philadelphia, PA 19104 Source: DOE Level: 100% 

ovember 1977 through October 1980 

e: (215) 243-4803 

Project Objectives: 

To design and develop a 20-ton superheated stearn Rankine chiller. 

Project Description: 

System features include a solar collection loop to heat to 260°F (127°C); a gas-fired boiler to further 
superheat to 1100°F (593°C); and a five-stage, 15,000-rpm radial outflow steam turbine and rotary 
expander design, The stored water was flashed to steam. 

Design of the turbine unit and test loop and fabrication of the two units was completed. Performance 
maps of the turbine were measured using the steam power Imp. 

~ ~ ~ ~ i c a ~ i o ~ s ~  
_. . . . . . . .._______. .. . .. . . . ~. ...... .. . __ _ I ~  _.....__. .. .. ..... 

R. P. Kroon et al., Design of n 30-hp Solar Steam-Powered Turbine, Topical Report, 

N. Lior and H. Yeh, Chiller Driven By a Sdar-Steam-Powered Rarakinr! Erigine (CSSPRE), Technical 

N. Lior et al., “Energy Analysis of Solar Kankine Power Cycle Used For Coding,” Proc. American 

S .  Subbiah, Test Facility for the Solar-PoweredlFuel-Assisted Hybrid Rankine Cycle (SSPRE), Phase 

N. Lior et a]., Analysis of the Solar 1Dowered~~uel-Assisted Rankine Cycle Cooliiig System, Phase Z, 

DOE/ET/20110-3, May 1980. 

Status Report, Oct. 1,  1980-Feb. 28, 1981, DOE/ET/ZOI IO-T1, 1981. 

Solar Energy Sociely Meeting, June 1,  1983, CONF-830622, SAN-20110-9, 1983. 

ZZZ R c ~ o P ~ ,  DOE/ET/20110-11, May 1983. 

Revisiori, DQE/ET/20110-5-REV, April 1985. 
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6.1.7 Development of Advanced Rankine/Rankine Solar Heating 
and Cooling Systems 

-l_.l__ __... ~.. ~ - 111 ...-. __I_ 

Principal Investigator: R. Nelson Contract Agency: National Aeronautics and Space 
Organization: AiResearch Manufacturing Company Administration 

Contract Number: NAS8-3209 1 
Contract Period: 1975 through 1980 

of California 
2525 West 190 Street 
Torrance, CA 90509 Funding: $5,000,000 

Telephone: (213) 321-4372 Source: DOE Level: 100% 

Project Objectives: 

commercially attractive to the residential/comrnercial market. 

Project Description: 

Three different capacity systems were built and tested in the laboratory. System sizes (based on max- 
imum cooling capacity) were 3 tons, 25 tons and 75 tons, The systems were designed to operate either with 
a flat plate solar collector or with 60-€1 power driving an electric motor hermetically sealed within the sys- 
tem. The refrigerant, R1 I ,  was used in both loops of the system. 

- __ .- 

To develop and demonstrate three sizes of integrated solar heating and cooling systems that would be 

The project was terminated In 1980 before field testing was done because of lack of funding. 

Publications: 

AiResearch Manufacturing Company, Prototype Solar Heating and Cooling Systems-Progress 

AiResearch Manufacturing Company, Prototype Solar Heating and Cooling Systems, Monthly Prog- 

AiResearch Manufacturing Company, Preliminary Design Package For Solar Heating and Cooling 

AiResearch Manufacturing Company, Preliminary Design Activities for  Solar Heating and Cooling 

AiResearch Manufacturing Company, Prototype Solar Heating and Cooling Systems, Monthly Prog- 

AiResearch Manufacturing Company, Prototype Solar Heating and Cooling Systems, Monthly Prog- 

AiResearch Manufacturing Company, Prototype Solar Heating and Cooling Systems, Monthly Prog- 

Report, July 1976-December 1977, NASA-CR-150570, March 1978. 

ress Reports, 1 Jan. 1978-31 Mar. 1978. NASA-CR-32091, April 1978. 

Systems, NASA-CR- 150674, AiResearch-74-13448, May 1978. 

Systems, Status Report, I 2  July-1 Sept. 1976, NASA-CR-150673, AiResearch-76-12994, May 1978. 

ress Reports, 1 April-30 June 1978. NASA-CR- 150829, July 1978. 

ress Reprts, NASA-CR-150830, October 1978. 

ress Reports, 1 Nov. 1978-28 Feb. 1979, NASA-CR- 161 204, April 1979. 
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... ___^..__ ......... ___^._ . ....____.. ___ __.___ ....... ___ ..__ 

Principal I n ~ e § t ~ ~ ~ ~ Q ~ ~  Paul Auh 
 or^^^^^^^^^^^ Brookhaven National Laboratory Contract No  be^ DE-AC02-76eHOQ016 

~~~~~~~~ Agency: Department of Energy 

Building 701 
Upton, NY 11973 

October 1978 through September 1979 

ME (515) 282-7726 Swxce: DOE Cevelr 100% 
............................................................................... ..... ____ . 
Project Objectives: 

through the use of hardware simulators. 

Project ~ e s ~ ~ ~ ~ t . ~ ~ ~ :  

Hardware simulators were developed for tests of solar cooling and heating subsystems and systems. The 
simulator was capable of performing tests at steady state, ttansient, dynamic, and part or full load 
conditions. 

P~~~~~~~~~~~~~ 

To evaluate the performance of advanced cooling devices under various realistic operating conditions 

- ____ ~ ___ ~ __ ~___ ____ __ ...... 

P. Auh, Developmerit of Hardware Simulators for Tests of Solar Cooling/Heaiing Subsystems and 
Systems: Phase I .  Residmtial Subsystem Hardware Sirmiator and Steady State Simulation, RNL 5 I i 20, 
September 1979. 

P. Auh, Lze~elopmer:~ of Ifmdwaw Simulators for Tests of S O ~ F  Coofing/Ifeating Subsystems and 
Systems: Phase II.  Unsteady State Hardware Simulation of Residential Absorption Chiller, RNL 5 1121, 
Septeiimber 1979. 
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6.1.9 Development of Rankine Cycle Solar Driven Heat Pump Systems 

Principal Investigator: J. C. Graf 
Organization: General Electric Company 

Contract Agency: National Aeronautics and Space 

Contract Number: NAS8-32092 
Contract Period: May 1 ,  1976, through July 31, 1979 
Funding: $8 5 9 I ,  800 
Source: DOE Level: 85% 

GE 15% 

Administration, Huntsville 
P.O. Box 8661 
Philadelphia, PA 19101 

Telephone: (215) 962-5565 

--_I___._._ 

Project Objectives: 

install, monitor, and deliver prototype systems. 

Project Description: 

This design concept was configured with two separate hermetically sealed loops: a Rankine driven loop 
and a conventional heat pump loop. The working fluid for the solar-driven Rankine cooling loop was FC88, 
which was circulated via a feed pump through a vapor generator into the expander. The vapor from the 
expander was condensed in an air-side condenser. Energy for the vapor generator was supplied by a solar- 
supplied thermal storage loop. This loop featured GETC- 100 evacuated tubular collectors that operated at 
ternpratures up to 320°F (160'C). The primary solar collector loop used a 35% mixture of ethylene glycol 
and water circulated by a pump through a heat exchanger that transferred the energy to a thermal storage 

A residential (3-ton) uni t  and two commercial ( IO-ton) units were fabricated and tested. Test results 
for the 3-ton unit indicated cooling performance to be below those goals, with typical values of 
31,000-Btu/h (9.1-kW) cooling capacity and a seasonal operating coefficient of performance (COP) of 8.59 
due primarily to lower than design goal expander efficiency. Tests with the 10-ton units, which were slightly 
different in design and featured an improved expander design, agreed favorably with and in some instances 
were better than design goals. 

Based on operating experience and additional studies, General Electric believes that significant 
improvements in operating COP are possible with projected values of 0.9 as compared with test values of 
about 0.7 for the IO-ton units. Market studies indicated that moderate penetration i s  possible in the late 
19 80s. 

To design and construct solar heating and cooling systems for the residential/commercial markets; to 

loop. 

Publications: 

Summary through December 1977, N-78-28613, April 1978. 
General Electric Company, Solar Heating and Cooling Systems Design And Development. Stotus 
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Principal Investigators: Michael A. Wahlig 

~~~~~~~~~~~~~ Lawrence Berkeley Laboratory 
Joseph Masson 

1 Cyclotron Road 
Berkeley, CA 94720 

T e $ e ~ ~ ~ ~ ~ :  (41 5 )  486-5787 

cy: Department of Energy 

Contract Period: October 1976 through September 1985 
Funding: Part of $ I7,720,000 
source: DOE Level: 108% 

CotItsRd N U K ~ X :  DE-AC03- 76SF00098 

~ 

Project Objectives: 

conversion efficiencies than is possible using other cooling approaches. 

Project ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ 1 :  

The quest for higher conversion efficiencies is one of the approaches leading toward eventual achieve- 
ment of cost-effective solar cooling systems by the solar industry. The major cost component of a solar cool- 
ing system i s  the collectors; the collector area required to satisfy a given load can be reduced (lowering 
costs) as the efficiency of the chiller component is increased. 

Initially, a conventional gas-fired ammonia-water absorption chiller was partially reconstructed for 
solar-powered operation. It demonstrated the capability to predict the performance of simgk-effect absorp- 
tion chillers accurately under operating conditions appropriate for solar-powered operation. Follo~vinng this, a 
single-effect ammonia--water absorption chiller was designed, fabricated, and tested successfully. It incor- 
porated tube-in-tube heat exchangers, an internally powered solution pump for reduced parasitic power use, 
and a rectification path for the hot generated vapor that increased the chiller coefficient of performance 
(COP). This chiller technology served as the basis for subsequent advanced-cycle designs. 

Preliminary designs were conceived for a series of advanced-cycle chillers based on the regenerative 
absorption cycle concept. The first of these, a double-effect regenerative cycle (2W) chiller has been 
designed, fabricated, and teseed successfully. By addition of a unique second stage to a conventional single- 
effect chiller, the 2R chiller efficiency increases continuously as a function of the inlet temperature from the: 
solar collectors, reaching a COP of about 1.2 (in cooling mode) at 14Q”G inlet temperature. 

The next advanced-cycle chiller, a single-effect regenerative absorption cycle (1R) chiller, is in the 
design phase. The 1R chiller will have fewer heat exchangers acd less heat-exchanger area than the 2R 
chiller, yet it should achieve higher efficiency, namely, a COP of 1.5 at 140°C in!et teinperature. 

P ~ ~ ~ j ~ ~ t ~ ~ ~ ~ ~  

To develop solar-driven absorption-cycle refrigeration systems that achieve significantly higher seasonal 

___I_____ ..... _____ ...______..... ~ .......... ......... _________ ._..__. __.- 

M. Dao, M. Simmons, K. Wolgast, and M. A. Wahlig, Performance of an Experimental Solar-Driven 
Absorption Air Conditioner, LBL 59 1 1, January 19’7’7. 

K. Dao, A New Absorption Cycle: The Single-Effect Regrnerative Ahscrplion Refrigeration Cycle, 
LBL 6879, February 1978. 

K. Dao, Coriieptual Design of an Advanced Absorption Cycle: The Double-Effect Regenerative 
Absorption Refrigeration Cycfe, LBL 8405, September 1918. 

K. Dao, M. A. Wahlig, and J. Wasson, “Development of Solar-Driven Absorption Air Conditioners,” 
Proc. DOE Active Systems Contmctors’ Review Meetirrg, Sept. 9-1 2, 1981, Wasbinglon, D.C., LBE-I 2839, 
July 1981. 

M. L. Warren and M. A. Wahlig, “Cost and Performance Goals for Commercial Active Solar Absorp- 
tion Cooling Systems,” Proc. ASME Solar Ettergy Conference, Apr. 2i5> 1982, CONF-8204 10-6, LBL- 
13050, December 198 1 .  

K. Dao, J. P-asson, and M. A. Wahlig, Testitig Results of an Ammonia-Water Absorption Air- 
Conditioner Designed for  Solar Cooling Applications, LBL-16929 (Draft), November 1983. 
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6.2.2 Chemical/Hydrogen Energy Storage System: Chemical Heat Pump Program 
__-. 

Principal Investigator: Allessio Mezzina 
Organization: Brookhaven National Laboratory 

Contract Agency: Department of Energy 
Contract Number: DE-AC02-76CH0016 

Funding: $1,200,000 
Upton Contract Period: 1979-1985 
Long Island, NY 1 1973 

Telephone: (516) 282-3920 Source: DOE Level: 100% 

Subcontractors: EIC Laboratories, Inc., Newton, Massachusetts 
TRW, Inc., McLean, Virginia 
Rocket Research Corporation, Redmond, Washington 
Southern California Gas Company, Los Angeles, California 
Solar Turbines, Inc., San Diego, California 

- ___I __ 

__ -___.___ ______. 

Project Objectives: 

Pump Program. 

Project Description: 

A brief overview of the Chemical Heat Pump Program is presented as a forerunner to more detailed 
project and systems descriptions that will follow. Program background, rationale, technology description, 
and research and development needs are addressed. Chemical heat pumps (CHPs) comprise reversible reac- 
tions that can be driven by low-grade heat. Thermal energy is absorbed in one direction and liberated in the 
reverse direction, thus serving as a basis for system designs applicable to space conditioning or process heat 
management and offering the capability for high-density energy storage as an integral part of the system. 

This program provides technical management and support to the DOE Chemical Heat Pump Program. 
Projects included: ( I )  design and fabrication of a 150,000 Btu/h sulfuric acid- water CHP at Rocket 
Research Corporation; (2) design and fabrication at EIC Laboratories, Inc., of a 10,OOO Btu/h calcium 
chloride-methanol CHP engineering development unit; and ( 3 )  paired metal hydrides at Southern Califor- 
nia Gas Company/Solar Turbines, Inc., emphasizing fabrication and test of heat--mass flow enhancement 
designs of metal hydride components. Sulfuric acid-water CHP technology advanced to the point of tech- 
nology transfer via licensing arrangement with Mitsubishi, Japan. Markets were identified for temperature 
amplification systems. 

To provide technical management and support to the Department of Energy (DOE) Chemical Heat 

Publications: 

EIC Laboratories, Inc., Methanol-Based Heat Pump for Solar Heating. Cooling, and Storage, BNL 

TRW, Inc. Chemical Heat Pump Cost Effecfiveness Evaluafion-Final Report, B N L  51484, May 

Rocket Research Corporation, Sulfuric Acid Chemical Heat Pump Program, March 1982 through 

Southern California Gas Company and Solar Turbines, Inc. Heat,/Mass Flow Enhancement Design for 

5 15000, March 198 1. 

1981. 

November 1982-Final Report, BNL 51763, March 1984. 

a Mefal Hydride Assembly--Final Reporf, BNL 51864, February 1985. 

Patents: 

developments. 

metal hydride selection for paired hydride systems. 

-.- 

Rocket Research Corporation has been granted patent rights to the sulfuric acid-water CHP 

Southern California Gas/Solar Turbines, Inc., were granted background patent waivers relevant to 
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6.2.3 Technical Supp 

I __ ...- ..~.._____._____.___.....~..____...I_____ _ _ _ _ ~ . . . .  

Principal Investigator: Michael A. Wahlig C ~ n t ~ a e t  Agency: Department of Energy 
O r ~ ~ ~ i ~ ~ ~ ~ ~ ~ :  Lawrence Berkeley Laboratory Contract N K DE-AC03-76SFOOO9 8 

1 Cyclotron Road 
Berkeley, CA 94720 

October 1976 through September 1984 

' r ~ i ~ ~ ~ ~ n ~ :  (415) 486-5787 Source: DOE L,evel: 100% 
-~ ~ 

Project Objectives: 

cisco Active Solar Cooling Development Program 

Projest ~ ~ s ~ ~ ~ ~ ~ ~ ~ ~ :  

Lawrence Berkeley Laboratory performed technical support activities for DOE Headquarters and DOE 
San Francisco in the areas of solar absorption and Rankine cooling, including technical monitoring of con- 
tracts, proposal reviews, program planning, and coordination with other organizations. 

To provide technical support to the Department of Energy (DOE) Headquarters and DOE San Fran- 

Publications: 

M. A. Wahlig, A. Heitz, and B. Boyce, "Overview -Absorption/Rankine Solar Cooling Program," 
Proc. DOE Active Solar Heating and Cooling Contractors' Review Meeting? Incline Village, Nevada, 
March 26-28, 1980; LBL-10770, March 1980. 

M. A. Wahlig, M. Warren, and R. Glas, "Technical Support of the Active Solar Rankine and Absorp- 
tion Cooling Program," Proc. DOE Active Systems Contractors' Review Meeting, September 9-12, 1981, 
Washington, D.C., LBL-12914, June 1981. 

M. L,. Warren and M. A. Wahlig, Cost and Performance Goal Methodology for Active Solar Cooliirg 
Systems, LBL-12753, February 1982. 

M. A. Wahlig, A. Heitz et al., "Overview of Active Solar Absorption/Rankine Cooling Program," 
Proc. DOE Active Systems Contractors' Review Meeting, June 2, 1981, CONF-810672, LBL-13054-R, 
March 1982. 

M. A. Wahlig et al., "Active Solar Cooling," Energy and Environmeni Division, Anfiual Report, 
FY 1981, LBL-13500, September 1982. 

E. J. Cairns and M. A. Wahlig, Solar Energy Program, FY 1982 Annual Rep~r t ,  LBL-15296, March 
1983. 

J. Goldsmith et al., Overview Paper for the Topical Review Meeting of Solar Cooling Technologies, 
DOE/CS/30204-T2, July 1983. 
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6.2.4 Solar Cooling Studies and Systems Analysis 

Principal Investigators: Dave K. Anand 

Organization: University of Maryland 

Telephone: (301 ) 454-4994 Source: DOE Levek 100% 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-79CS-30204 
Contract Period: July 1979 through September 1983 
Futpding: $219,000 

Redfield W. Allen 

College Park, MD 20742 

Project Objectives: 

To develop simulation models and computer programs that optimize studies and parametric analyses of 
cooling machines, cooling system performance, and stochastic weather data; to provide technical support to 
DOE; to conduct specialized research in active solar cooling development. 

Project Description: 

The past and current work in component modeling and simulation was integrated for both Rankine and 
absorption solar technology areas. A simplified cooling design technique was developed. A methodology was 
formulated to make fair comparative measurements of current projects that develop solar absorption chillers 
and systems. 

Assistance was provided in reviewing proposals and reports. An overall systems analysis and testing 
plan was developed for the System Development Branch, Active Buildings Division research and develop 
ment activities. System simulation studies were provided in the photovoltaic-thermal area. 

Publications: 

D. K. Anand, ‘Stochastic Predictions of Solar Cooling System Performance,* J. Solar Energy Eng. 
102(1), February 1980. 

D. K. Anand and R. W. Allen, “Solar Cooling Studies and Systems Analysis; Proc. Annual DOE 
Active Solar Heating and Cooling Contractors’ Review Meeting, March 26, 1980, CONF-800340, 1980. 

S. R. Venkateswaran and D. K. Anand, “Design Procedure for Combined Photovoltaic/Thermal Solar 
Collector-Heat Pump Systems,” Proc. Annual Meeting of the American Section of the International Solar 
Energy Society, June 2, 1980, CONF-800604-P2, 1980. 

D. K. Anand et al., “Transient Simulation of Absorption Machines,” Proc. 3rd Annual Sysfems Simu- 
lation, Economic Anulysis/Solar Heating and Cooling Operational Results Conference, Apr. 27, I981 , 

D. K .  Anand, “Simplified Cooling Design Charts,” Proc. Annual Meeting of the American Section of 

J. Goldsmith et al., Ovewiew Papers for :he Topical Review Meeting of Solar Cooling Technologies, 

E. 0. Bazques and D. K. Anand, ”Control Aspects of Photovoltaic/ThermaI Energy Systems,” Proc. 

CONF-8 10405, 198 1. 

the International Solar Energy Society, May 26, 1981, CONF-810509, 1981. 

DOE/CS/30204-T2, July 1983. 

ZECEC, Aug. 19, 1984, CONF-840804, August 1984. 
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6.2.5 Test and ~ e ~ ~ l ~ p r n ~ ~ t  of Air-Coded Absaa ers 
for Solar-Cooling A p p ~ ~ ~ a ~ ~ ~ ~ s  

~ ~ 

Principal ~ ~ v ~ s t ~ ~ ~ t o ~ ~  Wendell J. Biermann 

Carrier Tower 
P.Q. Box 4808 
Syracuse, NY 13221 Level: lBOc% 

Contract Ageeaacy: Solar Energy Research Institute 

Contrast Period: October 1979 through November 1982 
~ ~ g ~ ~ ~ ~ ~ ~ j ~ e a a ~  Carrier Corporation, ESD Contract ~~~~~~~ DE-FC02-8OET20643 

e: (3  15) 424-4626 
~ 

Project Objectives: 

top size range. 

Project Descriptioa: 

the fall of 198 1. Field measurements of performance were obtained, 

Publications: 

To design and operate air-cooled chillers from single-family residential sizes up to the commercial roof- 

A rooftop solar package was installed at the Siegler-Fsgen distribution center in Phoenix, Arizona, in 

_ _ _ _ _  - .- _ _ _ -  

W. J. Biermann, 53-k W Water-cooled Solar Co~Iing Package for BDP Distribution Center, Phoenix, 

W. J. Biermann, 35-k W Water-Cooled Solar Cooling Package for  Siegkr-Fagen Parts csnd Supply 
Arizona, Final Report, DOE/ET/20643-T2, December 1982. 

Building Computer ROOM, Phoenix, Arni;r~na, Final Report, DOE/ET/20643-T1, December 1982. 
.... . . . .. . . ._ ...... 
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6.2.6 Air-Cooled Absorption Chillers for Solar Cooling Applications 
- .. ....- ._.-.._I . _. . . . .-. .._....___I_ _I 

Principal Investigator: Wendell .I. Biermann 
Organization: Carrier Corporation, ESD 

Carrier Tower 
P.O. Box 4800 
Syracuse, NY 13221 Sowce: DOE Level: 100% 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-77CS31587 
Contract Peridl: September 1977 through October 1982 
Funding: $1,232,8 80 

Telephone: (3 15) 424-4526 

Project Objectives: 

To identify the chemical composition of a “best” absorption-refrigerant system capable of being air 
cooled; to determine those properties of the system necessary to design hot-water-operated, air-cooled equip- 
ment; to design and operate air-cooled chillers from single-family residential sizes up to the commercial 
rooftop size range. 

Project Description: 

A 3-ton (IQ-kW) unit was developed using chemical composition for an air-cooled absorption chiller. 
This unit, designated as prototype I, had a coefficienl of performance of 0.74. 

Possible absorbent-refrigerant combinations were surveyed, and the most promising candidate system 
was selected. Numerical measurements were made of vapor pressures, relative enthalpies, specific heat 
capacities, viscosities, thermal conductivities, and heat transfer coefficients., A 3-ton ( 10-kW) air-cooled 
absorption chiller was designed and constructed. Prototype IT used a shell and tube evaporator, had a provi- 
sion for “winterizing,” and reduced fan power. Two prototype I1 chillers were supplied to Arizona State 
University and Colorado State University for field testing. A 20-ton (70-kW) air-cooled absorption chiller 
based on prototype I1 technology was designed and constructed. A breadboard unit was constructed and 
operated under test conditions. It produced 2.3 tons (8 kW) of cooling at the design point of 230°F ( 1 l O O C )  
hot water entering the generator, 95OF (35°C) ambient air, and 45°F (7.2OC) chilled water to the load. 
This unit proved the basic design concepts and refined some of the heat transfer coefficient data. 

- . _-I__._.._ 

Publications: 

W .  J. Biermann, Candidate Chemical Systems for an Air-Cooled Solar-Powered Absorption Air Con- 
dilioner Design, ?arts 1-3, DOE/CS/31587-Tl, June 1978. 

W. J. Biermann, ”Development of a Single-Family Absorption Chiller for Use in a Solar Heating and 
Cooling System,” Proc. Annual DOE Active Solar Heating and Cooling Contractors’ Review Meeting. 
Mar. 26, 1980, CONF-80340, 1980. 

W. J. Biermann, Properties of the Carrol Systems and a Machine Design for Solar-Powered, Air- 
Cooled, Absorption Space Cooling, Phase I and Phase I!, Final Report, DOE/CS/3 1587-T2, May 198 1. 

W. J. Biermann, and R. C. Reimann, “Air-Cooled Absorption Chillers for Solar Cooling Applications,” 
Proc DOE Heat Pump Contractors’ Program Integration Meeting. June 2, 1981, CONF-8 10672, March 
1982. 

R. C. Reimann and W. J. Biermann, Development of a Single-Family Absorption Chiller for Use in a 
Solar Heating and Cooling System, Phase 111, DOE/CS.31587-T3, Vol. 2, October 1984. 

Patents: 
U.S. 4,405,340: R. C. Reimann, Dillusion Cycle Control for an Absorption Refrigeration System. 
US.  4,467,623: R. C. Reimann, Counterflow Absorber for an Absorption Refrigeration System, 

U S .  4,484,456: R. C. Reimann, Triple Loop Heat Exchanger for an Absorption Refrigeration System, 

US. 4,485,638: R. C. Reimann, Heat Exchanger Bypass System for an Absorption Refrigeration Sys- 

~ u g .  28, 1984. 

Nov. 27, 1984. 

tem, Dec. 4, 1984. 
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6.2.7 Analysis of Active 

___ ..... ~ ___ _..-___._ ___...___ ___ .____._. __ ~ ....... ___ _ _ _ - - - . ~ -  

~~~~~~~~~~~~~ Jeffrey M. Morehouse 
tian: Science Applicatons, Inc. 

17 10 Goodridge Drive 
McLean, VA 22102 

Contract Agency: Department of Energy, San Francisco 
Contract Number: DE-ACQ3-81SF11573 
(Old Contract Number: XS-0-9145-1) 

t Period: September 1980 through September 1982 
T e ~ e ~ ~ ~ ~ ~ ~  (703) 827-4915 : $242,000 

Source: DOE Level: 100% 

To analyze the performance and economics of state-of-the art absorption and Rankine systems on ib 

comparative basis with conventional systems; to modify computer programs to model the system operation 
of absorption and Rankine solar cooling systems effectively, using state-of-the-art chillers, storage, collec- 
tors, and control strategies. 

Project Description: 

Science Applications, Inc., had performed a preliminary analysis comparing absorption and Rankine 
systems previously. This study was an extension that analyzed residential and commercial sizes of both tech- 
nologies on a performance and cost basis against competing conventional systems to assess their status and 
help formulate program goals. ’4s part of this task, updated cooling system Firnulation models were 
developed and baseline thermodynamic studies were performed. 

A TRNSYS cornpatable computer model was developed to simulate seasonal operation of active solar 
cooling systems. Specific component performance data were used to input the program. Results of this study 
were used in the active program research requirement task 

________ ~- 

P. J. Hughes and J. H. Morehome, “Improved IIeat Pump Model for TRNSYS,” f’roc. Internationab 
Solnr Energy Society Meetirrg, May 28, 1979, CONF-790541, 1978. 

N. M. White et al., “‘Thermal and Economic Comparisons for Sensibk and Latent Storage in Kesiden- 
tial Systems,” Proc. Annual Meetiiig of the American Section of the Inteinationnl Solar Energy Society, 

J. H. Morehouse and W. R .  Scholten, “Alternate Applications for Solar Cooling Machiiles,” Proc. 
Irfrersociety Energy Conversion Engineering Cotzjerence, Aug. 9, 1981, CONF-810812, 198 1 .  

M. K. C h i  et al., “Status of Several Solar Cooling Systems with Respect to Cost/Performance Coals,” 
STOC. Annual Meeting of t ke  American Section of the Internutional Solar Energy Society, June I, 1982, 

W. B. Scholten and J. H. Morehouse, Active Program Research Requirements (APRW), Final Report, 

May 25, f981, CQNF-8 1050% 198 1 .  

Vol. 5 ,  Pt. I ,  CONF-820629, 1982. 

Volume I ,  DOE/SF/11573-Tl, October 1983. 
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6.2.8 Determination Properties of Fluids for Salar Cooling Applications 

P r ~ ~ c ~ ~ a ~  Investigator: R. Thomas Pod011 
~ ~ ~ ~ n ~ z ~ t i ~ ~ ~  SRI International 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-80CS30221 
Contract Period: September 1980 through January 1982 
Funding: $1 2 1,857 

33 Ravenwood Avenue 
Menlo Park, CA 94025 

Telephone: (415) 859-5834 Source: DOE Level: 100% 

Project Objectives: 

To determine pressure-volume-temperature (PVT) data and calorimetric data for organic refrigerant 
and absorbent fluids and their binary mixtures that would be accurate enough to be used for the design of 
solar-powered cooling engines. 

Project Description: 

and their binary mixtures. The fluids tested included: 
Calorimetric and PVT data were determined for a number of organic refrigerant and absorbent fluids 

Refrigerants--ammonia, methylamine, ethylarnine, dichlorofluoromethane, difluorochlorarnethane, 
Absorbents-ethylene glycol, 1,4-butanediol, diethylene glycol, dimethyl ether, 
n,n-dimethylacetamide, n,n-dimethyldecanamide 

* 

PUblka~QWZ 

R. T. Podoll, Determination of Properties of Ffriids for Solar-Cooling Applications, Literature Survey, 

R. T. Pod011 et al., Determinution of Proprrties of Fluids for Solar-Cooling Applications, Finsll 
SRI-PYU-222 I, February 198 1. 

Report, DOE/CS/30221-T2, August 1982. 
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~ ~ 

Principal ~ ~ v ~ ~ ~ ~ ~ ~ ~ ~ r ~  Harry Hale 
(Previous Investigator: W. J. Riermann) 
O r g a ~ ~ ~ ~ ~ ~ ~ ~  Energy Systems Division 

Carrier Corporation 
Carrier Tower 
P.Q. Box 4800 
Syracuse, NY 13221 

Telephoner (3 15) 432-5655 

Contract A ~ ~ ~ ~ ~ ~ s :  Bonaaeville Powcr A a ~ i ~ i s ~ ~ ~ ~ i o n ~  National 
Aeronautics and Space Administration 

Conhct N ~ ~ ~ ~ s ~  BPA: 14-03-6280N/1)E-AC79-79BP 10447 
NASA: DEN 8-000007/DEN 8-00001 5 

: 1977 through 1982 
Funding: $1,7 18,177 
Source: BPA Level: 7 1% 

NASA 29% 

Project Objectives: 

To develop a broad line of absorption chillers designed to operate with hot fluids at as low a teoxpera- 
ture as practical while rejecting heat to a stream of water; to develop a packaging concept for solar applica- 
tion in which controls, pumps, valves, and other system components could be factory assembled into a uni- 
tary solar module. 

Project ~ ~ ~ i p t ~ o ~ ~  

good-quality flat-plate solar collectors. The following conditions were chosen. 
A design point was selected on the basis of what might reasonably be expected from a system using 

Rating conditions: 
Hot water 180°F (82°C) (3.33 gpm/ton) 
Cooling water 85°F (29°C) (7.00 gpm/ton) 
Chilled water 45°F (7.2"C) (2.48 gpinltoa?) 

15-150 tons (50 -500 kW); smaller units were contained in preassernblsd 
solar packages 

A low-temperature absorption chiller was designed, laboratory tested, and field tested. It was suitable 
for solar, geothermal, or energy-recovery applications. The manufactmrability of the low-tempcrature chi!ler 
was demonstrated on a commercial production line. The low-temperature chiller design included 15 tons, 
75 tons, and 130 tons. Packaging of the 15-ton chiller into a simple unitary solar package was completed. 
The 15-ton chiller was installed and monitored for one year at Ross Control House, Vancouver, Washing- 
ton, with a steam auxiliary at Tyler, Texas; with an electric-driven heat pump as auxiliary at Big Eddy con- 
trol house, Dalles, Oregon; and with improvements and tracking concentration through col!:ctors at the 
BDP Distribution Center, Phoenix, Arizona. The 130-ton chiller, a scale-up of the 15-ton chiller, was 
installed in the Frenchman's Reef Holiday Inn, American Virgin Islands. Two 75-ton chillers based on the 
same design as the 130-ton chiller were designed, constructed, and tested at HQUStOn, Texas, and Las 
Vegas, Nevada. 

Size range: 

PuMications: 

None provided, 
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6.2.10 Unitary Solar Heating/Cooling System Package Development 
-. - 
Principal Investigator: Richard H. Merrick Contract Agency: Department of Energy 
Organization: Preway Contract Number DE-AC03-77CS34593 

P.O. Box 534 Contract Perisd: June 1977 through December 198 1 
Evansville, IN 47704 Funding: $1,304,488 

TeReptrm: (812) 424-3331 Source: DOE Level: 100% 

Project Objectives: 

To develop hardware and software for 3-ton residential and 25-ton commercial unitary solar heating 
and cooling systems; to develop an evaporatively cooled 3-ton lithium bromide absorption chiller and 
estabiish its reliability and rnanufacturability; to add a double-effect, gas-fired auxiliary mode of operation 
to the evaporatively cooled chiller creating dual solar/gas unit. 

Project Description: 

Commercialization of a 3-ton solar package was achieved. Operation led to system improvements and 
cost reduction of this product. 

A 25-ton unitized package was developed and successfully tested. An evaporatively cooled absorption 
chiller was developed, and its reliability and manufacturability was established. Elimination of the separate 
Gooling tower reduces first cost, installation cast, and parasitic power. 

The gas-fired auxiliary mode of operation was added to the evaporatively cooled chiller to create a dou- 
ble effect, dual solar/gas unit. 

Publications: 

R. H. Merrick, Unitary Solar Heating/Cooling System Package Development. Progress Report, 
June I ,  1977-Jan. 31, 1978, COO/4593-1, 1978. 

R. H. Merrick, “Development of Unitary Solar Heating/Cooling Packages,” Proe. 3rd Workshop on 
the Use of Solar Energy for the Cooling of Buildings, Feb, 15, 1978, CONF-780299, October 1978. 

R. H. Merrick, “Engineering Design Construction and Testing of a Salt-Water Absorption Unit Optim- 
ized for Use with A Solar Collector Heat Source,” Proc. 3rd Solar Heating nnd Cooling Research and 
Development Branch Contracfors’ Meeting, Sept. 24, 1978, CONF-780983, March 1979. 

R. €3. Merrick, “Unitary Solar Heating/Cooling System Package Development,” Proc. 3rd Annual 
Solar Heating and Cooling Research and Development Branch Contractors’ Meeting, Sept. 24, 1978, 
CONF-780983, March 1979. 

R. €3. Merrick, ”Unitary Solar Heating/Cooling System Package Development,” Proc. Annual DOE 
Active Solar Heating and Cooling Contractors’ Meeting, Mar. 26, 1980, CONF-800340, 1980. 

R. H. Merrick, “A Direct, Evaporatively Cooled, Three-Ton Lithium Elromide-Water Absorption 
Chiller For Solar Application,” ASHRAE Trans. 88, January 1982. 

R. H. Merrick, Evaporatively Cooled Chiller for Solar Air Conditioning Systems Design and Field 
Test, DOE/CS/34593-T15, June 1984. 
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.... .- 

Pririeipal r n v ~ ~ t ~ ~ ~ ~ ~ ~ ~  Harry I. Robison 
O r ~ ~ ~ j ~ a ~ O ~ ~  Coastal Carolina College (CCC)  

Univ. of South Carolina (USC) 

y: Department of Energy 
B: EG-77-C-01-4042 
July I980 through September 1981 

Energy Laboratory 
Conway, SC 29526 Levek 100% 

T e l e p k ~ ~ ~ :  (803) 347-3161 
- _ _ _ . _ _ _ _ ~ . .  I__ ..____... __ __ ........ 

Project Objectives: 

TO speed the development of a marketable solar-powered chemical heat pump that was a technically 
viable, environmentally acceptable, and economically conipetitive alternative to conventional space heating 
and cooling methods. 

Project ~ ~ s ~ ~ ~ ~ ~ ~ ~ ~ :  

Two types of solar regeneration equipment were tested: trickle collector and plastic solar collectors with 
off-the-shelf regenerator. The system used water as refrigerant and had no mechanical compressor, no 
vacuum or pressure system, no condenser, no gas-fired generator, and no large insulated storage. It could be 
powered by solar heat, waste heat, or off-peak electricity. Testing was completed on the trickle-collector and 
the plastic collectors. The contractor built a 2800 ft2 (260-m2) house to test system operation. With a solar 
fraction of 1.0, the 24-h coefficient of performance was 0.6 (refrigeration effect divided by the total incident 
solar energy). Tine system energy efficiency ratio was 9.8. 

The CCC/USC system was designed to test ccmponents, compare various operating modes, compare 
different desiccants and combinations of desiccants, compare rooftop and packed-column concentrators, 
obtain operating experience with a desiccant heat pump (DMP), and verify the authenticity of the Collier 
and Gandhidasan desiccant-reconcentraeioD models. Successful operation of the machine did show that a 
heating cycle using the heat of sorption of a desiccant solutinn could be added to a desiccant coo1ing system, 
thus creating an open-cycle liquid desiccant heat pomp. 

The new hybrid 
system, constructed by Coastal. Energy Laboratory in cooperation with Midland oss Corporation, 
discharged heat to the outside air. Waste heat from a 5-ton vapor compressor was used to concentrate the 
salt brine during off-peak hours. The unique energy storage capability of the liquid desiccant allowed the 
energy recovered to be stored in a small tank in the form of chemical energy for later use. During the 
period of peak electrical use in the afternoon, the DHP assumed the dehumidification/cooling load, and the 
vapor compressor was shut down. 

The development by Midland-Ross Corporation of an all-plastic cross-flow heat exchanger that acts as 
an absorber, heat exchanger, and regenerative evaportive cooler made it possible to design and build the 
new unit. 

Publica tionsr 

A second-generation liquid desiccant energy storage/csoling system \Vas constructe 

.._. ___ ___.. ...I- __ 

H. 1. Robison, “Liquid Sorbent Solar Air Conditioner,” Proc. Alternative Energy Sources Symposium. 

H. I. Robison and S. H, Houston, ‘Passive Solar Heat Pump,” Proc. 4th National Passive Solar 

€1. I. Robison and S. H. Houston, “Thermochemical Energy Storage for Heating and Cooling,” Prm. 

H. I. Robison and S. H. Houston, “Solar-Powered Saline Sorbent-Solution Heat Pump/Storage Sys- 

P. Gandhidasan et al., ”Analysis and Simulation of Forced-Flow Solar Collector/Regenerator,” Proc. 

1-1. I. Robison, Open-Cycle Chemical H2at Pump and Energy Storage System, Subcontract ZE-O- 

Dec. 5, 1977, CONF-771203, 1977. 

Conference, Kansas City, Ma, 1979. 

Solar Energy Storage Options, Mar. 18, 1979, CONF-790328-P2, 1979. 

tem,” Proc. Alternative Energy Sources I t ,  Dec. 10, 1979, CONE-79 1204. 

American Section of International Solar Energy Society, 198 1. 

9185-1, CCC/USC Energy Laboratory, Conway, S.C., 1982. 
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H. I. Robison and H. Harris, “Year Round Operational Test Results of a Chemical Heat Pump 
Powered by Waste Heat, Off-peak Electricity, or Solar Energy,” Energex ’82-Aug. 23, 1982, CONF- 
8208151, Vol. 1, 1982. 

H. I. Robison, “Operational Experience with a Liquid Desiccant Heating and Cooling System,” Prm. 
18th IECEC, Aug. 21, 1983, CONF-830812, August 1983, 

H .  1. Robison, Open-Cycle Chemical Heal Pump and Energy Storage System, Final Report, 
CCC/USC Energy Laboratory, Conway, S.C., 1983. 

H. I. Robison, W. Griffiths, and 0. Arnas, “Liquid Desiccant/Vapor Compressor Hybrid Air Condi- 
tioner and Energy Storage System for Load Management,” Solar Energy in the Southeast, North Carolina 
Solar Energy Association, Raleigh, N.C., 1984. 

Patents: 

Aug. 14, 1979. 
U.S. 4,164,125: W. Griffiths, Solar Energy Assisted Air-conditioning Apparatus and Method, 

U.S. 4,287,721: H. I. Robison, Chemical Heat Pump and Method, Sept. 8, 1981. 
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~ ~ ~ ~ __  
ators: George 0. G. Lof Cantract Agency: Department of Energy 

Contract ~~~~~~ September 1979 through May 198 1 
Terry Lenz k r :  DE-AC03-79CS30205 

~ r ~ ~ ~ i z ~ t ~ ~ ~ ~  Solar Energy Applications Lab 
Solar House I 
Colorado State University Source: DQE Level: lQO% 
Fort Collins, CO 80522 

Funding: $3 1,993 

T e ~ e p ~ ~ ~ ~ ~  (303) 491-8632 

Prsjwt Objectives: 

To determine evaporation rates and the coefficients of heat transfer and inass transfer experimentally 
in a packed column designed for use in an open-cycle lithium chloride absorption cooling system operated 
by solar-heated air. 

Project Description: 

The project involved investigation of evaporation rates and coefficients of heat transfer and mass 
transfer in a packed column through which lithium chloride solution trickles and i s  reconcentrated by solar- 
heated air. Data that were acquired confirmed predictions of performance. 

Further work on this cooling system was initiated in September 1981, as Task 6 under a multitask con- 
tract DE-AC03-8 1 -CS30569. A budget of $50,080 was allocated to an investigation of vacuum pumping 
methods and requirements in the lithium chloride-water absorption cooling unit and the design of a com- 
plete solar cooling system. This work was completed i n  February 1982. 

P u ~ ~ i ~ a ~ ~ ~ ~ ~ ~  

G. 0. G. Lof et al., Open Cycle Lithium Chloride (Solar) Cooling, Final Report, DOE/CS/30206-T1, 

T. Lenz et al., “Residential Cooling with Solar Heatcd Air and Open-Cycle Lithium Chloride Absorp- 
December 1981. 

tion Chiller,” Proc. Solar W d d  Congress, Aug. 15, 1983, CONF-830839, 1983. 
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6.2.13 Multiple-Effect Absorption Cycle Solar Cooling 

Principal Investigator: Gary C. Vliet 
Organization: The University of Texas at  Austin 

Contract Agency: Department of Energy, 

Contract Number: DE-AC03-79SF10540 
Contract Period: Sept. 1, 1979, through 

Funding: $5 1,032 
Source: DOE Level: 100% 

San Francisco 
Center for Energy Studies 
Department of Mechanical Engineering 
Austin, TX 78712 Nov. 30, 1980 

Telephone: ( 5  12) 47 1-757 1 

Project Objectives: 

To develop a dynamic computer model of the water - -  lithium bromide double-effect absorption cooling 
cycle, to use the code to assess the effect on performance of variations in the cycle’s several design and 
operating parameters, to assess the cost of double-effect absorption cooling per unit of capacity for varying 
capacity. 

Project Description: 

The absorption cycle is one of the alternatives for solar cooling, and the double-effect absorption cycle 
is a competitor to proposed Rankine cycle solar cooling systems. Although the Rankine cycle has the 
specific advantage of mechanical/electrical output, the double-effect cycle has been available for several 
years; however, there has not been significant interest in it for application to solar cooling systems. 

This project included the development of a dynamic computer model to simulate the performance of a 
water-lithium bromide doubleleffect absorption cooling system. The code was used to investigate the effect 
on cycle performance of the several design and operational variables for the cycle. Some project cost data 
on intermediate capacity units were also made. 

The method of refrigerant flow control was important in maintaining high performance over a wide 
range of source temperatures. This capability is particularly important for a solar-driven system, where the 
source temperatures will vary considerably. The solution pump characteristic was important, particularly at  
high source temperatures, with one approaching constant displacement preferred. The relative allocation of 
heat exchanger area to the cycle’s Seven heat exchangers was very important to cycle performance and cost, 
since a large portion of the cost of absorption systems was in heat exchange surface. 

A secondary objective of the study was to assess the cost of absorption cycle cooling per unit of design 
capacity. It would appear that there is merit in considering intermediate capacity double-effect systems in 
the range of 20 to 100 tons. Since the increased capital costs of the double-effect units (over single) are 
probably considerably less than the incremental collector cost for solar systems or fife-cycle fuel costs for 
conventional systems, it would appear that the double-effect cycle is a viable choice. 

Publications: 

G. C. Vliet, “Multiple Effect Absorption Cycle Analysis,” Froc. Annual DOE Active Solar Heating 

M. Nazer et al., “Double Effect Absorption Cooling,” Proc. 1st SOLERAS Workshop, Apr. 1. 1980, 

G.  C. Vliet, Water-Lithium Bromide Double-Effecf Absorption Cooling Analysis-Final Report, 

M. B. Lawson, “Water-Lithium Bromide Double-Effect Absorption Cooling Cycle Analysis,” 

G. C. Vliet, “Multiple-Effect Absorption Cycle Solar Cooling,” Proc. DOE Heat Pump Contractors 

and Cooling Contractors’ Review Meeting, Mar. 26, 1980, CONF-800340, 1980. 

CONF-8004244, MRI/SO2-0601, 1980. 

DOE/SF/ 10540-T2, December 1980. 

ASHRAE Trans., Vol. 88, CONF-820112, January 1982. 

Program Integration Meeling. June 2, 1981, CONF-8 10672, March 1982. 
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2.14 Analysis of Liquid-P 

Principal ~ n v ~ ~ t ~ ~ ~ ~ o r ~  Kirk Collier 
~ ~ ~ ~ n ~ z ~ t ~ ~ ~ ~  Solar Energy Research 

C ntract Agesacy: Department of Energy 
~ o ~ t ~ ~ ~ ~  ~~~~~~~~ DE-AC02-77CHQO 178 
Contract Period: October 1979 through September 1980 Institute 

1617 Cole Boulevard F ~ ~ $ ~ ~ ~ ~  $25,000 
Golden, CO 80401 Source: DOE Levell: 100% 

~ e l ~ p ~ o ~ ~ ~  (303) 23 1 - 176 1 

Project Objectives: 
...... ~ ___ ~ ___ .......... ....... 

To investigate the use of liquid desiccants in heat pump applications. 

Project Description: 

Overall prospects for the use of open-cycle desiccant and absorption systems appear promising. How- 
ever, there are unanswered questions pertaining to year-round use of the systems. These involve unknown 
performance-climate relations and the potentia! of using the systems for beth heating and cooling. The Solar 
Energy Research Institute explored the possibility of combining an open-cycle absorption chiller with a 
solar-assisted heat ptmrtip for summer cooling and winter heating. For this task, the thermal effectiveness of 
open-flow collectors (where the salt-solutioim working fluid flows over the collector in direct contact with the 
atmosphere) was analyzed. If the salt solutions (LiCl and GaC12) do not freeze or lose water in the winter, 
the same collectors that evaporate refrigerant to the atmosphere in the slimmer can be used to supply 
energy to a vapor-compression heat pump for winter heating. The vapor-compression heat pump is normally 
needed for backup cooling in any case. Computer models of the refrigeration system for the cooling season 
were adapted to winter conditions for candidate cities. Results of the simulation determined which operating 
inodes were possible, i.e., as direct heat in absorptien heating or as a heat source for a conventional heat 
pump. In addition, potential problems with freezing and crystallization were assessed. 
.......... __.__I_.._ __ ..... _____ .......... __ ........ 

R. Barlow and K. Collier, “Optimizing the Performance of Desiccant Beds for Solar-Regenerated Cool- 
ing,” Proc. Aiinual Conf: of the ltzternational Solar Energy Society, May 26, 1981, CONF-8 10509-28, 
SEKI/TP-63 1 - 1 157, March 198 1. 

~ ........ .... ~_____ ___ ........ ___ ......... 
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6.2.15 Operation and Maintenance of Solar Energy Cooling System 

Principal Investigator: J. Frissora 
Organization: Sunmaster Corporation 

Contract Agency: National Aeronautics and Space Administration 
Contract Number: DEN8-000005 
Contract Period: January 1979 through September 1980 
Funding: $9 5 8,000 

12 Spruce Street 
Corning, NY 14830 

Telephone: (607) 937-5441 Source: DOE Level: 100% 

Project Objectives: 

at the Holiday Inn on Frenchman’s Reef, a large resort hotel in the Caribbean. 

Project Description: 

the 200-ton absorption chiller. 

Publications: 

To manage the operational test phase of the large industrial-scale solar energy cooling system installed 

Sunmaster operated and maintained the solar energy collection system which provided heated water to 

_i- - -_ - 

None provided. 
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6.2.16 Thermal Storage for Sdar Coding Usi 

Principal Investigators: F. A. Jaeger 

~ r ~ ~ ~ ~ ~ ~ t i Q n :  Martin Marietta Aerospace 

Contrast Agency: Department of Energy 
E. Fox Contract N ~ ~ ~ r ~  DE-,4CO2-78CS34700 

Contract Period: July 1973 through September 1980 
Division Funding: $428,000 

P.O. Box 179 Source: DOE Level: 100% 
Denver, CO 80201 

Telephone: (303) 973-4804 

Project Objectives: 

To design, construct, and test a reversible thermochemical heat and storage system. 

Project ~ ~ ~ r ~ p ~ ~ n ~  

The experimental system was similar in operation to an absorption refrigerator except that this unit 
contained sufficient absorber to be used for thermal storage and operated in the batch mode rather than 
continuously. The unit consisted of two high-tcmperature reactors, an ammonia condensor, an ammonia 
storage tank, an expansion valve, an evaporator, and hcat exchangers. Specific tasks of this project were to: 

0 Demonstrate concept feasibility using subscale system testing 
Measure compatibility of appropriate construction materials with candidate ammoniates 
Select the optimum combination of ammoniates for a residential heating and cooling system 
Investigate system practicality by conceptual design and cost estimates of a residential unit 
Demonstrate system performance by testing a full-scale unit 

~ M ~ ~ i c a ~ ~ ~ n ~ ~  

W. R. Haas et al., “‘l’hermochemisa1 Encrgy Storage and Heat Pump System lJsing Amniloniated 
Salts,” Proc. Solar Energy Storage Options Workshop, Mar. 18, 1979, CONF-798328, March 1979. 

F. A. Jaeger and C. A. Hall9 ”Ammoniated Salt Heat Pump/Thermal Storage System,” PFOC. Intermer- 
tional Seminar on Thermochenticnl Energy Storage, Stockholm, Jan. 7-9, 1980, CQNF-800133, 1988. 

F. A. Jaeger, “Thermal Storage For Solar Cooling Using Paired Ammoniated Salt Reactions,” E’roc. 
Anniral DOE Active Solar Heating and Cooling Contractors’ Review Meeting, Mar. 26, 1980, CONP- 
800340, March 1980. 

W. R. Haas et al., “Ammoniated Salt Heat Pump,” Proc. Miami Infernafiondal Conf: on Alternaive 
Energy Sources, Der, IO, 1979, CONF-79 1204, 198 1. 

Final Report, MCR-8 1-58 1, September 198 1. 
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6.2.17 Calcium Chloride-Methanol Chemical Heat Pump 
for Solar Heating and Cooling 

Principal Investigator: Peter 0. Offenhartz 
Organization: EIC Corporation 

55 Chapel Street 
Newton, MA 02158 

Contract Agency: Brookhaven National Laboratory 
Contract Number: 490105-5 
Contract Periad: April 1977 through September 1980 
Funding: $6 18,300 

Telephone: (617) 965-2710 Source: DOE Level: 100% 

Project Objectives: 

To design, construct, and field test a solar-activated chemical heat primp for residential heating, cool- 
ing, and domestic hot water, incorporating adequate (chemical) storage for overnight heating and late 
afternoon/early evening cooling. 

Project Description: 

The research segment of this project fociised on determining the thermodynamic and kinetic behavior 
of the CaC12-CH20H reaction, as well as the extent of corrosion and side reaction. It was determined that 
practical heat pumping is feasible at an absorber-evaporator temperature difference above 100°F (38OC) ,  
making the cycle exceptionally well suited to space heating in central and northern climates and cooling 
with dry-air heat rejection. A detailed thermodynamic analysis indicates coefficients of performance (COPS) 
of 0.6 for cooling and 1.6 for heating. The reaction components were strictly noncorossive toward copper 
and aluminum, and no side reactions occurred. The size of CaClz pellets was optimized, and it was deter- 
mined that the pellets would cycle without chemical or physical degradation. 

The hardware development effort focused on the CaC12 heat exchanger, which was the key element in 
the design. A one-third scale unit was constructed and tested; the experimental cooling COP is 0.52 (excel- 

,lent agreement with the theoretical analysis). The original heat exchanger design showed some distortion 
due to salt expansion and contraction, but this problem was overcome by stiffening the salt-bed container. 
The conceptual design for a full-scale system was completed, specifications were prepared for all com- 
ponents, and a control system was developed. The next stage of work was the detailed design, construction, 
and field testing of a solar-activated unit. 

Publications: 
.. __..- .- _-....__---I __I _I-_- _.__._I . ._.. 

P. 0. Offenhartz, “Method-Based Single Substrate Heat Pump for Solar Thermal Storage,” froc. 
Second Annual Thermal Energy Storage Contractors’ Information Exchange Meeting, Sept. 29, 1977, 

P. 0. Offenhartz, “Methanol-Calcium Chloride Chemical Heat Pump for Solar Air Conditioning, 
Heating, and Storage,” Proc. Solar Energy Storage Options Workshop, Mar. 18, 1979, CONF-790328, 
1979. 

P. 0. Offenhartz et al., Methanol-Based Heat Pump for Solar Heating, Cooling, and Storage, Phase 
11, Final Report, SAND-78-8182, January 1980. 

P. 0. Offenhartz et al., ”Engineering Prototype Studies on the CaC12-CH30H Chemical Heat Pump 
for Solar Air Conditioning, Heating, and Storage,” Proc. 15th IECEC, Aug. IS, 1980, CONF-800806, 
1980. 

P. 0. Offenhartz, “Chemical Heat Pump Based on the Reaction of Calcium Chloride and Methanol for 
Solar Heating, Cooling, and Storage,” Proc. 5th Annual Thermal Storage Meeting, Ocl, IO, 1980, CONF- 
801055, March 1981. 

CONF-770955, 1977. 
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Principal 1 ~ ~ ~ s ~ ~ ~ ~ ~ ~ ~ ~  Peter 0. Offenhartz Contract Dcpartriient of Energy 
~ ~ ~ ~ ~ i ~ ~ ~ ~ o ~ ~  EIC Corporation : DE-AC02-79CS30248 

55 Chapel Street 
Newton, MA 02 158 

September 1979 through April 1980 

T e ~ ~ ~ ~ ~ ~ ~ :  (617) 965-2710 Source: DOE Level: 100% 

Project Objectives: 

ing applications. 

Project ~~~~~~~~~~~ 

Chemical heat pumps are absorption-cycle thermally activatcd heat pumps with the inherent capability 
of chemical storage of thermal energy. Under sponsorship of the U S .  Department of Energy, work was per- 
formed on three different cycles: II2SO4/H,O; NII$+JO,/NH,; and GaC12/CHjOH. 'I'he first two were 
based on liquid-gas reactions, and the last on a solid-gas reaction. This difference required the development 
of two separate simulation packages. All three chemical heat pumps had to be capable of operating under 
fairly extreme conditions. Absorber-evaporator temperature differences as great as 130°F (55OC) had to be 
achievable. This i s  technically and economically important because it permits (1 )  forced-air (dry) heat 
rejection even in desert climates; (2) domestic hot water preheat from the abwrber, providing "free" domes- 
tic hot water in summer; and ( 3 )  system operation in the heating mode even on cold days, using either solar 
input or fossil (or wood) heat. This helps rediicc collector area and expense and conserves fuel even in the 
backup mode. 

To evaluate the simulated performance of liquid-phase chemical heat pumps in solar heating and cool- 

P. 0. Offenhartz, "TRNSYS Simulation of Chemical Heat Pumps For Solar Heating, Cooling, and 

P. 0. Offenhartz, Thermal' Storage Studies for Solar Heaiiiig and Cooling: Applications Using C h e w  
Storage," Proc. Systems Sirneedation and Economics Analysis Workshop, Jan. 23, 1980, CONF-800101. 

ical Heat Bumps, Final Repori, DOE/CS/30298-1'1, April 198 1 .  
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6.2.19 Development of New Fluids for Solar Absorption Cooling Applications 

Principal Investigator: Robert A. Macriss 
Organizatisn: Institute of Cas Technology 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-77CS3 1439 
(Old Contract Number: EG-77-C-03-1439) 
Contract Period: September 1977 through October 1978 

Source: DOE Level: 100% 

4201 West 36th Street 
Chicago, IL 60632 

Telephone: ( 3  12) 890-6444 Fudmg: $97,000 

Project Objectives: 

To develop new fluids for solar absorption cooling systems. 

Project Description: 

This was an experimental and analytical project. The three major tasks were to 

* Identify, screen, and make preliminary selection of potential candidate fluid systems 
Develop data to evaluate the most promising candidates 
Use the data to project the coefficients of performance of solar absorption cooling cycles employing 
the new fluids 

Over 100 potential refrigerants and over 100 potential absorbents were screened. Among these, 6 
groups of refrigerants were selected for further consideration, resulting in about 100 potential refrigerant- 
absorbent combinations. 

. ... __I ___ ---... --. 
PMb&!aGOIlS: 

R. A. Macriss et al., Analysis of Advanced Conceptual Designs for Single-Family-Size Absorption 

R. A. Macriss et al., Analysis of Advanced Conceptlid Designs for Single-Family-Size Absorption 
Chillers, SAN-1439-8, September 1978. 

Chillers-Final Report, SAN- 1439-2, February 1979. 
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Principal I ~ ~ ~ $ ~ i ~ a ~ o r ~  Peter 0. Offenhartz 
: EIC Corporation 

55 Chapel Street 
Newton, MA 02 158 

Contract Agency: Department sf Energy 
Contract Number: DE-AC83-77CS34537 

ct Period: September 1977 through September 1978 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (617) 965-2710 Levck 100% 

To design, construct, and test a solar air conditioner based on solid-phase absorbent. 

Project ~ ~ $ ~ ~ ~ ~ ~ ~ ~ ~ :  

Solid-phase absorption air conditioning offers two important potential advantages over conventional 
lithium bromide systems: built-in storage so that an auxiliary thermal storage tank is not required and 
higher heat rejection temperatures so that dry air heat exchange can replace the cooling tower. To develop a 
practical air conditioner based on solid-phase absorption, it was first necessary to find a suitable chemical 
reaction and then to design an appropriate heat exchange system. The absorber was to be a low-cost inor- 
ganic salt that provided air conditioning by reacting with water vapor. The thermodynamics and kinetics of 
the reaction were chosen such that dry-air heat rejection could be accomplished while relatively low solar 
collector temperatures and a coefficient of performance (COP) above 0.60 were maintained. Sufficient 
thermal stcjragc was provided in the dehydrated absorber to permit essentially 100% solar operation, without 
utility backup. The reaction of calcium chloride monohydrate (CaCl2/H20) to prodcce calcium chloride 
dihydrate was selected for development. No side reactions were found, and the reaction appeared completely 
reversible. EPC developed a preliminary heat exchanger design that was ~ompact, low in cost, and relatively 
easy to construct. The reaction of CaC12/H20 appeared to meet design objectives. The projected COP of 
the air conditioner was 0.70 and could be increased significantly if the heat exchanger weight ared thermal 
capacitance were reduced. 

E'. 0. Offenhartz, "Development of Solid-Phase Absorption Air Coiiditioner with Built-In Storage," 
Proc. 3rd Workshop on the Use of Solar Energpi for the Cooling of Buildings, Feb. 15, 1978, CONF- 
780249, October 1978. 

P. 0. Offenhartz et al., "Design of a Novel Solar Air Conditioner Using a Solid-Phase Ab~orbe r ,~  
Proc. 3rd Solar Heating and Cooling Research and Development Brmclr Contractors' Meeting, Sepz. 24, 
1978, CONF-780983, DOE/CS/34537-T1, March 1979. 
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6.2.21 Analysis of Advanced Conceptual Designs 
for Single-Family-Sized Absorption Chillers 

___-.__ I __._.__.I_ -. ~. 

Principal Investigator: Robert Lacey 
Organization: Southern Research Institute 

Contract Agency: Department of Energy 
Contract Number: DE-AC03-77CS3 1586 
Contract Period: September 1977 through August 1978 
Funding: $1 14,000 

2000 Ninth Avenue South 
Birmingham, AL 35205 

Telephone: (205) 323-6592 Source: DOE Level: 100% 

Project Objectives: 

To find means of improving the performance or reducing the cost of a solar-powered absorption chiller 
in the size range of 3 tons. 

Project Description: 

An investigation was conducted of new refrigerant/absorbent (R/A) pairs, additives to currently used 
R/A pairs, and modifications to the cycle. The tasks included: 

Literature search 

Analysis of conceptual designs 

Recommendations 

Definition of criteria 

Comparison and selection of promising systems 

.......... ...... ... 
Publications: 

None provided. 
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~~~~~~~~~ Investigator: Noam Lior 
~~~~~~~~~~~~~ University of Pennsylvania 

Contract Agcary: National Science Foundation (Research 

Ccs~tract Nombcr: 61 29779 
Costeaact Per!od: 1972 through 1975 

Sisoxe: Univ. of Penn. Level: 

Applied to National Needs) 
111 TB-03 
Philadelphia, PA 

' ~ ~ ~ ~ ~ ~ ~ ~ ~ :  (21 5 )  243-4803 Fnndisg: 

NSb-KANN 

FrajecQ Objectives: 

To determine limit, of operation. both ideal and realistic, using first- and second-law analysis of 
absiirption heat pumps; to conduct fnndamental studies in wdtistage flash evaporation for 19OSsibk applica- 
tion with multicffect absorption hcat pumps. 

Paaject ~~~~~~~~~~~~~ 

Thermodynamic analyses were performed to deteminc the absorption heat pump-solar collector combi- 
oation characteristics that result in a saving of collector zica 3 y  wing S ~ J C ~  a heat pump in lieu of a direct 
solar heating system. Energy analysis of abwnption hcat pumps was cofiduckd. 

Analysis and experiments iil f lash evaporation wzrc conducted which showed relevance to midtieffect 
absorption heat pumps. 

~~~~~~~~~~~~~ 

N. Lior ct al., "Opck-ational EnveAopc of Solar-PowerEd Absorption Heat Pumps.' Froc. Annual Meet- 
ing of Anmericnn Section of the Intei-nnfionnl Solar E n q y  Society, CONF-8 10509, May 198 1. 
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6.2.23 Gas- or Solar-Fired Residential Heat Pump Using a Variable Effect Process 
.-. -._I_. I_..-_ 

Principal Investigator: Ken Xauffman 
Organization: Absorption Process Technology 

Contract Agency: Absorption Process Technology (APT) 
Contract Number: 
Contract Period: 
Funding: 
Source: APT (self-funded) 

4920 City Line Avenue, A207 
Philadelphia, PA 191 3 1 

Level: lOQ% Telephone: (21 5 )  473-7905 

Subcontractors: Franklin Research Center 
David Aronson Associates 
Johnson Engineering Company 

- __.__ 

Project Objectives: 

to field test the prototypes and demonstrate for manufacturer licensing. 

Project Descriptim: 

A new process and machine concept for absorption heat pumping are being developed. The variable 
effect machine attains the performance of single-effect, multi-effect, or anywhere in between. Triple-effect is 
attained with mild winter conditions. The process matches the application: heat exchange with air streams 
occurs over a range of temperature, and the outdoor temperature varies widely over time. The machine uses 
a slowly rotating thin film heat exchanger for efficiency, compactness, and low cost. 

The design of a 3-ton (cooling) engineering prototype has been completed. Funding is being sought for 
building and testing the prototype, and for its commercial development. 

To build and test a 3-ton (cooling) engineering prototype, to refine the design and construct prototypes, 

PuMicat ions: 

E;. Kauffman, “Solar Applications of a Variable Effect Absorption Process,” Proc. Annual Meeting of 
the American Section of the International Solar Energy Society, May 26, 1981, CONF-810509, 1981. 
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7. FOSSIL-FUEL-FIRED SYSTEMS 

7.1 Stirling Ew he-Driven Syste 

~X~~~~~~~~~ for Stirling Cycle Processes 
~ ~ 

Primcipal Investigator: Joseph L. Smith Co~.a"iract Agency: Oak Midge National J.,aboiatory 
Contract Number: 19X-559 15C 
Contract Period: Jan. 1, 1986, thioliigh Dec. 31, 1988 
Fiding: $178,634 

~~~~~~~~~~ Massachusetts Institute of Technology 
17 Massachusetts Asrc. 
Cambridge, MA 021 39 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (615) 253-2246 %urce: DOE Level: 100% 

To invectigate beat transfer during ccmpression and cxpansion in a rmumber of geometries similar to 
those used in Stirling machinery, to integrate experimental and aaalytical approaches on the component 
level so that verified model input for larger-scale aaalyses can be obtained. 

Project ~~~~~~~~~~~: 

The project consists of the following three phases: 

Phase 1-a survey of existing analytical and experimental technkpes that will determine an 
optimum variable set for both modeling and verification 
Phase 2 An experimental and. analytical investigation of heat transfer in a closed single-space sys- 
tem with various heat transfer surfaca; dCVdQpPnen7t and testing of cew iostrLamentation techniques 
for heat transfer during compression and expansion 
Phase 3 An expcrimental and analytical investigation of heat transfer in a two-space system with 
measurement of mass and energy flows between the spaces 

-- _____ - 
~ ~ ~ ~ ~ ~ a t i ~ ~ ~ ~  

None provided. 
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7.1.2 Stirling Engine Tecbnology for Application in Buildings 

Principal Investigator: F. C. Chen 
Organization: Oak Ridge National Laboratory 

Contract Agency: International Energy Agency 
Contract Number: N/A (IEA Annex XI) 
Contract Period: May 1986 through May 1988 
Funding: $1 50,000 (U.S. share-$60,00Q) 

P.8.  Box Y 
Oak Ridge, TN 37831 

Telephone: (6 15) 574-07 12 Source: DOE Lev& 100% 

Subcontractor: Arthur D. Little, Inc. 
_..__l_.l..._ _-__ ~ 

Cambridge, Massachusetts 

Project Objectives: 

To gain through international cooperation a more complete strategic assessment of the technology of 
Stirling engine-driven heat pumps than can be obtained through present individual programs, to identify 
topics for further international cooperative research efforts. 

Project Description: 

This project is being conducted on a task-sharing basis whereby each participating country contributes 
the services of a national team at its own expense. The operating agent, Oak Ridge National Laboratory, 
contributes additional tasks, which are described below. The participating countries are Denmark, Japan, 
Sweden, and the United States. 

Each participant prepares a summary of relevant nonproprietary information on current basic research 
and system development activities in the respective country. The operating agent organizes and coordinates 
the activities of the annex. Using the information contributed, the operating agent will conduct a strategic 
technical and economic assessment of the technology for Stirling engines and Stirling engine-driven heat 
pumps, focusing on a cornparalive evaluation of the kinematic-drive and free-piston approaches. The operat- 
ing agent will prepare a final report documenting work done, conclusions, and recommendations for future 
cooperative activities. 

Three project workshop meetings and study tours are planned, one each in Japan, Europe, and the 
United States. 

Publications: 

international Energy Agency Implementing Agreement for a Programme of Research and Development 
on Advanced Heat Pump Systems, Annex Xi: Stirling Engine Technology for Application in Buildings, 
draft report. 
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iston Stirling Engine 

atisrnal Laboratory 
~~~~~~~~~ Arthur D. Little, Inc. 

32 Acorn Park 
Cambridge, MA 02 140 

: May 22, 1984, through Dec. 31, 1987 

T~~~~~~~~~ (617) 864-5770 Soarce: DOE Lev& 100% 

‘To assess thp. technical status of free-piston Stirling engine (FPSE) driven heat p ~ n p  technology, to 
identify programmatic approaches for resolving remaining technical and economic issues that represent bar- 
riers to their commercial developmcut. 

Project ~~~~~~~~~~~~ 

’The assessment i s  complete The program reviewed the recent experience with FPSE driven heat pump 
systems and identified key technical and cost issues that should bc the focus of future program efforts. The 
effort emphasized experience with the program undertaken by General EBectric Company (inertial 
compressor concept) and Mechanical ‘I‘echnolsgy, Inc. (hydraulically couplcd system) because they have 
received the major funding by the Departinent of Energy a d  others since the late 1970s. 

Issues addressed by the study include the status and prospects of FP§Es as heat pump drives, design 
and operational clnaracteristics that might limit reliability a i d  life, unique factors such as gas spring losses 
which influeincc the efficiency of FPSiE, and the cost constraints mi the system to be economically competi- 
tive with conventional equipment and othcr heat-actuated heat pump options. Special attention was given 10 
the impacts of unlubricated seal and bearing optiem on systew life, reliability, and cost. 

h s e d  on the above, a comprehensive program was outlined consisting of supporting analyses, support- 
ing research and development, and system development which, if fully funded, would lead to field testing of 
a commercial prototype FPSE heat pump system in about 5 years. 

~ ~ ~ l ~ c ~ ~ ~ ~ ~ ~ :  

W. P. Teagan, “Assessment of k’ree-Piston Stirling Engines as Weat Pump Drives,” Iproc. DOE/ORNE 

Arthur D. Little, he.,  Status of Free Piston S t i r h g  Engine Driven Heat Pumps Developmen¶, 
fired Pump Conference, Dec. 11-13, 1984, CONF-841231, August 1985. 

Issues, and Options. Final Report, ORNL/Sub/84-00205/ 1,  April 1986. 
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7.1.4 Free-Piston Stirling Engine Diaphragm-Coupled Heat-Actuated 
Neat Pump Component Technology Program 

vestigator: Robert A. Ackermann Contract Agency Oak Ridge National Laboratory 
Contract Number: 86X-47985V 
Contract Period: Nov. 15, 1983, through Feb. 28, 1987 
Fundi@: $927,485 

Orgarnization: Mechanical Technology, Inc. 
968 Albany-Shaker Road 
Latham, NY 121 10 

T d e p h ~ ~ ~ :  (518) 785-2211 Source: DOE Level: 100% 

Project Objectives: 

To improve the performance of a hydraulic transmission/compressor that was designed and fabricated 
during a previous phase of the project, to couple the improved hardware with an cxisting free-piston Stirling 
engine, to test the performance of the heat pump system over a range of ambient temperatures and 
compressor strokes. 

Project Description: 

Mechanical Technology, lac. began development in 1980 of a hydraulically driven compressor coupled 
to a free-piston Stirling engine by a metal diaphragm. The compressor is double-acting and oriented in a 
transverse position relative to the engine. The original lnasdware inclzlded a counterweight inside the 
hydraulic traaslanissioa to eliminate transverse vibrations. Experiments with the original transmission/ 
compressor indicated that hydraulic and compressor losses were ~ i ~ n ~ ~ i ~ a ~ t l y  larger than desig 

In this phase of the project, a series of analytical and experimental. investigations idcn 
mdifications to improve the performance of the t~r~nsl~iissiorm/@ormspressor. Improved components were 
designed and fabricated whenever procurement times and costs were ~ ~ s o n a b l t .  The largest performance 
improvemerat occurred when the counterweight inside the transmission was removed and replaced with 
spring-mounted balancers located externally on the transmission housing. Other improvements included 
replacing the compressor piston rings, streamlining the oil passages, and using low-viscosity oils. 

Performancc testing of the improved hardware was completed in January 1986. The results indicate 
that the efficiency of the transmission is about 85% and the isentropic efficiency of the compressor i s  about 
75%. The experiments also demonstrated the feasibility of the external balancers and the ability of the Stir- 
ling engine displacer motor to control the system over the range of ambient temperatures from 0 to 95°F. 
Future goals are to improve the performance of the freegiston Stirling engine so that the heat pump cooling 
capacity can be increased from the current value of about 2.5 tons to 3.0 tons. 

Publications: 

'r. M. Moynihan and R. A. Ackermann, "Test Results for a Stirling-~ngine-Driven Heat-Actuated 
Heat Pump Breadboard System," Proc. 19th IECEC, August 1984. 

Mechanical Technology, Inc., Free-Piston Stirling Engine Diaphragm-Coupled Heat-Acluated Heat 
Pump Component Teechnohgy Program-Phase I/IA Final Report, ORNL/Sub/80-61618/ 1, June 1985. 

T. J. Marusak, "Breadboard Development of a Hydraulically Coupled Free-Piston Stirling Engine Heat 
Pump Compressor," Proc. DOE/ORNL Heat Pump Conference, Dec. 11-1  3, 1984, CONF-841231, August 
1985. 
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I Electric Stirling/ 

ProjecQ O$bjlectfvess:: 

To ccmfirm the pressure-regulated gas spring control system concqt cr~ployed in the General F , i m  ii 
Proto 2 Unit, to prcdict the evcn:ual levcl of pcrforrnancc attainable by an irilpiovcd thermniiy activated 
heat pu inp comprising of a free-piston Stirling engine a d  an inei iially coiipld icfrigerant c0i11pi-c~~. 

Fmject Dew iptisa: 

A modified dynamic nnodel coupled to an existiq siirliag crigine thermodynamic model wil! bc mli- 
dated using Proto 2 data The resulting node1 wi11 be mixcised to e,\iiirx+te the pstential of suggested Froto 
2 design c h a n g s  for iiilproved thcrmal perf~rriiance and io assess the pressu:e-reg.J1;Pcr!xe-reguktcd gas :>.ring control 
concc$. Compressor p w r  requiremais at four rating point: +I1 be dweloped and matched to engine ant- 
pill over the rang= of refrigerant gas spring control pressures. Thcraal performance of an improved Proto 2 
unit will be estimated to show the performance potcntial of the free-piston Stirling cngliic/inertial compres- 
sor concept 
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7.1.6 Stirling Engine Technology 

Principal Investigator: James E. Dudenhoefer 
Organization: NASA Lewis Research Center 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: DE-AIQ5-820R21Q05 
Contract Period: Sept. 23, 1982, through Dec. 31, 1886 2 1000 Brookpark Road 

Cleveland, OH 44135 Funding: $550,000 
Telephone: (216) 433-4000 Soorce: DOE Level: 100% 

Subcontractors: Sunpower, Inc. 
Foster Miller Associates 
Mechanical Technology, Inc. 

Project Objectives: 

To develop free-piston Stirling engine (FPSE) technology applicable to heat-activated heat pumps. 

Project Description: 

The National Aeronautics and Space Administration (NASA) has tested and characterized an existing 
1-kW FPSE with a dashpot load. Test data collected throughout a test matrix have been used to update and 
validate a NASA-developed FPSE performance computer code. The test matrix exercised the engine over a 
wide range of conditions to find parameters to which the engine has sensitivity. The matrix not only varied 
the engine operating conditions, but it also v3ried the configuration of engine hardware. 

A hydraulic load output device was designed, fabricated, and coupled to the FPSE. Presently, the 
engine/hydraulic output system characterization test is under way for the investigation of dynamic interac- 
tion. A hydraulic output simulation code has been written and successfully coupled to the FPSE perfor- 
mance computer code for complete simulation. The testing of the hydraulic output device is intended to 
demonstrate feasibility, efficiency, and potential practicality of a hydraulic power system driven by an 
FPSE. 

Publications: 

Detail Design and Stability Verification of Hydraulic Output Stirling Engine, NASA Contractor 

Testing and Performance Characteristics of a 1 -k W Free-Piston Stirling Engine, NASA TM-2999, 

Test Results and Description of a 1-kW Free-Piston Stirling Engine with a Dashpot h o d ,  NASA 

J. Schreiber, "Test Results and Description of a 1-kW Free-Piston Stirling Engine with a Dashpot 

"Development of Free-Piston Stirling Engine Performance and Optimization Codes Based on Martini 

Comparison of Free-Pisron Stirling Engine Model Predictions with RE-1000 Engine Test Data, 

J. G. Slaby, 'Overview of NASA Lewis Research Center Free-Piston Stirling Engine Activities," Proc. 

R. Tew, "Comparison of Free-Piston Stirling Engine Model Predictions with RE-1000 Engine Test 

J. Schreiber, "Initial Results of Sensitivity Tests Performed on the RE-1000 Free-Piston Stirling 

Free- Piston Stirling EnginelLinear Alternator 1000-Hour Endurance Test, NASA Contractor Report 

J. G. Schreiber, "Initial Results of Sensitivity Tests Performed on the RE-1000 Free-Piston Stirling 

Report CR-167976, January 1983. 

April 1983. 

TM-83407, August 1983. 

Load, Proc. 18th IECEC, Orlando, Florida, 1983. 

Simulation Technique," prepared for NASA under contract NAS3-22256, May 1984. 

NASA TM-83650, August 1984. 

19th IECEC, DOE/NASA-1005/2, August 1984. 

Data," Proc. 19zh ZECEC, DOE/NASA-l005-3, ISBN 0-89448-1 15-0, August 1984. 

Engine," Proc. X9th IECEC, August 1984. 

CR-174771, March 1985. 

Engine," Proc. DOEIORNL Heat Pump Conference, Dec. 11-13, 1984, CONF-841231, August 1985. 
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Engine Driven Heat P~nmp Systems Ana 
~ ~ 

Prl~cipa! Investigator: Fang C. Chen 
~~~~~~~~~~~~~ Oak Ridge National Laboratory 

my: Department of Energy 
b ~ :  DE-AC05-840R21400 

Ccsotraet Peri~d: Oct. 1, 1984, through Sept. 30, 1986 P.O. BOX Y 
Oak Ridge, TN 37831 

e: (615) 574-0412 Level: 100% 

To evaluate existing and newly propssed Stirling engine driven heat pinnip (SEWP) systems for the pur- 
pose of guiding decisions about their further development. 

Oak Ridge National Laboratory (ORNL) manages a SES-IP deve'ioprnent program for the U.S. Depart- 
ment of Energy. The development work is performed both in-house at ORNE and under subcontract at 
other research organitatioris. This project provided independent evaluations of SEfIP systems that Weie 
needed for effective management of the developnmemt program. It is expected that improved and/or new 
SEHP system concepts will evolve from this project. 

N ~ F ~ C  provided. 
......... ~ ~ ......... __ __ ......... . . .. . . . . 
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7.1.8 Natural-Gas-Fired Kinematic Stirling/Rankine Cam 
Heat Pump Development 

Principal Investigator: L. Johannson 
Organization: Stirling Power Systems 

I101 Jackson Road 
Ann Arbor, MI 48103 

Contract Agency: Gas Research Institute 
Contract Number: 5083-242-0845 
Contract Periad: Sept. 1, 1983, through Apr. 30, 1986 
Funding: $5,860,585 

Telephone: (31 3) 665-6761 Source: GRI Level: 100% 

Subcontractors: Institute of Gas Technology 
Borg-Warner Research Center 

I-_._._.__- 

Project Objectives: 

ing capacity) based on kinematic Stirling engine technology. 

Project Description: 

The kinematic StirlinglRankine gas heat pump concept i s  based on a Stirling cycle engine that has 
been under development for over a decade. The V160 Stirling engine has heen converted to natural gas and 
is well characterized with thousands of hours of operating experience. In this phase, a heating, ventilating, 
and air-conditioning systems manufacturer (Borg- Warner) is collaborating with Stirling Bower Systems 
(SPS) to dewlap an engine-driven heat pump system. org- Warner's role involvcs the design, assembly, and 
test of a laboratory prototype heat pump breadboard, vtithi SPS focusing on the VI60 Stirling engine 
develspment to meet the system endurance, reliability, performance, and cost r e q ~ ~ r ~ ~ ~ ~ n t ~ .  A piston-type 
spell shaft freon compres~~r  has been selected as the best match for the VI60 engine. Both the engine and 
compressor have been tested and fully characterized by performance maps. The experimental beat pump 
system was evaluated by Borg-Warner. The control system for automatic cycling of the V160 endurance 
engine to simulate heat pump duty is operational. Engine performance data obtained with the improved 
engine heater at the maximum design pressure of 15 MPa and a heater ternprature of 700°C indicates 
that the engine should be capable of producing the power and torque needed to provide 18 tons of cooling. 

To develop an economically competitive gas heat pump for light commercial applications ( 10-ton cool- 

PUbkatiQNS: 

Gas Research Institute, Phose IB Development of Kinelamtic StirlingjRankine Comrnercid Gas-Fired 

L. Johannson et at., "Kinematic StirlinglRankine Commercial Gas-Fired Heat Pump System," 
Heat Pump System, GRI Annual Report (September 1983-December 19841, GRI-85/0126. 

presented at the 1984 International Gas Research Conference. 
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7.11.9 Free Piston Stirli 

~~~~~~~a~ I ~ ~ ~ ~ ~ ~ ~ ~ t ~ ~ ~  Robert A. Ackerinann 
~~~~~~~~~~~~~~~ Mechanical Technology, Inc. Contsaet Nu her: 5082-242-072 I 

Confrm3 Agency: Gas Research Institute 

~~~~~~~~ Period: Dec. 1, 1882, through Mar. 31, 1986 
F ~ ~ ~ ~ ~ ~ :  $4,889,490 

968 Albany-Shaker Road 
Latham, NY 121 10 

Tdephane: (518) 785-221 I Sonaree: GRI Levell: 100% 

ontsactsr: Lennox Industries 

To develop the technology to utilize a free-piston Stirling engine (FBSE) as a gas-fueled prime mover 
for a heat pump in the residential market (34011 cooling capacity); to design, fabricate, and ship a bread- 
board heat pump unit to a heat pump manufacturer for independent testing. 

Project ~~~~~~~~~~~: 

This long-term development program is not scheduled for commercialization iintil the early 1990s. In 
the present phase of engine technology development, the effort has focused on engine component improve- 
ment for the design and fabrication of an advanced FPSE (called the Mark 1) for driving a hydraulically 
coupled refrigerant corinprzssor in a breadboard heat pump system, The compressor development is being 
funded by the Department of Energy in a parallel and coordinated program to the Gas Research Institute 
engine development. 

Several technical goals have been achieved so far. Specifically, the external combustor system hies 
operated successfully on residential pressure gas at a thermal efficiency of 80 to 82% [higher heating values 
(HHV)]. In addition, an indicated efficiency of 28% (HEW) has been measured with the engine. An engine 
gas bearing design has also been established for pumping bearing supply gas from the displacer gas spring 
for self-sustaining engine operation. Successful operation of the redesigned compressor with the external 
balancers has enabled the engine/compressor to operate stably and achieve the minimum prformaiace goals 
(2.5 tons of refrigeration) for heat pump operation. In the endurance engine development work, the ceramic 
combustor liner test has logged 3900 h without failures, and the endurance engine has accumulated 6000 h 
of the initial 10,008-h god  without forced shutdowns. 

~ M ~ ~ i ~ ~ t i ~ ~ ~ ~  

1982.-Dec. 31, 1983), GRI-84/0074, April 1984. 

(Dee. I ,  1983-Dec. 31, 1984), GRI-85/0117, July 1985. 

T. J. Marusak and Ted Gilles, Free-PisFon Stirling Engine Development Aanual Report (Dec. I ,  

T. J. Marusak and R. A. Ackermann, Free-Piston Stirling Engine Development Annual Report 
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.............. _II ____I_ I I_ _-I__ 

~r~~~~~~~ ~ n ~ c ~ t ~ ~ ~ ~ ~ r :  Paul D. Roach Contract Agency: Oak Ridge National Idahoratory 

9700 South Cass Avenue 
AS~QIIIX, IL 60439 

ept. 1, 1982, tlnrougb Mar. 31, 1986 

~ O W S  (312) 372-8146 ,Source: DOE Levell: 100% 
............... II___. ._ ........... 

Project Objective: 

flow. 

Project ~ e s ~ ~ ~ ~ $ ~ ~ ~ ~  

A reversing flow test facility was assembled. Preliminary and fundamental experiments weee performed. 
Regenerator performance tests, which were to be conducted using the faciiity to span representative operat- 
ing chiaditions encountered during earlier testing or n free-piston Stirling engine coupled to a linear inertia 
cornpressor (General Electric prototype 2), were not achieved. 

To provide perfosmance data on Sti ding engine regenerator materials under conditions of reversing 

None provided. 
-__..-I_ __ . ___ ................. ___ -- .......... 
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Principal Investigator: Frederick P. Griffin Coatraet Agency: Department of Energy 
: Oak Ridge National Laboratory Coantmct Nu r: DE-AC05-840R21400 

Y.O. Box Y 
Oak Ridge, TN 37831 

Jan. 1, 1982, through Sept. 38, 1385 

Telephone: (615) 576-4684 saaorce: DOE Level: 100% 

Project Objectives: 

accurate, method for predicting the performance of free-piston Stirling engines (FPSEs). 

Project ~ ~ s ~ r ~ ~ ~ ~ ~ ~ :  

The concept of using an FPSE to drive a Rankine cycle heat pump was studied. This task was directed 
toward understanding the discrepancy between the actual performance of experimental hardware an 
predictions made by their designers prior to testing, The measured losses in hardviare were much larger 
than predicted values. Accordingly, an efficient solution method (linear harmonic analysis) was developed to 
examine how the important loss mechanisms affect the thermodynamic and dynamic performance of these 
freepiston systems. 

Sensitivity studies using the linear harmonic solution method showed that the thermodynamic loss 
assumpticms used in an analysis do have a significant impact on the predicted dynamic behavior (frequency, 
strokes, displacer phase angle) of an FISSE. Two losses that are particularly important are heat transfer in 
the cylinders and pressure drop in the regenerator and heat exchangers. 

‘To assess existing Stirling engine analytical. capabilities; to develop an efficient, but mathematically 

P ~ ~ l ~ c a ~ ~ ~ ~ ~ :  

N. C. J. Chen and F. P. Griffin, A Review of Stirling Engine Mathematical Mod&, 

N. C .  J. Chen and 1:. P. Griffin, “Effects of Pressure-Drop Correlations on Stirling Engine Predicted 

B. K. Newinan, Stirling Engine Patents. International Pabelqk Pnventory, ORNL/COW- 1 19, September 

R. D. Banduric and N. C. J. Chen, Nonlinear Amlysis of Stirling Engine Thermodynu~~lics, 

N. C. J. Chen, 1:. P. Griffin, and C. D. West, Linear Harmonic Analysis of Stirli~ig Engine 2’henPzo- 

N. C .  J. Chen, F. P. Griffin, atid C. D. West, “Linear IIarmonic Analysis for Stirling Machines and 
Second-Law Analysis of Four Important Losses,” pp. 1973-1981 in Proc. 19th IECEC, Paper No. 849141, 
1984. 

N. C. J. Chen, F. P. Griffin, and C, D. West, SiwipliJied Analysis of Stirling Engines and Heat 
Pumps, ORNL/TM-9498, March 1985. 

N. C. 9. Chen, F. P. Griffin, and C. D. West, “’Simplified Analysis of Stirling Engines and Heat 
Pumps,” Proc. DOEIORNL Heat Pump ConJerenee. Der 1 1  13, 1984, CONb-84123l, August 1985. 

N. C. J. Chen and F. P. Griffin, Linear Narmoiiic Analysis of Free-Piston Stirling Engines, 
ORNL/CQN-172, June 1986. 

ORNL/CON-13§, A u g i ~ t  1983. 

Performance,” pp. 708 713 in Proc. 18th IECEC? Papcr No. 8391 14, 1983. 

1983. 

ORNL/CON- 154, June 1984. 

dynamics, ORNL/CON-l55, August 1984. 
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To design, dcvelop, and Jenionbtrate a proof of principal ~ ~ a p ~ ~ a g ~ - a ~ t ~ a ~ ~ ,  ~ ~ ~ r a ~ ~ ~ c ~ ~ ~ ~  coup1 
compressor for use with a free-piston Stirling engine in a residential gas-fired heat pump system. 

Project Description: 

Between 1978 and 1980, Consolidated Natural Gas Research Company (CNG j, together with Mechan- 
ical Technology Inc. (MTI), developed a Stirling engine driven residential heat-actuated beat pump under 
the gas conservation (GASCQN) program. In June 1980, the Department of Energy/Dak Ridge National 
Laboratory became a third partner in this program, with the primary objective of  developing a demonstrator 
enginejcompressor power module based on some newly conceived and promising GASCOW concepts. The 
key element in this new concept was the use of a hydraulic transmission that hermetically seals the engine 
working fluid from the compressor working fluid by a flexible metal diaphragm. 

A compressor/engine matching analysis and a stability analysis showed that the power module, which 
was represented by a. two-degrtx-of-freedom resonant system, would operate stably over the full range of 
heat pump conditions. A compressor design evolved, and predictions indicated that it would meet the cri- 
teria for perfamlance and cost. Tests employing a hydraulic simulator test rig revealed that properly 
designed and fabricated diaphragms can attain long life. Preliminary experiments with the entire 
enginejcompressor system indicated that hydraulic and compressor losses were significantly larger than 
design predictions. 

Publications: 

R. A. Ackermann, .I. D. English, and T. M. Moynihan, "Stirling Engine Heat-Actuated Heat Pumps," 

Mechanical Technology Inc., Free-Piston Stirling Engine Diaphragm-Coupled Heat-Actuated Heat 
Proc. 18th ECEC, August 1983. 

Pump Component Technology Program, Phase I/lA Final Report, ORNL/Sub/80-6161 S/ 1, June 1985. 

Patents: 

U.S. 4,434,617: M. M. Walsh, Startup and Control Method and Apparatus for Resonant Free-Piston 

1J.S. 4,432,204: M. M. Walsh, Linear Hydraulic Drive System for a Stirling Engine, Feb. 21, 1984. 
1J.S. 4,450,685: J. C. Corey, Balanced Single-Bore Oil-Driven Compressor, May 29, 1984. 

Stirling Engine, July 27, 1982. 
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7.1.13 P r e l i ~ i ~ ~ r ~  Design of Linear AI eter 
for Free Piston Stirling 

~ 

Principal ~ ~ y ~ $ t ~ g a ~ o r ~  Kang Pi1 Eee 
Q r ~ ~ ~ ~ ~ ~ t ~ ~ ~ ~  Aspen Systems, Inc. Contract N bee: 62X-05907V 

Contract Agency: Oak Ridge National Laboratory 

Contract Period: July 27, 1984, through Oct. 31, 1984 
~~~~~n~~ $32,886 

100 Puritan Lane 
Sudbury, MA 01 776 

T ~ ~ ~ ~ ~ o ~ ~ % ~  (61 7) 443-7647 Somce: DOE Level: 108% 

Project Objectives: 

To prepare a preliminary design of a dynamometer for free-piston Stirling engines (FPSEs) capable of 
detailed sirnulation of a double-acting inertia piston compressor and other loads (dynamometer design is to 
be compatible with Sunpower’s RE- 1000 FPSE). 

Project ~ ~ c ~ ~ ~ ~ ~ ~ ~ :  

A preliminary design of a linear-alternator-type dynamometer i s  complete. The dynamometer was 
designed to be used as a versatile load device for FPSEs with power capacities up to 3 kW, strokes up to 
5 cm, and frequencies up to 60 Hz. 

‘The dynamometer has two major components: the electromechanical transducer and the control system. 
The electromechanical transducer is of the moving armature coil/permanent magnet field type. The 
microprocessor-based control system modulates the current in the armature coil according to desired load 
characteristics. 

A detailed digital simulation of the dynamometer Ioad/FPSE system predicts that the dynamometer 
load simulation will be accurate and will converge quickly. The dynamometer design has the following 
features: 

Low moving mass 
* Low inductance 
* Almost constant, uniform magnetic field 
e Almost h e a r  current-force relationship 

Fast convergent and stable control system 

M. P. Lee and W. M. Toscano, Preliminary Des@ of Linear Alternator Dynanmnrtrr for Free Pisston 
Stirling Eiigines, QRNL/Sub/84-85907/ 1, June 1985. 
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7.1.14 Isothermalization Study of Stirling Cycle Heat Pumps 
-. _..__I_ ___. ... I_.._ 

Principal Investigators: R. J. Kramer 

Organization: University of Tennessee 

Telephone: (615) 974-5115 Source: DOE Level: 100% 

Project Objectives: 

To develop and apply a near-isothermalized, second-order computer code that will allow for the 
Stirling-cycle heat pump process of csmpression and expansion to follow any arbitrarily defined condition 
between the two limiting cases of isothermal and adiabatic. 

Project Description: 

code development, which accounts for both heat transfer and Frictional losses. 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 378-07685C 
Contract Period: May 1, 1984, through Oct. 31, 1984 

C. T. Hsu 

Knoxville, TN 37996-OIQO Funding: $20,197 

____.- 

It was proposed that Urieli's simulation method for Stirling-cycle analysis be adopted in  the computer 

The technical approach included 

s 

0 

e 

0 

0 

* 

Literature survey of available isothernialization concepts in Stirling cycle 
Model selection for the expansion and compression processes 
Near-isothermalized code development to simulate the processes between the two limiting cases of 
isothermal and adiabatic 
Computer code developnient against the results of isothermal process 
Applications in isotbermaliaed Stirling machine utilizing the existing expansion and compression 
volume equations 
Documentation and description of computer codes developed in performing the previous five steps 

The project had the following results: 

A second-order computer model based on an ideal adiabatic model was modified to simulate the 
effects of cylinder isothermalization on Stirling heat pump performance 

0 Parametric analyses were conducted by varying the heat transfer coefficient of the working spaces 
from zero (adiabatic) to very high values to approach isothermal conditions 
Making the adiabatic cylinders more isothermal actually reduced performance, at least until near 
perfect isothermality was approached 
In between the extreme of adiabatic and isothermal conditions, a performance minimum was 
indicated 
High transient heat transfer losses contributed to the poor performance for the minimum case 
No code validation was made because no Stirling heat pump test data were available 

__^. -_ 
Publications: 

None provided. 
- 
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Principal I iwe~t~ptor :  Richard C. itlei~i Oak Ridge National Laboratory 

July 1982 thiollgh Septemhcr 1383 
Genera! Electric Company : 8SX-!748X 

King of Prussia, PA ? ? 4 M  

Advanced FtICigj Prograiiis Dept. 
P.O. Box 5 2 /  

Level: 100% 
QC ( 7  15) 962-2000 
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7.1.16 Stirling Heat Pump Project with Martini Engineering 

Principal Investigator: W. It. Martini 
Organization: Martini Engineering 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 62X-43 168V 
Contract Period: December 1982 through April 1983 2303 Harris 

Richland, WA 99352 Funding: $4000 
Telephone: (509) 375-01 15 Source: DOE Levei: 100% 

Project Objectives: 

different mechanical arrangements. 

Project Description: 

An improved second-order computer model for simulation of Stirling-cycle machines has been 
developed. It takes into account the effects of adiabatic compressions and expansion spaces and the opera- 
tion of the Stirling machine, both as a heat engine and as a heat pump. Once the machine dimensions and 
operating conditions are specified, the model calculates basic power (without losses) and heat rates from the 
Schmidt equations for an isothermal cycle and nonsinusoidal volume change. A correction for adiabatic 
working spaces is then made on the basic power and heat rate terms. Losses are calculated individually and 
are coupled from each other and from the cycle. These losses are then subtracted from the basic power and 
heat terms to determine actual performance. 

A validation program was prepared and used to compare some of the published predicted data for the 
General Motors 4L23 Stirling engine with those calculated by the second-order model. The code predicted 
the power output within 10% and the efficiency to within 5%. 

To develop a user-oriented, validated, computer code capable of simulating Stirling cycle heat pumps of 

The model has not been verified with measured Stirling data to determine its accuracy. 
I_-__ __....._I 

Publications: 

W. R. Martini, 15082, A Fast Design Program for Stirling Cycle Heat Engines and Heat Pumps, 

W. R. Martini, "A Revised Isothermal Analysis Program for Stirling Engines," Proc. 18th ZECEC, 
Final Report, April 1983. 

CONF-830812-51, August 1983. 
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~~~~~~~~~~~~~~~ 

W. T. Beale et a]., Lhip1e.x A'ttrlitig Heating-Only Gas-Fired Heui Pump, F i m l  Report, PE-8 1 - 18 i 323, 

D Gedeon et al., Duplex 3iriiiig Gar- Fired Heat Pump7 Phase 2, Breadboard Dernonslmtion, Ftkal 

W. T. Beale et al., 'Duplex Stirling Heat Pump Development," Proc. 1983 International Gas Research 

.January 198 1. 

Report, PI%-85-178421 /XAB, November 1982. 

C ~ n j ,  June 13, 1983, CON@-838464, 1983. 

Patents: 

U.S. 4,458,495: W. T. Beale, Pressure Modulation System far Load Matching and Stroke Limitation of 
Stirling Cycle Apparatus, July 10, 1984. 



7.1.18 Stirling Cycle Application Study 

Principal Investigator: Ken Hansen 
Organization: General Electric 

Contract Agency: Gas Research Institute 
Contract Number: 508 1-345-0534 

Funding: 
P.O. Box 8661 
Philadelphia, ?A 19 10 1 

: January 1982 through September 1982 

Telephone: (215) 962-2000 Soorce: GRI Level: 100% 

Project mje@tivgS: 

To assess the application of Stirling cycle technology to the spectrum of thermdynamic machines 
(engines, coolers, heat pumps, etc.) that can be activated by the external combustion of natural gas, espe- 
cially in ways that utilize energy more efficiently and exhibit improved performance characteristics over 
present methodologies. 

Project Dewription: 

The majority of product-oriented Stirling engine developments in the United States focused on three 
major areas, auto engines, electric power generation, and space conditioning. No effort had been made to 
determine if these applications were the most suitable to the types of Stirling engines available. Specifically, 
there could be ;li riiinge of other potential Stirling engine appliCatiQnS that might prove to be inore economi- 
cal, receive wider acceptance, and experkncc earlier cominerciakation than those under investigation. 

General Electric performed n mrvey of the state of the art in Stirling engine technology and established 
a classification system for grouping the engines according to specific type and power. Following this, a study 
of possible applications was Piaade from some of the data compiled over previous years. Key application 
parameters siich as hours of operation per year, emissions noise, and environment were used PO evaluate the 
suitability of engine types. Power requixzrnents for applications in apartments, shopping centers, and com- 
mercia? buildings were identified. Certain characteristic ~ ~ ~ l i c ~ t ~ ~ ~ s  were studied in depth to achieve a 
proper understanding of the requirements involved. Performance, projected costs, and operating characteris- 
tics were optimized by adapting a conceptualized design to these particular applications. 

Good energy price scenarios were made in the past for use in analyzing the gas-fired heat pump 
market. These were updated and revised to arrive at a consensus projection for the cost of various energy 
forms over the next decade. This projection was used to evaluate the market potential of the Stirling engines 
used in the characteristic applications mentioned above. 

Publications: 

None provided. 
- ....... ..._ _- 
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7.1.19 Analytical $tu -Piston Heat Pu 

Brimcipal Investigatrr: Joseph Gerstmann 
Grpnimllen: Advanced Mechanical Technology, Inc. 

Contract Agraicy : Argonne National Laboratory 
Contract Kmnber: 3 1 - 109-38-6506 
C‘onSGrmA Period: Aug. 15, 1981, through 

Aug. 31, 1982 
14 I Califoi nia Street 
Newton, MA 02 158 

T ~ Q ~ l a ~ a i e :  (617) 964-2842 P.,anding: $4 1,000 
so8ar-””ih: 00’; L,c?rl: 100% 

Project ObjqfectEv~s: 

To demonstrate the feasiMity of a liquid-pistoa heat pimp operating on a Stirling cyelc. 

Project Csmc*iptic.n: 

This piojcct i;lcluclcd developrncni of second-order computcr modcl? for a Stirling cyclc having either 
:idiabatic or i so the i rd  cylinders. T l i ~  issitti s predicted by the second-order inodels were corrected to 
account for nonideal situations such as “shuttle‘ heat transfci, piston fiiction, regexrator reheat loss. and 
hear e x ~ h ~ f i g e r  ineffectiveness to detei m i x  optilnal dtFiqn parameters. 1 he analysis md:ccted that aconornl- 
cally xttri?ctiw performancc could lie achieved b j  a liquid-piston heat p r n p  having isothermal cylinders. 
whereas the perfoimance of a machifie having adiabatic cylinde;; would be jndrginal. 

Another p i d d c t  of the project ufas a cornputcr program for thc analysis of a Stirling cycle w t h  two 
adiabatic cylindcis and constant 1 tcrrpcrature heat cxchangeis a i t h  dead volumc iri the regcnerstor and 
heat exchangcrs. I’his second-order model used thc Rim formulation of the regenerator tempmature profile 
that exists in the periodic steady state. Ihe utility of thi? formulation is thdt the temperature distribution of 
a high-effectiveness rcgefieiator can be predicted withotit requiring a very large number of iterations. 

~~~~~~~~~~~~~ 

.J. Gentrnann and K. Hules, Analytical Study of Liquid-Pistori Heat Bump Technology--interim 
Report, ANLlCT-85-2, December 1985. 
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7. I .20 Free-Piston Stirling Engine Technology ~ v e ~ ~ ~ ~ ~ n t  
_I_ ...._.__- _l_ll__ -. . .. __. _. _. ..-. .... .-- _. 

Investigator: George R. Dochat 
tiorm: Mechanical Technology Inc. 

Contract Agency: iargonne National La 
Contract Number: 3 1 - 109-38-6420 
Contract Period: July 1, 198 1, through Dec. 3 I ,  198 1 
Funding: $1 88,000 

968 Albany Shaker Road 
Latham, NY 12110 

T&pb~it~: (518) 785-2242 Source: DOE Leveel: 100% 

Project ~ b ~ ~ ~ ~ i ~ e s :  

malytical and experimental evaluation of specific loss mechanisms within the engine during operation. 
To gain an improved understanding of free-piston and Stirling engine technology by providing both 

The 1-kW free-piston Stirling technology demonstrator engine was built and operated, Past efforts 
focused on getting the engine to the point of development where meaningful tests could hz conducted. Free- 
piston Stirling engine driven heat pumps are candidate viable options with engine sizes in the 1 to 10 kW 
range. 

This project used the technology demonstrator engine @DE) system, a 1-kW ~r~~~~~~~~~ Stirling 
engine/llnear alternator, as a test bed to evaluate spedic  loss mechanisms within the engine. The specific 
loss ~ ~ c ~ ~ ~ ~ s ~ ~ ~  to be cvalu:j led included compression space hysteresis: different regenerator matrices, 
dispiacer clearance seal, and displacer gap. The evaluation included the current a ~ a ~ y ~ ~ ~ ~ ~  grmedures for 
calculating the specdfic losses, performance of a series of tests to isolate each loss, ~ o ~ ~ ~ r ~ s o ~ ~  of actual 
performance with predicted perfo'orirrance, and determination of adequacy of present analytical methods. An 
impr~ved u ~ a e ~ s ~ ~ ~ d i n ~  of basis: engine processes led to increased performance capability and, therefore, 
directly benefited the development of heat-activated heat pumps, fluid pumps, and engine-generator sets. 

~ ~ ~ ~ i c a t ~ ~ s ~  

W. Berggren and T. Moynilian, Free-Piston Stirling Engine Experimental Program: Part 1 --Baseline 

T. Moynihan et al., Free-Piston Stirling Engine Experimental Program: Part 2- An Evaluation of 
Test Summary, ANL-CT-83-7 Part 1, June 1983. 

Loss ANL-CT-83-7 Part 2, June 1983. 



_ _ _ _ _ _ _ ~  ~ _ _ _ _ _ _ _ _ _ _ ~ ~ _ _ - _ _ _ _  -__ - 
Pr- or: James Bledsoe ConfraCt Agency: Department of Energy 
os. ral Elect-ic Company Cmtract Naswber: DE-P.CO1-76ET32002 

P.O. Box 8561 
Philadelphia, PA 19101 

Cnlmtmct Period: May 1976 through November 198 1 

‘ 1 ~ ~ ~ ~ ~ ~ ~ ~ :  (215) 962-1492 source: DOE 1,ewl: 100% 
- ~ 

Project Objectiuee: 

‘Io dcvelop a l-kW kinematic Stirling engine with candidate application to be integrated into a n  ecgine 
driven heat pump system 

Project Descxlptima: 

This yiuject was d continuation of a research and develcpment effmt hitiate?h by the ncpartment of 
Lrrcrgy i@OE)/Nuclcar to drive a Stirling cngine XnIth an isotope power hcat FGUiCC. The isotope power 
hcat source v. as rermvcd, bat deve!aplimt of the engine ha? continued. 

This enginz , as built and opciated successfully. The Sulk integiated into thc c i ~ g ! ~ ~  design because of 
tile initial isotope po,,-.t.;r heat source made the eagine v;ry experisivz. It was coiic’luded that k i n m a t i c  Wr-  
ling engine driver, heat pumps are candidate viable options with c 

rubsico a;@ 

ie sizes greater than 10 kW. 
__ ____ -__ . ~ _ _ ~  _____  __ ~ 

Gcneral Llecti ic Company, Stirling Isotope Pmw System Prograin, Firmal Xeport, Jur~umy 
1978-December 1980, DOE/ET/32002-T1, December 1980. 
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7.1.22 Development and Demonstration of a Stirling/Rankine Heat- Activated 
Heat Pump-Phase 2 

Principal Investigator: Richard C. Meier 
Organization: General Electric Company 

Contract Agency: Department of Energy, Chicago Operations 
Contract Number: DE-AC02-77CS20043 
Contract Period: December 1976 through June 1981 
Funding: $7,5 7 3,500 

P.O. Box 8661 
Philadelphia, PA 19101 

Telephone: (215) 962-3848 Source: DOE Level: 50% 
Gas Research Institute 50% 
General Electric (for + 30% 
program support and 
extra scope) 

Project Objectives: 

to assess whether the product cost goals are attainable. 

Project Description: 

The Stirling engine driven heat pump under development in this project utilized a natural gas 
cornhustor/Stirling engine/linear inertia compressor assembly in place of the conventional motor-compressor 
unit employed in electric heat pumps. Heat input from the gas combustor provided thermal energy to the 
Stirling engine working fluid, helium. The engine power piston was directly connected to the compressor 
housing with the refrigerant being compressed by a free piston reciprocating within the housing. 

To demonstrate that the performance predictions established in the phase I program can be achieved, 

Pubkdtions: 

General Electric Company, Development and Demonstralion of a StirlinglRankine Gas-Activated Heat 

General Electric Company, Development and Demonstration of a StirlinglRankine Gas- Activated Heat 

General Electric Company, Development and Demonstration of a StirlingfRankine Gas-Activated Heat 

General Electric Company, Development and Demonstration of a Stirling/Rankine Gas-Activated Heat 

General Electric Company, Development and Demonstrution of a Stirling/Rankine Gas-Activated Heat 

W. S .  Chin and W. B. Carlson, uPerformance of a Free-Piston Stirling Engine for a Heat Pump Appli- 

R. C. Meier, Development and Demonstration of a StirlinglRankine Gas-Activated Heat Pump, 

R. C. Meier, “Development of the General Electric Stirling Engine Gas Heat Pump,” IGT Conference 

General Electric Space Division, Development and Demonstration of a StirIinglRankine Heat- 

General Electric Space Division, Development and Demonsrration of a StirlinglRankine Heat- 

Pump, January-June 1977, COOj29 1 1 - 1. 

Pump, July-December 1977, DOE/CS/20043-2. 

Pump, July-December 1 978, DO E/ CS / 2004 3 - 4. 

Pump, January-June 1979, COQ/2911-5. 

Pump, July-December 1979, DQE/CS/20043-T 1. 

cation,” Proc. 14th IECEC, August 1979. 

PB 80-205388, October 1979. 

on Future Alternatives in Residential/Cornmercial Space Conditioning, CONF-800429, June 1980. 

Activated Heat Pump Semiannual Report, January- June 1980, COQ/29 1 1-7. 

Activated Heat Pump Semiannual Report, July-December 1980, DOE/CS/20043-T4. 
~ 

Patents: 

U S .  4,307,997: W. D. Richards et al., Free-Piston Inertia Compressor, Dec, 29, 1981. 
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~~~~~i~~~ Investigator: A. McEachern, Jr. Contract Gas Research Institute 
~ r ~ ~ n i ~ ~ t ~ ~ n ~  Teledyne Continental Motors Contract 5083-242-0930 

P.O. Box 90 
Mobile, AL 36601 Funding: $4,565,442 

Nov. 1, 1984, through Feb. 28, 1953 

Telephone: (205) 438-341 1 Ssurce: GRI Ikvel: 100% 

rojeet Objectives: 

To develop an economically competitive gas heat pump (GHP j for light commercial applications 
( 10-ton cooling capacity) based on rotary engine technology. 

Project Descriptio 

This concept represents one of the two commercial GHP csnccpts presently under development by the 
Gas Research Institute (GRI). The rotary internal combustion (IC) engine has the: potential for longer life 
and lower cost than a reciprocating IC engine and is a prime candidate for mid-term entry into the light 
commercial heat pump market. The present effort focuses on (1) pesformanmce evaluation of the baseline 
(existing) rotary engine hardware as obtained from a European vendor, (2) optimization of the engine 
design to meet GWI’s targets for heat pump applications, and (3  j preliminary heat pump system design. 
Changes in the rotary cngine design to include apex and rotor end seals and a heavy duty rotor bearing as 
well as cast-iron water-cooled engine housings are being implemented. Initial engine performance results 
indicate that the engine thermal efficiency is -27% (I-IHV) for optimum fuel economy conditions. Over 
1000 h of tests on one engine have been accumulated without failures or noticeable wear. The redesign of 
the engine bearings is complete, A life of 100,000 h is predicted for the main bearing. 

P u ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  

None provided. 
. . .. . .... . . . . . . . . . . . . . . . . . . . .. _- ~ 
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7.2.2 Evaluation of the Braun Engine/Compressor Assembly in Natural 
Gas Heat Pump Units-Phase 1 Laboratory Evaluation 

Principal Investigator: Wai Chan 
Organization: Minnegasca, A Company of 

Diversified Energies, Inc. 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X-22022C 
Contract Period: November 1985 through December 1986 
Funding: $300,000 (phase 1 )  201 South 7th Street 

Minneapolis, MN 55402 Source: DOE Level:  50% 
Telephone: (612) 372-4944 Minnegasco 25% 

Northern Gas 25% 

Subcontractors: Tectonics Research, Inc. 
Mammoth (Division of Lear Siegler) 

- - I 

Project Objectives: 

To design, fabricate, and laboratory test a heat pump unit that utilizes the Braun engine/compressor. 

Project &scription: 
This project is a continuation of the research and development effort on the gas-fired, spark-ignition, 

Braun linear enginejcompressor as designed for use in light commercial heat pump applications. Phase 1 
will be a laboratory test of an air-to-air heat pump unit at standard conditions established by the Air Candi- 
tioning and Refrigerant Institute to determine correctness of operation and to demonstrate performance. 

Continuation into the following phase (field testing) is subject to achieving satisfactory results from this 
laboratory unit test and in the durability testing that i s  on-going at Tectonics Research, Inc. 

Publications: 

None provided. 
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~ ~ ~ 

vestigatrpr: A. T'. Braun (Tectonics 
Research, Inc.) 

~ r ~ ~ ~ ~ ~ ~ ~ ~ o ~ ~  Honeywell, Inc. 
'Technology Strategy Center 
1700 West Highway 36 
Roseville, MN 55 1 13 

T e ~ e ~ ~ ~ n ~ ~  (6 12) 378-4 162 

Contract Agemy: Oak Ridge National Laboratory 
~ W S :  Seals, 86X-61613C 

Part I, 86X-61619C 
Part 11, 86X-47972V 

Contrast Period: March -1980 through Decennber 1386 
~ M ~ ~ ~ ~ ~ :  $3,096,8 12 with Honeywell 

Source: DOE Level: lQ0% 
$1,025,947 with TRI 

S M ~ o ~ t r a c ~ o ~ ~ ~  Tectonics Research, Xnc. 
9556 West Bloomington 
Freeway, Minneapolis, MN 55431 

To develop and demonstrate proof of principle of a gas-fired, spark-ignited, free-piston, integral linear 
engine compressor for light commercia! heat pump applications. 

Honeywell, Inc., was prime contractor for the initial phase of work through January i983, with Tecton- 
ics Research, Inc. (TRI), as subcontractor. Honeywell was phased oiit on completion of proof-of-concept 
effort so that costs could be reduced and the project could be better managed. The prime contractor for the 
second part of the work is TRI. In the first contract, a novel refrigerant seal was developed which per- 
formed adequately in limited durability tests. An experimental unit was designed and fabricated that con- 
sisted of a carbureted short-stroke version of the existing engine, the novel seal, and a compressor section 
designed for this application. In laboratory testing, stable operation was achieved over a limited range of 
simulated environmental conditions, but engine efficiency was low. The seal was proven, and the concept 
demonstrated. In part 11, a revised compressor section was fitted to the original fuel-injected, long-stroke 
engine, and the operating characteristics of the system are to be determined in laboratory tests. Included in 
part I1 are five phases: analysis and design, full load performance testing, natural gas verification and par- 
tial load testing, hermetic bellows design and testing, and durability testing. A s  of September 1985, phases 1 
through 4 had been funded. 

P M ~ ~ i c ~ t i ~ ~ ~ ~  

Moneywell, Inc,, Development of a Bruun Lirzear Engine Driven, Heat-Actuated Head Pump, OWNL/ 

Tectronics Research, Inc., Hermetic Bellows Seal for Braarn Linernr Engine-Design, Test, and 

A. T. Braun, "Status of the Braun Free-Piston Engine-Driven Heat Pump," Broc. D Q l O f i N L  Heat 

S~b/80-61619/1, July 1984. 

Demonstration, ORNL/Sub/80-61613/1, June 1985. 

Pump Conference Dec. 11-13, 1984, CONF-841231, August 1985. 

Patents: 

U.S. 4,424,008: A. Braun, Hermetic Seal for Compressors or the Like, Jan. 3, 1984. 
U.S. 4,556,369: A. Braun, Bellows Seal, Dec, 3, 1985. 
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7.2.4 Evaluation of Rotary IC Engine Reliability and Durability 
for Gas Heat Pump Application 

___ - ............ i_ ... _ ............. ..... .- ........... .._-___-._. 

Principal Investigator: R. Syson 
Orgsmizatian: Wedtech 

Contract Agency: Gas Research Institute 
Cantsact Number: 5084-242-1 128 
Contract Perid: May 1 ,  1985, through June 30, 1986 595 Gerard Avenue 

Bronx, NY 10451 Funding: $1,609,000 
Telephone: (212) 993-0580 Ssrarce: GRI Level: lW% 

Project Objectives: 

the basis for an optimized engine configuration for application to a 34011 residential heat pump. 

Project Description: 

Rotary engine technology has several key “potential” advantages compared with classical reciprocating 
engine approaches for residential applications: high specific power output, less complexity, low cost, low 
noise/vibration, smooth torque output, and ease of scale to different sizes. The first three features address 
the most critical issues facing the Gas Research Institute (GRI) in its goal of achieving a near-to-mid-term 
engine driven heat pump product. 

. .... 

To construct and evaluate the performance of a low-cost 4 to 5 hp gas-fired rotary engine, to establish 

Phase 1 consists of four principal efforts: 

* 
Fabrication of three engines 

8 Engine evaluation tests 
* Prototype engine design 

Development of laboratory engine design that meets GRI’s specifications for a 34011 heat pump 

.... l_ll _. 

Publications: 

None provided. 
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7.2.5 Residential ~ e c i ~ ~ ~ c a t i n ~  Internal C ~ ~ ~ ~ ~ ~ i Q ~  lagine Heat Pump Phase 1 

Principal ~ ~ ~ ~ t i ~ a ~ ~ r :  J. Swain 
~ r ~ ~ ~ i ~ ~ t ~ ~ ~ ~  Battelle Columbus Laboratories 

SO5 King Avenue 
Columbus, OH 43201 

Contract Agency: Gas Research Institute 
Contract Number: 5084-242-0974 

F ~ ~ ~ ~ ~ ~ :  $ I,250,000 
tract Perior9: July 1, 1984, through June 30, 1986 

Telephone: (614) 424-4403 Source: GRI Level: 100% 
.......... ........ ....___ ......_.. . . . . . . . 

Project Objectives: 

'To develop a reciprocating engine driven heat pump with a 3-ton cooling capacity, to establish an 
engine/compressor configuration, to fabricate two engines, to obtain efficiency and durability characteris- 
tics. 

Project ~ ~ ~ ~ ~ ~ ~ a ~ :  

ing techniques and provided a relatively lowrisk approach to a near-to-mid-term engine driven heat pump. 

An engine design was developed, including engine cycle, combustion system, and fuel control 
Engine/compressor matching was evaluated, focusing on torquejspeed relationships 
Engine performance maps were generated for torque, fuel consumption, emissions? and noise (full 
load and part load) 
Two optimized engines were endurance tested for 2500 h each 
Cost of preliminary engine original equipment manufacturing and installed heat pump system was 
estimated 

This project utilized state-of-the-art engine technology in conjunction with well-established manufactur- 

This two-year phase 1 program consisted of five elements: 

* 

e 
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7.2.6 Natural Gas Heat Pump Field Demoastration 

Principal Investigator: Sam V. Shelton 
 ti^^^ Georgia Institute of Technology 

Administration Building 

Contract Agency: Gas Research Institute 
Contract Number: 508 1 - 3 4  -0503 
Contract Period: June 198 1 through December 1982 

Atlanta, GA 30332 Funding: $7 5,000 
T~@OMP: (404) 894-3289 Source: GRI Level: 

AGLC 

Project Objectives: 

heat pump i n  a residential application. 

Project Description: 

The heat pump used in this project was a 1.6-L, European Ford, four-cylinder engine coupled to a 
West German compressor. Engine optimization for stationary heat pump operation was the primary thrust 
of the packaged space conditioning unit. Near term commercialbation ( 1982) and high-effkiiciency perfor- 
mance [cooling coefficient of performance (COP) of Q,85 to 1.0; heating COP of 1.5 to 1.81 were the major 
anticipated advantages of this equipment. Emphasis was placed on determining the actual performance, 
maintenance costs, operating costs, noise level, and overall economic viability of this new heat pump. This 
project represented the first full-scale field test of this type sf heat pump in the United States and included 
the practical evaluation d a very near term engine heat pump in an American residence. Atlanta Gas and 
Light Company (AGLG) funded the initial evaluation and shared the cost of the field test. Site design, site 
modification, equipment purchase, equipment installation, and instrument setup were completed. The engine 
ran for 2.5 years without maintenance or failure. Field-measured COPs (energy delivered to house air 
divided by energy delivered by the fuel) were 1.49 for heating and 0.57 for cooling. The engine was over- 
sized. It was estimated that a 1.1-L engine would produce COPs of 1 3  and 0.88 for heating and cooling, 
respectively. 

To demonstrate the feasibility and cost effectiveness of operating an internal combustion (IC) gas-fired 

Publications: 

Pump Technology Conference, Oklahoma State University, Tulsa, Oklahoma, November 1982. 

April 1983. 

S. V. Shelton, Natural Gas Infernal Combustion Engine Driven Heat Pump, presented at 6th Heat 

S. V. Shelton, Natural Gas Internal Combustion Engine Driven Heat Pump Study, GRI-81/0193, 
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7.2.7 Assessment of Int an Engines i s  
for Heat Pumps 

...-.. ____... _..._.... 

F r ~ ~ ~ ~ p ~ ~  Investigatars: James C. Burke Contract Agency: Oak Ridge National Laboratory 
Contract Number: 62B-13836C 

Funding: $49,22 2 

W. P. Teagan 
P. G. Cott : May 1980 through December 1980 

~ r ~ ~ ~ ~ ~ ~ t ~ a ~ :  Arthur D. Little, Inc. 
32 Acorn Park source: DOE Level: 100% 
Cambridge, MA 02 140 

T e l ~ ~ ~ Q ~ ~ :  (617) 864-5770 

Frojeet Objectives: 

engines for use in heat-actuated heat pumps for space conditioning applications. 
To assess the present suitability and future potential of gas-fired and oil-fired internal combustion (IC) 

Project Description: 

Results of this study were used as a resource: in future program planning and included the definition of 
research and development tasks that could be undertaken to improve the suitability of IC engine heat pump 
applications. The study focused on drives for residential and light commercial machines up to 100-kW 
output-r -50-hgengine input. 

This program to assess the potential of IC engine heat pumps consisted of four tasks: 

* Task 1 -Review prior experience with piston engine drives for small, long-term stationary applica- 
tions similar to heat pumps to understand prior success and problems and the approach for minimiz- 
ing such problems in future applications 
Task 2 Establish characteristics of current engines in terms of cost, performance, maintenance, and 
operational features for various engine types of interest for heat pump applications 
Task 3 Prepare and evaluate conceptual designs of IC engine heat pump systems on the basis of 
cost, performance, economics, and operational and institutional factors to obtain a preliminary 
assessment of the potential of IC engine-driven heat pump systems 
Task 4- Identify program options for IC engine heat pump development 

0 

The work on this program, which has been wrnpleted, indicated that IC engine heat pump systems 
appear sufficiently promising to warrant further development, particularly in the larger sizes applicable to 
multifamily and light commercial applications. Recommended development options include system demon- 
stration, annual performance simulation, production cost projections, and market analysis. 

Publications: 
.... ____.___II____ - _ _ _ _ .  

A. D. Little, Inc., Assessment of Internal Combustion Engines as Drivers for Heat Piinzps, Final 
Report, ORNL/Sub/80- 1383C/ 1 &02, January 1984. 
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7.3 Rankine, Brayton, and Other Engine-Driven System 

7.3.1 Light Commercial Braytoa/Rankine Space Conditioning System 

Principal Investigators: David Friedman 
Kenneth Tester 
Wiley Cowell 

Organization: AiResearch Manufacturing Company 
2525 West 190 Street 
Torrence, CA 90509 

Telephone: (213) 323-9500 

Project Objectives: 
____. -_ . 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X-24706C 
Contract Period: March 1979 through December 1983 
Funding; $7,000,000 
Source: DOE Level: 39.3% 

Gas Research Institute 39.3% 
AiResearch 21.4% 

To develop a ( IO-ton) Brayton/Rankine gas-fired space conditioning system and components, to 
analyze the market and business potential for the product, to test prototype systems and subsystems under 
simulated field conditions in the laboratory. 

Project Description: 

This program was a continuation of a research and development effort carried out initially under the 
sponsorship of the American Gas Association and more recently by the Gas Research Institute and the 
Department of Energy. 

The system consisted of a natural-gas-fueled, Brayton cycle turbine engine driving the centrifugal vapor 
compressor of a Rankine cycle heat piimp through a niagrietic coupling. The system offered a high perfor- 
mance potential by utilizing the most advantageous working fluid for each cycle. An air/gas mixture was 
used in the heat engine, where high turbine inlet temperatures provided high thermal efficiency; and refrig- 
erant-12 was used in the heat pump, because of its desirable thermodynamic characteristics. Waste heat 
energy from the Brayton cycle engine was transferred to the building in the heating mode. 

Extensive breadboard system testing and system analysis were performed. The predicted overall effi- 
ciency of the Brayton cycle: engine was 27% at the cooling design point, and the predicted overall coefficient 
of performance at the energy source was 1.0 and 1.2 for cooling and heating, respectively, including 
par asitics . 

Two prototypes were tested and were unable to achieve the milestone turbine-compressor efficiency of 
27%. The program was terminated in December 1983. 

Publications: 

ing System, First Annual Technical Report, ORNL/Sub-80/24706/ 1, July 1982. 

Final Report, March I979-December 1983, 84/01 29. 

AiResearch Manufacturing Company, Phase 11 Brayton/Rankine 10-Ton Gas-Fired Space Condition- 

Gas Research Institute, Phase 11 BraytonlRankine 10- Ton Gas-Fired Space Conditioning System, 
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7.3.2 ~~~~r~~~~~~~~ 

~..........____I__ ........ ~ . _ _ _ _  ____...... __._ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

Principal Investigator: Dean Morgan 
Q r ~ ~ ~ ~ ~ t i ~ ~ ~  Thermo Electron Corporation 

cy: Department of Energy, San Francisco 

et Periak Sept. 30, 1980, through Sept. 3Q, 1982 
er: DE-AC03-80CS30220 

101 First Avenue 
Waltliam, MA 021 54 

Telephone: (617) 898-8700 Levd: 100% 
~~ ~ - 

Project Objectives: 

'I'o determine the rate of decomposition of organic working fluids due to either pyrolytic or chemical 
reactions as functions of temperature and the materials in contact with the fluid, under operating conditions 
comparable with those occurring in Rankine engine solar applications. 

Project ~ e ~ ~ r ~ ~ ~ ~ ~ ~ ~  

'This program involved the long-term testing of organic fluids used and/or proposed for solar Rankine 
cooling systems under conditions that approximated or exceeded those expected in actual oFeratiiig systems. 

Five identical loops were constructed to perform the fluid testing. These I O O ~ S  included. all of the com- 
ponents in an actual Rankine engine with the exception of the expander, which was to be replaced with a 
variable orifice pressure letdown valve to reduce the boiler pressure to thc condenser pressure. Design con- 
siderations allowed for operations at temperatures that approached thermal stability temperatures of organic 
fluids with the capability to operate at boiler conditions up to 398.9'C and 1150 p i a .  Working fluids tested 
in the loops included: 

* 
8 

e 

Loop 1, R-11 without lubricant 
Loop 2, R-l  1 with lubricant 
Loop 3, K-113 without lubricant 
Loop 4, R-113 with lubricant 
Loop 5 ,  M-114 without lubricant 

Fluid degradation was tested at multiple boiler outlet tempratuses. Harvard University provided the chemi- 
cal analyses for measurement of fluid degradation. 

P ~ b l ~ ~ ~ t ~ ~ ~ § :  

D. Morgan, Determination of the lhermal Stability of Orgunic Working Fluids Used in Rankine 
Cycle Systems. Final Test P l m ,  TE-4293-168-8 1, January 198 1. 

D. Morgan, K. Mills, and Z. Zakak, Determirialion of the Thermal Stability of Organic Working 
Fluids Used in Rankine-Cycle Power Systems for Solar Cooling, TE 178-464-82, DOE/CS/30220-T I ,  
Oct. 1, 1983. 
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7.3.3 Rankine/Rankine Heat Pump 

Principal Investigator: Robert Moriarty 
Organization: Mechanical Technology, Inc. 

968 Albany Shaker Road 
Latham, NY 121 10 

Contract Agency: Gas Research Institute 
Contract Number: 50 1 1-34 1-0149 
Contract Perid: March 1979 through March 1982 
Funding: $3,000,000 

Telephone: (518) 785-2595 Source: GRI Level: 10% 
NYSERDA 90% 

Project Objectives: 

To design, develop, and test a residential application gas-fired heat pump (GHP). 

Project Description: 

The heat pump was targeted for a capacity of 10.8 k W  cooling or 11.2 kW heating. The compact, her- 
metic system was made up of two rotating assemblies: a high-speed (48,000 rpni) turbomachine core and a 
low-speed ( 1200 rpm) assembly that consists of a vapor generator, two condensers, and an evaporator. 

The GHP differed from conventional heat pumps in several ways. The heat pump was fired by a gas- 
fired atmospheric combustor. Rotating heat exchangers were used to circulate the conditioned air, and there 
was no pump in the power cycle or reversing valve in the refrigeration cycle. The GWP was a single-package 
systcm in a compact housing and changed air flow circuits to convert from a cooling to a heating mode. 
Also, the GMP used waste heat recovery to improve i t s  performance in the heating mode. 

The GHP used both a Rankine power cycle and a Rankine refrigeration cycle. The components of 
these cycles were configured into three basic modules: a power module that drovt: the system, a condenser 
module that served both the power and refrigeration cycles, and an evaporator module that cooled and con- 
ditioned the house air or absorbed heat from the outside air. The condensers and the evaporator never 
changed their respective functions. 'The change from cooling to heating mode was done via rerouting of the 
air flow circuits. The path of the power and refrigerant cycle fluids inside the heat pump never changed, 
and no reversing valve was required. Air entered the heat pump through air ducts;, was pumped by and 
through the rotating heat exchangers, and exited via discharge ducts. 

In phase 1 of this program, the design, procurement, fabrication, and component testing along with 
analysis studies for system performance, cost, and market applications were completed. In phase 2, system 
performance maps were completed for the laboratory model. A proposed phase 3 effort involved the 
engineering development of a prototype unit with participation by commercial heating, ventilation, and air 
conditioning vendors. 

Publications: 

E. Enbar and R. Moriarty, RankinelRankine Cycle Gas-Fired Heat Pump, Final Report, March 
1979-March 1982, PB82-254640, MTI-82TR-3, GRI-82/0014, June 1982. 
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a1 Investigator: A. Fejer tract Agency: Argonne National Laboratory 
~ ~ ~ ~ K ~ ~ ~ ~ ~ ~ ~ ~ :  Institute of Gas Technology Corntract Nlam er: 3 1-109-38-6551 

Contract Period: August 198 1 through December 198 1 3424 South State Street 
Chicago, IL 60616 

'~~~~~~~~~~ (3 12) 547-5734 Source: DOE Level: 100% 

Project Objectives: 

To examine the technological issues of closed-cycle gas turbine syst~~iis,  principally related to heat 
exchangers and combustors; to investigate further the concept of a total energy system that uses turbo- 
machinery to provide varying heating, cooling, and electrical loads. 

Project Descriptiso: 

An analytical study program was conducted by the Institute of Gas Technology to investigate improve- 
riients in gas-to-gas heat-exchanger technology for use in external-combustion heat engines. 'This study was 
expected to produce a preliminary design for an advanced oil- or gas-fired heat exchanger for use in a com- 
poutid heat pump gas turbine (CI-IPCT) using cogeneration techniques. The work included the following 
tasks: 

1. Identification of the state-of-the-art technology in gas-io-gas heat-exchangers 
2. Identification of typical CHPGT application and deterinination of the design requirements for the 

application identified 
3. Determination of the necessary technological advanccnients to state-of-the-art designs to meet require- 

ments of task 2 
4. Conceptual design of radiant/convective and fluidized-bed heat exchangers for the application of task 2 
5 .  Analysis of the conceptual heat-exchanger design and selection of a configuration for a design study 
6. Design study of the selected externally fired heat-exchanger 
7. Outline and discussion of studies required for final heat-exchanger design. 

A report was issued which provided an assessment of current improvements to CHPGT heat-exchanger 
technology and the analysis of a representative non-site-specific CHPGT applicator, 

~ ~ ~ ~ i c a ~ i ~ n s :  
..I.I_ ...................... ~.-i--______I- 

None provided. 
- ................. __________ .................. 
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7.3.5 A High Seasonal Performance Factor Gas Heat Pump 
for the North Central United States 

Principal Investigator: Paul I;. Swenson 
Organization: Consolidated Natural Gas 

Contract Agency: Department of Energy, Consumer 
Product Division 

Service Company Contract Number: DE-AC02-76CS20041 
1 1001 Cedar Avenue 
Cleveland, OH 44106 

(Old Contract Number: EV-76-C-02-2883) 
Contract Period: February 1976 tliraugh December 1979 
Funding: $2,47 5,004 
Source: DOE Level: 50% 

CNCSC 50% 

Telephone: (216) 421-6 l44/63 14 

Su bcontractars: 
Advanced Mechanical Technology, Inc. 
Masco Corporation 
Mechanical Technology, Inc, (principal subcontractor) 

Phillips Engineering 
Scientific Energy Systems Corporation 
William E. Hill and Company 

Project Objectives: 

To demonstrate the technical feasibility of a steam-turbine-driven heat-actuated heat pump for smstl 
and/or large coininercial applications, to identify those market areas where a steam turbine-drlven heat- 
actuated heat pump could represen1 an attractive and competitive product, to identify the parameters under 
which a business venture could succeed based on manufacturing and marketing steam-turbine-driven heat- 
actuated heat pumps. 

Project Description: 

‘The program consisted of four principal elements: (1) technical effort, (2) market potential study, 
( 3 )  comparative cost of ownership study, and (4) system cost analysis. The technical effort, initiated ahead 
of the other program elements, included system specifications, component and system design, component 
and subsystem bench test, and a full 7.5-ton breadboard system demonstration test. 

The market potential study, conducted by William P,. Will and Company, indicated that the estimated 
first-cost premium would result in an unacceptably small market at either the 7.5-ton or 100-ton size levels. 
In  spite of the large first-cost premiums, the 7.5-ton high seasonal performance factor (MSPF) system 
appeared to offer payback periods of 10 to 15 years and the 100-ton syslem payback periods of 6 to 12 
years, depending particularly on local utility rates and also on application. 

Following a review of the above results, the Consolidated Natural Gas, Department of Energy, and 
Mechanical Technology, Inc., project management team determined that all technical effort should be ter- 
minated. The basis for this determination was the very low potential indicated for the HSPF gas heat pump 
to become a profitable product line. Despite the severe cost obstacles posed by the high-performance steam 
turbine prime mover, it provided an acceptable operating efficiency. The steam prime mover also demon- 
strated the ability to provide these desirable characteristics: ( 1 )  quiet operation, (2) long service life with 
infrequent scheduled maintenance, and (3) low emissions when fired with natural gas or light oils. 

Pu bf icat ions: 

Consolidated Natural Gas Company and Mechanical Technology Inc., A High Performance Factor 
Gas Heat Pump for the North Central United States: Final Report, DOE/TIC-l1248, MTI 79TR68, Janu- 
ary 1980. 

Patents: 

U.S. 4,055,964: P. F. Swenson and P. €3. Moore, Heat Pump System, Nov. 1, 1977 (reissued June 21, 

U.S. 4,178,772: P. F. Swenson and P. B. Moore, Heat Pump System, Dec. 18, 1979. 
U S .  4,312,188: P. F. Swenson and P. B. Moore, Heat Pump System, Jan. 26, 1982. 

1983). 
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7.3.6 Consolidated Natural Gas Service Company 
Integrated ~ ~ ~ ~ ~ ~ i ~ y  Ener 

Principal Investigator: Paul F. Swenson 
~ ~ ~ ~ ~ ~ ~ a t i ~ ~ ~  Consolidated Natural Gas Contract Nu r: 3 1-109-38-4980 

Contract Agency: Department of Energy 

Research Center Sept. 1, 1977, through Oct. 1, 1979 
Mechanical Technology Inc. 
1 1001 Cedar Avenue Source: DOE hvek 99% 
Cleveland, OH 44106 CNG 1% 

~ e ~ e ~ ~ ~ n e :  (216) 421-6314 

~ U ~ Q ~ t ~ a c ~ Q ~ :  Institute of Gas Technology 

Project Qbjec~ves~ 

To perform economic and performance analyses of the heat-actuated heat-pump-centered integrated 
community energy system (HAHP-ICES) concept to both general and site-specific communities consisting 
of a mix of residential and commercial buildings located in close proximity to a central utility plant. 

The analyses were used to assess energy savings, reduction in environmental emissions, factors affecting 
economic and commercial viability, and expected market impacts as compared with conventional heating, 
ventilating, and air conditioning (HVAC) systems. 

The HAHP-ICES concept consisted of a central plant thermal utility that satisfied the heating, cooling, 
and domestic hot water needs for a community of buildings located in close proximity to the central plant. 
A distribution system of insulated piping physically connected the central plant to the community. The 
major component of the central plant was a gas-fired steam generator/turbiae-driven heat pump. 

Two communities were used to provide thermal loads for the central plant. The first, a hypothetical 
community located in a climate similar to that of Chicago, was uscd as a base case for utility plant design 
and showed that the I-IAHP-ICES could reduce energy consumption up to 3096, with emissions for various 
pollutants being reduced between 39 and 77%. ECO~QTII~CS were favorable provided that the ratio of heating 
to cooling requirements was greater than 3:1, the region climate featured a high number of heating days 
(this factor can bc offset by thermal load selection), and energy costs and utility rate structures were rea- 
sonable. 

The site-specific community consisted of 42 townhouses, five 120-unit low-rise apartment buildings, five 
104-unit high-rise apartment buildings. one 124.Q00-ft2 ( 1  1,520-m2) office building, and a single 1 35,000-ft2 
( 1 2,542-nr2) retail building located in Monroeville, Pennsylvania. The analysis for this community indicated 
energy savings of 15 to 22% and pollutant reductions of 20 to 81%. Economic studies showed a favorable 
rate of return on utility plant investment as compared with conventional HVAC systems (24 32%) but 
slightly lower return than conventional district heating (ahout 34%). Both energy savings and economics 
were strongly affected by the number of steam turbines ernplayed in the central plant. Market studies indi- 
cate that moderate impact is possible in the 1980 1990 timc frame. 

P. F. Swenson et al., Meat-Pump-Centered Ifrtegrated Comniunity Energy Systems-Firm1 Report, 

P. F. Swelnson et al., Heat-Pump-Centered Integrntcd C'ommuniiy Energy Sys1em5-- -1izlerim Report. 
ANL/CNSU-TM-29, January 1980. 

AN L/CNSV-'TTM-7. 
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4.4 Chemical and Absorption Systems 

7.4.1 E ~ ~ l ~ ~ ~ i ~ n  of Absorption Fluid System Research Needs 

PliacipaB ~ ~ ~ ~ ~ t ~ ~ ~ t o ~ :  Robert A. Macriss 
O r ~ ~ ~ ~ ~ t ~ ~ ~ :  Institute of Gas Technology 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X479S9C 
Contract Period: January 1984 through January 1987 4201 West 36th Street 

Chicago, IC 60632 Funding: $309,975 
Telephone: (3 12) 890-6444 Sowrce: DOE Level: 100% 

Project Objectives: 

To collect, catalog, and cnarsely screen available US. and foreign data on known absorption fluid sys- 
tems; to identify research areas (temperature, pressure, enthalpy, etc.) where existing data are missing, 
incomplete, or inaccurate. 

Projest Description: 

In the first year of this project, 150 US. publications containing data that relate to properties of 
absorption fluids were identified; from these, 67 were selected as primary sources of relevant data. Coarse 
screening and ~ ~ a ~ ~ ~ t ~ o ~ s  were performed. Data gaps for key fluids were summariixd, arid unresolved con- 
flicts in the data were noted. With few exceptions, all candidate fluids for development activities dealing 
with advanced absorption beat pump concepts were found to have data gaps that need to be addressed in 
the near future. 

foreign publications principally from western Europe and Japan were identified, 
127 o f  which were selected as sources of relevant data. The conclusion after processing the foreign data was 
the same, that significant data gaps exist relative to current needs in support of absorption heat pump 
development activities. 

In the third and current year, additional foreign data will be sought, principally from Russia, and all 
relevant data collected will be subjected to a fine screening and will be formatted for electronic data pro- 
cessing storage and retrieval. 

In the second year, 3 

Pulblieatians: 

R. A. Macriss and T. S. Zawacki, Absorption Fluids Data Survey, Final Report on USA Data, 

R. A. Macriss, .I. M. Gutraj, and T. S .  Zawacki, Absorption Fluids Data Survey, Final Report on 
ORNL/Sub/84-47989/ 1, Institute of Gas Technology, December 1985 (draft). 

Foreign Datu, ORNL/Sub/84-47989/2, Institute of Gas Technology, April 1986 (draft). 
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7.4.2 Development and Praof Testing ab Adv 

_..... ..._._ -. 

Principal Investigator: Floyd Hayes 
~ g a ~ i z ~ ~ ~ ~ ~  Trane Company 

: Oak Ridge: National Laboratory 

3600 Pammel Creek Road 
Lacrosse, WI 54601 

Telephone: (608) 783-1925 Source: DOE 1,evek 57% 
Trane 43% 

.... __. . . _ _ _  ___.. 

Project Objectives: 

To screen and evaluate advanced absorption cycle concepts in combination with known state-of-the-art 
absorption fluids, to develop advanced cycle components and optimize system design, to fabricate and proof 
test the selected advanced absorption cycle in a laboratory breadboard system c o n f i ~ i ~ r a t ~ o ~ ,  to fabricate 
and proof test the selected advanced absorption cycle in a proof-of-concept prototype unit. 

Project ~ ~ c ~ ~ p t ~ ~ ~ :  

Target performance goals at the beginning of the project were steady-state coefficients of performance 
of 1.2 at -8.3”C and 1.6 at 8.3”C in the heating mode and 0.7 at 35°C in the cooling mode. Analysis and 
evaluation have been completed, and an advanced cycle exceeding the target performance goals was 
selected. The primary phase 1 results of this program are as follows: 

The gas-fired absorption hezt pump can be an attractive heating/cooling alternative in the commer- 
cial market. The economics look best in areas that have high heating loads. 
The economics of the commercial gas-fired absorption heat pump will improve as the cost of gas 
increases, at least up to the point where an all-electric system shows lower opeating costs in north- 
ern climates. 
Compared with the conventional electric chiller/gas boiler system used as the reference system in 
this study, the gas-fired absorption heat pump accomplishes the Department of Energy’s god of C Q ~ -  

serving energy and provides much more balanced loads for both electric and gas utilities. 
The preferred absorption cycle for corninercial gas-fired heat purnps contains the following efficiency 
enhancement features: 

- 

- Regeneration 
A resor~t~ow/desorplion circuit to replace the conventional condenses/evaporator circuit 

The preferred fluid at this point appears to be the ternary mixture N113/H2Q/LiBr, with 
CI-13,NH2H20/LiBr a possible alternative. The preferred binary mixture is NH3/H28. 

Absorber heat exchange and generator heat exchange 
- Absorber/generator heat exchange 

- 

The next phase of work will be conducted to determine if the performance that has l~eeas predicted can 
be achieved in a practical system. Development of components, system design, fabrication, and proof testing 
of the selected cycles are: proceeding. 

F. C. Iliayes and R. .J .  Modahl, “Evaluation of Advanced Design Concepts for Absorption Heat 
Pumps,r Proc. DOE/ORPJL Heat Bump Cmfereiace, Uec. 11- 13, 1984, CONF-841231, August 1985. 
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7.4.3 Absorption Heat Pump Simulation and Studies 

Principal Investigator: Gershon Grossman 
Organization: Technion-Israel Institute of Technology 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 19X-43337V 

Haifa 32 000 Contract Period: January 1983, continuing 
Israel Funding: $loQ,OOO 

Telephone: (04) 292074 Source: DOE Level: 100% 

Project Objectives: 

advanced absorption cycles and fluids. 

Project Description: 

A modular computer simulation program has been developed which can simulate absorption systems in 
varying cycle configurations and with different working fluids. Most of the objectives of the project have 
been met. The program has been applied to simulate a variety of single-stage, double-stage, and dual loop 
heat pumps and heat transformers with five different fluid combinations. The code is generally quite robust, 
but some problems are still encountered with fluids with a volatile absorbent such as NH3/H20. The pro- 
gram is user friendly and has been tried by several ORNL research staff members and subcontractors. 

Some final improvements in the program are presently being added. A final report including a user’s 
manual should be available by December 1986. 

Publications: 

ORNL/Sub/83-43337/ I ,  October 1984. 

puter Simulation of Absorption Systems-Final Report, ORNL/Sub/83-43337/2, April 1986. 

To develop a computer simulation code for absorption heat pumps to be used in the analysis of 

II 

G. Grossman, Multi-Stage Absorption Heat Pumps for Industrial Applications-Final Report, 

G. Grossman and E. Michelson, Absorption Heat Pump Simulation and Sludies: A Modular Com- 
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..- .- ~. ........ .................................... ....... ____.__--. 

F r ~ ~ ~ ~ ~ ~ ~  ~ ~ ~ ~ $ ~ ~ ~ r n t ~ ~ ~  Robert C. Reimann 
~ r ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  Carrier Corporation 

Carrier Tower 

Contract Agency: Oak Ridge National Laboratory 

P.O. BOX 4800 
Syracuse, NY 13221 Level: 100% 

e: (315) 432-7462 
______ ........ ________ .. __ ....... _______... 

Project Objectives: 

To screen and evaluate advanced absorption cycle concepts in combination with known state-of-the-art 
absorption fluids, to develop advanced cycle components and optimize system design, to fabricate and proof 
test the selected advanced absorption cycle in a laboratory breadboard systena configuration, to fabricate 
and proof test the seiected advanced absorption cycle in a proof-of-concept prototype unit. 

Target performance goals at the beginning of the project were steady-state coefficients of performance 
of 1.2 at 17'F (-S.3'C) and 1.6 at 47°F (8.3"C) in the heating mode and 0.7 at 95°F (35°C) in the cool- 
ing mode. 

The final result of the selection process resulted in the choice of a somewhat novel "dual loop" cycle 
that double-couples two independent singlestage machines to produce two-stage efficiencies. The cycle is  
characterized by the coupling of both the high-side condenser and absorber to the low-side generator, and 
producing heat to the load as the sum of the low-side condenser and absorber minus that requited by the 
high-side evaporator. Because the two loops are isolated from each other with respect to any mass transfer, 
different absorbent-refrfigerane pairs can be used in each loop, thus permitting considerable freedom in sePec- 
tion of suitable pressures, in ability to utilize pairs of limited thermal stability, isolation of flammable refrig- 
erants or absorbents from the direct-fired gcnerator and independent selection of pairs for optimum effi- 
ciency of the cycle. 

Lithium bromide-- water will be used in the upper temperature loop because of the demonstrated chemi- 
cal stability in excess of 300°F ( 1 S O O C ) ,  high latent heat refrigerant, a.wd proven sxperience. Methylamine 
will be the loweh-temperature- lo^ refrigerant, dissolved in a 60% lithium bromide-- water solution absorben%. 
This choice was made on the basis of anticipated chemical stability and an acceptable sct of pressures. 

Anticipated activities in phase 2 include the following. 
1. Testing and evaluation of fluids with respect to chemical stability and transport properties as well as 

testing of potential "backup" candidates. 
2. Construction and testing of a single-stage machine as an intermediate step to reduce the risks and 

unknowns of the assembly of too many unproven technologies simultaneously. This direct-fired machine 
would employ a 1:1 mole ratio of zinc bromide -lithium bromide as the absorbent and methanol as the 
refreigerant and would establish the direct-fired generator design, test the flue gas recuperator, and serve as 
a test bed for data collection. Preliminary cycle calculations indicate that this system's performance, though 
marginal in comparison with the dual-loop system, has potential in meeting the project goals, as well as use 
in other applications. 

3. Design, construction, and testing of the advanced dual-loop machine employing data from items 1 
and 2 above. 

A possible third phase is anticipated in which a packaged, proof-of-concept prototype would be con- 
structed from the results of phase 2. 

Publications: 
... ....... ___ ........ ____ ..... ..____. 

R. C. Reimann, "Advanced Absorption Heat Pump Cycles," Proc, DOE,fORNL Heat Pump Confer- 
ence, Dec. 11-13. 1984, CONF-841231, August 1985. 
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Patents: 

U.S. 4,542,628: W. J. Biermann et ai., Coupled Dual Loop Absorption Heat Pump, Sept. 24, 1985. 
U.S. 4,542,629: W. J. Biermann, Variable Effect Desorber-Resorber Absorption Cycle, Sept. 24, 1985. 
U.S. 4,546,620: W. J. Biermann, Absorption Machine with Desorber-Resorber, Oct. 15, 1985. 
U S .  4,548,048: R. C. Reimann and R. A. Root, Direct-Fired Absorption Machine Flue Gas Recupera- 

U S .  4,570,456: R. C. Reimann and R. A. Root, Submerged Bundle Counterflow Generator for Use in 
tor, Oct. 22, 1985. 

Gas-Fired Absorption Machines, Feb. 18, 1986. 
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~ ~ 

vestigsatsrc Benjamin A. Phillips Contract :: Oak Ridge National Laboratory 
~ ~ ~ ~ ~ ~ ~ ~ t ~ ~ ~ :  Phillips Engineering 86X-17497C 

721 Pleasant Street 
St. Joseph, MI 49085 

Novcmber 1982, continuing 
F ~ ~ ~ ~ ~ ~ :  $2,069,008 

T e ~ ~ ~ ~ o ~ ~ :  (616) 983-3935 Source: DOE h?Q& I@@% 

Project Objectives: 

To screen and evaluate advanced absorption cycle concepts in combination with known state-of-the-art 
absorption fluids, to develop advanced cycle components and optimize system design, to fabricate and proof 
test the selected advanced absorption cycle in a laboratory breadhoard system configuration, to fabricate 
and proof test the selected advanced absorption cycle in a proof-of-concept prototype unit 

Project ~ ~ ~ ~ ~ i ~ t ~ ~ ~ ~  

Target performance goals at the beginning of the project were steady-state coefficients of pcrforrnance 
of 1.2 at -8.3"C and 1.6 at 8.3"C in the heating mode and 0.7 at 35°C in the cooliiig mode. Analysis and 
evaluation have been completed, and an advanced cycle exceeding the target perfool rnance goals was 
selected. 

'The selection of the generator absorber heat exchanger (GAX) cycle for pliase 2 development of a 
brcadboard test unit using ammonia- water Wac accepted by the Department of Lnergy and Oak Ridge 
National 1.aboratory. It was also proposed that if the program wes successful, it should be followed by trials 
of the ammonia/lithiiam bromide water combination. 

The phase 2 W O F ~  was started by designing the breadboard test unit for operation with electric heat at 
three refrigeration tons of capacity. Fabrication and proof testing of the selected cycle in laboratory bread- 
board configuration have been completed. Measured performance of the laboratory breadboard exceeded the 
original performance goals. Development of components, system dcsignl fabrication, and proof testing of a 
packaged proof-of-concept prototype unit are proceeding. 

8. A. Phillips, "Analyses of Advanced Residential Absorption Heat Pump Cycles," PPOC. DOK/ORNL 
Heat Pump Comfercnce, December 11 -13, 1984, CQNF-841231, August 1985. 
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7.4.6 Dual-Cycle Absorption Heat Pump Phases 1 and 2 

Principal Investigator: David A. Ball 
Organization: Battelle Columbus Laboratories 

505 King Avenue 
Columbus, OH 43201 Funding: $5,000,000 

Contract Agency: Gas Research Institute 
Contract Number: 5083-242-0850 
Contract Period: May 1985 through April 1987 

Telephone: (614) 424-4901 Source: GRI Level: 100% 

Project Objectives: 
......__-I _.... ...__..._ _I____._ _I_____ 

To develop a residential-size gas heat pump. 

Project Description: 

A level 1 breadboard system was constructed and tested in phase 1 (all coefficient of performance and 
capacity goals were achieved). In phase 2, eight packaged prototypes will be evaluated under actual residen- 
tial conditions in a field experiment. Data from this work will be used t~ achieve an optimized design for 
full-scale field tests in 1987. 

Publications: 

None provided. 
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To develop a residential-size gas heat pump. 

Praject Desrriptimr 

Heating and cooliag coefficiefits of pcxformance of 1.6 and 0.8, tespectively, werc achieved i n  phase 1 
with a breadboard system. 

In phase 2 ,  an advanced breadboard system using commercial-likL components is under evaluation. 
Corrosion has been reduced to less than 1 mil/year. and one solution pimp option has attaincd 5000 simu- 
lated operating hours. 

In phase 3, a packaged prototype heat pump will be de+yicd and constructed. Optimization will con- 
tinuc on key cornponenis such as the solution pump and control systcrn. 

~ D ~ ~ ~ ~ ~ ~ a ~ ~ ~ ~ ~ ~  

F. 8 COOL et al., Kvsearch, Development, and Demonstration of ah Advanced Heat-Actuated Heat 

F. B. Cook et ai., Research, Developmert’ nnd Demomtration of an Advmced Heat-Acsuared Heal 

W. F. Morse et a i ,  “Columbia’s Gas Heat Pump, Progress Report,” J’FOC. 1983 Intfmaldo:nal Gas 

Pump, Animal dPepcrt, October 1988 -SeplemtPe; 1981, PB-82-25490, April 1982. 

Pump. Phase I,  Fino/ Report, October 1980-Atag. 31, 1982, PB-83-249Q46, September 1982. 

Research Conference, June 13, 1983, CONF-830664, 1983. 
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Heat and Mass Transfer in Absorption Fluids 

Principd ~ ~ e s ~ i g a t ~ ~ ~  Horacio Perez-Blanco 
Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: QE-ACO5-840R214W 
Contract Period: May 1984 through August 1985 
Funding: $100,000 (phase 1) 
Swrce: DOE Lwei: 100% 

P.O. Box u 
Oak Ridge, TN 37831 

T e ~ ~ ~ ~ ~ ~  ( 6  1 5 ) 574-84 B 9 

Project Objectives: 

test facility to study heat and mass transfer in absorption fluids. 

Project Description: 

This test facility would be devoted to developing experimental correlations for heat and mass transfer in 
absorption fluids. As far as possible, the correlations will be based on existing theories or on dimensional 
analysis of experimental results. 

To develop ~ n f o r ~ a t ~ Q n  on materials compatibility and on specialized instrumentation toward building a 

Pub ticatioas: 

Refrigeration, ORNL/TM-9646, June 1985. 
J, C. Guien, J. H. De Van, and H. Perez-Blanco, Corrosion of Materials in Absorption Heating and 
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~~~~~~~1 1 ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ :  Richard H. Merrick 
: Arkla Imdustrics, Inc. 

P.O. Box 534 
Evansville, IN 41704 

Corntract ~*~~~~~~ Oak Ridge National Laboratory 

thrmgh September 1984 

T~~~~~~~~~ (8  12) 424-333 1 Source: DOE Level: 95% 
Arkla 5% 

PPOj$@t Objectives: 

To cZeve!op a residential air-source. ammonia water ahsoyption heat pump designed t o  r'peratc inr the 
heating mode only and deliver its output as hot water. 

This project extended absorption chiller technology to thc design of heat pumps. '4t thc time of project 
inception, Arkla Industries produced the only residential chiller in thc Ut-siied Siatcs. Technology used for 
the ammonia-water chiller produced by Arkla Industries was applied to developmcs: of the absorption heat 
pun1p. 

Four laboratory bieadbsard versions of the h m t  pump we~e  built to invzstigat: the effect of various 
options for the thermndynamic cycle and the hardwxe. Aftcr thermal performance objectives were 
achieved, five copies of a packaged version were built and used in a variety of performance evaluation 
experiments inchading steady-state, cycling, frosting, and durability tests. 

Pea@lisatiohas* 

D. Kahlenschrnidt an3 R. 13. Merrick, "An Afimimia Water Absorption Heat Pimp Cycle," 
ASHRAB Trans. 89(1), CONF-830102-4, January 1983. 
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7.4.10 Organic Absorption Gas-Fired Residential Heat Pump 

Principal Investigator: Kevin P. Murphy 
Organization: Allied Corporation 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X-2461OC 
Contract Period October 1979 through August 1984 
Funding: $4,48 1,000 

P.O. Box 1087R 
Morristown, NJ 07960 

Telephone: (201) 455-2064 Source: DOE Level: 60% 
Cas Research Institute 40% 
Allied Corporation 17% additional 

Subcontractors: 
Phillips Engineering Company 
721 Pleasant Street Acorn Park East Hartford, CT 06108 
St. Joseph, Mi 49085 Cambridge, MA 01240 Gorken Melikian 

Arthur D. Little, Inc. United Technologies Research Center 

Ben Phillips E. Shorey and D. Lee (203) 727-7554 
(616) 983-3935 (617) 864-5770 

Project Objectives: 

To develop an organic absorption gas-fired residential heat pump system to a production prototype 
level, to analyze the market and business potential for the absorption heat pump market, to evaluate the 
system first cost and actual annual performance and operation costs, to develop computer simulation of the 
absorption system to examine design variables more efficiently, to develop data for toxicity and product 
safety, tu identify problems (by operating some test units in actual service). 

Project ~ ~ ~ c r i ~ t ~ o n ~  

'This project was a continuation of a research and development effort carried out initially under the 
sponsorship of the American Gas Association and more recently by the Gas Research Institute and the U.S. 
Department of Energy. 

The gas-fired absorption cycle heat pump under design and development in this project was based on a 
novel organic absorption fluid pair. The absorber fluid was ethyltetrahydrofurfurylether (ETf'E), and the 
refrigerant was chlorotrifluorethane (R-l33A). The system was characterized by higher capacity and coeffi- 
cient of performance in the heating mode than in the coaling mode. Thus, a heat pump system using this 
fluid combination is more applicable to the northern climates. These organic fluids are compatible with 
aluminum, and offer a potential fabricatiori cost advantage over conventional ammonia-water absorption 
equipment I 

ORNL/Sub/79-246 10/3 is the third report of the series on development of absorption-type gas-fired 
heat pumps using organic working fluids. The residential heat pumps were to provide the full heating and 
cooling requirements of a house down to 0" F outdoor temperature. This volume addresses the design, con- 
struction, development, and testing of early units for an outdoor field trial for both residential use and 
continuous-run operation outdoors. Simultaneously, those components of the heat pump system that had not 
attained full performance levels, i.e., sealed absorption system and auxiliary components, were developed 
individually on breadboard test units to attain the design requirements for full performance. Six absorption 
heat pumps using R-133a and ETFE as the working fluids were designed, constructed, developed, and tested 
as part of the field trial. Five units were operated outdoors during most of two winters and two summers. 
Two of those were on residences, and three were applied to the laboratory building, two of which operated 
on continuous run and the third on a continuous on/off cycle. The sixth unit was used for development of 
cycling operation to high efficiencies. Problems of operation in a northern climate were investigated during 
the outdoor operation of the five units during a total of 34,263 h of operation. 

ORNL/Sub/79-246L0/4 is the fourth in a series of reports covering work on the development of a 
residential-sized absorption heat pump using organic-type working fluids. This report covers the develop- 
ment work on the R123a/ETFE pair and an economic analysis of the system. Extensive thermodynamic and 
physical properties of the K123a/ETFE system were developed. Theoretical analysis of the data was made 
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and ~ h ~ i ~ e d  very good performance. Subsequent testings on equipment not faally developed for R 123a/ETt:E 
confirmed this performance. The economic analysis showed that the system was competitive in most areas of 
the United States if improved performance god5 (coefficient of performance of 1.5) could be met. The most 
important factors in determining competitiveness are heating-to-cooling ratios and the da t ive  cost of gas 
and electricity. 

~~~~~~~~~~~~~ 

S. A. Phillips, "Development of a Residential Gas Absorption Heat Pump," ASHRAE Trans., 89(1), 
January 1983. 

Allied Corporation Chemical Sector, Developmerrt of a Residential Gas-Fired Absorption Heat Pump. 
Final Repporl: Component Developmerzf and Field Trial Program, ORNE/Sub/79-246 10/3, August 1985. 

Allied Corporation Claernical Sector, Development of a Residernlia? Gas-Fired Absorption Heat Pump. 
Final Report: Physical and Thermodynamic Properties of R12JAfETF-E; Systein Developrnmt and Testing; 
Economic Analysis, ORNL/Sub/79-246 10/4, August 1985. 
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7.4.1 1 Experimental Evaluation of Prototype Absorption Neat Bumps 

Principal Investigators: David A Didion 
Organization: National Bureau of Standards 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: NBS-TEA, DE-AI05-8 10R20890 

Contract Period: June 1982 through March 1984 
Funding: $2 15,000 
Source: DOE Level: 100% 

Building 226, Rmm B-126 
Gaithersburg, MD 20899 

Phillips, 86X- 17497C 

Telephone: (301) 921-2994 

Subcontractor: Phillips Engineering Company, 72 1 Pleasant Street, St. Joseph, MI 49085 

Project Objectives: 

totype absorption heat pumps in steady-state and cyclic modes of operation. 

Project Description: 

Two residential absorption heat pumps were developed previously with the Department of Energy/Oak 
Ridge National Laboratory and Gas Research Institute funding. One of these was a heat-only, 
ammonia-water system de-Aoped by Arkla Industries. The other, developed by Allied Corporation and 
Phillips Engineering Company, provided heating and cooling using a CFC refrigerant and Allied's 
proprietary ETFE absorbent. Both units met performance goals. Only steady-state system performance was 
measured. This project measured component and system performance under transient conditions. The 
National Bureau of Standards (NBS) and Phillips Engineering have modified their respective units (NBS, 
the Arkla unit, and Phillips, the Allied unit) for measurement of fluid concentrations and flow rates and 
additional pressures and temperatures. Laboratory experiments were run under startup, shutdown, and 
steady-ytatc modes of operation. 

An absorption water chiller and an absorption heat pump were extensively tested under steady-state 
and cyclic operating conditions. The tests were performed on two different units, one for a cooling only and 
one for a heating only application, and the results were reported in two separate parts. In addition to the 
"black box tests" of the units, the causes for the degradation during part-load operation were investigated in 
more detail using the absorption chiller. Migration of the fluids during the off periods was found to be a 
major contribution to the degradation. Furthermore, the influence of various heating water temperatures 
and flow rates and the sensitivity of the charge on steady-state performance were more closely investigated 
employing the absorption heat pump. 

Testing and rating procedures were developed for gas-fired absorption devices operating in either the 
heating or cooling modes. These procedures were designed to include the effects of part-load and cyclic 
operation, variations in outdoor temperature, and frost formation during the heating mode. Both air-source 
and groundwater-source absorption heat pumps were considered, as well as air-cooled and groundwater- 
cooled air conditioners and water chillers. A calculation procedure was presented foe estimating the heating 
and cooling seasonal performance and cost of operation of residential water chillers, air conditioners, and 
heat pump units. 

To obtain comprehensive data in the laboratory on the component and system performance of two pro- 

Publications: 

D. A. Didion and R. Radermacher, "Investigation of the Part-Load Performance of an Absorption 

R, Radermacher et al., Laboratory Evaluation of the Steady-State and Part Load Performance of 

B. Weber et al., Test Procedures for Rating Residential Heating and Cooling Absorption Equipment, 

R. Radermacher, "Laboratory Experiments on Absorption Heat Pumps," Proc. QOE/ORNL Heat 

Chiller," ASHRAE Trans. 89( l ) ,  January 1983. 

Absorption Type Heating and Cooling Equipment, NBSIR-84-28 16, March 1984. 

NBSIR-84-2867, April 1984. 

Pump Conference, CONF-84123 1, August 1985. 
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~~~~~~~~~ Investigator: Gershon Grossman 

P.O. Box Y 
Oak Ridge, ‘TN 37831 

Contract Agency: Oak Ridge National Laboratory 
Contract Num P.: W-7405-eng-26/AA-55- 15- 15-0 
Contract Period: October 1980 through September 1982 

: Oak Ridge National Laboratory 

Telephone: (615) 574-1083 Level: 100% 

Project Objectives: 

ring in absorption and desorption. 

Project ~ e ~ ~ ~ ~ ~ ~ ~ ~ ~ :  

Absorption and desorption processes occur in many chemical engineering operatnotas. One application of 
particular interest where these processes take place is in absorption heat pumps and chillers. It was realized 
quite some time ago that basic information, including theoretical models and experimental data on the 
simultaneous heat and mass transfer in  absorption/desorption, was lacking. The literature describes mass 
transfer under isothermal conditions or heat transfer at fixed concentrations, Little information was avail- 
able on the combination of both. Empirical data on the combined process were gathered by manufacturers 
of absorption equipment for selected material combinations under limited operating conditions. These data 
were not generally available. 

‘Two theoretical models were developed on the simultanems heat and mass transfer process in absorp- 
tion. The first model involved laminar flow and considered the variation in concentration and temperature inn 
a falling film as the process takes place. Results included the heat and mass transfer coefficients and scaling 
laws of the process. The second model involved turbulent flow and considered the effect of varying eddy dif- 
fusivity, as governed by the Reynolds number, on the temperature and concentration distribution. 

The models were used to design an adiabatic absorber for the Oak Ridge National Laboratory 45-kW 
prototype absorption heat pump. However, the kinetics of the absorption of water vapor in lithium bromide 
solution were more rapid than anticipated, such that no significant improvement in the absorption rate could 
be measured with this working fluid pair. 

P ~ ~ ~ i c ~ ~ ~ ~ ~ ~ :  

To develop fundamental and quantitative information on the combined heat and mass transfer occur- 

... ....___I.__ ........ __ ___ _ _ _  ..... 

G. Grossman, Simrkaneous Heat and Mass Transfer in Absorption of Gases in Laminar Liquid 

(3. Grossman, “Simultaneous Heat and Mass Transfer in Absorption/I>esorption of Gases in Laminar 

G.  Grossman, “Simultaneous Heat and Mass Transfer in Film Absorption Under Laminar Flow,” lnt. 

G. Grossman and M. T. Heath, Siniultaneotas Heat and Mass Transfer in Absorption of Gases in Tur- 

Films, ORNL/TM-8366, September 1982. 

Liquid Films,” Proc. AIChE Winter Annual Meeting, 1982. 

J. Heat Mess Trans. 26, 357-71, (1983). 

bulent Liquid Films, ORNL/TM-8503, July 1983. 

Patents: 

U.S. 4,458,500: G.  Grossman and H. Perez-Blanco, Adiabatic Absorber, 1982. 
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7.4.13 Space Conditioning Performance Analysis and Simulation Study 

Principal Investigator: Ulrich Bonne 
Organization: Honeyweil, Inc. 

Contract Agency: Gas Research Institute 
Contract Number: 5014-341-0144 
Contract Period: May 1, 1981, through March 31, 1982 10701 Lyndale Avenue South 

Bloomington, MN 55420 Funding: $100,009 
Telephone: (612) 887-4477 Source: GR1 Level: 100% 

Project Objective: 

tors that influence system performance of advanced and conventional space conditioning systems. 

Project Descripbion: 

Performance simulations using computer codes were used to project system performance and cost sav- 
ings in terms of energy savings for advanced and conventional heating and cooling systems. The advanced 
systems were gas-fired engine driven heat pumps and gas-fired absorption heat pumps The conventional 
system had an electric driven heat pump with supplemental gas heating for the heating rn 
supplemented absorption and engine driven systems. 

IIoneywell proprietary codes, FLAME and HFROST, were used to study conventional systems; 
HSORB was used to study the absorption systems. The analysis was performed to study the effects of com- 
ponent sizes and efficiencies, electric power and gas consumption, mode of operation, climate, refrigerant 
circuit features, unit cycling and controls, and unit losses Q ~ B  overall sybtem performance and cost efficiency. 
Cost efficiency, which served as a ranking parameter for the various heat pump systems, was defined as the 
ratio of net space conditioning system output to the equivalent gas input (normalized to account for electric 
power consumption) 

Additional factors analyzed included the benefits of integrating space heating and water heating func- 
tions and the effects of barriers or standards to efficient use of natural gas. 

Publications: 

To prepare a comprehensive report that documents the performance characteristics and the various fac- 

__  - -______ - 

A, Patani and U. Bonne, Space Conditioning Performance Analysis and SimuEation Study, Annual 
Report, February 1980-February f981, PB-82-199001, July 1981. 
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Principal I n ~ e § t j ~ ~ ~ ~ r ~  Robert W. Carling Contract Agency: Department of Energy 

1978 through July 1979 
Organization: Sandia Laboratories K DE-AC04-76DP00789 

Exploratory Chemistry Division 
Livermore CA 94550 ~ ~ ~ $ i ~ ~ :  Not Available 

'Feleplnone: Source: DOE k v e k  100% 
......... .. ..... -. .......... __ ........ ___. . .. . .- 

Project Objectives: 

To measure data on the reaction energies and pressure/temperature relationships of the salts used in 
chemical heat pumps by assembling an apparatus with a sensitive cantilever balance used to prepare salt 
samples in situ so that stoichiometry of the salt hydrate, ammoniate, or methanolate is known prior to pres- 
sure measurements. 

Project ~ ~ ~ c ~ j p t ~ ~ ~ :  

Pressure/temperature data were obtained over large temperature (293 to 523 K) and pressure ( to 
IO5 torr) ranges. The entire experiment was controlled and data were recorded using a desk-top calculator. 

Dissociation pressure measurements were made on the MgCl2/I-I2O and CaC12/NH3 systems. For the 
first time on any hydrate system, complete second- and third-law analyses were done on MgClz.6H20 and 
MgC12 4H20. This was made possible hy generating free energy functions from available heat capacity data 
for MgCl;!. 6H@, MgC12. H20, and MgC12.2H20. Results for MgC12. 6H20  yielded enthalpies of dissocia- 
tion at 298.15 K of 27.86 -Ir 0.11 and 28.00 + 0.03 kcal.mol-' 1-120 for second- and third-law analyses, 
respectively. For MgCl2.4I-128, the values determined were 31.7 k 0.6 and 32.0 + 0.2 kcal.rnol-' H20. 
These values shG8 excellent internal consistencies (second- and third-law agreement) and external agree- 
ment with dissociation enthalpies 27.82 and 32.42 kcal. mol-' H 2 0  for MgC12.6H20 and MgC12.41-120, 
respectively, obtained from solution calorimetry cxperhents. 

Values for the enthalpies of dissociation of the calcium chloride ammoniates were also determined: 
10.6 +- 0.07, 10.04 k 0.08, 16.2 t 0.2, and 18.7 Lt_ 0.2 kcal.mol-' NH3 for CaC12.8NH3, CaC12.4NI43, 
CaC12.2N 1-13, and CaC12. N H,, respectively. These data confirm those previously reported for CaC12.8NH3 
and 4NH3 and established reliabk values for CaCI2. 2NI-13 and CaC12. NH2. 

~~~~~C~~~~~~~ 

K. W. Mar and It. W. Carling, Thcrinochemistry of Hydrated .Salts, SAND79-8503, March 19'19. 
R. W. Carling, Qissocialion PTessure Mensuremeirts on Salts Proposed for Thermochemical Energy 

P. 0. Offenhartz et al., A Heat Pump and i'herrna! Storage System j o r  Solar Heating and Cooling 

P. 0. Offenhartz et al., "A I-Ieat Pump and Therms! Storage System for Solar Heating and Cooling 

R. W. Carling, '4. T. Worudoloski. and D. C. Macmillan, Hcat of Forrrmntiorn of CaCl2.2CHjOH and 

R.  W .  Mar and R. W. Carling, T h e  Calcium Chloride  ethanol System," Tlme~rnochimica .4cta 45, 

R. W. Carling, "Dissociation Pressurcs and F;rihaipies of Reaction in  MgCiz. nPIzQ and CaCI,. nNI-13," 

R. W. Carlin;., "Thcr;nochemical Mcasiireiiicnts of (;<>:< Solid Reactions PiOpOSCd for Chemical Heat 
u r c v w t ; ~  i$ 7-hernrc,il~nrrnii(. Properties. '4 Ihtit i~v,  Oregon, 

1979, lJSi3M IC' h85.1, l Y X l  j l i i i ' .  <‘ire. U.S. Rvr .  Mirics 1981. I ( '  X85?> 371 331. 
h'!biciiiii!:iil, h b E i ~ f h ~ i l ~ i ~  01 I-ormation 01 C':tC'I:. 2CH {e',: 

a n t i  C'aC'12. 2CzHSOi i b!, Sola?i,iri f 7 : i l o i i r ~ i ~ t r ~ . ' '  .I <.hcTTi, / 'hcrtix).  14 .  ! 25 IO8?1~ 

Slorage, SAND79-8033, July 1979. 

Based on the Reaction of Calcium Chloride and Methanol Vapor. SAND79-85 12, August 1978. 

Based on the Reaction of Calcium Chloride and Methanol Vapor," J.  Solar Energy E'ng. 102, 59 (1980). 

CaC12. 2C2H5011 by Solution CalorimP:ry," SAND80-8689, June 1380. 

213 (1980). 

J .  ChtJtii .  Thermc;. 13(6). 50.1 5 I Z 1981 ). 

I t .  VJ.  Carling, A. T'. 'LVollt ioio?: \h . i ,  :ifit! 1). C. 
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8. INDUSTRIAL APPLICATIONS 

.I Electric and Fossil-Fuel-Fired Systems 

vanced Open-Cycle Centrifugal Vapor ~ Q - m p r e s ~ i ~ ~  
........ ___._. .. ...........-..I_ _ 

Principal Investigator: T. L. Iles Contract Agency: Gas Research Znsitute 
Organization: Garrett Corporation Contract r: 

AiResearch Manufacturing Company Cmtract : March 1981, continuing 
2525 West 190 Street Funding 
Torrance, CA 90509 Source: CRI 

Telephone: (2 13) 32 1-5QQO 

~ b c o n ~ ~ a ~ ~ o ~ :  Niro Atomizer, Inc. 
... ..... 

APV Company 

Project Objectives: 

evaporators serving as preconcentrators in  a drying facility. 

Project Description: 

The system uses as a heat source water vapor that i s  exhausted from an evaporator and mechanically 
compressed in the steam chest of the same evaporator. The system incorporates a single-stage centrifugal 
compressor used in a multieffect evaporator with high temperature differentials but at the lower cost of a 
single-stage compressor. The compressor can increase the vapor saturation temperature up to 45°F (7.2'C) 
at a design flow of 35,000 cfm. The gas turbine engine that drives the cornpressor is a Garrett model 
1E83 1-800. Equipment design was completed in 1981. The installation design and equipment fabrication 
was completed in 1982. Field testing at a milk-drying facility is under way. 

To develop a gas turbine-driven centrifugal vapor compressor system to be used with low temperature 

Publications: 

T. L. Iles et al., Open-Cycle Centrifugal Vapor-Compression Hear Pump, Annual Report, March 
1983-February 1988, PB-85- 1 13405/XAB, April 1984. 
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Principal ?mv~stigat~r~: It. Sakhuja 

Organization: Therrno Electron Corporation 

~ ~ ~ t ~ a ~ ~  Agency: Gas Research Institute 
F. E. Becker K 501 1-3424094 

January 1979, continuing 

Level: 100% 
101 First Avenue 
Waltham, MA 021 54 

ne: (617) 890-8700 

~ ~ ~ ~ t r ~ c t ~ r :  Beloit Bower Systems 

Pr~jject Objectives: 

To develop and commercialize both the open-cycle and Rankine cycle heat pump systems, to develop 
and commercialize an open-cycle steam-compression heat pump that takes advantage of the rotary screw 
compressor's unique ability to recompress wet and contaminated waste steam while overcoming inherent size 
limitations. 

The system utilizes excess low-pressure steam or that produced from an excess heat source with a 
waste-heat boiler and compresses this steam to the desired pressure level for process use. The compressor i s  
driven by a gas-fired prime mover such as a gas turbine or gas engine. To eaharrce system performance, the 
prime mover exhaust and ctmhing jacket heat is recovered to genelati: additional process steam or hot water. 
The major fraction of the energy in the steam is already available to the compressor as latent heat. A s  a 
result, only a small fraction of additional energy is required to raise its pressure and temperature to a useful 
level. Although significant energy savings can be realizd by use of the steam heat pump system, such a 
concept must also be justified economically. Economic analyses have shsivsl favorable simple payback 
periods of one to three years depending on the nature of the exccss heat or steam source, steam flow rate, 
pressure ratios, and fuel cost. 

A proof-of-concept field test system, fabraczted and tested at Theme Electron, included all the major 
components and was of adequate sise to demonstrate the performance and operating characteristics of a 
full-sizcd system. The system was based on a 2200-cfm (l.@4-m3/s) screw compressor with a built-in prcs- 
sure ratio of 3:l. The comprcssor was driven by a 500-hp (373-kW), 1200-rpm industrial gas engine 
through a 1:7.7 ratio gearbox. The system was dmigned for a nominal steam flow rate of 10,000 Ih/h 
(1.26 kg/s) at an inlet pressure of 30 psia (207 kPa) and an outlet pressure of BO p i a  (621 kPa). 

A test facility was built to investigate important operating parameters of the system's modified screw 
compressor. The compressor was tested over a wide range of operating conditions, with experimental results 
showing excellent agreement with predicted per forrnance. The coimpressor's operation with wet steam and 
water injection was completely satisfactory, demonstrating its suitability for use in a steam heat purilp. 

A prototype system was installed at a batch chemical plant. Field data collection began in May 1983. 
The system has successfully completed 3650 h of operatioa 

~~~~~~~~~~~~~ 

__ ___ -- -- _ _ _  __ __ ~ ___ __ - 

R. Sakhuja and I.. F. Bcckei, Open-Cycle F'rij~ilr Co{t:pessioii H m i  Ptdrnp, Annatnl Report Jor 1939, 

R Sakhuja and F. L Sccker, Open-Cycle Vapor Corqvession Hent %wp, Amual Kepsrt for 1980, 
PB-82-110503, May 1981. 

F. E. Becker arid R Sakhuy uDevelciJiric;;,t of n r ~  CFcz-Cqcie V a p i  C o m p & m  Heat Ptrmp Sys- 
tec; PFOC 1981 Inter t i t i 1  Gas Rc",rilrLh Confererice., Sept  28. 1981, CONl+-X!0909, 1982 

PB-80 ?05461, July 1980. 
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~~~~~~~~~ ~ ~ v e s t ~ ~ ~ ~ ~ r ~  G. E. Limburg 
~ ~ ~ ~ ~ i ~ ~ t ~ ~ ~ :  AiRcsearch Manufacturing Company Operations 

Contract Agency: Department of Energy, Idaho 

Contract Number: DE-AC07-78CS40005 
Contract Perid Sept. 28, 1978, continuing 

Source: DOE Level: 99% 
AiResearch 1% 

2525 West 190th Street 
Torrance, CA 90509 

Teleghaane: (213) 512-4553 Funding: $2,845,937 

Project Objectives: 

stream while returning the heat of  vaporization to the process. 

Project Description: 

The heat pump system has been constructed and was testzd at the AiResearch facilities in Torrance, 
California. Testing has been completed, with performance meeting design criteria. Solvent removal rates of 
over 500 ?b/h of mixtures of methyl ethyl ketone, toluene, cyclohexane, and xylene and water removal of 
70 Bbjh were observed. The system will be insEal1c.d in a 3M facility in Hutchinson, Minnesota, and will be 
operational in 1986. 

'l'he final report for developmental testing is being prepared and is expected to be available in 1986, 

To develop a Brayton-cycle industrial heat pump for removing solvent and water vapor from the air- 

~~ 

Publications: 

AiResearch Manufacturing Company, Technical Report: Cycle Selection of a High- Temperature Heat 

AiResearch Manufacturing Company, Topical Report: Brayton-Cycle Solvent Recovery System (Phase 

AiResearch Manufacturing Company, Summary: Rrayton-Cycle Solvent Recovery System, 80- 17394, 

AiResearch Manufacturing Company, Brayton-Cycle Recovery System, 8 1-1 7748, Feb. 23, 1981. 
AiResearch Manufacturing Company, Technical Description and Economic Analysis Brayton-Cycle 

AiResearch Manufacturing Company, Brayton-Cycle Solvent Recovery System (Phase I I  System 

Pump, 79-16174, July 12, 1979. 

Z System Optimization), 80-1 7028, June 16, 1980. 

Nov. 5, 1980. 

SolventIHeat Recovery System, 81-18592, Dec. 21, 1981. 

Design), 82-1905 1, June 16, 1982. 
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8.1.4 Heat Pa in Complex Heat am 

Principal  in^^^^^^^^^^^ Eric Hindmarsh C~gltraef Apiscy: Electric Power Research Institute 
Contract ~~~~~~~: WP2220-3 

17300 Saturn Lane, Suite ! 13 
I-IoWon, TX 77058 

: June 15, 1985, through June 30, 1986 

me: (713) 480-9495 Level: 100% 

Project Q ~ ~ e ~ ~ ~ ~ ~ $ ~  

To develop if general methodology for th:: placement of heat piimps in an existing industridl processing 
arrangement; to consider the opportunities for, and implications of, increased thermal intsgration by other 
means, as well as by heat pumping; to examine the heat and power supply systems associated with industrial 
processing systems to assess conventional arrangements in particular, with respect to true niarginal costs, 
and to assess the opportunities for and implications of heat pumping; to develop a procedure foi rapid 
assessment of the economic potential for a heat pump installation in a total industrial processing system (in 
this context, a total system is one with the best practical integration between the process and the facilities 
that supply the process with lieat and power). 

Project ~~~~~~~$~~~~~ 

There are at present a number of installed applications of heat pump technology within the process 
industries. Many of these applications have been evaluated without reference to the thermodynamic charac- 
teristics of the overall process; and they have not been properly assessed in terms of their impact on the 
overall site utility system. Correct assessment of heat pump opportunities neccssltatcs a camplete and full 
understanding of the thermodynamics of the processing unit, the site heat and powder systems, and associ- 
ated interactions. 

The contractor has developed novel techniques for the optirrral design and integration of process plants 
based on the underlying process thermodynamics. These techniques provide a framework to explore and 
understand the thermodynamics of heat pump placement in total systems and are capable of systematically 
examining: 

The thermodynamic implications of heat transfer into, within, and out of a process 
The thermodynamic implications on a process of different site utility systems that supply heat and 
electricity 
the alternative process modifications (e.g., pressure shifting of distillation columns) that could 
achieve effects similar to those produced by heat puna 

In this study, these techniques were used to develop a new procedure for identifying and assessing heat 
pump opportunities within selected sectors of the process industries. 

* 

Publications: 

None provided. 
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8.1.5 High-Temperature Absorption Working Pair 

Principal ~ ~ v ~ s t i ~ ~ t ~ r :  Donald C. Erickson 
~ ~ g ~ ~ i ~ ~ t ~ ~ ~ ~  Energy Concepts Conipany 

Contract Agency: Oak Ridge Natienal Laboratory 
Contract Numbers: 86X-22013V and 86X-22Ol4C 
Contract Period: May 1981 through May 1986 627 Ridgely Avenue 

Annapolis, MD 21401 Funding: $290,000 
Telephone: (301) 266-6521 Source: Energy Concepts Level: 66% 

DOE 34% 

Subcontractor: University of Maryland (R. Radermacher) 

Project Objectives: 

To verify the technical and economic feasibility of an absorption heat pump capable of operating at 
temperatures up to 500°F (260*C) using a novel noncorrosive aqueous absorbent comprised of certain com- 
binations of alkali nitrates and nitrites. 

Project Description: 

Boiling point elevation data were collected for a wide variety of compositions and vapor pressure. The 
solution composition has been optimized to prcvidc: operating temperature capability to 500°F (260°C), 
together with moderate cost and an acceptably low crystallization temperature threshold. A computer model 
was prepared. High-temperature cycles using this absorbent can achieve 126°F (70°C) lifts with forward 
and reverse cycle with substantially less deviation from Raoultian behavior than LiEBr/M;O. 

Negotiations are under way for extending this work through a second phase, which will include con- 
struction of .a laboratory-scale rnockup (7-kW thermal output) and actual operation to validate the meas- 
ured and calculated properties. 

-- -. ____-_.____ II___ __ 

Publications: 

D. C. Erickson, “Economic Options for Upgrading Waste Heat,” Proceedings 5th Indiistrial Energy 

D. C .  Erickson, A High- Temperature Non-Corrosive Absorption Working Pair, presented at  Absorp- 
Technology Conference, Houston, Tex., Vol. 2, pp. 582-588, 1983. 

tion Heat Pumps Congress, Paris, Mar. 20, 1985. 

Patents: 

U S .  4,454,724: D. C. Erickson, Aqueous Absorbent for Absorption Cycle Heat Pump, June 19, 1984. 
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8.1.6 Ilest Pu 

ator: Don R. Vredeveld 
ion Carbide Corporation 

P.O. Box 8361 
South Charleston, WV 25303 

Contract Agency: Electric Power Research Institute 
C ~ ~ t r a C ~  N~ml ia~:  RP2220-2 

: May 15, 1985, through Dec. 31, 1985 

Telephoane: (304) 747-4829 Source: EPRI Level: 100% 

Project Objectives: 

To review and characterize current evaporator technology and applications; to develop specific case 
study information on up to ten evaporator applications covering the range of fluids, operating conditions, 
and plant environments encountered in the process industries; to analyze the use of electric heat puprips in 
each of these representative processes; to generalize the results of these case study analyses into application 
guidelines for the appropriate use of heat pumps in evaporation. 

Project ~~~C~~~~~~~~ 

'The development and application of electrotechnologies for the process industries have often been con- 
ducted with insufficient attention to the practical implications of integrating these technologies into new or 
existing plants. This can result both in misapplication of existing technology and in misdirected technology 
development efforts. 

I n  this study, the contractor applied advanced process integration techniques to the use of electric- 
driven heat pumps in conjunction with evaporation processes in the chemica!, petroleum, textile, pulp and 
paper, dairy, food, and related industries that employ evaporation. Representative evaporation processes 
were identified and characterized. The use of heat purops in a selected number of these processes was 
analyzed in detail using process integration methodologies. Generalized guidelines for the appropriate appli- 
cation of heat pumps to each of these processes was developed, and research and development needs were 
identified. 
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8.1.7 ~ e v ~ l 5 ~ ~ ~ ~ ~  and ~ e ~ ~ ~ n s ~ ~ a ~ i o n  ob a High COP Rankine Heat Pump 
for Generation sf Process Steam, Combined Cycle, 

Steam Compression Industrial Heat Pomp 
--___I -I- - -I_ ___-I - 

~~~~~~~a~ corn st^^^^^^; William Koebbeman 
~ r ~ ~ ~ ~ ~ ~ ~ i Q ~ :  Mechanical. Technology, Inc. 

C~nbact  Agency: Department of Energy, 

Contract Number: DE-ACQ1-77CS40074 
Contract Period: 8ct .  14, 1977, through Dec. 31, 1985 
Funding: $2,98 1,994 
Source: DOE Level: 99% 

Idaho Operations 
968 Albany Shaker Road 
Latharn, NY 12310 

Telephone: (518) 899-2976 

Mechanical Technology 1% 

Project Objectives: 

steam in an industrial plant. 

Project Bescription: 

Heat pump campressors conventionally are electric motor driven. In this concept, the compressor 
(“pumping” tow-pressure steam to process steam Bevels) is driven by the turbine output of a c l ~ s d ,  organic 
Rankirne cycle loop. The beat source both for the Rankine cycle and for generating low-pressure steam is 
industrial waste heat. EBiminal ion of electrical power to drive the: compressor provides the economic advan- 
tage of this heat pump system. 

Major emphasis in the d e v ~ ~ ~ ~ m ~ ~ t  of this system is the turbine. It must be designed optimally for effi- 
ciency and cost so that there is a short payback period during the time that waste energy is being recovered. 

The heat pump system was constructed and tested at the Mechnical Technology Malta Test Facility. 
All design objectives were met or exceeded. Addition of a motor-generatitor set allows a user to generate 
electricity during periods of reduced steam requirements QT to produce steam either by use of waste heat or 
electrically during periods of reduced waste steam availability. 

To design, develop, install, and field demonstrate a combined cycle heat pump for generation of process 

P u ~ ~ ~ ~ ~ t ~ ~ ~ ~ :  

Mechanical Technology, Inc., Materials Test Report, Technknl K ~ p o r t  2, 78TRI 20, July 1978. 
Mechanical Technology, Inc., Environment Effects Report, High COP Hear Paamp System, Technical 

echanica: Technology, Inc., Application Survey and Market Assessmenl! far High COY Heat Pump 

Mechanical ’Technology, Inc., Ifigh COP Heat Pump System, Phase I Results Technical Report IA, 

Mechmicall Technology, Inc., IIigh COP Heat Pirnip Rearing and Seal Testing, 82TR22, December 

Mechanical ‘Technology, Inc., Development und Test of a COP Runkine Heat Pump for Generation of 

Mechanical Technology, Inc., Development and Test of a High COP Rankine Heat Pump for Genera- 

R ~ p o r l  5. 79TRk, September 1978. 

Project, Fi‘ibzal Report, Contruct ModiJcaCion MO#S, 8 1TK27, January 198 1. 

82TR14, November 1981. 

1981. 

Process Stcant -Management Plan fox Phase 2 Fubricution and Test, 82TK49, June 1982. 

tion of Process Steam, F i n d  Report f o r  Phase 2 Fabrication and Test, 84TK14, October 1984. 
- -l_l ____ -I__ --__I 
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Development of a Plastic Fil 

stigator: E. C. Guyer 
Dynatech Research and Idaho Operations 

99 Erie Street 
Cambridge, MA 02 1 39 

r for Industrial Heat Pumps 
____I ~ ...... -. 

Contract Agency: Department of Energy. 

Development Company Contract Numlber: DE-AC07-84ID12550 
Contract Period: September 1984 through November 1985 
Funding: $18 1,126 

Te~ep~om~: (617) 868-8050 Source: DOE Lev& 100% 
Dy natech 5% 

Project Objectives: 

heat exchangers, in a heat primp application, which use plastic films as the heat exchange media. 

Project Description: 

Dynatech examined the technical and economic feasibility of development of inexpensive heat 
exchangers that use plastic films as the heat transfer media. During phase 1 of the project, materials were 
evaluated for fabricability, cost, and thermal performance; conceptual designs were considered. During 
phase 2, a small laboratory scale model was fabricated, and several film materials were tested in a simu- 
lated heat pump environment. 

To determine and demonstrate the technical feasibility and economic viability of the use of inexpensive 

P u ~ ~ ~ c a t ~ o n ~ ~  

E. C. Guyer and I). L. Brownell, Design of Heat Exchange Element for Plastic Film Heat Exchmger, 
Dynatech Report 2324, December 1984. 
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8.1.9 Development and Demonstration o€ am Electric Heat Pump fox Waste 
Heat Recovery in Industry 

Principal ~ ~ ~ e $ ~ ~ ~ t ~ ~ ~  W. C. Moreland 
~ ~ ~ n ~ z ~ t ~ ~ n ~  Westinghouse Electric Corporation 

Research and Development Center 
1 3 10 Beulah Road 

Contract Agency: Department of Energy 
Contract Nrambc: DE-AC01-77CS40327 
Crsntrmret Period: July 1977 through November 1985 
Funding: $3,897,146 

Pittsburgh, PA 1.5235 Source: DOE Level: 92% 
T ~ I ~ ~ ~ ~ ~ :  (412) 256-2002 Westinghouse 8% 

Project Objectives: 

electrically driven heat punips to reclaim low temperature waste heat from industrial processes. 

Project Description: 

To demonstrate the technical feasibility and economic viability of using a methanol working fluid in 

The specific technical and economic goals were: 

* 

* 

Delivery temperatures in the range of 250 to 350°F (121 to 177°C) 
Source temperatures in the range of 180 to 250°F (82 to 121°C) 
Paybacks of four years or less 

'The Westinghouse Research and Development Center developed an electrically driven closed Rankine 
cycle high-temperature heat pump that uses methanol as the working medium. The heat pump extends the 
technology approximately 188°F (38°C) above that of available commercial units. Testing on the unit was 
completed at the Westinghouse Large Pennsylvania Test Facility. The systens performed close to design 
predictions, At a waste steam pressure of 10 psig, the measured output capacity was 33,000 Ib/h of 63-psig 
steam with 20'F superheat at :i coefficient of performance of 4,6. 

P u ~ ~ ~ ~ t ~ ~ ~ s :  

P. H. Snyder and W. C. Moreland, The Selection of Working Fluid Candidates for Wse in High- 
Temperature Industrial Heat Pumps, DQE/C'S/40327T3, NTLS No. DE83003725, December 11978, 

G. C. Gainer, R. M. Luck, and W. C. Moreland, Thermal Stability and Materials ~ ~ m p ~ ~ ~ ~ i ~ ~ t ~  Tests 
of Five High- Temperature Working Fluid Candidates, Westinghouse Research Report 79-9B98- 

W. C .  Moreland, J. S. Eder, and R. W. Wolfe, Preliminary Design dPe~ort----Develop~eent and 
Demonstrution of aa Electric Heat Pump for Waste Heat Recovery in Industry, DOE/CSJ40327-Tlf 
March 1981. 

W. C. Moreland and R. W. Wolfe, Development and Demonstration of un Eleclric Heat Pump for 
Waste Heut Recovery in Industry, Draft, Westinghouse Report 85-9D8-SOFTEM-R I ,  July 1985. 

SBTEM-MI. 
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8.1.10 Twin Film-Falling Film Heat Excha 

Principal. Investigator: E. F. Doyle 
Organization: Thermo Electron Corporation 

P.O. Box 459 
Waltham, MA 02254 F u ~ ~ ~ n ~ ~  $170,769 

cy: Department of Energy, 
Idaho Operations 

45 First Avenue CQnh%¶Ct Number: DE-AC05-841D L 2540 
C o & ~ t  Period: September 1984 through October 1985 

T ~ I ~ ~ ~ Q ~ ~ ~  (6 17) 890-8700 Txvel: 93% 
Thermo Electron 7% 

Project Objectives: 

from contaminated waste steam at higher heat transfer rates than those presently available. 

Praject ~ ~ s ~ ~ ~ p t ~ ~ ~ :  

Thermo Electron is determining the economic and technical benefits of utilization of a heat exchanger 
in which a condensing waste steam film inside of verticle tubes is used to evaporate a clean water falling 
film on the outside of the tubes. During phase 1, a laboratory model was fabricated and tested in a clean 
condensing-steam environment. Heat transfer coefficients varying from 4 12 to 69 1 Mu/( h . ft O F )  were 
obtained, Phase 2 consisted of testing the laboratory model with simulated contaminated waste steam and 
making a detailed economic comparison with conventional shell and tube and falling film evaporators. 

To develop a twin film-falling film heat exchanger for industrial heat pumps capable of recovering heat 

Publications: 

E. F. Doyle and J. Balsavich, Development of an Evaporator for Industrial Heat Pumps Capable of 
Recovering Heat from Contaminated Sources: Phase I Final Report, DOE/ID/I 2548-1, August 1985. 

.._._..__. ..... . . . . _____ 
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rid High COP Heat P 

Principal Investigator: William R. Roebbenian 
Organization: Mechanical Technology, Inc. 

Contract Agency: Electric Power Research Institute 
Contract ~~~~~~: ItP2220- 1 
Contract Period: Sept. 13, 1984, through Aug. 30, 1985 968 Albany Shaker Road 

Latham, NY 121 10 Funding: 
Telephone: (518) 899-2976 Source: EPRI Level: 100% 

Project Objectives: 

To define the potential impact on utilities caused by new load and industrial customer load manage- 
ment options created by the hybrid heat pump; to identify potential demonstration sites for the unit; to for- 
mulate technical and economic screening tools that utilities and their industrial customers can use to iden- 
tify and evaluate potential applications. 

Project Description: 

Under Department of Energy (DOE) funding, Mechanical Technology, Inc. (MTI), has designed, 
fabricated, and conipleted a 108-h laboratory test on a high coefficient of performance (COP) heat pump. 
Utilizing an organic Rankine cycle, the MTl unit recovers low-level waste heat to generate law-pressure 
steam aad to power a Freon-driven axial compressor to boost the pressure of the steam to usable process 
Ievcls. ‘Though the dcvelopment of the unit has been technically successful to date, its application appears to 
be quite limited because of the difficulties inherent in attempting to integrate it into complex plants that 
experience significant fluctuatioams in both waste heat availability and steam demands. However, the unit’s 
applicability should be appreciably enhanced by the addition of a ~ o t o ~ / g ~ ~ e ~ a t o ~  to the machinery train, 
Such an addition would give the unit the flexibility of operating in 3 c o ~ e ~ ~ r a ~ i ~ n  mode or as a motor- 
driven steam compres5or. It would thus be able to accommaidate wide shifts in the plant’s steam, electric, 
and waste heat loads. 

1Jnder DOE funding, the motor/generator addition will be designed, procured, and incorporated into 
the existing prototype machine. Concurrent with this activity, this study funded by the Electric Power 
Research Institute will be conducted to assess the potential technical and economic markets-and the resul- 
tant utility impacts of the hybrid unit and to identify potential industrial demonstration sites. Such a 
demonstration may be pursued, with industrial cofunding, if the results of the study are positive. 

All technical work, with the exception of the site identification effort and the writing of the final 
report, is now complete. In summary, it was estimated that the technical market for the hybrid high COP 
heat pump (I-IHP) would be about 500 units with the potential to recover 167 X 10l2 Btulyear. An exami- 
nation of the competition posed by other technologies was then used to estimate the economic market 
(about 220) for the HHP. The HHP competes with two basic groups of technologies: one group tends to 
improve process heat integration and thereby reduce both waste heat flows and steam demand; the other 
consists of alternative systems for generating steam and/or recovering waste heat. The HHP was compared 
with three competing systems: cogeneration using a hack-pressure steam turbine, cogeneration using a gas 
turbine with waste heat boiler, and an electric driven heat pump. Because of the large number of site- 
specific factors, industrywide characterization is not practical; however, application guidelines and sensitivi- 
ties will be provided in the final report to assist potential users. 

Publications: 

None provided. 



tion Heat Pum Prototype 

~~~~~~~~~ ~ ~ v ~ s t ~ ~ ~ ~ ~ ~ ~  Donald C. Erickson 
Q~~~~~~~~~~~~ Energy Concepts Company 

Contract Agency: Department of Energy, Office of 
Energy Related Inventions 

627 Ridgely Avenue C ~ ~ ~ t ~ ~ ~ ~  N~~~~~~ DE-FGQl-84CE 15 172 
Annapolis, MD ’EL401 Contract Period: Apr. 9, 1984, through Oct. 8, 1984 

Source: DOE 1,evel: 100% 
T e ~ ~ ~ ~ ~ ~ ~ ~ :  (301) 266-6521 

Project ~ ~ ~ e ~ t ~ v ~ ~ :  

for directly recycling distillation reject heat. 

Project ~ e § c ~ ~ ~ ~ ~ ~ ~ :  

This process uses overhead vapor condensing heat upgraded by an absorption heat pump which reboils 
the same or a nearby fractional distillation column. 

‘The work of the program was divided into two phases. In phase 1, a suitable application for the absorp- 
tion heat pump augmented distillation column prototype was identified. A prelirninary design, cost estimate, 
and schedule were prepared. A letter of intent and cost sharing commitment were obtained from the indus- 
trial user of this invention. 

In phase 2, a detailed engineering design was prepared based an data available from phase 1. A proto- 
type was assembled, and its performance was monitored for six months. 

To locate a retrofit site and bring about the first use in the United States of an absorption heat pu~ng 

Publications: 

D. C. Erickson, “Absorption Cycle Fundamentals and Applications Guidelines for Distillation Energy 
Savings,” 6th IECTC Proceedings, Houston, Tex., 1984. 

Patents: 

U.S. 4,402,795: D. C. Erickson, Reverse Absorption Heat Pump Augmented Distillation Process, 
Sept. 6, 1983. 
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8.1.13 Low-Temperature Waste Neat Utilization Chiller System 

Principal Investigator: Scott J. Hynek 
O r g ~ ~ ~ ~ ~ ~ ~ ~ n :  Foster-Miller Associates 

Contract Agency: Oak Ridge National Laboratory 
Cantract Number: 41X-28906C 
Contract Period: August 1979 through September 1983 350 Second Avenue 

Waltkam, MA 02154 Funding: $1,001,244 
Telephone: (617) 890-3200 Source: DOE Level: 100% 

Project Objectives: 

To design, develop, and demonstrate an industrial refrigeration system to be powered primarily by the 
140°F (60°C) waste hot water (available at certain industrial sites and government-owned gaseous diffusion 
plants), to investigate commercial applications of this system, to commercialize it by teaming with a 
manufacturer. 

Project Description: 

The waste-beat-driven chiller system consisted of a Rankine cycle driving a reverse-Rankine cycle. This 
integrated system shared a common working fluid (R-22), a common condenser, and a common crankcase 
that housed the expander and compressor. One bank of compressor cylinders was transformed into expander 
cylinders by replacing the head with a syecially designed head containing rotary valves. A hermetically 
housed induction gencrator absorbed any surplus shaft power and provided s p e d  control. The induction 
ger,erator operates as a motor to make up the shaft power deficit on hot days. The preliminary system 
design was completed. Standard components (including condenser and compressor) were selected, and spe- 
cial components (such as rotary expan er valve and boiler feed pump) were designed. During phase 2 of the 
project, system components were tested. A complete demonstration system was constructed during phase 3. 

The power output from the expander exceeded design predictions by 5 to 7% at condensing t e r n p a -  
tures of 75 to 85°F (24 to 29°C); however, parasitic losses were higher in the system than estimated from 
design calculations, so that overall performance was marginally lower than design predictions. The machine 
is capable of producing 0°F refrigeration when driven with 140°F heat; however, economic viability requires 
a continuous source of waste heat and continuous, year-round demand for refrigeration. 

Publications: 

S. J. Hynek et al., Design and Component Testing of a Low Temperature Waste Heat Driven Refrig- 

S .  J. Hynek and 13. Borhanian, Demonstration of a Low Temperature Waste Heat Driven Refrigera- 
eration System, Phases I & bI Progress Report, ORNL/SUB/80-28906/1, March 1982. 

tion System, ORNL/SUB/80-28906/2, September 1983. 
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8.1.14 Heat 
......... __ ....... ........ ~ -. ....... ..... _ ~ _ _ _ _ _ _  ....... 

al Investigator: G. E. Harris 

P.O. BQX 9948 
Austin, TX 78766 

tract Agency: Electric Power Rcsearch Institute 

: September 1,981 through July 1982 
~~~~~~~: 
soorcc: EPRI Level: 100% 

To determine the range of applicability of electrically driven heat pumps to distillation processes. 

Project ~ ~ ~ ~ ~ ~ t j ~ ~ :  

Technical, economic, and market-related constraints were considcreel in determining the potential appli- 
cability of heat pumps for both new and retrofit situations. The approach to determine the range of applica- 
bility of heat pumps to distillation included: 

* 
0 

* 

0 

A survey of heat pump system and component manufacturers 
Formulation of simplified external distillation models 
Formulation of open and closed cycle heat pump models 
Development of cost estimation routines for heat pumps 
Life cycle economic analysis of heat pump applications 
FORTRAN program to perform the above analyses 
A survey and evaluation of candidate distillation processes 

G. E. Harris, Heat Pumps in Distillation Processes, Final Report, EPRI-EM-3656, August 1984. 



213 

8.1.15 Impact of Electrically Driven High-Temperature Industrial Process 
Heat Pumps on Electrical Utilities 

Principal Investigator: Neil N. Turner 
Organization: General Electric C~inpany 

Contract Agency: Electric Power Research Institute 
Contract Number: RP 1967-2 
Contract Period August I98 I through May 1982 81dg. 23, Room 352 

1 River Road Funding: 
Schenectady, NY 12345 ,%wee: EPRI Level: 100% 

Telephone: (518) 385-0819 

Project Objectives: 
_.-..___._I 

To define the effects on utilities of large-scale industrial heat pump utilization. 

Project Description: 

This project assessed load impact on utilities, assessed electrical noise effects caused by load fluctua- 
tions, performed case studies and potential applications, defined the current state of research, defined 
compressor performance maps and applications, and reported on institutional and regulatory considerations. 

Publications: 

None provided. 
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8.1.16 Industrial Process Heat Perm 
...- ..... 

Principal Investigator: Rudy Eggert Contract Agency: Department of Energy 
Organization: General Electric Company Contract : DE-AG02-80CS.10449 

Building 23, Room 116 
1 River Road Funding: $320,000 

Aug. 18, 1980, through Apr. 30, 1982 

Schenectady, NY 12345 Source: DOE Level: 100% 
Telephone: 

Project Objectives: 

different industries and at the national level, to estimate the economic market and fuel savings. 

Project Description: 

The 108 processes identified in the DOE industrial data base were matched to various heat pump 
cycles (open, partially open, and closed). System performance: (coefficient of peiformance, fuel savings, 
horsepower) and capital costs (compressors, flash tanks, heat exchangers) were used to develop the 
economic attractiveness of each match. Results were tabulated by standard industrial classifications and net 
fuel savings (including increased utility fuel usage) and summarized. 

Surveys were made of nine sites in the pulp and paper industry. One site in the pulp and paper industry 
and one site in the chemical industry were chosen for detailed preliminary design studies. 

To assess the potential energy savings of high-temperature heat pumps [ 230-40Q°F (1  10-204"C)] in 

Publications: 

None provided. 
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8.1.17 Compound Absorption Cooling from Low-Grade Heat 
Using Advanced Desorbers 

Principal Investigators: Dr. William '?E. Hanna 
William H. Wilkinson 

Organization: Battelle Columbus Laboratories 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: Sub-7805 
Contract Period: February 1980 through Qctober 198 1 

505 King Avenue Funding: $428,765 
Columbus, OH 43201 Source: DOE Level: 100% 

Telephone: (614) 424-4794 

Project Objectives: 

Compound Absorption Chiller (CAC), which was motivated by low-grade heat. 

Project Description: 

'The project was organized into four phases: ( 1 ) feasibility determination, (2) concept and experiment 
design, (3) experimental studies, and (4) prototype construction and testing. 

In phase 1 (feasibility) the major results were the development of  a detailed computer performance 
model for the compound absorption cooling (CAC) system and the use of that model with absorption equip- 
ment cost data to predict the relative cost and benefits of using CAC systems. The results of phase 2 
(engineering analysis) were the definition of three desorber designs and an experimental plan for ranking 
them and the design of a heat exchanger using the best of these designs for incorporation into the later test 
unit. In phase 3 (experimental), the desorber tests, planned in phase 2, were carried out for one pool type 
and two advanced desoabers; one of the advanced desorbers, a counterflow unit, gave improved heat transfer 
and improved costs as compared with a pool desorber. In phase 4 (test effort), the CAC demonstration unit 
was designed and built with a waste-heat-driven, 140°F input chiller with 25 to 50 tons of refrigeration. 
Postcontract activities included plans for commercialization via a licensed manufacturer and operation of 
the CAC demonstration unit in an industrial type application. 

I o  demonstrate the commercial feasibility of an advanced absorption coaling system known as the 

Publications: 

None provided. 
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8.1.18 Open-Cycle Electric-Driven Industrial Heat PU 

Principal Investigators: H. M. Leibowitz 
D. W. Chaudoir 

Organization: Mechanical Technology Inc. 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 86X-247 13C 
Contract Peri : September 197’9 through September 1981 

20 Plains Road Funding: $407,924 
Ballston Spa, NY 12020 Source: DOE Level: 100% 

Telephone: (518) 785-2211 

Subcontractors: Ford, Bacon and Davis Utah, Inc. 
315 Chipeta Way 
Salt Lake City, UT 84108 

~ -~ ______ 

Project Objectives: 

demonstrate the system’s technical concept. 

Project Description: 

To evaluate the potential uses of low-temperature heat sources at 130 to 20OOF (54.4 to 93.3OC). 
Mechanical Technology Inc. (MTI) developed a n  open-Rankine-cycle beat pump that utilized this low- 
temperature energy. The open-type heat pump did not have an evaporator on the heat source side or a 
condenser on the process side. 

The open-type heat pump utilized the heat source, clean waste water streams, as the system’s working 
fluid and as the process fluid. The system accomplished the transition by directly flashing the waste water 
stream in a critically sized flash tank. The water vapor was then compressed to a useable temperature and 
pressure by a series of single-stage centrifugal compressors. The compression train featured a desuperheat 
station after each stage. The desuperheat station reduced the temperature of the stream to a reasonable 
level to permit the use of standard materials in the compressor, thereby yielding the extra benefit of reduc- 
ing the required compression power. After the compression/desuperheat process, the fluid was directed to 
the process use. 

The design of the heat pump system was accomplished by a joint effort of MTI and Ford, Bacon and 
Davis Utah, Inc., under subcontract to MTI. The design effort included development of system diagrams 
and specific component purchase specifications. The design consisted of four subsystems that included the 
flashing process, cornpression/desuperheat process, motor control center, and microprocessor-based control 
systems. The detailed design was conipleted in February 1981. 

Initial analytical estimates of total performance improvements from continuous desuperheating were 
found to be erroneous. The revised estimate of a 3% total performance improvement was not significantly 
greater than the performance improvement obtainable with stage-wise desuperheating. This project was not 
continued beyond the design phase. 

To develop a detailed design of a demonstration-size open-Rankine-cycle heat pump, which would 

Publlications: 

The Economic Analysis and Design of Industrial Heat Pumps for  Low-Temperature Waste Heat Utili- 

The Economic Analysis and Design of Industrial Heat Pumps for Low-Temperalure Waste Heat Utili- 
zalion, Vol. I, ORNL/Sub/79-24713/2-V1, MTI-8 1 TR 30, February 1981. 

zation, Vol. I1 (Appendixes), ORNL/Sub/79-247 13/2-VII, MTI-8 1 TIP 30, February 198 1. 
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8.1.19 EAST Facility Require ents ~ ~ c ~ ~ e ~ t a t i ~ ~  

Principal Investigator: F. Joseph McCrosson 
O r g ~ ~ i z ~ ~ ~ o ~ ~  South Carolina Energy Research Inst. 

Contract Agency: Savannah River Operations Office 
Contract Number: DE-AC09-77ET12866 
Contract Period: Sept, I ,  1980, through July 31, 1981 1401 Main Street 

Suite 670 Funding: $485,604 
Columbia, SC 29201 Source: DOE Level: 100% 

Telephone: (803) 256-6400 

Subcontractors: Mechanical 'Technology, Inc. United Technologies Research Center 
East Hartford, CT 06108 
Frank R. Biancardi 

273 1 Prosperity Avenue 
Fairfax, VA 22031 
Robert 1% Badgley (203) 727-7234 

(703) 698-9000 
. __ 

Project Objectives: 

(EAST) Facility at the Savannah River Plant, Aiken, South Carolina. 

Project Description: 

Development of the EAST Facility requirements was one element of the Department of Energy 
dual Energy Application Program (REAP) to recover large quantities of residual energy at federal nuclear 
facilities and to stimulate waste heat recovery in the private sector. The proposed government-owned, 
contractor-operated east facility would provide development and confidence testing for industrial heat 
pumps, absorption chillers, and Rankine-cycle power generation systems. The core EAST Facility would 
simulate waste streams in the range of 100 to 1008°F (38 to 538OC) and would be capable of around-the- 
clock multisystem/subsystem testing of two 0.5 to 2.0 MW power generation systems and two 5 to 50 mil- 
lion Htu/h (1465 to 14,650 kW) heat pump systems (alternatively, one 2 to 6 MW power generation system 
and one 50 to 100 million Btu/h heat pump system). 

To develop and document the initial design requirements for the proposed Energy Applied Systems Test 

Publications: 

P. W. Yngve and F. W. Zander, Kesicdukll-Energy-Applicalions Progmm: EAST Fucility Requirements 
Docunzent, DOE/ET/ 12866-8-VoL I and Vol. 11, July 198 1. 
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r ~ r i ~ ~ c ~ ~ ~ ~  ~ ~ v e ~ t ~ ~ ~ t ~ ~ ~ ~  Harry G. Arnold Cositrsct Agency: Department of Energy 
Horacio Perez Blanco Contract No r: W-7485-eng-26, 
William R. Huntley AA-55-15-15-8 

~ ~ ~ ~ ~ ~ z ~ t ~ ~ ~ ~  Oak Ridge National Laboratory Contract Pe July 1980 through May 1981 
P.O. Box Y 
Oak Ridge, TN 37831 Source: ROE Level: 100% 

T ~ ~ ~ ~ ~ ~ ~ ~ :  (615) 574-5764 
_..____ .... _ _ _ _ _ _ . _ ~  __ ..._ ___ ......... ___ ....... ..... 

Project Objectives: 

heat recovery. 

Prujwt ~ e s ~ ~ ~ ~ ~ ~ ~ ~ ~  

‘The Waste Heat Recovery Program administered by Oak Ridge National Laboratory has the objective 
of identifying and developing technology for recovering waste heat at temperatures below 194°F (90°C). 
Under this program, a variety of heat pump and refrigeration technologies are being developed by subcon- 
tractors. There was also an  in-house effort whose overall objective was to identify? screen, and develop 
advanced, high-risk concepts that show adequate potential for waste heat recovery. 

Even though stcam ejectors have found widespread use in thermal-recompression applications, the 
range of operating conditions was different from the conditions found in low-grade heat recovery. 

‘This project consisted of evaluating jet ejectors for hea.t pump applications. The compression ratios, 
temperature boosts, efficiencies, and costs were evaluated for specific industrial applications. It was found 
that even when recovering subatmospheric steam (ahout 2 psia), ejectors can in some special cases provide 
process heat cheaply. In these special cases, it was assumed that the boiler providing motive steam is paid 
for and that process steam pressure is reduced via the steam ejector. 

To determine the technical feasibility and the economic potential of steam ejectors for low-grade waste 

Publications: 

H. 6. Arnold, W. R. Huntley, H. Perez-Blanco, “The Steam Ejector as an Industrial Heat Pump,” 
ASNRAE Trans. 88(2), 1982. 
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8.1.21 Technical Assessment of Residual Energy Applications and BAST Facilities 

Management System 
ies Conceptual Design of Large-Scale Heat Pump for Central Energy 

_.__.._.._ _...___I ....__ .... 

Principal Investigators: Frank R. Biancardi 
R. w. Bass Institute (SCERI) 
A. M. Landermand 

Contract Agency: South Carolina Energy Research 

Contract Number: DE-AC09-77ET12866-SIJB- I5 

Contract Period: November 1979 through April 1981 
Funding: $197,800 

Organization: United Technologies Research Center (and SUB-20) 
Silver Lane 
East Hartford, CT 06108 

Telephone: (203) 727-7234 Source: SCERI Level: 100% 

Project Objectives: 

To select systems comprised of current and near-term equipment capable of economically recovering 
110 to 150°F waste heat from federal facilities, utilities, and industries to produce electric power and ther- 
mal energy at useful temperatures. 

Project Description: 

A t  federal Facilities and utilities where large amounts of waste heat are available, recovery and distri- 
bution of energy is handled by a central energy management system and utilized in an adjacent industrial 
park For industrial waste heat recovery, recovered energy is u s 4  on site. 

An analytical study was undertaken to identify specific power generation and heat pump requirements 
for low-temperature waste heat recovery from government, utility, and industrial sources, to develop tech- 
niques needed to evaluate the performance and cost characteristics of various power system and heat pump 
options, and to perform economic analyses on selected designs. Recently completed DOE-sjmnsored studies 
as well as other available literature were reviewed to define waste heat sources and industrial thermal end- 
uses. Distinct waste heat sources and industrial end-uses were selected as representative applications and 
used for heat pump design specifications. Two of these applications typify large sources of waste heat and 
colocated industrial park cad-uses; the remaining four represent in-plant industrial sources and end-uses. 
Rankine-cycle heat pump configurations and working fluid options were assessed, and four configurations 
were selected for further study on the basis of cost and performance. Five different prime movers were 
examined as potential compressor drivers; gas turbines and diesels were selected on the basis of high overall 
performance. A similar design assessment was performed for power recovery systems. A conceptual design 
of an economically attractive central energy management system for use at an industrial park located near 
the Portsmouth Gaseous Diffusion Plant was made. 

This work was continued and extended to cover industrial parks under funding from the Electric Power 
Research Institute, research projects 1276- 1 and 1275-26. 

Publications: 

R. W. Bass and A. M. Landerman, “Preliminary Evaluation of Large-Capacity High Lift Heat Pump 
Concepts,- study performed by United Technologies Research Center for the U.S. Department of Energy. 

R. W. Bass, A. M. Landerman, and F. R. Biancardi, “Conceptual Design of Large Scale Heat Pump 
for Central Energy Management System,“ study performed by United Technologies Research Center for the 
U.S. Department of Energy. 
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Principal ~~~~~~~~~~~r~ G .  R. Snyder Csantract Agetacy: Oak Ridge National Laboratory 
Contract ~~~~~~ S6X-247 17c ~ r ~ a ~ ~ ~ ~ t ~ ~ ~ ~  General Electric Company 

Corporate Research and Development 
P.O. Box 43 1980 
Schenectady, NY 12301 

tract Period: May 12, 1980, through Oct. 12, 

~~~~~~~~e~ ( 5 1 8) 3 8 5-0 1 62 Source: DOE Level: 8 1 ’% 
NYSERDA 19% 

Project Objectives: 

of demonstrating the concept. 

Project Description: 

The feasibility study was completed with evaluation of three sites and four process configurations. The 
site visits provided process inforniation on flow rates, proccss temperatures, pressir res, dynamics behavior, 
energy balances, control functions. and plant operating philosophy. Additional inforinatioaii on the plant util- 
ities and possible equipment location was also obtained. Comparative evaluations were made considering 
energy savings, cost savings, value of operating experience, and potential for wide application. Energy cost 
and application potential information was gathered for New York State. Component costing was comp!eted 
on two process configurations showing merit. The phase I report indicated that two applications were possi- 
ble for either a full-scale or a smaller demonstration-size prototype. 

To study the feasibility of the open-cycle industrial process heat pump at several sites for the purpose 

Open-Cycle Heat Pumps far Industrial Waste Heat Utilization Project, Technical  rep^ 
Phase I-Feasibility Study, ORNL/Sub/80-247 17/7, NYSERDA/8 1-28, October 1980. 
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8.1.23 System Development Study of MP-ICES Using Air or Industrial-Waste 
Heat Source and a Cascaded or Distributed System 

Principal Investigators: Harold G. Lorsch 
Richard E. Crane 

Organization: Franklin Research Center 

Contract Agency: Argonne National Laboratory 
Contract Number: 31-109-38-4547 
Contract Period June 20, 1978, through Nov. 30, 1979 
Funding: $48,321 20th and Race Streets 

Philadelphia, FA 19 103 Source: DOE Level 100% 
Telephone: (2  1 5 ) 448- 1000 

Project Objectives: 

To assess the potential applications, expected performance, economics, and implementation of a heat- 
pumpcentered integrated community energy system (HP-ICES) predicated on a common piping loop from 
or to which users (buildings) extract or reject heat via their own water-source heat pump. 

Project Description: 

‘4 central plant maintained the water temperature in the common piping loop within a desired range. 
The common piping loop could he supplemented with heat from a diesel-driven air source heat pump, 
boilers in a central plant, or waste heat from industrial sources. Cooling was accomplished by a cooling 
tower or pond. The WP-ICES was either cascaded or distributed depending on whether a central heat pump 
was included. 

If little or no waste heat is available from nearby industrial installations, high community energy den- 
sity rates (currespanding to urban conditions) are required for economic viability of this particular HP- 
ICES. If large amounts of waste heat are available and the HP-ICES is owned by the municipality, even 
relatively low-density communities look promising. For this particular HP-ICES, 16 to 32% less resource 
energy (than conventional systems) was used during the heating season; at  peak heating, the savings was 37 
to 51%. Although there was no resource energy savings for the cooling season, 19% was saved during the 
peak cooling period. Overall, the annual resource energy savings was 14 to 34%. 

So that the applicability of this HP-ICES to particular sites could be demonstrated, designs were made 
for Phillipsburg, New Jersey, and Walden, Illinois. Analysis concluded that conversion (retrofit) of the 
Heckman Terrace Public Housing Development in Phillipsburg to this HP-ICES was economically feasible 
compared with the existing system and in light of the availability of nearby industrial waste heat and 
natural gas as a supplement. The mixed residential/commercial Walden, Illinois, community did not prorn- 
ise any savings when equipped with this HP-ICES primarily because of the low cost of natural gas in the 
area. 

__ - 

Publications: 

R. E. Crane et al., Heat-Pump-Centered Integrated Community Energy Sysfems-Inferim Reporr. 

R. E. Crane et al., Heat-Pump-Centered Integrated Community Energy Systems-Final Report, 
ANL/ICES-TM-26, February 1979. 

ANL/CNSV-TM-24, December 1979. 
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8.1.24 Comparison Centralized and ~ i ~ t ~ i ~ ~ ~ e d  HP-ICES That Uses 
rature Industrial Waste Heat 

Principal Investigator: Lincoln B. Katter 
Organization: Rocket Research Company 

Co tract Agency: Argonne National Laboratory 
Contract Number: 3 1 - 109-38-4546 
Contract Period: June 20, 1978, through Nov. 30, 1979 11441 Willows Road 

Redmond, WA 98052 ~ ~ ~ ~ ~ n ~ :  $7 1,94 1 
Telephone: (206) 885-5000 Source: DOE Level: 100% 

Project Objectives: 

To compare centralized and distributed heat-pumpcentered integrated community energy systems 
(HP-ICES) that use low-temperature industrid1 waste heat. 

Project Description: 

Service options evaluated were space heating, cooling, water heating, and combinations thereof. Ceo- 
graphic location, overall system size, and heat source characteristics were the major factors addressed. The 
HP-ICES considered incorporated two-pipe systems using water as the thermal transport. medium. 

Case studies for application were made for Everett and Seattle, Washington, and San Antonio, Texas. 
In all cases, on-site use of oil was eliminated by HP-ICES. However, winter electricity use increased by 50% 
in Everett, which would not make this HP-ICES attractive there although life-cycle costs were favorable. 
For Seattle, winter electricity demand increased somewhat and that for summer decreased (without real 
escalation in oil prices beyond inflation). €-IF'-ICES economics are very unattractive. For San Antonio, both 
summer and winter electricity demands increased by 50%. Payback could not be achieved within 15 years, 
and life-cycle costs of HP-ICES were unfavorable. 

It was concluded that for the IW-ICES systems considered and sites applied, payback is never attrac- 
tive enough to encourage investment. Life-cycle costs are marginally attractive and indicate that the most 
attractive sites have a high density of end-users that are located close 
these sites tend to be in established neighborhoods where large-scale 
installation and customer hook-ups would probably not be encouraged 
be demonstrated. 

to the waste heat source. However, 
construction necessary for pipeline 
unless outstanding economics could 

 cat^^^^: 

Rocket Research Company, Heat-Pump-Centered Integrated Community Energy Systems: Syslcrrn 

Rocket Research Company, Heat-Pump-Centered Integrated Community Energy Systems-Final 
Development - Interim Report, AN L/ IC ES-TM-27, February 1 9 7 9. 

Report, ANL/CNSV-TM-20, November 1979. 
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8.2 Heat Transformers 

8.2.1 Advanced Heat Transformer 

Prlslcipal Investigators: H. Perez-Blanco 
M. R. Patterson 

Organization: Oak Ridge National Laboratory 

Contract Agency: Department of Energy 
Contract Number: DE-AC05-840R2 1400 
Contract Period: January 1984 through July 1985 

P.O. Box X Funding: $90,000 
Oak Ridge, TN 37831 Source: DOE Level: 100% 

Telephone: (61 5) 574-5442 

Project Objective: 

tures and/or larger temperature boosts than a conventional single-stage machine. 

Project Description: 

tribution of heat exchangers in order to achieve minimum payback periods. 

To develop a numerical model of an advanced heat transformer that can reach high delivery tempera- 

A computer model is now operational and has been coupled to a numerical optimizer to specify the dis- 

Publications: 

Errors Calculated Stochastically,” Proc. 19th IECEC, CONF-840804- 10, August 1984. 

Payback Period,” presented at SME Winter Annual Meeting, November 1985. 
€3. Perez-Blanco and M. 

Heat TransJorrner, ORNL/TM-9841, March 1986. 

M. R. Patterson and H. Perez-Blanco, “Sensitivity of Absorption Cycle Calculations of Fluid Property 

. Patterson and H. Perez-Blanco, “Design of an Advanced Absorption Heat Pump for Minimum 

Patterson, Conceptual Design and Optimization of a Versatik Absorption 
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8.2.2 Low-Grade Heat-Actuated Absor 
for Temperature Boosting 

Principal Inve~tigato~: Gershon Grossman Contract Agency: Oak Ridge National Laboratory 
Contract ~w~~~~ W-7405-eng-26/AA-55- 1.5- 15-0 

F ~ ~ ~ ~ n ~ ~  $94 

Horacio Perez-Blanco 
W. R. Huntley ctober 1979 through September 1984 

Organization: Oak Ridge National Laboratory 
P.Q. Box Y Source: DOE Level: 100% 
Oak Midge, T N  37831 

Teleph~ne: (615) 574-0419 

Subcontractor: Arkla Industries, Inc, 

Project Objectives: 
.............. __^_I_- ~ __ I__ ........... ..- 

To develop a conceptual design of an industrial-type absorption heat pump for upgrading waste heat. 

Project ~ ~ c ~ i p t i o n :  

The heat pump was specifically designed to boost the temperature of low-grade heat, typically from 
about 140°F (60°C) to about 250°F (120°C). The conceptual design formed the first step toward the con- 
struction of a prototype working system, 

An analysis resulted in a conceptual design of the heat pump system providing the information needed 
for detailed design and construction of a laboratory working system. Multistaging of the heat pump was 
investigated for increased temperature boosting, and a preferred two-stage configuration was identified. 
Open-cycle evaporation and desorption were considered for cases of low-temperature differential between 
the heat source and sink. Suitable working materials were considered, and component pet-forrnaoce was 
analyzed with a corripiiter model that was developed to analyze the behavior of the entire conceptual system 
under a variety of postulated operating conditions. 

The computer model, which is available for investigation of different configurations and operating con- 
ditions, W B S  used in the detailed design of the laboratory system. 

The 45-kW single-stage prototype system was built and successfully operated. It demonstrated close 
agreement with the predictions of the computer model. 

P ~ ~ ~ ~ c a ~ ~ ~ ~ ~ ~  
..- ...... .___ ................ _- ......... .......... 

W. a. Huntley, "Performance Test Results of an Absorption Heat Pump That Uses Low-Temperature 

W. K. Huntley, Performance Test Results of a Lithium Bromide-Water Absorption Heat Pump That 
[60"C (140"F)I Industrial Waste Heat," Proc. 18th IECEC, Vol. 4, pp. 1921L1926, August 1983. 

Uses Low-Temperature f6O"C (140"F)j Waste Heat, ORNL/TM-9072, June 1984. 

Patents: 
.... __ l_l_l ......... ................. I_ 

U.S. 4,458,499: G. Grossman, ,4hsorption Heat Pump System, July 10, 1984. 
1J.S. 4,458,500: G. Grossman and €I. Perez-Blanco, Absorption Heat Pump System, July 10, 1984. 

-...-I- ............ - ........... ... -. ............ 
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lfuric Aeid/Water Chemical Neat Pump 

~~~~~~~~1 ~ n v e s t ~ ~ ~ ~ ~ ~ ~  E. C. Clark 
~ r ~ ~ ~ ~ z ~ ~ ~ ~ ~ :  Rocket Research Company 

York Center 
Redmond, WA 98052 Funding: $699,740 
Att: William F. Thorn &urce: DOE Level: 100% 

Contract Agency: Brookhaven National Laboratory 
Contract Numbers: 494588-S, 56876 1 -S 
Contract Period October 1979 through September 198 1 

Telephone: (206) 885-5000, ext. 293 
Telex: 152364 

Project Objectives: 

To verify the capability of the sulfuric acid/water system; to design, construct, and test sulfuric acid 
chemical heat pump/chemical energy storage verification test unit (VTU), which will incorporate as many 
cornrnercial, mass-producible design features as necessary to demonstrate system economic and technical 
feasibility. 

’Ihe VTU was designed to function both as a storage heating, ventilating, and air-conditioning unit 
and a temperature-enhancement industrial chemical heat pump (ICHP). For purposes of gaining scaling 
criteria, the nominal storage design capacity was 106 tu (1016 ergs), with a nominal delivered heat rate of 
158,008 Rtu/h  444 kW). Rocket Research Company under contract to Brookhaven National Laboratory, 
conducted a four-phase program. Phases 1, 2, and 3 consisted of a requirement analysis, detailed design, 
and fabrication of the VTIJ. Generic applications were identified that included industrial waste heat pumg- 
ing, space conditioning, air or gas moisture removal, steam accumulation, cogeneration, and energy storage. 
The VTIJ design incorporated two of the above designs: waste beat pumping and space ~ o n a i t ~ o ~ ~ ~ ~ .  It also 
incorporated Combined generator-condenser and a b s o ~ ~ e r ” 6 ~ ~ ~ ~ ~ t ~ r  reaction components made of steel 
shells eoatcd with acid-resistant porcelain. Teflon-lined acid plumbing and valves were used, and the acid 
storage tank was fabricated from steel lined with porcelain and capable of vacuum operation. Phase 4 con- 
~isted of testing the VTU including performance and design point mapping and accumulation of 10 
operating time at constant output, all in the TCMP mode. This system is currently in the early stages of 
commercialization development by Mitsubishi Corporation under an agreement with Rocket Research Com- 
pany concerning licensing of the technology. 

Publications: 

Final Report, RNL Contract 494588-S, RRC-82-R-813, Jan. 15, 1985. 
Final Report, BNL Contract 568761 - S ,  RRC-82-R-868 [no date provided]. 

Patents: 

US. 4,532,778: E. C. Clark and D. D. I-Iuxtable, Chemical Heat Pump and Chemical Energy Storage 
System, Aug. 6, 1985. 
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Iaavestigatoi: Warren R. Standley 
tion: TRW Energy Engineering Division 

8301 Greensboro Drive 
McL,ean, VA 22102 

~ e ~ e ~ ~ ~ ~ ~ ~  (703) 734-6534 

Contract Agency: Droskhaven National Laboratory 
Contract N~mberr 51903-S 

: June 1980 through March 1981 

Level: 100% 

Project Objectives: 

To compare the cost effectiveness and energy effectiveness of existing chemical heat pump (CHP) con- 
cepts with a baseline of conventional energy technologies and a group of near-term emerging energy tech- 
nologies with which CHPs are expected to compete. 

Project ~ ~ ~ ~ ~ ~ ~ t i Q ~ ~  

The analysis was structured to evaluate these systems functioning as the primary space conditioning 
unit of both a “standard” single-family detached home and a “representative” commercial building. Each 
heating, ventilating, and air conditioning system and application was analyzed in each of two locations in 
the United States, the southwest (Albuquerque, New Mexico) and the northeast (Boston, Massachusetts). 
In addition, the CHPs were evaluated in two representative industrial waste heating upgrading applications 
and compared to potentially competitive technologies for industrial heat pumping. 

‘The Energy Engineering Division of TWW conducted a comparative economic and energy consumption 
evaluation of CI IPS in support of the ChemicallHydrogen Energy Storage Sjrstems Program ai Brookhaven 
National Laboratory (BNL). CMPs extract thermal energy from a low-temperature source and reject it to a 
higher-temperature sink. Unlike vapor-compression heat pumps, CHPs make use of reversible chemical 
reactions between a working fluid (or vapor) and one or more stationary phases (solid OF liquid). CHPs are 
being developed by Department of Energy and BNI, because they offer the promise of lower overall cost 
and greater efficiency than separate units fOF heating, cooling, and (in solar opeiatirpns) storage, They are 
also being considered for industrial process heat upgrading applications. In these roles, CIiPs must compete 
successfully on economic levels with present-day baseline systems and with near-term emerging technologies. 
This study addressed both aspects of the comparison, that is, the cost effectiveness and energy resource 
effectiveness of CHPs. 

Under contract to BNL>, TRW conducted a cost-effectiveness and energy resouece evaluation of two 
CIIP concepts: a sulfuric acid--water CHP and a methanolkalcium chloride CMP. The CHPs were corn- 
pared to baseline and emerging competitive technologies for providing space conditioning services to residen- 
tial and comrnercial buildings and for upgrading industrial process heat, using levelized annual cost as the 
measure of cost effectiveness. The study concluded that CHPs could be cost effective and conserve energy 
resoinces in applications for industrial process heat up-grading and, in specific applications, for residential 
heating and cooling. CHPs for commercial office building space conditioning are neither resource effective 
nor cost effective. 

Pubiieations: 

R. Gorman et al., Chemical Heat Pump Cost Effectiveness Evaluation-Final Report, BNL 5 1484, 
May 1981. 
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eat Pump Concepts for Industrial Use of Waste Heat 

Principal ~ n v ~ t i ~ ~ t ~ ~ :  Horacio Perez-Blanco Contract Agency: Department of Energy 
~ ~ ~ ~ ~ ~ z ~ ~ i ~ n :  Oak idge National. Laboratory Contract Number: W-7405-eng-26/AA-55-15-15-0 

Contract Period. January 1980 through June 1980 
Funding: $28,000 

P . 0 .  Box Y 
Oak Ridge, TN 37831 

Telephone: (6 15) 574-04 19 Source: DOE Level: 100% 

Project Objectives: 

To identify appropriate research subjects. 

Project Description: 

The availability of low-grade waste heat throughout the industrial sector and the pattern of process 
heat demand had to be established. Along with this information, a variety of heat pump technologies geared 
to recovering the waste heat available and providing process heat had to be analyzed. Two technologies were 
chosen for further research. 

The waste heat rejected by the industrial sectors was determined from information available in the 
open literature. The data are available only at the two-digit level of the Standard Industrial Classification. 
The profile of process heat vs temperature demand at the same level of aggregation was also determined 
from data available in the open literature. It was determined that industrial heat pumps able to provide pro- 
cess heat at about 2B2'F ( lW°C> from waste heat at 140°F (60°C) (or higher) should find ap 
the industrial sector. 

Industrial heat p ~ t n p ~  mag be implemented in any of the following ways: electrically driven, heat 
driven, and waste heat driven. From the standpoint of energy conservation, the heat-driven and the 
w ~ s ~ e ~ l ~ ~ a ~ - ~ r ~ ~ ~ ~  types csffeer the greatest potential. Electrically driven heat pumps are available in the cam- 
mercinl market and are of limited research interest. Therefore, one heat-actuated and two waste-heat- 
actuated heat pump concepts were analyzed. 

From this analysis, it was concluded that steam ejector heat pumps offered a low-cost, dependable 
(allbeit inefficient) technology for temperature boosting. Absorption heat pumps, as examples of waste-hsat- 
fired concepts, either in a closed or open configuration, were determined to be worthy of further research. It 
was also established that two-stage absorption heat pumps may be necessary to meet the desired tempera- 
ture boosts. 

Publications: 

H. Perez-Blanco, Heat Pump Concepts for Industrial Use of Waste Heat, ORNL/TM-?6S5, 1981. 
H. Perez-Blanco and G. Grossman, Cycle and Performance Analysis of Absorption Heat Pumps for 

H. Perez-Blanco and F. C. Chen, 'Some Heat Pump Concepts for Residual Heat Utilization," 
Waste Heat Utilization, ORNL/TM-7852, 1981. 

Alternate Energy Sources IZI, Vol. 2, 1983, pp. 293-308. 
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9. NOVEL MEAT PUMP CYCLES 

9.1.1 Stirling Cycle Heat P 
..________ __ ....... ___ __ ......... _______ ......... ___ I____...... ___ 

Iiivestigatorr Norbert0 Dorningo COK&lIlCC Department of Energy 
tian: Oak Ridge National Laboratory C ~ s a t ~ ~ t  DE-AC05-840R2 I400 

P.O. Box Y 
Oak Ridge, TN 37831 

Contraact Perioal: July 1982, continuing 

e: (615) 574-1083 Levell: 100% 
___....._ ....... ....... ..... 

Project Objectives: 

space-conditioning applications. 

Project Description: 

Analytical efforts to date include (1) conducting heat pump simulations and (2) comparing perfor- 
mance and loss terms by two methods. 

The technical approach followed in conducting heat pump simulations included mapping performance 
trends and trade-off relationships of a Stirling cycle heat pump and determining the effects of working gas, 
pressure, drive speed, source temperature, and dead volume on heating coefficient of performance (COP) 
and capacity. The following results were noted: 

To evaluate the Stirling-cycle heat pump concept with characteristics that are suited for residentiat 

Source temperature had low effect on heating COP and no effect on capacity 
Capacity may be modulated by pressure and speed 
Heating COP increased by using hydrogen as the working gas instead of helium 
Capacity decreased with hydrogen as the working gas 
Heating COP and capacity increased as drive speed increased 

0 

0 

The technical approach followed in the comparative analysis with two methods of Computation included 
( 1) calculating performance and loss terms using the National Aeronautics and Space Administration--Lewis 
Research Center third-order code and the Martini second-order code and (2) determining the level of coher- 
ence between results predicted by two different types of analysis. The following results were: noted: 

Poor agreement was found between pressure drops, mechanical friction, and conduction losses 
Fair agreement was obtained between the overall performance estimated despite the use of possibly 
incorrect loss predictions 
Levels of uncertainty between the two computer models were dependent on drive speed and gas 
pressure 

0 

0 

_.I__.. ........... -. ~ -___. 

Publications: 

Pump for Space Conditioning Applications, QRNL/CON- 149, March 1984. 

Pump for Space Conditioning Applications,” Proc. 19th IECEC, August 1984. 

Models, ORNL/CON- 162, June 1985. 

Wec. 11-13, 1984, CONF-841231, August 1985. 

N. Dorningo, W. L. Jackson, and F. C. Chen, A Theoretical Analysis of a Kinetic Stirling-Cycle Zgeat 

N .  Dorningo, W. L. Jackson, and F. C. Chen, “A Numerical Analysis of a Kinetic Stirling-Cycle Heat 

N. Domingo, Cornparutive Analysis of a Stirling Heat Pump with Second and Third-Order Computer 

N. Domingo, “Stirling Cycle Heat Pump Studies,” Proc. DOE/ORNL Heat Pump Conference, 
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9.1.2 Analysis of Non-Vapor-Compression Heat Pump Cycles 
_I__I .-____I il 

Principal Investigator: Roger L. Demler 
Organization: Foster-Miller Associates, Inc. 

Contract Agency: Electric Power Research Institute 
Contract Number: RP2033-3 
Contract Period: Feb. 24, 1982, through May 30, 1985 350 Second Avenue 

Waltham, M A  02154 Funding: 
Telephone: (6 17) 890-3200 Source: EPRI Level: 100% 

Subcontractors: Martini Engineering 
Oak Ridge Foster Miller Associates 

Project Qbjectivw. 

To identify heat pump concepts warranting further research and development efforts to improve perfor- 
mance (particularly for operation at low source temperatures); to improve load characteristics to utilities; to 
offer alternatives to chlorofluorocarbon refrigerant, vapor-compression cycles. 

Project Description: 

The feasibility o f  electrically driven, non-vapor-connpression cycle (modified Rankine) heat pump con- 
cepts were evaluated. Reverse Brayton and Stirling cycles as well as other concepts were studied. A litera- 
ture search, screening of concepts, feasibility analysis, and economic analyses were included. Commercially 
available heat pumps generally utilize the vapor-compression refrigeration cycle as the means of transferring 
heat from a low-temperature source to a high-temperature sink. Chlorofluorocarbon working fluids are used 
almost exclusively in these heat pumps for space conditioning and water heating applications. An extensive 
a m ~ u n t  of literature exists on prime movers using Brayton, Stirling, and other cycles, hut little is known 
about their potential as electrically driven beat pumps. Recent investigations have suggested that alternative 
cycles may offer advantages at low-source temperatures. 

Based on the data acquired in a literature search, discussions with experts on the subject, and prelim- 
inary analyses, screening of non-vapor-compression concepts for projected performance, costs, and other per- 
tinent criteria was conducted, Three concepts were subjected to further technical feasibility and economic 
analyses: 

0 

* 
0 

A moderate-pressure, adiabatic Stirling cycle based on a kinematic drive 
A highly pressurized, isothermalized free-piston Stirling cycle 
An open regenerated Brayton cycle 

Magnetic (both low-field and superconducting electromagnetic) and thermoelectric concepts have been 
eliminated from further consideration. A contract amendment was negotiated to allow more detailed evalua- 
tion of the isothermalized Stirling cycle. 

The life-cycle costs of non-vapor-compression heat pumps were analyzed and found to be noncompeti- 
tive with conventional heating and cooling alternatives. The analyses found that an isothermalized Stirling 
heat pump would be marginally competitive, subject to further development in northern climates in 
heating-only applications. The isothermalized Stirling heat pump offers lower electrical energy consumption 
than existing vapor compression cycles in cold weather and would be competitive, in this respect, with 
advanced vapor-compression cycles. 

Publications: 
_._____ 

None provided. 
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9.1.3 Evaluation of Ejector Heat Pump 
_.._.. 

Principal Investigator: C. T. Hsu 
Organization: University of Tennessee 

Telephone: ~ ~ ~ ~ ~ g :  $1 5,000 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: 7685-526 
Contract Period: January 1983 through November 1983 

Source: DOE Level: 100% 

Knoxville, T N  37939 

Project Objectives: 

identify possible research and development opportunities. 

Project Description: 

Elrod's theory of ejector design and one-dimensional gas dynamics were used to optimize ejector area 
and mass-flow ratios and to compute cycle performance for a range of operating conditions, boiler tempera- 
tures, and assumed nozzle and diffuser efficiencies. The off-design performance of fixed-geometry ejectors 
was evaluated. The effects of cycle variations and fluids on efficiency and performance were investigated. 
The analysis indicated that the expected coefficients of performance are achievable and the off-design per- 
formance is insensitive to evaporator temperature variations. The ejector heat pump is more attractive in the 
heating mode because it should offer better performance than direct furnace heating or electrical resistance 
heating. 

To assess the feasibility and potential performance characteristics of ejector heat pumps analytically, to 

Publications: 

C. T. Hsu, Investigation of an Ejector Heat Pump by Analytical Methods, ORNL/CON-144, July 

F. C. Chen and C. T. Hsu, "Performance of F,j:jector Heat Pumps," to be published in Int. J .  Energy 
1984. 

Res. 11 (1987). 
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9.1.4 Research and Development of an Air-Cycle Heat Pump Water Heater 

Principal Investigator: William M. Toscano 
Organization: Foster Miller Associates, Inc. 

Contract Agency: Oak Ridge National Laboratory 
Contract Number: Sub-7226 
Contract Perid May 1977 through December 1979 350 Second Avenue 

Waltham, MA 02154 Funding: $381,000 
Telephone: (617) 890-3200 Source: DOE Level: 100% 

Project Objectives: 

To develop an air-cycle (reverse-Brayton) heat pump water heater, to analyze the market and business 
potential, to evaluate the system first cost and actual annual performance and operating costs, to field- 
demonstrate a system to obtain performance/cast data and to identify problems in actual service. 

Project Description: 

A reverse-Brayton air cycle heat pump water heater was designed for residential application. The sys- 
tem consisted of a compressorlexpander, an air-water heat exchanger, an electric motor, a water circulation 
pump, a thermostat, and fluid management controls. 

The advantage of a reverse-Brayton air-cycle heat pump for water heating is that the system is 
independent of an outdoor heat exchange installation with fan, refrigeration lines, and defrosting mechan- 
ism. The electric motor and compressor/expander need not be hermetically sealed or thermally coupled, 
which allows each component to be optimally designed and independently maintained. The working fluid is 
air. The thcrmal load, which is the sensible heat of the water, is easily matched with the sensible heat of the 
air in the air-water counterflow heat exchanger. The coefficient of performance (COP) and heat pump 
capacity do not vary significantly with the ambient temperature; therefore, if the system proves to be effec- 
tive at standard ambient conditions, it can be considered for operation in any climate. The design goal was a 
COP of 9.7. 

In the development program, a prototype heat pump system with a COP of 1.26 was built and tested. 
The difference between experimental and design thermodynamic performance was attributed to mass 
transfer losses and heat transfer losses. As part of the design effort, a thermodynamic parametric analysis of 
the water heater system was performed. It was determined that to obtain a COP of 1.7, the isentropic effi- 
ciency of both the compressor and expander must be at least 85%. This program was terminated because of 
the low COP achieved and the development cost to achieve the target COP of 1.7. 

Publications: 
~ _ -  .- __ ....I__ 

J. ‘r. Dieckmann et al., Research and Development of an Air-Cycle Heat Pump Water Heater, 
OKNL/Sub-7226/1, Oct. 1, 1979. 
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14). CROSSCUTI'ING PROJECTS 

10.1.1 Advanced Positive Displace 

Principal Investigator: Ralph Hoffman 
Organization: Trochoid Power Corporation 

Contract Agency: Gas Research Institute 
Contract Nlamkr: N/A 
Contract Period: January 198 1, continuing 14789 Martin Drive 

Eden Prairie, MN 55344 Fondilag: 
Telephone: (6 12) 937-9 163 rce: CRI Level: 8 1% 

Trochoid 19% 
~ ~. 

Project Objectives: 

To develop an advanced positive displacement rotary vapor compressor with economy and ease of 
manufacture, high volumetric and compression efficiencies, economy of power consumption over a range of 
compression ratios, high-speed operation, and high durability. 

Project Description: 

A single rotor unit of -300-lb/h capacity was designed. A mathematical model was developed covering 
the cycle analysis and critical operating characteristics. Extensive tests were conducted on wear rates and 
coefficients of friction. 

The test unit was -14 X 14 X 7 in., designed to run at  3458 rpm. Contrary to piston compressors of 
the same capacity, it was smaller than the 20-hp motor driving it. The unit had a waterjackct for instru- 
mentation of heat transfer, 

Studies relating to the maximum capacity for a given unit were concluded. Upper limits in size were 
limited by sonic velocities of the steam being compressed, and maxirrrum machining facilities offering capa- 
bilities for machining the trochoidally shaped rotor and outer-envelope housing. A further constraint was the 
maximum allowable rubbing velocities of the chosen seal material. 

Fliiid tests of the unit were canceled, and laboratory tests have been scheduled instead. 

P U ~ ~ ~ ~ ~ ~ ~ Q ~ ~ ~  

R. 1-1. Roche and P. B. Stielstra, Positive Displacement Rotary Compressor for Vapor Compression, 
Annual Report, January 1981 through January 1982, PB-82-227'620, February 1982. 
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~~~~~~~~~ ~ ~ ~ ~ ~ t ~ ~ ~ ~ ~ ~ :  Marl Holm pfd  
O ~ ~ a ~ i ~ ~ ~ ~ ~ ~ ~  Fac~infor,s;matioaszentr~~l 

~~~~~~~~~ Agemy: International Energy Agency 

Energie-Physik-Mathematak ecember 1982 through 
GmbH Karlsrube December 1988 
D-75 14 Eggenstein-k,eopoldshaf~n 
Federal Republic of Germany Source: DOE Lev& 18% 

Fun ing: 5,718,000 DM ($2,377,800) 

Telephone: 49-7297 -82454 1 Other participating 8 2% 
IEA countries 

Subcontractors: Forschungszentrum Graz 
Kopernikusgasse 24 
A-8010 Graz, Austria 

Y .  V. Gilli 

Project Objectives: 

To expedite commercialization of heat pumps by e ~ ~ ~ ~ ~ a ~ ~ n ~  noneconomic barriers; to promote regular 
contacts and inforinat ion exchange among researchers, engineers, and government officials in the field of 
lieat pumps; to encourage int~rnational exchange of technologies; to improve the quality, reliabiliry, and 
accessibility of information concerning heat pumps. 

Project Description: 

The Heat Pump Center (HPC) is supported by a national team in each ~ a r t ~ c ~ ~ 3 t ~ ~ ~  country. Each 
team has the functions of providing certain types of information to the EQPC and serving a5 a point of con- 
tact for the services of the HPC. i n  the United States, the national team effort is provided by Oak Ridge 
National Laboratory. The activities of the Center are directed by a steering committee on which each parti- 
cipating country i s  represented. This is a subcommittee of the Executive Committee of the International 
Energy Agency Working Party on Advanced Meat Pumps, To date, the main activities of the Center have 
been the following: 

A quarterly newsletter 
0 

0 

* 
0 

Research, development, and demonstration project summaries 
A product information data base 
A survey of heat pump standards 
A bibliography on nonazeotropic mixed refrigerants 
A workshop on heat pumps for retrofit in the residential sector 
A survey of weather data sources 

~~ 

Pubiications: 

October 1984; 2(4), December 1984; 3(1/2), July 1985; 3(3), October 1985; 3(4), December 1985. 

Pump Center Bibliography, HDC-Bl, October 1984. 

IEA Heat Pump Center Newsletter, 1(1), June 1983; 1(2), December 1983; 2(1/2), May 1984; 2(3), 

’Non-Azeotropic Refrigerant Mixtures as Working Fluids in Compression Heat Pumps,” IEA Heat 

Basic Research in Heat Pump Technology, RD& Q Projects, WDC-R 1 - I ,  December 1984. 
Heat Pump Applications in Residential and Commercial Buildings, RD& D Projects, HPC-R1-2, 

Application of Heat Pumps in Industry. District Heating, and in Integrated Cornmunity Energy Sys- 

Indexes, Heat Pump RDLD Projects, HPC-R 1-4, December 1984. 

December 1984. 

tems, RD&D Projects, HPC-R1-3, December 1984. 
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10.1.3 Field Test of rrent and Diversified Ad 

... .......... ... __ .. .......... 

~r~~~~~~~ ~ ~ ~ e s ~ ~ ~ ~ ~ ~ ~ ~  Patrick J. Hughes 
O ~ ~ a ~ ~ ~ ~ t i ~ ~ :  W. S. Fleming and Associates, Inc. 

Niagara Mohawk Bower Corporation 

unc 1984 through April 1986 5802 Court Street Road 
Syracuse, NY 132@5 ~ ~ ~ $ ~ ~ ~ :  

Telephone: (315) 437-1780 Souace: Niagara Mohawk Level: 100% 
.......... __. .......... ......... ~- -- .......... 

Project Objective: 

tion with efficient and standard gas heating technologies. 
To analyze the technical performance and cost effectiveness of current add-on heat pumps in co~~junc-, 

Three heat pump and gas furnace heating system combinations installed in field situations were moni- 
tored and evaluated, System component performance were isolated through data analysis. Data analysis will 
lead to development of equipment-specific computer moelelirng. Results of this project are expected to define 
optimum combinations of add-on heat pumps and gas furnace technologies for northern climates. 

None provided. 
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in HEKA Approval for Updated Heat P 
......... ....... ___ .- _I_ ........... I_ .......... 

al ~ n ~ ~ ~ t i ~ ~ ~ ~ r ~  Patrick Hughes 

5802 Court Street Road 
Syracuse, NY 13206 Funding: 

Contract Agency: Niagara iMohawk Power Corporation 
Contract Number: 
Contract Per id  January 1385 through December 4985 

~ r ~ ~ ~ ~ ~ a ~ ~ ~ ~ ~  W. S .  Fleming & Associates, Inc. 

Telephone: ( 3  15) 437- 1780 Source: Niagara Mohawk Level: 100% 

Project Objectives: 

To develop bin analysis residential load algorithms, to develop bin analysis algorithms for conventional 
heating and cooling systems, to develop bin analysis routines for air source heat pumps, to develop bin 
analysis routines for water source heat pumps including the earth-coupled type, to implement the previous 
routines into a computer program to be used as a marketing tool, to obtain Public Service Commission 
approval of system algorithms. 

Project Description: 

In its efforts to increase the use of heat pumps, a local power utility desired models that accurately and 
quickly predict the performance of heat pump systems in residential applications. Bin method models 
predicting the performance of heat pump and conventional systems were developed. The routines are to be 
implemented into a marketing tool targeted at the different levels of customer, homeowner, dealer, builder, 
and engineer. 

P u 4 I ~ ~ a t ~ o ~ i ~ :  
............. ........... I _I_ _ -.__.I -__l__..._.,.... ll_l .. 

None provided. 
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18.1.5 Heat P 
.......... ......... ____ .......... -. ......... . 

Principal Investigator: Jeffrey M. Seisler Contract Agency: Electric Power Research Institute 
Contract Number: RP2033-7 : Analytech Management Consulting 

215 North West Street 
Alexandria, VA 22314 

: Jan. 19, 1982, through Aug. 31, 1985 

T e ~ e ~ ~ Q ~ e :  (703) 836-7692 Source: EPRI Level: 
National Rural Electric 

Cooperative Association 

~ ~ ~ c o ~ t r ~ c t o r s ~  Ronald 1-1. Howell and Harry J. Sauer, Jr., University of Missouri 
Victor W. Goldschmidt, Purdue University 
Mason Somcrville, University of Arkansas 

Project Objectives: 

heat pumps and a guide to their application. 

Project ~ s c ~ ~ ~ t ~ Q ~ :  

A reference manual for use by utility customer-service representatives and application engineers was 
prepared which addresses air-, water-, and ground-source systems and hybrid and solar-assisted heat pumps 
and provides a source of information on the following: 

To prepare a manual on heat pumps that provides understandable answers to common questions on 

e 

a 

0 

e 

e 

e 

0 

a 

Q 

D 

What a heat pump is 
What it does 
What equipment is available 
Which types are best suited for representative residential applications 
How to size heat pump systems 
How to estimate energy consumption 
How to compare costs of heat pumps to alternative systems 
Operational tips to maximize energy conservation (e.g., insulation and night setback) 
Operation in tandem with other heating systems 
Considerations in selecting equipment for specific application 
Sources of further information 

A brochure was also prepared for utility distribution to homeowners to provide summary information 
on heat pumps in a simple form. 

Pw blications: 
...... .............. - 

Heat Pump Manual, EPRI EM-41 10-/SR, August 1985. 
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10.1.6 Technology Assessment of Unitary Heat Pumps 
II_ __I_____ 

Principal Investigator: Morton H. Bkdtt 
Organization: Science Applications, Inc. 

Contract Agemy: Electric Power Research Institute 
Contract Number: RP1495-2 
Contract Period: Jan. 25, 1981, through Aug. 31, 1984 Energy Systems & Conservation 

Division Funding: $102,423 
476 Prospect Street Source: EPRI Level: 100% 
P.O. Box 2351 
La Jolla, CA 92038 

Telephone: (619) 456-6490 

Project Objectives: 

to summarize the market status of heat pumps, to identify future research and development needs. 

Project Description: 

This project involved a survey of technical literature, contacts with heat pump manufacturers and trade 
associations for information about new heat pump concepts and technology trends, and compilation and 
analysis of market data. The status and effect of federal building energy efficiency, consumer product effi- 
ciency, chlorofluorocarbon production, and other regulations were reviewed. Special technical issues, such as 
modulation, defrost mechanisms, and controls were investigated, and recommendations regarding future 
research and development needs were made. 

The literature search, contacts with experts in the field, and assessment were completed. A draft report 
was submitted, and required revisions were identified. 

The major results of the study centered on the formulation of unitary heat pump research and develop- 
ment needs. Projects funded by the Electric Power Research Institute (EPRI) were recommended for those 
areas not currently being investigated by EPRI or others. Specific program elements were described in the 
following nine application areas: 

_-_I .._.I.__ 

To assess the technology status of electric heat pumps, to survey regulatory issues affecting heat pumps, 

Increased retrofit applicability 
Improved low-temperature performance 
Improved part-load performance 
Improved water-source heat pumps 
Integrated space heating/water heating 
Frecooling/evaporative cooling 
Improved solar-assisted and ground-coupled heat pumps 
Improved defrost 
Improved controls 

___......._-.I__ 

Publications: 

None provided. 
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10.1.7 Gas-Fired Heat Pump Research and Development-Review and Assessment 

Principal Investigators: J. A. Kinast 

Organization: Institute of Gas Technology 

Contract Agency: Gas Research Institute 

Contract Period: September 198 1 through February 1983 
Funding: N/A 

J. Wurm Contract Number: 5081-242-0541 

3424 South State Street 
Chicago, I L  60616 Source: GRI Level: 100% 

Telepbwe: ( 3  12) 567-3839 

Project Objectives: 

To compile and analyze, from public and private sources, information on research investigations or pro- 
posed investigations on gas-fired air conditioning and gas-fired heat pumps; to provide research sponsors, 
research investigators, and the gas industry with this information in a ready source for assessing the p ten-  
tial of current and future research and developmental efforts on gas-fired air conditioning and gas-fired heat 
pumps. 

Project k r i p t i o n :  

One of the greatest hindrances to the rapid development of gas-fired heat pumps has been the lack of a 
compendium of knowledge of what had already been done or tried over the years. This bibliography would 
greatly accelerate development of prime mover systems, selection of refrigerants, and improvement of reli- 
ability and performance by putting years of related experience at the developer’s fingertips. Knowledge of 
the information and techniques used by the electric heat pump industry to solve reliability problems will 
make it possible for the gas heat pump industry to avoid the same pitfalls and gain the respect of the consu- 
mer sooner. 

The Gas Research Institute heat pump project advisors made known the need of a documented record 
of heat pump knowledge. This information was compiled into an annotated bibliography in a format 
designed to facilitate ease of information retrieval. Selected entries were provided with a short assessment or 
explanatory note and were indexed and cross-referenced. 

-_..._._I__ __-._.x_._I -.-...I__ _._ .. ._. .. . .- 

Publications: 

Final Report, September 1981-February 1983, PB-84-153907, December 1983. 
J. A. Kinast and J. Wurm, Gas-Fired Heat Fump Research and Development: Review and Assessment, 
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University of Alabama 
Consolidated N ~ Q U K ~  Gas Service Company 
~~~~~-~~~~~ Assmiatd Rocket Research Company 

Georgia lastitute of Techraology 
Honeywell Energy Resources Center 

Tn develop \eat pump systems for district heating and waling thaota h concept ~~~~~~~~~~~~~ system 
development, application feasibility studies, and system assessment (actual development of heat pnmps was 
tiot inclaided in this project). 

District laeating and cmling concepts using centralized, ~~~~~~~~~~~, and cascaded h a t  p m p  systems 
3picTe developed. In 15 application feasibility studi~s, using diverse sources and $inks, the systems examined 
sliowed promise for 

Substantially reducing era-site energy use for space heating and cooling and for water heating 
Substit util;g niansca rce ~esources for premium fuels 
Significantly reducing resultant source-energy use 
0ffr;riag ~ ~ ~ ~ - ~ a n a ~ ~ ~ e ~ t  advantages to both electric and gas utilities 
Reducing ad~erse environmental impacts 
Resulting in favorable life-cycle costs and, far some systems, payback per ids  shorter than five years 

Because the sources a d  sinks used are both varied and abundant, broad application potential i s  
believed to exist for these systems. 

The results of the p have been reported in 39 publications including a summary and an assess- 
ment of the systems dev . Subsequent project phases leading to physical demonstration and wmmer- 
cialization of successful concepts were initially anticipated but are not presently planned. 

e 

9 

Q 

a 

* 

Publicat ions: 

J. M. Calm et al., Heat-Pumpcentered Integrated Community Energy Systems: System Development 
Assessment, ANL/CNSV- 18, March 1981. 
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10.1.9 Engineering Field Test Planning 

Principal Investigator: Myron Myers 
Organization: National Aeronautics and Space 

Contract Agency: Department of Energy 
Contract N m k r :  EX-76-A-29- 1024 
Contract Period: October 1979 through September 1980 
Funding: $560,OOO 

Administration 
Marshall Space Flight Center 
Huntsville, AL 35812 Source: DOE Lev& 100% 

Telephone: (205) 453-2051 

Project Objectives: 

System Development Branch of the Department of Energy Active Solar Buildings Division. 

Frojeet Description: 

National Aeronautics and Space Adniinistration/Marshall Space Flight Center analyzed the readiness 
of Rankine, absorption, desiccant, and solar-assisted heat pump technologies and developed a plan to move 
toward marketable solar systems through an engineering field test program. 

~ ~ l i ~ ~ ~ o ~ $ ~  

- _. _I.__ - 

To develop an engineering field test plan for four of the technologies researched and developed in the 

-I il___ 

None provided. 
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y on Advanced Heat Pump Systems-IEA Annex I 

Principal I ~ ~ ~ s ~ i ~ a ~ o ~ ~  Peter Kueppers 
a ~ ~ ~ ~ ~ ~ a t ~ Q ~ :  KeriiTorschLangsanlage Juelich GmbH 

Contract Agency: International Energy Agency 
Contract Number: 
Contract Period: October 1978 through July 1980 
Funding: 1,507,008 DM ($824,920) 

Postfach 19 13 
D-5 170 
Juelich, West Germany Source: DOE Level: 27% 

Telephone: 49-146 1-61 4623 12 countries via IEA 73% 

Subcontractors: Battelle-lnstitut E.V. Resource Planning Associates 
50 Church Street 
Cambridge, MA 021 38 

A M  Romerhof 35 
D-6000 Frankfurt AM Main 90 
West Germany Ann Quinn 
David L. Hodgett 

Project Objectives: 

To collect and evaluate data on advanced heat pump systems (i.e., heat-activated systems) currently 
under development; to assess their market potential; to derive relevant proposals for desirable developments 
and a future International Energy Agency research and development program. 

Project Description: 

General conclusions of the study show that electric heat pumps (for both heating and cooling) predom- 
inate in the United States as replacement for boilers and furnaces and in West Germany a similar situation 
exists with bivalent-alternative heating-only heat pumps. The first priority in mast countries is to find a suh- 
stitute for oil and second, to C O ~ S C F V C  energy. Present electric heat pumps meet the first priority but rarely 
contribute to the second, unless they are compared with direct electric heating. A d v : ~ ~ e d  heat pumps, the 
best of which are internal combustion engine driven, are capable of conserving 30 to SO% prime energy. 
However, in terms of oil substitution, the superior systems are gas-fired: Brayton, Otto, and Stirling engine 
driven; the Rankine-Rankine; and the sorption systems. External combustion systems have a total flexibility 
of fuel use and are thus particularly attractive, especially in large unit sizes. 

Most advanced heat pumps are not due for commercialization until 1985. Thus, the possibility of 
achieving worthwhile energy savings before 1990 appears low. Accelerated development of the systems with 
greatest potential for each application is desirable even if their use is not justifiable on economic grounds in 
the short term. The economic potential for all advanced heat pump systems is limited by strong competition 
from conventional systems. 

The overall conclusion was relatively clear: so that the market share for advanced heat pumps as a 
group will expand, efforts should focus on advanced heat pumps most likely to generate market potential by 
the year 2000-- absorption, Rankine-Rankine, and diesel-Rankine systems. Diesel-Rankine is suited to large 
installations; absorption and Rankine-Rankine show greatest potential for small heating-only applications. 
Electric heat pumps will predominate for combined heating and air-conditioning applications. 

Publications: 

D. L. Hodgett et a l ,  International Energy Agency Programme of Research and Development on 
Advanced Heat Pump System, Annex I. Common Study on Advanced Heat Pump Systems, Final Report. 
Vol. I: Results and Conclusions, ISBN 3-88585-029-X, Battelle-Institut e.V. Frankfurt and RPA (Paris) 
for Kernforschungsanlage Juelich GrnbI-I, July 1980 (available through Verlag TUV Rheinland GmbH, 
Koeln, Federal Republic of Germany). 

D. L. Hodgett dnd G. Oelert, I?tierriational Energy Agency Programme on Research and Development 
on Advanced Hear Pump Syslerns, Annex I ,  Common Study of Advanced Heat Pump Systems, Final 
Report. Vola II: Technology Survey, BF-R-63.896-1, Battelle-Institut e.V. Frankfurt and RPA (Paris), July 
1980 (available through ORNL). 

M. Graph et al., International Energy Agency Programme of Research and Development on Advanced 
Heat Pump Systems, Annex I: Conmon Study on Advanced Heat Pump Systems, Final Report. Vol. III: 
Marker Study, RPA (Paris), July 1980 (available through ORNL). 

- -- - -_.I. _ I _ _ _ _ - .  - - 
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10.1.11 Evaluatio Add-On Heat P 

~ ~ ~ ~ c ~ ~ a ~  Imreshigator: Arvo Lannus 
~~~a~~~~~~~~~~ Gordian Associates, Inc. 

71 1 Third Avenue 
New York, NY 10017 

(212) 697-9023 

Contract Agency: Department of Energy 
EX-76-C-01-2121, EC-77-C-03-1699 

Aug. 19, 1976, through Dec. 31, 1978 

Source: DOE Level: 100% 

Project ~~j~~~~~~~ 

To evaluate the performance, cost, and market prospects of heat pumps, both conventional and 
advanced; to assess research and development needs and make recommendations concerning federal 
governnment policies and support for this type of space conditioning technology. 

Project ~ ~ § ~ ~ ~ p ~ ~ ~ ~ :  

The study covered electric as well as experimental gas and other types of heat pumps and cxamined 
equipment for residential and commercial applications. Unitary equipment of the type applicable to light 
commercial, institutional, or industrial construction was investigated in preferelm to large built-up systems. 

On-site energy consumption, energy and life-cycle cost, market prospects, institutional factors, and pri- 
mary or resource energy efficiency of heat pumps for residential and commercial applications were 
evaluated. Only unitary equipment was considered. The investigation covered conventional electric heat 
pump$, experimental gas thermal engines, and absorption cycle machines under development. Other heat 
pumps were also considered as were combinations with solar energy systems. 

Calculations of the on-site and primary energy effectiveness and cost of conventional and advanced heat 
pumps compared with electris and combustion furnaces and baseboard heat (all with appropriate cooling 
systems) were made by means of two hour-by-hour computer simulation programs, one for a residential 
building and one for a commercial building. As test buildings, a two-story frame single-family residence 
[1850 ft2 (172 in2)] and a two-story rnasonry office building [5580 ft2 (518 m2)] were selected. These build- 
ings were hypothetically moved about to nine different cities selected as repiescntative of the various 
climatic regions of the continental United States. 

Energy costs, installed costs, and life-cycle owning and operating costs were determined for the residen- 
tial and commcrcial heating, ventilating, and air-copditioning systems. Energy costs were based on locally 
obtained utility rates, accounting for base load usage and demand charges where appropriate. Installation 
costs were based on an estimate including labor, materials, shipping, handling, and taxes Life-cycle costs 
were calculated assuming an 8% annual inflation in energy costs and a lower rate of inflation in mainte- 
nance costs. 

Models of the residential and nonresidential building market were used to project market penetrations 
of heat pumps. The models account for replacements and conversions as well as new construction. Market 
projections were combined with primary energy consumption results to estimate potential energy savings 
from advanced electric and gas heat pumps. The study also considered institutional factors such as consu- 
mer attitudes, building codes, gas availability, and others. 

Publications: 

Gordian Associates, Inc., Heat Pump Technology-A Survey of Technical Development, Market Pros- 
peers and Research Needs, HCP/M2121-01, June 1978. 
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10.1.12 Andysis of Advanced Thermai Energy Storage Subsystems 
for Solar Heating and Cooling 

~ ~ ~ ~ c ~ p ~ ~  ~ ~ ~ e $ t ~ ~ a t Q ~ ~  Peter 0. Offenhartz 
~ ~ g ~ ~ ~ ~ a ~ ~ o n ~  EIC Corporation 

5 5  Chapel Street 
Newton, MA 02158 Funding: $77,000 

Contract Agency: Department of Energy 
Contract Number: EG-97-C-02-4483 
Contract Period: September 1977 through August 1 

Telephone: (619) 965-2710 Source: DOE Level: 100% 

Project Objectives: 

heating and cooling. 
Project Description: 

Four energy conditioning and storage subprograms were constructed and later integrated into a single 
system program that handled external variables such as solar input, environmental conditions, and 
heating/coaling load. This project provided two types of results: ( 1) a set of programs capable of simulating 
thc performance of 3 wide variety of thermal storage and conditioning units under realistic assumptions as 
to collector, heat exchanger, storage media, and conditioning system performance; and (2) a set of full-year 
simulation runs for thermal energy storage/conditioning subsystems that were proposed in the literature. 
This project was divided into the following tasks: 

.-___._I 

To simulate the performance characteristics of advanced thermal energy storage Subsystems for solar 

Design and construction of overall system model 
Construction of sensible, phase-change, and reversible chemical subsystem modeis (SPHW computer 
model) 
Electric heat pump energy conditioning with multiple storage possibilities ( S A W  computer model) 
Absorption and rankine-cycle air conditioning with multiple heating options and storage possibilities 
(TACSH computer model) 
Simulation runs on published designs 
Additional simulation runs on the most promising designs 

Publications: 

Coaling, Final Report. October 1, 1977-September 30, 1978, CQQ-4483-F, November 1979. 
P. 0. Offenhartz et ai., Analysis of Advunced Thermal Storage Subsystems for Solar Heating and 
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10.1.13 Radisson Corn eating Syste 
.......... ........ ........ ___ ......... .................. 

Principal I ~ ~ e § ~ ~ ~ a t ~ r ~  Joseph E. Rizzuto Contract Agency: New York State Energy Research 
: New York State Energy and Development Authority 

Research and Development Contract Nu r: 368-EU-TCE-81 
Authority 

Two Rockefeller Plaza ~~~~~~~~ $53,000 
Albany, NY 12223 SQU~W: NYSERDA Lmel: 37% 

Telephone: ( 5  18) 465-625 1 NMPC 63% 

§ ~ ~ c o ~ ~ ~ a c t o r s ;  O'Rrien and Gere Engineers, Inc. 

Project Objectives: 

To examine several alternate advanced beating and cooling systems using heat pumps, with hope that 
one or more systems would prove both cost effective and more efficient than available individual heating 
systems. 

Project ~ ~ s ~ r ~ ~ t ~ ~ ~ ~  

Three system options were developed to estimate detailed costs and encagy consumpi.ion. The first 
option was a community water system distributing ground water to individual residence heat pumps. The 
second was a conmon water-soiirce heat pump with hot or chilled water distribution to each house. The 
heat putnp was driven by either a gas engine with waste heat recovery or by an electric motor. The third 
system option was a common air-source heat pump driven by a gas engine with waste heat recovery. 'The 
advanced heating systems were conipared with modern gas furnaces and with standard and premium air- 
source heat pumps in each. residence. 

At present energy prices, a n  advanced system is not cost effective at this site, although all systems 
exanlined conserved energy compared with conventional heating equipment. Greater operating efficiency 
and moderately increased unit do not counierbaldnce the low capital cost of mass-produced individual heat- 
ing systems. 

Fluid distribution lines also add capital cost to the central systems. Large-sized developrnienis (larger 
than 20 homes clustcr at this site) are more likely to result in favorable cconcrmics. A rmre dense residential 
development would also reduce costs. 

~ ~ ~ ~ ~ c ~ ~ ~ o ~ ~ :  
................... ............. .......... .......... ........ 

W. A. Lester et al., Radisson Cotnrnunity Heating Systems: Technical and Ecmornic Comparison of 
Options, Final Reporl, PB-83-178673, NYSERDA-81-30, December 1981. 
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INDEX OF PRINCIPAL INVESTIGATORS 

The numbers following index entries are the section numbers assigned to the project 
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