
Presented at Spring Meeting of the Materials Research Society,
San Francisco, California, April 5-9, 1999, and submitted to

Materials Reliability in Microelectronics X, ed. by C. A. Volkert, A. H. Verbruggen,
and D. Brown, Materials Research Society, Warrendale, Pennsylvania

Strain and Texture in Al-Interconnect Wires Measured by
X-Ray Microbeam Diffraction

N. Tamura, J.-S. Chung, G. E. Ice, B. C. Larson, J. D. Budai,
J. Z. Tischler, and M. Yoon

Solid State Division, Oak Ridge National Laboratory, P.O. Box 2008,
Oak Ridge, Tennessee 3783 l-603 1

E. L. Williams and W. P. Lowe

Howard University, Washington, D.C.

“The submitted manuscript has been authored
by a contractor of the U.S. Government under
contract NO. DE-AC05-840R21400.
Accordingly, the U.S. Government retains a
nonexclusive, royalty-free license to publish or
r e p r o d u c e  t h e  p u b l i s h e d  f o r m  o f  t h i s
contribution, or allow others to do so, for U.S.
Government purposes.”

prepared by
SOLID STATE DIVISION

OAK RIDGE NATIONAL LABORATORY
Managed by

LOCKHEED MARTIN ENERGY RESEARCH CORP
under

Contract No. DE-AC05960R22464
with the

U.S. DEPARTMENT OF ENERGY
Oak Ridge, Tennessee

May 1999





microchip containing areas with 2 pm wide Al wires and 100 pm wide ‘Al pads on (100) silicon
substrates. The sample was mounted on a 0.05 pm resolution x-y-z translation stage, and x-ray
microbeam measurements were made by translating along interconnect lines or pad areas. At
each location, white-beam Laue patterns were taken using a CCD x-ray detector in order to
determine the orientation of individual grains and to extract the triaxial strain. In addition, energy
scans were performed on selected Bragg reflections using the monochromatic beam mode with
-2 eV energy resolution. Details of the orientation, indexing, the extraction of deviatoric strain
from Laue patterns, and of the determination of dilatational strain from energy measurement will
be described elsewhere [7].

DATA ANALYSIS

To determine the orientation and strain in the interconnect wires from white-beam data, Bragg
peaks from the Al wires were located and indexed by computer searches of the CCD patterns.
The peak positions were determined to high precision by fitting the peaks with 2D elliptical
Lorentzian or Pearson VII functions. For our conditions, the larger grains yielded from 10 to 15
Laue spots, of which typically 10 would be bright enough (compared to the background) to
determine the peak position with an accuracy better than 0.01”.

An important aspect of the measurement process is the determination of the parameters
specifying the position and orientation of the CCD camera. Included in these parameters is
geometrical information such as the sample to CCD camera distance, and tilts/rotations of the
CCD phosphor screen. The geometrical parameters were determined using a perfect Ge reference
crystal which provided about 60 spots in an energy band pass of 9-23 keV, on a CCD camera of
27.9 x 25.9 mm2,  at a distance d=25.8  mm from the sample. The complete deviatoric strain
tensor for the Al interconnects was then obtained from the Al grain Laue patterns (using the Ge
determined geometrical parameters of the camera) by non-linear least squares fitting.

GRAIN ORIENTATIONS, TEXTURE

Fig I.-Intergranular orientation (left) and intragranular orientation (right) map for a wide pad.



Figure 1 shows the results of a two-dimensional gram orientation scan in a wide pad region,
measured by translating a 0.7 by 0.7 pm2  beam with 0.5 pm steps in each direction. The figure
displays an 8.5 x 12 pm2  area, and indicates the orientation of the (111) axis of the glass
passivated Al grains relative to the surface normal. The image indicates a distribution of grain
sizes varying from less than 1 pm to more than 6 j.trn in diameter. The light colored pixels in Fig.
1 refer to grams with (111) directions closest to the surface normal and the dark pixels refer to
tilts of -15’ away from the surface normal. The contrast of the large grain in the lower right
comer has been enhanced in the panel to the right to show intragranular variations in orientation.

Fig 2.- Intergranular orientation (Left) and Intragranular (Right) orientation maps of the thin
wires.

Fig 2 shows an orientation map obtained for a similar size area in a region containing 2 pm
wires. Two neighboring wires appear. The bamboo (or near bamboo) structure of the wires is
clearly evident with the 0.7 x 0.7 pm2  measurement resolution. The enhanced contrast
orientation plot to the right in Fig. 2 shows intragranular distortions to be -+/- 0.5”.

DEVIATORIC TRIAXIAL STRAINS

At present we have not completed the analysis of the 0.7x0.7 pm2  resolution measurements
shown in Figs. 1,2 in terms of triaxial strains. However, deviatoric strain analyses have been
performed on measurements made using lower resolution, and in Fig. 3 we present triaxial strain
results measured with a 1.5 by 2 pm* beam taking 1 pm step along the wire. Since this larger
beam is not capable of resolving the smaller grams directly, a schematic orientation map has
been made by assuming the grains to be bamboo-like and using the measured intensities of Laue
spots as a function of distance along wire to extract an effective size. The white beam patterns
provide directly the deviatoric strain tensor from the measured changes in the lattice angles a, p,
and y, and the relative changes in the unit cell parameters a, b, and c, for each grain seen in each
Laue pattern.

Since the average gram size is about 2 pm, the larger grains appear in more than one Laue
picture along the 1 pm step linear scan for a beam size of 1.5 x 2 pm2.  In most cases the fitting of
the data to obtain the strain tensor gives similar results for different locations in the same grain to





Reflectivity measurements as a function of energy are shown for two positions within a single
grain in Fig. 4. We note that the peaks are quite broad in energy (-1530 eV),  a result that we
have found to be quite typical. For x-ray energies in the 10 keV range, such widths correspond
either to a variation in lattice strain of l-3 x 10e3, or to a rotational variation of 0.1” - 0.2” within
the area of the beam. Through the analysis of the precise position of the reflectivity peak in each
selected area CCD image (i.e. at each energy in the scan), the absolute lattice spacing was
determined for each point in the energy scan, as shown in Fig. 4.
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Fig 4.- Energy scan for the (3 3 3) rejlection  at two locations within a single grain in a thin wire.
Intragranular orientation variations along, and perpendicular to, the direction of the wire are
indicated by the 0.4” variation between the lightest and darkest regions. Energy scans at two
locations and the corresponding d/do are displayed. The average d/do value for all the subgrains
and locations is about -3.6 +I).6 10V4.

We conclude from the nearly constant strain as a function of energy that almost all of the
broadness in the energy scans results from angular rotations (deformation) within the microbeam
footprint of the grain and not to variations in the lattice parameter. This result is consistent with
the observation of broadening in the white beam Laue peaks of Al interconnect grains compared
to much sharper peaks measured in the CCD camera for perfect crystal Ge. That is, the x-ray
reflections for Al interconnects are actually composed of several subpeaks corresponding to
subgrains with slightly different orientations. This is consistent with the intragranular orientation
maps in Figs. 1,2, where the 0.7 x 0.7 pm2  measurements can be inferred to contain -0.1 - 0.2’
orientation variations within the spot size. In contrast to the rather large energy widths for Al



interconnect grains in Fig. 4, perfect Ge crystal energy scans yield peak widths of only about 3-4
eV, as determined mainly by the converging nature of the focused microbeam.

The energy scan measurements and analyses made at two locations within the same grain in Fig.
4 indicate graphically the rotations as a function of position within the grain, but they indicate no
significant strain variation. Considering the thermal cycling and differential thermal expansion
induced stresses and yielding, it is not surprising to observe intragranular deformation. Of
course the peak broadening and peak distortions observed in white beam Laue peaks provide
information on deformation modes. However, the extent to which rotational variations within the
size of the x-ray beam impact the measurement of strains using white beam Laue patterns is an
important question that is presently under investigation.

CONCLUSIONS

X-ray microbeam measurements combining submicron white and monochromatic beam
capabilities have been applied to the study of local texture and residual strain in Al interconnects.
We report for the first time measurements of both intergranular and intragranular orientations
and residual triaxal strains. Our results indicate that intragranular microstructural variations are
composed mainly of lattice rotations resulting from stress relaxation rather than differential stress
related variations in strain. Deviatoric strain levels were found to be quite heterogeneous,
generally less than 1 x 10m3 in magnitude, and to have a tendency toward tensile strains along
wire directions for the sample measured. As automated data analysis techniques are further
developed, the availability of a large number of grain by grain triaxal strain measurements will
enable a more complete understanding of the role of stress in voiding during electromigration.
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